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Reason for change:
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Step 2:
Setting the ES/P= ‘11’B  is requesting a NPB instead of FPB. 
(see 04.60 section 10.4.4a)

Step 3:
In the response will be no RB, so the requirement to check for correct RB is quite misleading and not addressing the test purpose.




Summary of change:
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Step 2:
Change FPB to NPB.

Step 3:
Remove the requirement: “The RB is an correct RB.”
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53.1.2.7
Acknowledged Mode/ Downlink TBF/ Measurement Report

53.1.2.7.1
Conformance requirements

1.
In PACKET DOWNLINK ACK/NACK message, if the reported bitmap is shorter than the requested bitmap size, the MS shall include a measurement report if there is room enough.

References

3GPP TS 04.60, subclause 9.1.8.2.3.

53.1.2.7.2
Test purpose

1.
To verify that if the reported bitmap is shorter than the requested bitmap size, the MS shall include a measurement report if there is room enough.

53.1.2.7.3
Method of test

Initial Conditions

System Simulator:


1 cell with EGPRS support, default setting, PBCCH not present.

Mobile Station:


The MS is EGPRS updated with a P-TMSI allocated, SPLIT PG CYCLE negotiated and the test PDP context2 activated.

Related PICS/PIXIT Statement(s)

N/A

Test Procedure

The SS establishes an acknowledge mode downlink EGPRS TBF with the MS:

1.
Set the window size to the Maximum value according to the number of Timeslots assigned for the TBF.

2.
The SS sends a small number of RLC data blocks that will correspond to a small RB size and polling for the First Partial Bitmap from the MS.
3.
The SS checks the EGPRS PACKET DOWNLINK ACK/NACK from MS include a Channel Quality Report IE.

Maximum Duration of Test

30 minutes.

Expected Sequence

Step
Direction
Message
Comments

1

{Downlink TBF establishment}
Acknowledged Mode

EGPRS Window Size: Maximum value according to the number of Timeslots assigned for the TBF.

2
SS -> MS
EGPRS DOWNLINK RLC DATA BLOCK
The BSN sequence of RLC data block is 0, 1, 2, 3 

MS was polled for NPB, ES/P='11'B in the last block.

3
MS -> SS
EGPRS PACKET DOWNLINK ACK/NACK
The EGPRS PACKET DOWNLINK ACK/NACK includes a Channel Quality Report IE.
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