3GPP TSG-GERAN #15 
Tdoc 
GP-031191

Fort Lauderdale, Florida,  23 - 27 June 2003

List of postponed CRs under GERAN WG2 responsibility

Source: MCC

	Doc-1st-Level
	Doc-2nd-Level
	Subject
	Source
	WI
	Spec
	CR
	Rev
	Cat
	Phase
	Meeting
	Remarks

	GP-011236
	
	Clarification on the PDU lifetime IE
	Alcatel, Lucent, France Telecom
	GPRS
	48.018
	025
	1
	F
	Rel-4
	G2-05
	

	
	G2-030265
	Define response time as a maximum and add an extension to indicate why a neighbour is not included in a report
	CPS, Nokia, Nortel
	TEI6
	44.031
	071
	2
	
	6
	G2-13bis
	

	-
	GP-021267
	Correction on Navigation Model Update Mechanism
	Ericsson
	LCS
	04.31
	A078
	2
	F
	R98
	G2-09
	

	-
	GP-021268
	Correction on Navigation Model Update Mechanism
	Ericsson
	LCS
	04.31
	A079
	2
	A
	R99
	G2-09
	

	-
	GP-021269
	Correction on Navigation Model Update Mechanism
	Ericsson
	LCS
	44.031
	058
	2
	A
	Rel-4
	G2-09
	

	-
	GP-021270
	Correction on Navigation Model Update Mechanism
	Ericsson
	LCS
	44.031
	059
	2
	A
	Rel-5
	G2-09
	

	
	G2-030323
	Introduction of limited 'Inter RAT NACC' functionality
	Ericsson
	TEI6
	44.060
	390
	
	B
	Rel-6
	G2-14bis
	

	-
	GP-010409
	RLC protocol: SNS and modulo operation 
	Lucent
	GPRS
	04.60
	A969
	2
	F
	Rel-4
	G2-03
	

	-
	GP-010666
	Correction of definition of GPRS receive window 
	Lucent
	GPRS
	04.60
	A994
	-
	F
	R97
	G2-04
	

	-
	GP-010667
	Correction of definition of GPRS receive window 
	Lucent
	GPRS
	04.60
	A995
	-
	A
	R98
	G2-04
	

	-
	GP-010668
	Correction of definition of GPRS receive window 
	Lucent
	GPRS
	04.60
	A996
	-
	A
	R99
	G2-04
	

	-
	GP-010670
	Reallocation of uplink resource during down link TBF release 
	Lucent
	GPRS
	04.60
	A997
	-
	F
	R97
	G2-04
	

	-
	GP-010671
	Reallocation of uplink resource during down link TBF release 
	Lucent
	GPRS
	04.60
	A998
	-
	A
	R98
	G2-04
	

	-
	GP-010672
	Reallocation of uplink resource during down link TBF release 
	Lucent
	GPRS
	04.60
	A999
	-
	A
	R99
	G2-04
	

	-
	GP-010669
	Correction of definition of GPRS receive window 
	Lucent
	GPRS
	44.060
	020
	-
	A
	Rel-4
	G2-04
	

	-
	GP-010673
	Reallocation of uplink resource during down link TBF release 
	Lucent
	GPRS
	44.060
	021
	-
	A
	Rel-4
	G2-04
	

	-
	GP-010675
	Clarification of Ack/Nack Description 
	Lucent
	GPRS
	44.060
	022
	-
	A
	Rel-4
	G2-04
	

	-
	GP-010680
	Paging Procedures for Iu Mode 
	Lucent
	GPRS
	44.060
	023
	-
	B
	Rel-5
	G2-04
	

	GP-011353
	
	OTD measurements referenced to a frame
	Mitsubishi
	LCS
	04.31
	A033
	1
	F
	R99
	G2-05
	

	GP-011352
	
	OTD measurements referenced to a frame
	Mitsubishi
	LCS
	04.31
	A039
	-
	F
	R98
	G2-05
	

	GP-011354
	
	OTD measurements referenced to a frame
	Mitsubishi
	LCS
	44.031
	005
	1
	A
	Rel-4
	G2-05
	

	-
	GP-020121
	New test loops for AMR-NB
	Motorola
	AMR-NB
	04.14
	A012
	-
	F
	R98
	G2-08
	Same CR number assigned to two CRs. (Same as 44.014-002?)

	-
	GP-020122
	New test loops for AMR-NB
	Motorola
	AMR-NB
	04.14
	A013
	-
	A
	R99
	G2-08
	Same CR number assigned to two CRs. (Same as 44.014-002?)

	GP-020440
	GP-020440
	Editorial Correction of the Expected OTD Description
	Motorola
	LCS
	04.31
	A068
	-
	D
	R98
	G2-08
	

	GP-020441
	GP-020441
	Editorial Correction of the Expected OTD Description
	Motorola
	LCS
	04.31
	A069
	-
	A
	R99
	G2-08
	

	-
	GP-020482
	Clarification and correction of DGPS Data Fields
	Motorola
	LCS
	04.31
	A070
	-
	F
	R98
	G2-08
	

	GP-020442
	GP-020442
	Editorial Correction of the Expected OTD Description
	Motorola
	LCS
	44.031
	048
	-
	A
	Rel-4
	G2-08
	

	GP-020443
	GP-020443
	Editorial Correction of the Expected OTD Description
	Motorola
	LCS
	44.031
	049
	-
	A
	Rel-5
	G2-08
	

	-
	G2-020380
	Clarification of DGPS Data Fields
	Motorola
	LCS
	44.031
	053
	1
	F
	Rel-5
	G2-08bis
	

	
	GP-030324
	MS RAC in PACKET RESOURCE REQUEST during one phase access for MS RAC acquisition within an EGPRS TBF.
	Motorola
	TEI6
	44.060
	331
	
	F
	Rel-6
	G2-13
	

	GP-020446
	GP-020446
	Correction of Requested Data in Message Format
	Motorola
	LCS
	49.031
	018
	1
	F
	Rel-5
	G2-08
	

	
	GP-030930
	DL TBF assignment fallback
	Nokia
	TEI
	04.18
	A274
	1
	F
	R99
	G2-14
	

	-
	G2-020726
	Inclusion of DBPSCH/S
	Nokia
	GER3GAL
	44.060
	280
	-
	F
	Rel-5
	G2-11bis
	

	
	GP-030939
	Mandatoriness of SI13Alt PBCCH Location parameters in Iu Mode only capable cells
	Nokia
	GER3GAL
	44.060
	371
	1
	F
	Rel-5
	G2-14
	

	
	GP-030940
	Mandatoriness of SI13Alt PBCCH Location parameters in Iu Mode only capable cells
	Nokia
	GER3GAL
	44.060
	372
	1
	A
	Rel-6
	G2-14
	

	
	G2-030396
	PS service continuity  at inter-rat cell reselection- alignment UTRAN-GERAN procedures
	Nokia
	GER3GAL
	44.118
	048
	1
	F
	Rel-5
	G2-14bis
	

	
	G2-030317
	Correction to the handling of unsuccessful PFC transfer procedure upon cell change
	Nokia, Alcatel
	TEI
	08.18
	A142
	
	F
	R99
	G2-14bis
	

	
	G2-030320
	Correction to the handling of unsuccessful PFC transfer procedure upon cell change
	Nokia, Alcatel
	TEI
	48.018
	085
	
	A
	Rel-6
	G2-14bis
	

	-
	GP-021240
	Contradiction in polling reqponse procedure
	Philips Semiconductors
	GPRS
	44.060
	186
	-
	F
	Rel-5
	G2-09
	

	-
	G2-010425
	Support of Early Classmark Sending by an PBCCH capable cell
	Siemens
	GPRS
	04.08
	A744
	-
	F
	R97
	G2-06bis
	Same CR number assigned to two CRs.

Should have been rejected/withdrawn from R97/R98?

	-
	G2-010427
	Support of Early Classmark Sending by an PBCCH capable cell
	Siemens
	GPRS
	04.18
	A190
	-
	A
	R99
	G2-06bis
	Same CR number assigned to two CRs.

R99 CR approved in GP-012675?

	-
	G2-010428
	Support of Early Classmark Sending by an PBCCH capable cell
	Siemens
	GPRS
	44.018
	026
	-
	A
	Rel-4
	G2-06bis
	Same CR number assigned to two CRs.

Rel-4 CR approved in GP-012676?

	-
	G2-010429
	Support of Early Classmark Sending by an PBCCH capable cell
	Siemens
	GPRS
	44.018
	027
	-
	A
	Rel-5
	G2-06bis
	Same CR number assigned to two CRs.

Rel-5 CR approved in GP-012677?

	-
	GP-010033
	BF establishment via CCCH 
	Siemens
	GERAN Rel-5
	44.018
	067 
	-
	B
	Rel-5
	G2-03
	Same CR number assigned to two CRs.

	-
	GP-021578
	EGPRS ACK/NACK uncompressed bitmap encoding
	Siemens
	EGPRS
	44.060
	204
	-
	A
	Rel-5
	G2-10
	

	
	G2-030367
	Preservation procedure for realtime bearers in A/Gb mode
	Siemens AG
	TEI-5
	44.060
	387
	
	A
	Rel-6
	G2-14bis
	


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" �Document numbers� are allocated by the Working Group Secretary.  





