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41.2.6.5
Initiation of packet downlink assignment procedure / Two Message Assignment/ Successful case

41.2.6.5.1
Conformance requirement

If the mobile station applies DRX, the IMMEDIATE ASSIGNMENT message, or the first part of the 

IMMEDIATE ASSIGNMENT message (in the case of a two-message assignment), shall be sent in a CCCH block corresponding to a paging group determined for the mobile station in packet idle mode.

If the mobile station receives an IMMEDIATE ASSIGNMENT message and the Dedicated mode or TBF information element indicates that this is the first message in a two-message assignment, the mobile station shall start listen to the full CCCH. The network may send a second IMMEDIATE ASSIGNMENT message to the mobile station within two multiframe periods following the first IMMEDIATE ASSIGNMENT message, specifying the packet channel description and, if required, a mobile allocation for the assignment. The two IMMEDIATE ASSIGNMENT messages in a two-message assignment shall have the same contents of the Request Reference information elements.

On receipt of an IMMEDIATE ASSIGNMENT message or, in case of a two-message assignment, a matching pair of IMMEDIATE ASSIGNMENT messages, the mobile station stops monitoring downlink CCCH and switches to the assigned PDCH and starts listening for downlink RLC/MAC blocks identified by the assigned TFI; it starts timer T3190.

Reference

3GPP TS 04.08 / 3GPP TS 44.018 subclause 3.5.3.1.2.

41.2.6.5.2
Test purpose 

To verify that the MS in DRX mode responds to first of the two-message IMMEDIATE ASSIGNMENT for downlink TBF sent on PCH blocks corresponding to the MS's paging group and starts monitoring full CCCH. After receiving the second of the two-message IMMEDIATE ASSIGNMENT MS switches to assigned PDCH.

41.2.6.5.3
Method of test

Initial conditions

System Simulator: Default settings except:


CCCH_CONF = 0 (1 basic physical channel used for CCCH with non-combined SDCCH )

 Mobile Station:


MS is GPRS attached, DRX have been negotiated, MS is in Ready state.


PDP context 2 has been established and the MS is in Packet Idle mode.

Related PICS/PIXIT statement

-
Support of PDP context.

-
Support of DRX.

Test procedure

The SS sends first of the two-message IMMEDIATE ASSIGNMENT for downlink transfer on a PCH block corresponding to its paging group (see 3GPP TS 05.02 subclause 6.5.2) which depends on Sys Info parameters and the MS's IMSI. The second of two-message IMMEDIATE ASSIGNMENT is sent on the AGCH block after the first message. The MS shall switch to the assigned PDCH and exercise downlink transfer.

Maximum duration of the test

-

Expected sequence

Step
Direction
Message
Comments

1
SS -> MS
IMMEDIATE ASSIGNMENT 
first message of two-message assignment

sent on a PCH block corresponding to the MS's paging group, including a packet downlink assignment with correct TLLI.

2
SS -> MS 
IMMEDIATE ASSIGNMENT
Second message (see specific message contents), sent on AGCH, within 2 multiframes of sending of message is step 1.

3
MS<->SS
Completion of macro {Downlink data transfer}
SS completes downlink transfer of 200 octets of data.

 
 
 
 

Specific message contents:

IMMEDIATE ASSIGNMENT (first message)

Information Element
Value

as default except:


Dedicated mode or TBF:

-
TMA

-
Downlink

-
T/D
1 (is first message of a two-message assignment)

1

1 (assign a TBF)

Packet Channel Description:
All bits are set to '0'

Request Reference:
As default

Timing Advance:
As default

Starting Time:
Not present

IA Rest Octets:
As default

IMMEDIATE ASSIGNMENT (second message)

Information Element
Value

as default except:


Dedicated mode or TBF:

-
TMA

-
Downlink

-
T/D
0

0

1 (assign a TBF)

Packet Channel Description:
As default

Request Reference:
Same as the first assignment

Timing Advance:
As default

Starting Time:
Not present

IA Rest Octets:
Second Part Packet Assignment
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