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	When packet access procedure fails, MS shall reinitiate the packet access procedure (total 4 or 5 times, 4 for REL-5 and onwards). 

However, in the test step 6 it is ambiguous on how the SS verifies this. Unless clarified, an implementation of this testcase actually might not answer the PACKET CHANNEL REQUEST to the new packet access attempt (expected in step 6). This leads to failure of the packet access attempt (T3170 expires due to no answer to the PACKET CHANNEL REQUEST message), in which case the packet access is aborted and the MS shall return to packet idle mode (as required by 04.60 sub-clause 7.1.2.1.1) and RLC/MAC shall not reinitiate the packet access procedure. 
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	Summary of change:
(

	in step 6 it is clarified that for reinititations of the packet access procedure, steps 2-5 are repeated. 

Also, it is clarified that the total amount of packet access attempts is 4 or 5 (it order not to confuse this with 4 or 5 repetitions totalling to 5 or 6 attempts). 

	
	

	Consequences if 
(

not approved:
	a correctly implemented MS may fail the test.

	
	

	Clauses affected:
(

	42.1.2.1.9.2.2.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	N
	 Other core specifications
(

	

	affected:
	
	N
	 Test specifications
	

	
	
	N
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to R97, R98, R99, Rel-4 and Rel-5.

The corresponding EGPRS test case 52.1.2.1.9.2.2 is not affected, as this test something else.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

42.1.2.1.9.2.2
Packet Uplink Assignment / Two phase access / Contention resolution / TLLI mismatch

The contention resolution is completed on the mobile station side when the mobile station receives a PACKET UPLINK ASSIGNMENT message with the same TLLI as the mobile station has included in the PACKET RESOURCE REQUEST message. 

42.1.2.1.9.2.2.1
Conformance requirements

If the failure is due to a TLLI mismatch, or to the expiry of timers T3166 or T3168, or to the fact that the counter N3104 reached its maximum value in the contention resolution procedure, and repetition as described in subclause 7.1.3.3 has been performed, the mobile station shall remain in packet idle mode, notify higher layer (TBF establishment failure), transactions in progress shall be aborted and cell reselection continued. 

Reference

3GPP TS 04.60 subclauses 7.1.4 and 7.1.3.3.

42.1.2.1.9.2.2.2
Test purpose

To verify that the MS reinitiates packet access procedure with failure due to a TLLI mismatch in the contention resolution procedure, unless it has already been attempted 4 or 5 times. In that case, TBF failure has occurred.

42.1.2.1.9.2.2.3
Method of test

Initial conditions

System Simulator:


1 cell supporting GPRS. The packet system information ACCESS_BURST_TYPE indicates 8 bit access.

Mobile Station:


The MS is GPRS attached and in packet idle mode. PDP context 1 has been established. 

Related PICS/PIXIT statement

-
Support GPRS service. 

-
Support PDP context.

-
Method of triggering the MS to initiate an uplink data transfer.

Test procedure

The MS is triggered to initiate unacknowledged uplink data transfer. The SS responds with PACKET UPLINK ASSIGNMENT message that request two phase access. The MS shall then send PACKET RESOURCE REQUEST message. The SS responds with PACKET UPLINK ASSIGNMENT message with a TLLI different to that the MS has sent in PACKET RESOURCE REQUEST message. The MS shall reinitiate the packet access procedure. 

This procedure shall be attempted 4 or 5 times. 

Maximum duration of the test

2 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	The MS is triggered to initiate packet uplink transfer of an LLC PDU consisting of 200 octets data.

	2
	MS -> SS
	PACKET CHANNEL REQUEST
	Two Phase Access Request. Received on PRACH.

	3
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Single Block Allocation struct. Sent on PAGCH. 

	4
	MS -> SS
	PACKET RESOURCE REQUEST
	ACCESS_TYPE = "Two Phase Access Request". Include TLLI. Received on the single block assigned in step 3.

	5
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Include incorrect TLLI according to step 4. Sent on the PACCH of the assigned PDCH.

	6
	
	
	The SS verifies that the MS attempts packet access procedure (steps 2-5 are repeated) total four or five times.


Specific message contents

None.
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