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 PSI1 is required to be transmitted PACCH along with the PBCCH (04.60 Sec. 5.5.2.1.3) in order to avoid the temporary suspension of TBF for the acquisition of PSI1. If this is not sent on PACCH, the results of the dynamic allocation testcases may be inconsistance.

For the PBCCH absent case the same is done for PSI13.
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40.2.2.1.1 PACKET SYSTEM INFORMATION TYPE 1 

This message is transmitted on PBCCH and PACCH. On PACCH it is transmitted in such a way that the mobile station receives PSI1 once in 15 seconds. 
MESSAGE_TYPE
110001

PAGE_MODE
00     Normal Paging

PBCCH_CHANGE_MARK
000

PSI_CHANGE_FIELD
0000

PSI1_REPEAT_PERIOD
0010 
PSI1 repeat period = 3 mframes

PSI_COUNT_LR
000011   PSI Count Low Rate = 3 

(000100   PSI Count Low Rate = 4 when MEASUREMENT_ORDER IE are set to 1 and PSI5 are broadcasted)

{PSI_COUNT_HR}
1   PSI_COUNT_HR  present

PSI_COUNT_HR
0011   PSI Count High Rate = 4

MEASUREMENT_ORDER
0    PSI5 not broadcasted

(for the Measurement Reporting and Network Controlled cell reselection test cases, the MEASUREMENT_ORDER IE shall be set to 1 and PSI5 shall be broadcasted).

GPRS Cell Options



- NMO
00    Network Mode 1


- T3168
011   2 seconds


- T3192_VALUE
010   1.5 seconds


- DRX_TIMER_MAX
000


- ACCESS_BURST_TYPE
1      11 bit access burst


- CONTROL_ACK_TYPE
1      RLC/MAC Control block


- BS_CV_MAX
0111

{ PAN parameters}
1      PAN parameters present


- PAN_DEC
001


- PAN_INC
001


- PAN_MAX
000


- Optional extension information
0      Extension information not present

For R99 network simulation:



Optional extension information
1      Extension information present


- Extension lenght
000011


- {0|1 <Extension Information>}
0     EGPRS not supported by the cell.


- PFC_FEATURE_MODE
0     Packet Flow Context Procedures not supported


- DTM_SUPPORT
Default:

0.....The cell does not support DTM procedures

For DTM test cases:

1.....The cell supports DTM procedures


- BSS_PAGING_COORDINATION
0     Circuit-Switched paging coordination not supported

       in cell

end R99


PRACH Control Parameters



- ACC_CONTR_CLASS
0000000000000000   All Access Control Classes are allowed


- MAX_RETRANS
00    Maximum 1 retransmission each priority


- S
0001   15 slots between


- TX_INT
0010    4 slots


- {0|1<PERSISTENCE_LEVEL>}
0           persistence level not present

PCCCH Organization Parameters



- BS_PCC_REL
0        No release pending


- BS_PBCCH_BLKS
10      Blocks B0, B6, B3


- BS_PAG_BLKS_RES
0010  2 blocks reserved


- BS_PRACH_BLKS
0001  1 block (B0) reserved

Global Power Control Parameters



- ALPHA
0000     ( = 0


- T_AVG_W
00000   k = 0


- T_AVG_T
00000   k = 0


- Pb
0110     Pb = -12dB


- PC_MEAS_CHAN
0            On BCCH


- INT_MEAS_CHANNEL_LIST_AVAIL
0           PSI4 message not broadcasted


- N_AVG_I
0110

PSI_STATUS_IND
0

For R99 network simulation:


Additions for Rel.99
1


- MSCR bit
1     MSCR is Release '99 onwards


- SGSNR bit
1     SGSN is Release '99 onwards


- Band Indicator
0 (for GSM 700, GSM 850 GSM 900 and GSM 1800)

1 (for GSM 1900)

Padding
Padding bits

-- Next modified section ----

40.2.2.1.12 PACKET SYSTEM INFORMATION TYPE 13 (only applicable in test cases where PBCCH is not present).

This message is transmitted PACCH in such a way that the Mobile station receives PSI13 once in 15 seconds.
MESSAGE_TYPE
110111

PAGE_MODE
00        Normal Paging

BCCH_CHANGE_MARK
000

SI_CHANGE_FIELD
0000    Unspecified

{0|1<SI13_CHANGE_MARK>}
1           Present

      - SI13_CHANGE_MARK
00

{GPRS Mobile Allocation}



-HSN
000000         Sequence 0


-{0|1<RFL number list>}
0                  Number list not present


-{0
0


-MA_LENGTH
000101 (for GSM 700, GSM 850 and GSM900).

000011 (for DCS 1 800 and PCS 1 900).


-MA_BITMAP
001111              4 belonging (for GSM 700, GSM 850 and GSM900).

1111                  4 belonging (for DCS 1 800 and PCS 1 900).


0          PBCCH not present in cell


- RAC
00000101(Binary)


-SPGC_CCCH_SUP
1                  supported


-PRIORITY_ACCESS_THR
11                PA allowed for priority level 1 to 4


-NETWORK_CONTROL_ORDER
00                NC0

GPRS Cell Options
Same as the GPRS Cell Options as stated in SI13 rest octets for test cases where PBCCH is not present.

GPRS Power Control Parameters
Same as the GPRS Power Control Parameters as stated in SI13 rest octets for test cases where PBCCH is not present.

Additions for Rel.99
1


- SGSNR bit
1     SGSN is Release '99 onwards

Padding
Padding bits
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