Page 1



3GPP TSG-GERAN2 Meeting #16 
Tdoc (
 GP-032263
New York, USA, 25th-29th August 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	TS 44.014
	CR
	006
	(

rev
	2
	(

Current version:
	5.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction of the connection type for the SIM-Simulator/ME interface

	
	

	Source:
(

	ORGA Test Systems

	
	

	Work item code:
(

	TEI6
	
	Date: (

	28/08/2003

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	A connection between the SIM Simulator and a ME for plug in SIM connections is available and demanded to be used in practice.

	
	

	Summary of change:
(

	The CR introduces a third method to connect a SIM Simulator with a ME to avoid the soldering of cables to the plug in SIM connector contacts.

	
	

	Consequences if 
(

not approved:
	The conformance testing process becomes more difficult, due to complicated handling of the DUT

	
	

	Clauses affected:
(

	11

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


11
SIM/ME test interface

11.1
General

A special interface is required in order to perform the tests of the SIM/ME interface.

11.2
Formal aspects

It shall be possible to connect the SIM simulator to the ME. If an adapter is to be used, it shall be provided by the manufacturer of the ME.

When using the SIM simulator, the ME does not necessarily conform to all RF requirements.

When the SIM simulator is connected the ME shall be able to correctly send and receive on a TCH and associated channels under ideal radio conditions (according to GC3 of Annex 1).

11.3
Hardware and logical aspects of the interface

The signals on this interface are specified in 3GPP TS 51.011.

11.4
Mechanical characteristics of the interface

The interface of the SIM-simulator offers two connection types :

i)
a paddle which is inserted into the ME under test in place of an IC card SIM, and connects with wires to the measuring equipment. The dimensions of the full size paddle are shown in Figure 11.4a. The length of the plug in SIM paddle shown in Figure 11.4b shall not exceed 12cm.
ii)
a connector with leads of length 12cm, terminated directly at the contacting elements inside the ME under test. 

For ME where the paddle cannot be inserted due to constraints imposed by the ME design, then the ME manufacturer shall, for the purpose of testing the SIM/ME interface only, provide the ME with the connector of type ii) and the leads attached directly to the contacting elements. This connector with the flying leads shall be delivered by the test house.
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Figure 11.4a: Dimensions of full size paddle
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Figure 11.4b Dimensions of plug in SIM adapter
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