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<<First changed section>>9.5.1.3
RR Procedure effecting the U-TDOA channel description

The location determination process is not an instantaneous event and it can take a few seconds to collect and calculate location determination related data. If changes happen to the last reported channel description and the location determination is not complete, an updated channel description needs to be sent to the SMLC. 

The BSC considers the location determinations complete if; it receives a BSSAP-LE Perform Location response message; or the delta timer expires; or it receives a valid BSSLAP message for a new positioning method.

The RR procedures that effect the U-TDOA channel description are listed in Table 9.5.1. The “Treatment” column lists the appropriate BSSLAP message to be sent by the BSC to the SMLC.  The Reset message is defined in 3GPP TS 48.071 and shall contain the updated channel description. After sending the Reset message the BSC shall restart the delta timer and continue supervision of the location request.

Table 9.5.1: RR Procedures effecting the U-TDOA channel description

	RR Procedure in Dedicated Mode
	Treatment
	Comments

	Channel assignment procedure.
	Reset
	

	Handover procedures (intra-BSS).
	Reset
	For successful intra-BSS handover.

	Frequency redefinition procedure.
	Reset
	Only meaningful in the case of frequency hopping.

	Packet request procedure while in dedicated mode.
	Reset
	For DTM, when an existing CS connection is modified as PS resources are added in order to comply with MS frequency/time domain restrictions.

	Packet downlink assignment while in dedicated mode
	Reset
	For DTM, when an existing CS connection is modified as PS resources are added in order to comply with MS frequency/time domain restrictions.

	Channel mode modify
	Reset
	


If the BSC receives the BSSLAP U-TDOA Request message during one of the identified RR procedures in Table 9.5.1, it will complete the ongoing RR procedure and then respond with the BSSLAP U-TDOA Response message.
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