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******* INCLUDED FOR INFORMATION ONLY ********

4.2.12
U-TDOA Response

The U-TDOA Response is a message from the BSS to the SMLC. It is a response to the U-TDOA Request message. It contains the following information elements.
Table 4.2.12.1: U-TDOA Response message content

	Information element
	Type/Reference
	Presence
	Format
	Length

	Message Type
	Message Type IE 5.1
	M
	V
	1

	Channel Description
	Channel Description IE 5.8 
	M
	TV
	4

	Serving Cell Identifier
	Cell Identifier IE 5.23
	M
	TLV
	4-n

	Frequency List
	Frequency List IE 5.20
	C
	TLV
	3-n

	Timing Advance
	Timing Advance IE 5.2
	O
	TV
	2

	MS Power
	MS Power IE 5.21
	O
	TV
	2

	Measurement Report
	Measurement Report IE 5.12
	O
	TLV
	18

	Encryption Key (Kc)
	Encryption Key IE 5.24
	C
	TV
	9

	Cipher Mode Setting
	Cipher Mode Setting IE 5.25
	C
	TV
	2

	Channel Mode
	Channel Mode IE 5.26
	C (note 1)
	TV
	2

	MultiRate Configuration
	MultiRate Configuration IE 5.27
	C (note 2)
	TLV
	4-n

	NOTE 1:
The Channel Mode IE is included for emergency services using FR or AMR (not included for EFR).   

NOTE 2:
The MultiRate Configuration IE is included  for emergency services using AMR.


******* MODIFIED SECTIONS ********

5.24
Encryption Key IE

This element defines the encryption key (Kc) of the MS being located.

	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	octet 1

	Encryption Key (Kc)
	octet 2-9


Figure 5.24.1: Encryption Key IE

The Encryption Key (Kc) field  contains the ciphering key.
5.25
Cipher Mode Setting IE

The purpose of the Cipher Mode Setting information element is to indicate whether stream ciphering shall be started or not and if it is to be started, which algorithm to use.

	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	octet 1

	Spare
	Ciph Mod Set IEI
	algorithm identifier
	SC
	octet 2


Figure 5.25.1: Cipher Mode Setting IE

The Cipher Mode Setting information element is coded as defined in TS 44.018 (excluding IEI).
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