Page 8
Draft prETS 300 ???: Month YYYY


3GPP TSG-GERAN  Meeting #19 
Tdoc (
GP-040816

Cancun, Mexico, 19-23 April, 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	45.008
	CR
	083
	(

rev
	-
	(

Current version:
	6.6.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Removal of GPRS Idle Interference Measurements

	
	

	Source:
(

	Nokia, Motorola, Vodafone, Alcatel, Ericsson

	
	

	Work item code:
(

	TEI-6
	
	Date: (

	14/04/2004

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	GPRS Idle Interference Measurements has been seen as an unnecessary feature by the industry and thus one that will not be deployed in the networks. Also, the feature has never been really tested and is out of the scope of the GCF GPRS R97 and R99 recommended sets. 

As as agreed by the industry, in order to ease the testing and implementation effort for new mobile models, this unnecessary and unused GPRS feature shall be removed.

	
	

	Summary of change:
(

	The GPRS Idle Interference Measurement procedures and related parameters have been removed.

	
	

	Consequences if 
(

not approved:
	Unnecessary maintenance effort and cost of mobile stations.

	
	

	Clauses affected:
(

	10.1.4.1, 10.2.3.2.2, 10.3, 10.4

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	44.060, 44.160, 43.064

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

10.1.4.1
Measurement reporting

When ordered to send measurement reports, the MS shall continuously monitor all carriers in BA(GPRS) or as indicated by the parameter NC_FREQUENCY_LIST and the BCCH carrier of the serving cell. The measurement requirements are defined in subclause 10.1.1 for the actual packet mode.

For each carrier, the measured received signal level (RXLEV) shall be the average of the received signal level measurement samples in dBm taken on that carrier within the reporting period. The reporting period is defined as follows:

-
in packet idle mode or MAC-Idle state, the reporting period is NC_REPORTING_PERIOD_I rounded off to the nearest smaller integer multiple of DRX period if NC_REPORTING PERIOD_I is greater than DRX period, else, the reporting period is DRX period;

-
in packet transfer mode or MAC-Shared state, the reporting period is indicated in NC_REPORTING_PERIOD_T.

In averaging, measurements made during previous reporting periods shall always be discarded. The start of the first reporting period may be random.

After each reporting period, the MS shall send a measurement report to BSS (see 3GPP TS 44.060). The MS shall then discard any previous measurement report, which it has not been able to send. Provided that the MS has received BSIC for all GSM neighbour cells, the parameter REPORT_TYPE indicates if the MS shall use Packet Measurement Report (normal reporting) or Packet Enhanced Measurement Report (enhanced reporting) (see 3GPP TS 44.060). The measurement report shall contain:

-
RXLEV for the serving cell;


-
received signal level for the non-serving cells:

· For normal measurement reporting, carriers shall be reported if they are among the 6 strongest carriers and BSIC is successfully decoded and allowed (see subclause 10.1.1), i.e. either equal to the BSIC of the list or with allowed NCC part of BSIC. In the latter case, which applies for BA(BCCH) where no BSIC is given, the decoded BSIC shall be included in the report. In the case of a multiband MS, the MS shall report the number of strongest BCCH carriers in each band as indicated by the parameter MULTIBAND_REPORTING (see subclause 8.4.3), broadcast on PBCCH, or if PBCCH does not exist, on BCCH. For multi-RAT MS, the MS shall report the number of best valid cells in each other radio access technology/mode as indicated by the parameters XXX_MULTIRAT_REPORTING, see subclause 8.4.7. In this case, the received signal level is replaced by the relevant measurement quantity (see subclause 8.1.5). Valid cells are defined in subclause 8.4.7;

· For Enhanced Measurement Reporting, cells shall be reported if they are among the at least 6 strongest carriers, and BSIC is successfully decoded and valid (see subclause 10.1.1) or, if indicated by the parameter INVALID_BSIC_REPORTING, with known and allowed NCC part. The neighbour cells shall be reported according to the priority defined in subclause 8.4.8.1. For other radio access technology/mode, RXLEV is replaced by the relevant measurement quantity (see subclause 8.1.5);

-
BSIC_SEEN (only for Enhanced Measurement Reporting). 
Indicates if a GSM cell with invalid BSIC and allowed NCC part of the BSIC is one of the at least six strongest cells. 

In the case of Packet Transfer mode or MAC-Shared state with the NC_REPORTING_PERIOD_T = 0.48 s the MS shall report a new strongest GSM cell in the measurement report at the latest 5 s after a new strongest cell (which is part of the BA(GPRS)) has been activated under the following network conditions: Initial serving cell at RXLEV= -70 dBm, with 6 neighbours at RXLEV= -75 dBm. Then the new BCCH carrier is switched on at RXLEV= -60 dBm.

Note: Because of test equipment limitations it is acceptable to activate the new carrier to replace one of the 6 neighbours.

A UTRAN capable MS shall report a new best UTRAN cell, which is part of the neighbour cell list, at the latest 5 seconds after it has been activated under the condition that there is only one UTRAN frequency in the neighbour cell list and that no new GSM cells are activated at the same time and under good radio conditions. For test purposes the following radio conditions can be used: and under good radio conditions. For test purposes the following radio conditions can be used: 

Serving GSM cell at RXLEV= -70 dBm, with 6 GSM neighbours at RXLEV= -75 dBm. Then either an UTRAN FDD neighbour cell or an UTRAN TDD neighbour cell is switched on. The radio conditions for the UTRAN FDD cells are as follows (see 3GPP TS 25.101 for definitions):

	Parameter
	Unit
	UTRAN FDD Cell 

	CPICH_Ec/Ior
	dB
	-10

	P-CCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	-(

	OCNS_Ec/Ior
	dB
	-0.94
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-10.4

	CPICH RSCP
	dBm
	-70

	FDD_MULTIRAT_
REPORTING
	integer
	1

	Qsearch_P 
	integer
	7 (search always)

	3G_SEARCH_PRIO
	integer
	1

	Propagation Condition 
	AWGN


The radio conditions for the UTRAN TDD cell (either 3.84 Mcps TDD option or 1.28 Mcps TDD option) are as follows (see 3GPP TS 25.123 for definitions and for the values of the remaining configuration parameters):
	Parameter
	Unit
	UTRAN TDD Cell 

(3.84 Mcps option)

	Timeslot Number
	
	0
	8

	P-CCPCH_Ec/Ior
	dB
	-3
	

	SCH_Ec/Ior
	dB
	-9
	-9

	SCH_toffset
	integer
	0
	0

	PICH_Ec/Ior
	dB
	
	-3

	OCNS_Ec/Ior
	dB
	-3.12
	-3.12

	P-CCPCH RSCP
	dBm
	-70
	-70

	TDD_MULTIRAT_
REPORTING
	integer
	1

	Qsearch_P
	integer
	7 (search always)

	3G_SEARCH_PRIO
	integer
	1

	Propagation Condition
	AWGN


NOTE: On timeslot 8 the P-CCPCH is not transmitted; on that timeslot, the P-CCPCH RSCP defines the power level of the beacon channel.

	Parameter
	Unit
	UTRAN TDD Cell 

(1.28 Mcps option)

	Timeslot Number
	
	0
	DwPTS

	P-CCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	dB
	-3
	

	P-CCPCH RSCP
	dBm
	-70
	

	TDD_MULTIRAT_
REPORTING
	integer
	1

	Qsearch_P 
	integer
	7 (search always)

	3G_SEARCH_PRIO
	integer
	1

	Propagation Condition
	AWGN


The allowed reporting time is increased by 5 seconds for each additional UTRAN frequency in the neighbour cell list and by the time required for BSIC decoding of new activated GSM cells. However, multiple UTRAN cells on the same frequency in the neighbour cell list does not increase the allowed reporting time.

In packet transfer mode or MAC-Shared state, for some allowed multislot allocations (see 3GPP TS 45.002), identification of a TDD cell may not be guaranteed. In such cases, the MS may not be able to fulfil the requirement above. If after 5 seconds the MS has not been able to identify a TDD cell, the MS is allowed to stop searching for it in the current GSM cell.

10.2.3.2.2
Void

· 
· 






10.3
Measurement requirements

The accuracy of the received signal level and interference measurements shall be as defined in subclause 8.1.2. For COMPACT, the accuracy of the interference estimate, which is based upon received signal level during a PDTCH/PACCH block (see Annex C), is ± 2 dB in addition to the accuracy of the received signal level defined in subclause 8.1.2 without downlink power control activated on the serving cell. The measured signal strength values shall be mapped to the reported C values as defined for RXLEV in subclause 8.1.4. If included in a PACKET MEASUREMENT REPORT message, the measured interference level, gCH, shall be mapped to a reported I_LEVEL as defined for RXLEV in subclause 8.1.4. If included in a PACKET DOWNLINK ACK/NACK or a PACKET RESOURCE REQUEST message, the measured interference level, gCH, shall be mapped to a reported I_LEVEL value between 0 and 15, relative to reported C value as follows:


I_LEVEL 0 = interference level is greater than C
I_LEVEL 1 = interference level is less than or equal to C and greater than C - 2 dB
I_LEVEL 2 = interference level is less than or equal to C - 2 dB and greater than C - 4 dB
:
:
I_LEVEL 14 = interference level is less than or equal to C - 26 dB and greater than C - 28 dB
I_LEVEL 15 = interference level is less than or equal to C - 28 dB


10.4
Control parameters

A non-exhaustive list of parameters employed to control the radio links for GPRS are shown in table 3.

Table 3: Radio sub-system link control parameters for GPRS
((s) and (n) denote serving cell and non-serving cell respectively)

	Parameter name
	Description
	Range
	Bits
	Channel

	BA(GPRS)
	BCCH Allocation for GPRS re-selection

Note: If PBCCH does not exist, 
BA(GPRS) = BA(BCCH)
	‑
	‑
	PBCCH D/L

	BSIC(s+n)
	Base station Identification Code for carriers in BA(GPRS) and the serving BCCH carrier
	0‑63
	6
	PBCCH D/L

(**)

	MS_TXPWR_MAX_CCH
	See table 1.
	0-31
	5
	BCCH D/L

	POWER OFFSET(s)
	See table 1. 
	0‑3
	2
	BCCH D/L

	RXLEV_ACCESS_MIN
	See table 1.
	0‑63
	6
	BCCH D/L

	GPRS_MS_TXPWR_MAX_CCH(s+n)
	The maximum TX power level an MS may use when accessing the system
	0-31
	5
	PBCCH D/L

	GPRS_RXLEV_ACCESS_MIN(s+n)
	Minimum received signal level at the MS required for access to the system.
	0‑63
	6
	PBCCH D/L

	GPRS_RESELECT_OFFSET
(n)
	Applies an offset and hysteresis to the C32 re-selection criterion.
-52, -48,..., -12, -10,..., 12, 16, ...,48 dB
	0-31
	5
	PBCCH D/L

	PRIORITY_CLASS (s+n)
	The HCS priority for the cells
	0-7
	3
	PBCCH D/L

	LSA ID (s+n)
	The LSA identities for the cells
	
	
	PBCCH D/L

	HCS_THR(s+n)
	HCS signal level threshold
-110, -108,..., -50, infinity dBm
	0-31
	5
	PBCCH D/L


	GPRS_TEMPORARY_OFFSET(n)
	Applies a negative offset to C32 for the duration of PENALTY_TIME.
0, 10,..., 60 dB, infinity
	0‑7
	3
	PBCCH D/L

	GPRS_PENALTY_TIME(n)
	Gives the duration for which the temporary offset is applied. 10, 20,..., 320 seconds
	0‑31
	5
	PBCCH D/L

	GPRS_CELL_RESELECT_
HYSTERESIS
	Additional hysteresis applied in Ready state or RRC-Cell_Shared state for cells in the same RA. 0, 2,..., 14 dB
	0-7
	3
	PBCCH D/L

	RA_RESELECT_HYSTERESIS
	Additional hysteresis applied for cells in different RAs.  0, 2,..., 14 dB
	0-7
	3
	PBCCH D/L


	CELL_RESELECT_HYSTERESIS
	Additional hysteresis applied for cells in different RAs if PCCCH does not exist. 
See table 1. 
	0-7
	3
	BCCH D/L

	C32_QUAL
	Flag indicating an exception rule for GPRS_RESELECT_OFFSET
	1/0
	1
	BBCCH D/L

	C31_HYST
	Flag indicating if hysteresis shall be applied to C31.
	1/0
	1
	PBCCH D/L

	MULTIBAND_REPORTING
	The number of carriers from each frequency band that shall be included in the list of 6 strongest cells or in the measurement report.
	0-3
	2
	PBCCH D/L
BCCH D/L

	(
	Power control parameter
0,0.1,...,1
	0-10
	4
	PBCCH D/L
(**)

	Pb
	Power reduction used by BTS on PBCCH blocks, relatively to the output power used on BCCH  0, -2,..., -30 dB
	0-15
	4
	PBCCH D/L

	PC_MEAS_CHAN
	Flag that indicates whether the downlink measurements for power control shall be made on BCCH or PDCH.
	0/1
	1
	PBCCH D/L
(**)

	TAVG_W
	Signal level filter period for power control in packet idle mode or MAC-Idle state
2(k/2)/ 6 multiframes, k = 0,1,..., 25
	0-25
	5
	PBCCH D/L
(**)

	TAVG_T
	Signal level filter period for power control in packet transfer mode or MAC-Shared state

2(k/2)/ 6 multiframes, k = 0,1,..., 25
	0-25
	5
	PBCCH D/L
(**)

	NAVG_I
	Interference signal level filter constant for power control 2(k/2), k = 0,1,..., 15
	0-15
	4
	PBCCH D/L
(**)

	
	
	
	
	

	(continued)


Table 3 (concluded): Radio sub‑system link control parameters for GPRS

	Parameter name
	Description
	Range
	Bits
	Channel

	BEP_PERIOD
	Filter constant for EGPRS Channel quality measurements. See subclause 10.2.3.2.1
	0-15
	4
	PBCCH D/L

(**)

	BEP_PERIOD2
	Filter constant for EGPRS Channel quality measurements. See subclause 10.2.3.2.1
	0-15
	4
	PACCH D/L

	
	
	
	
	

	NETWORK_CONTROL_ORDER
	Controls cell re-selection and measurement reporting
	0-3
	2
	PBCCH D/L
PCCCH D/L
PACCH D/L

(**)

	NC_FREQUENCY_LIST

	Frequency list for cell re-selection measurement reporting
	-
	-
	PCCCH D/L
PACCH D/L

	NC_REPORTING_PERIOD_I
NC_REPORTING_PERIOD_T

	Time period for measurement reporting
0.48, 0.96, 1.92, ..., 61.44 seconds
	0-7
	3
	PBCCH D/L PCCCH D/L
PACCH D/L

(**)

	EXT_MEASUREMENT_ORDER
	Controls extended measurement reporting
	0-3
	2
	PBCCH D/L
PCCCH D/L
PACCH D/L

	EXT_FREQUENCY_LIST
	Frequency list for extended measurement reporting
	-
	-
	PBCCH D/L
PCCCH D/L
PACCH D/L

	EXT_REPORTING_PERIOD
	Time period for measurement reporting
60, 120, 240,..., 7680 seconds
	0-7
	3
	PBCCH D/L PCCCH D/L
PACCH D/L

	EXT_REPORTING_TYPE
	Defines the type of extended measurement report
	1-3
	2
	PBCCH D/L PCCCH D/L
PACCH D/L

	INT_FREQUENCY
	Frequency for which the MS shall include interference measurements in extended measurement report type 3 
	0-31
	5
	PBCCH D/L PCCCH D/L
PACCH D/L

	NCC_PERMITTED
	Bit map of NCC part of BSIC for which the MS shall report extended measurements. 
	-
	8
	PBCCH D/L PCCCH D/L
PACCH D/L

	SCALE
	Indication of the offset, which applies for the reported RXLEV values.

0 = 0 dB, 1 = +10 dB
	0-1
	1
	PACCH U/L

	SCALE_ORD
	Indication of the offset, which shall be used for the reported RXLEV values.

0 = +0 dB, 1 = + 10 dB, 2 = automatic

Default value = 0 dB.
	0-2
	2
	PBCCH D/L

PCCCH D/L

PACCH D/L

(**)

	CELL_BAR_ACCESS_2
	See table 3b
	0/1
	1
	PBCCH D/L

	Qsearch_P
	Search for 3G cells if signal level below threshold (0-7): 
- 98, - 94, … , - 74 dBm, ( (always) 
or above threshold (8-15):
 - 78, - 74, … , - 54 dBm, ( (never).
Default value = ( (never).
	0-15
	4
	PBCCH D/L

PCCCH D/L
PACCH D/L
(**)

(See note 1)

	XXX_GPRS_Qoffset
	Applies an offset to RLA_P for cell re‑selection to access technology/mode XXX (one or more), 
0 = - ( (always select a cell if acceptable), 
1 = -28 dB, 2 = -24 dB, … , 15 = 28 dB.
Default value = 0 dBm.
	0-15
	4
	PBCCH D/L

	FDD_Qmin
	A minimum threshold for Ec/No for UTRAN FDD cell re-selection,
0= -20dB, 1= -6dB, 2= -18dB, 3= -8dB, 4= -16dB, 5= -10dB, 6= -14dB, 7= -12dB.

Default value= -12dB.
	0-7
	3
	PBCCH D/L

	XXX_MULTIRAT_REPORTING
	The number of cells from the access technology/mode XXX (one or more) that shall be included in the measurement report.
	0-3
	2
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	SERVING_BAND_REPORTING
	The number of cells from the GSM serving frequency band that shall be included in the measurement report.
	0-3
	2
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	REPORT_TYPE
	Indicates which report type the MS shall use,
0 = enhanced, 1 = normal.

Default value = normal.
	0/1
	1
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	REP_PRIORITY
	Indicates the reporting priority per cell, 
0 = normal, 1 = high
	0/1
	1
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	REPORTING_RATE
	Indicates the allowed reporting rate, 
0 = normal, 1 = reduced
	0/1
	1
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	INVALID_BSIC_REPORTING
	Indicates if GSM cells with invalid BSIC and allowed NCC part may be reported,

0 = no, 1 = yes
	0/1
	1
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	XXX_REPORTING_THRESHOLD
	Apply priority reporting if the reported value is above threshold for GSM frequency band or access technology/mode XXX (one or more), 
0, 6, … , -36, ( (never).
Default value = always.
	0-7
	3
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	XXX_REPORTING_OFFSET
	Apply en offset to the reported value when prioritising the cells for reporting for GSM frequency band or access technology/mode XXX (one or more), 0, 6, … , 42 dB.
Default value = 0 dB.
	0-7
	3
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	FDD_REP_QUANT
	Indicates the reporting quantity for UTRAN FDD cells,
0 = RSCP, 1 = Ec/No
	0/1
	1
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	3G_SEARCH_PRIO
	Indicates if 3G cells may be searced when BSIC decoding is required,
0 = no, 1 = yes

Default value = yes
	0/1
	1
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	RTD
	The real time difference to other GSM cells, modulo 51 TDMA frames, 
step: 1 or 1/64 TDMA frame 
	0-50
or
0-3263
	6
or
12
	PBCCH D/L
(**)

	3G_BA_IND
	Sequence number of 3G neighbour cell list
	0/1
	1
	PBCCH/DL


NOTE:
(**) These parameters occur also on BCCH if PBCCH does not exist.

NOTE 1:
If PBCCH does not exist, the MS shall perform cell re-selection according to the idle mode procedures defined in clause 6 (i.e. use parameter Qsearch_I). In case parameter Qsearch_P is broadcast on BCCH it shall be used according to clause 10 only if GPRS cell re-selection parameters for one or more cells are provided to the MS in a Packet Cell Change Order or Packet Measurement Order message.

NOTE 2:
In case an optional parameter is not included in a point-to-point signalling message, the default value of that parameter shall replace any previously broadcast value, where applicable.

Table 3a: Conversion from idle mode to GPRS cell re-selection parameters

	GPRS Parameter name
	Conversion from idle mode parameters

	GPRS_RXLEV_ACCESS_MIN 
	RXLEV_ACCESS_MIN 

	GPRS_MS_TXPWR_MAX_CCH 
	MS_TXPWR_MAX_CCH 

	C31 
	0

	GPRS_RESELECT_OFFSET(n) 
	CELL_RESELECT_OFFSET(n) - CELL_RESELECT_OFFSET(s)

	GPRS_TEMPORARY_OFFSET 
	TEMPORARY OFFSET

	GPRS_PENALTY_TIME 
	PENALTY_TIME

	PRIORITY_CLASS 
	0

	C31_HYST
	0

	C32_QUAL
	0

	GPRS_CELL_RESELECT_HYSTERESIS 
	CELL_RESELECT_HYSTERESIS

	RA_RESELECT_HYSTERESIS 
	CELL_RESELECT_HYSTERESIS 

	XXX_GPRS_Qoffset 
	XXX_Qoffset 

	CELL_BAR_ACCESS_2
	CELL_BAR_ACCESS

	EXC_ACC
	cell exclusive access support capability


NOTE:
If PENALTY_TIME = 11111 for a cell, the sign of CELL_RESELECT_OFFSET shall be changed and TEMPORARY OFFSET set to 0 for that cell.

Table 3b: Parameters affecting cell priority for cell selection and re-selection

	CELL_BAR ACCESS_2
	Cell selection priority
	Status for cell reselection

	0
	Normal
	Normal

	1
	Barred
	Barred


NOTE 1:
A low priority cell is only selected if there are no suitable cells of normal priority (see 3GPP TS 43.022).

The conversion of the PENALTY_TIME into the GPRS_PENALTY_TIME shall be done by use of the timer values (e.g. PENALTY_TIME = 40s -> GPRS_PENALTY_TIME 2 = 40s).
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