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5.5.1.4.3
Request for acquisition of system information

As an option, the mobile station may implement the request for acquisition of system information. If the network supports the PACKET PSI STATUS message or the PACKET SI STATUS message, the mobile station shall then send the PACKET PSI STATUS message to the network, each time an acquisition of PBCCH information is initiated or the PACKET SI STATUS message to the network, each time an acquisition of BCCH information is initiated.

A mobile station supporting the Network Assisted Cell Change procedures shall implement the request for acquisition of system information (see sub-clause 5.5.1.1a).

The PACKET PSI STATUS (respectively PACKET SI STATUS) message shall indicate the present status of PSI (respectively SI) messages stored in or requested but not received by the mobile station. The mobile station shall include as many PSI (respectively SI) message types that fit into the Received PSI Message List (respectively Received SI Message List) construction in the PACKET PSI STATUS (respectively PACKET SI STATUS) message and that meet the following criteria: 

-
The PSI (respectively SI) message type is relevant for the mobile station, based on the features the mobile station supports (e.g. non-GSM and multi-RAT capabilities); and

-
In case of optional PSI (respectively SI) messages types, the PSI (respectively SI) message type shall be indicated by the network as present on PBCCH (respectively BCCH).

If the presence of an optional PSI (respectively SI) message type cannot be determined, based on the information received, the mobile station shall assume that the optional PSI (respectively SI) message type is present.

NOTE 1:
On PBCCH, the presence of optional PSI messages is indicated in PSI1 and PSI2.

NOTE 2:
On BCCH, SI2, SI3, SI4 and, if present, SI9 indicate the presence of optional SI messages, except SI1. The presence of SI1 can be determined by reading the BCCH Norm block at TC = 0.

The message type value for these PSI (respectively SI) messages shall be included in the Received PSI Message List (respectively Received SI Message List) in the PACKET PSI STATUS (respectively PACKET SI STATUS) message. The message types that may be indicated are given in table 5.5.1.4.3.1. The message types shall be indicated in descending order of priority. The network may use this information to determine which PSI (respectively SI) message types the mobile station is able to receive and the present status of the PSI (respectively SI) messages stored in the mobile station.

Table 5.5.1.4.3.1: Message types that may be indicated at a request for acquisition of system information

	Type of status message
	PSI (respectively SI) message types, descending order of priority

	PACKET PSI STATUS message
	PSI2 (highest priority), PSI3, PSI3bis, , PSI5, PSI3ter, PSI3quater, PSI6, PSI7, and PSI8 (lowest priority)

	PACKET SI STATUS message
	SI1 (highest priority), SI3, SI2, SI2bis, SI2ter, SI2quater, SI4, SI7, SI8, SI9, SI15, SI16, SI17, SI18, SI20 and SI19 (lowest priority)


During a partial acquisition of PSI (respectively SI) messages, see sub-clause 5.5.1.4, the mobile station may need to obtain the current PSI (respectively SI) change mark value for certain types of PSI (respectively SI) messages. In that case, the mobile station may use this procedure and indicate the present status for that PSI (respectively SI) message type in the PACKET PSI STATUS (respectively PACKET SI STATUS) message, except that the message instance corresponding to the PSI (respectively SI) index parameter = 0 shall be indicated as not received.

The PACKET PSI STATUS (respectively PACKET SI STATUS) message may also be used to indicate the message type of a PSI (respectively SI) message that is required but has not been received by the mobile station.

The PACKET PSI STATUS (respectively PACKET SI STATUS) message is sent on PACCH when the mobile station is in packet transfer mode or MAC-Shared state. The first sending of this message during the acquisition of PBCCH (respectively BCCH) information shall take place at the first suitable opportunity after the acquisition is initiated.

During the acquisition of PBCCH (respectively BCCH) information, the PACKET PSI STATUS (respectively PACKET SI STATUS) message may be sent up to four times to the network. The second sending of this message shall take place at the first suitable opportunity at least 1 s after that the message is sent the first time. Further sendings shall take place at the first suitable opportunity at least 2 s after that the message was sent the previous time. At each sending, this message shall be updated according to the present status of PSI (respectively SI) messages in the mobile station.
The PACKET PSI STATUS (respectively PACKET SI STATUS) message shall not be sent when the mobile station has started to suspend its TBF(s) in order to receive the required PSI (respectively SI) messages on PBCCH (respectively BCCH). The PACKET PSI STATUS (respectively PACKET SI STATUS) message shall not be sent when the mobile station has acquired the complete set of PSI (respectively SI) messages on PBCCH (respectively BCCH), unless a new partial or full acquisition of system information is required.

5.5.2.1.1
System information on PBCCH

If PBCCH is present in the cell, the network regularly broadcasts PACKET SYSTEM INFORMATION TYPE (PSI) 1, 2, 3 and 3bis messages, and optionally PSI3ter, PSI3quater and some types of PSI messages on the PBCCH. The PSI 2, PSI 3bis, PSI3 ter, PSI3quater messages and some further types of PSI messages may be broadcast in multiple number of instances. Based on the information broadcast in PSI messages, the mobile station is able to decide whether and how it may gain access to the system via the current cell.

NOTE:
The network should take into account the limitations of earlier version of mobile equipments to understand the 3-digit MNC format of the location area identification, see sub-clause 12.23 and 3GPP TS 44.018, table "Location Area Identification .information element".


Instances of the PSI 5 message are broadcast on PBCCH if the mobile stations camping on the cell shall perform measurement reporting, see 3GPP TS 45.008.

Instances of the PSI6 and PSI7 message may be broadcast on the PBCCH if non-GSM broadcast information is transmitted.

The PSI8 message may be broadcast on the PBCCH if additional information (i.e. CBCH configuration and dynamic ARFCN mapping) shall be provided to the mobile station camping on the cell.

The PSI1 message contains the PBCCH_CHANGE_MARK and PSI_CHANGE_FIELD parameters. The value of the PBCCH_CHANGE_MARK may be incremented by one, modulo 8, each time the network makes a change in the PBCCH information. Such change includes any addition, removal or replacement of PSI messages, contents of PSI messages, or change in the scheduling of PSI messages on PBCCH. A change in the contents of the PSI1 message alone shall not be reflected in the PBCCH_CHANGE_MARK. When the PBCCH_CHANGE_MARK is incremented, the PSI_CHANGE_FIELD parameter shall be set to an appropriate value to indicate the nature of the latest change in the PBCCH information.

The network may increment the PBCCH_CHANGE_MARK value by more than one, modulo 8, in order to enforce a complete acquisition of PBCCH information of all mobile stations.

In order to avoid extensive TBF suspensions following an increment of the PBCCH_CHANGE_MARK parameter, the network may send PSI messages on PACCH to mobile stations in packet transfer mode.

The network indicates the support of the PACKET PSI STATUS and EGPRS PACKET CHANNEL REQUEST messages in the PSI1 message.

5.5.2.1.4
Consistent sets of system information messages

Certain types of PSI and SI messages are sent on PBCCH and BCCH in a multiple number of instances. If such a PSI or SI message type is sent on (P)BCCH, the mobile station shall receive a consistent set of that type of PSI or SI message. In some cases, more than one type of PSI messages may be joined into one consistent set, see table 5.5.2.1.4.1.

Table 5.5.2.1.4.1: Consistent sets of system information messages

	Consistent set / 
Message Type(s)
	Broadcast
Channel
	Number of instances
	PSI or SI change mark
parameter
	PSI or SI index 
parameter
	PSI or SI count 
parameter

	PSI2
	PBCCH
	1 – 8
	PSI2_CHANGE_MARK
	PSI2_INDEX
	PSI2_COUNT

	PSI3
	PBCCH
	1
	PSI3_CHANGE_MARK
	
	

	PSI3 bis
	PBCCH
	1 – 16
	PSI3_CHANGE_MARK
	PSI3bis_INDEX
	PSI3bis_COUNT

	PSI3 ter
	PBCCH
	0 – 16
	PSI3_CHANGE_MARK
	PSI3ter_INDEX
	PSI3ter_COUNT

	PSI3 quater
	PBCCH
	0 – 16
	PSI3_CHANGE_MARK
	PSI3quater_INDEX
	PSI3quater_COUNT

	
	
	
	
	
	

	PSI5
	PBCCH
	0 – 8
	PSI5_CHANGE_MARK
	PSI5_INDEX
	PSI5_COUNT

	PSI6
	PBCCH
	0 – 8
	PSI6_CHANGE_MARK
	PSI6_INDEX
	PSI6_COUNT

	PSI7
	PBCCH
	0 – 8
	PSI7_CHANGE_MARK
	PSI7_INDEX
	PSI7_COUNT

	PSI8
	PBCCH
	0 – 8
	PSI8_CHANGE_MARK
	PSI8_INDEX
	PSI8_COUNT

	SI13
(notes 1 and 2)
	BCCH
	1
	SI13_CHANGE_MARK
	
	

	SI2 ter
	BCCH
	0 – 8
	SI2ter_MP_CHANGE_MARK and SI2ter_3G_ CHANGE_MARK
	SI2ter_INDEX
	SI2ter_COUNT

	SI2 quater
	BCCH
	0 – 16
	BA_IND, 3G_BA_IND and MP_CHANGE_MARK
	SI2quater_INDEX
	SI2quater_COUNT

	SI15
	BCCH
	0 – 4
	DM_CHANGE_MARK
	SI15_INDEX
	SI15_COUNT

	SI18
	BCCH
	0 – 8
	SI18_CHANGE_MARK
	SI18_INDEX
	None (Note 4)

	SI19
	BCCH
	0 – 8
	SI19_CHANGE_MARK
	SI19_INDEX
	None (Note 4)

	SI20
	BCCH
	0 – 8
	SI20_CHANGE_MARK
	SI20_INDEX
	None (Note 4)

	NOTE 1:
If the SI13 message provides a GPRS mobile allocation, it shall also provide an SI13_CHANGE_MARK. The SI13_CHANGE_MARK shall be used if the indirect encoding of the frequency information is applied in a packet assignment, referring to the GPRS mobile allocation provided in the SI13 message. There is only one instance of the SI13 message.

NOTE 2:
The PSI13 message may be received on PACCH. It provides the same information as SI13, including the SI13_CHANGE_MARK.

NOTE 3:
If PSI2 and SI13 change mark values need to be distinguished, e.g. during an activation or release of PBCCH, the network should assign appropriate values to these parameters.

NOTE 4:
For SI18, SI19 and SI20 messages, there is no count parameter (see 3GPP TS 44.018).


A consistent set of system information messages is identified by a PSI or SI change mark parameter included in each message in the set. All messages within a consistent set shall have the same value of this parameter.

The total number of system information messages of a certain type within a consistent set is indicated by a PSI or SI count parameter included in each message in the set. The position of a certain message instance within the consistent set of system information messages is indicated by a PSI or SI index parameter.

The PSI or SI count parameter shall have the value N–1, where N is the number of instances of the particular message type present in the consistent set. The PSI or SI index parameter shall have a range from zero to N–1. Different instances of a particular message type in a consistent set shall have different values of the PSI or SI index parameter.

11.2
RLC/MAC control messages

Table 11.2.1 summarises the RLC/MAC control messages. For each control message, the message type shall be a fixed number of bits from the beginning of the message.

Table 11.2.1: RLC/MAC control messages

	Uplink TBF establishment messages:
	Reference

	Packet Access Reject
	11.2.1

	Packet Channel Request
	11.2.5

	EGPRS Packet Channel Request
	11.2.5a

	Packet Queuing Notification
	11.2.15

	Packet Resource Request
	11.2.16

	Packet Uplink Assignment
	11.2.29

	Multiple TBF Uplink Assignment
	11.2.29a

	Additional MS Radio Access Capabilities
	11.2.32

	Downlink TBF establishment messages:
	Reference

	Packet DBPSCH Assignment
	11.2.5b

	Packet Downlink Assignment
	11.2.7

	Multiple TBF Downlink Assignment
	11.2.7a

	TBF release messages:
	Reference

	Packet TBF Release
	11.2.26

	Paging messages:
	Reference

	Packet Paging Request
	11.2.10

	RLC messages:
	Reference

	Packet Downlink Ack/Nack
	11.2.6

	EGPRS Packet Downlink Ack/Nack
	11.2.6a

	Packet DBPSCH Downlink Ack/Nack
	11.2.6b

	Packet DBPSCH Downlink Ack/Nack Type 2
	11.2.6c

	Packet Uplink Ack/Nack
	11.2.28

	Packet DBPSCH Uplink Ack/Nack
	11.2.28a

	Packet DBPSCH Uplink Ack/Nack Type 2
	11.2.28b

	System information messages:
	Reference

	Packet System Information Type 1
	11.2.18

	Packet System Information Type 2
	11.2.19

	Packet System Information Type 3
	11.2.20

	Packet System Information Type 3 bis
	11.2.21

	Packet System Information Type 3 ter
	11.2.21a

	Packet System Information Type 3 quater
	11.2.21b

	
	

	Packet System Information Type 5
	11.2.23

	Packet System Information Type 6
	11.2.23a

	Packet System Information Type 7
	11.2.23b

	Packet System Information Type 8
	11.2.24

	Packet System Information Type 13
	11.2.25

	Packet System Information Type 14
	11.2.25a

	Packet System Information Type 15
	11.2.25b

	Packet System Information Type 16
	11.2.25c

	Miscellaneous messages:
	Reference

	Packet Control Acknowledgement
	11.2.2

	Packet Cell Change Continue
	11.2.2a

	Packet Cell Change Failure
	11.2.3

	Packet Cell Change Notification
	11.2.3a

	Packet Cell Change Order
	11.2.4

	Packet Downlink Dummy Control Block
	11.2.8

	Packet Uplink Dummy Control Block
	11.2.8b

	Packet Measurement Report
	11.2.9

	Packet Measurement Order
	11.2.9b

	Packet Mobile TBF Status
	11.2.9c

	Packet Enhanced Measurement Report
	11.2.9d

	Packet Neighbour Cell Data
	11.2.9e

	Packet PDCH Release
	11.2.11

	Packet Polling Request
	11.2.12

	Packet Power Control/Timing Advance
	11.2.13

	Packet PRACH Parameters
	11.2.14

	Packet PSI Status
	11.2.17

	Packet Serving Cell Data
	11.2.17a

	Packet SI Status
	11.2.17b

	Packet System Information Type 8
	11.2.24

	Packet Pause
	11.2.30a

	Packet Timeslot Reconfigure
	11.2.31

	Multiple TBF Timeslot Reconfigure
	11.2.31a

	Handover Access
	11.2.33

	Physical Information
	11.2.34


11.2.0.1
Downlink RLC/MAC messages

Downlink RLC/MAC control messages are received in RLC/MAC control block format. The different types of messages are distinguished by the MESSAGE_TYPE field.

	< Downlink RLC/MAC control message > ::=


< MESSAGE_TYPE : bit (6) == 1 00001 >
< Packet Access Reject message content > |


< MESSAGE_TYPE : bit (6) == 0 00001 >
< Packet Cell Change Order message content > |


< MESSAGE_TYPE : bit (6) == 0 00010 >
< Packet Downlink Assignment message content > |


< MESSAGE_TYPE : bit (6) == 0 00011 >
< Packet Measurement Order message content > |


< MESSAGE_TYPE : bit (6) == 1 00010 >
< Packet Paging Request message content > |


< MESSAGE_TYPE : bit (6) == 1 00011 >
< Packet PDCH Release message content > |


< MESSAGE_TYPE : bit (6) == 0 00100 >
< Packet Polling Request message content > |


< MESSAGE_TYPE : bit (6) == 0 00101 >
< Packet Power Control/Timing Advance message content > |


< MESSAGE_TYPE : bit (6) == 1 00100 >
< Packet PRACH Parameters message content > |


< MESSAGE_TYPE : bit (6) == 0 00110 >
< Packet Queueing Notification message content > |


< MESSAGE_TYPE : bit (6) == 0 00111 >
< Packet Timeslot Reconfigure message content > |


< MESSAGE_TYPE : bit (6) == 0 01000 >
< Packet TBF Release message content > |


< MESSAGE_TYPE : bit (6) == 0 01001 >
< Packet Uplink Ack/Nack message content > |
-- PACCH only


< MESSAGE_TYPE : bit (6) == 0 01010 >
< Packet Uplink Assignment message content > |


< MESSAGE_TYPE : bit (6) == 0 01011 >
< Packet Cell Change Continue message content > |


< MESSAGE_TYPE : bit (6) == 0 01100 >
< Packet Neighbour Cell Data message content > |


< MESSAGE_TYPE : bit (6) == 0 01101 >
< Packet Serving Cell Data message content > |


< MESSAGE_TYPE : bit (6) == 0 01110 >
< Packet DBPSCH Assignment > |


< MESSAGE_TYPE : bit (6) == 0 01111 >
< Multiple TBF Downlink Assignment message content > |


< MESSAGE_TYPE : bit (6) == 0 10000 >
< Multiple TBF Uplink Assignment message content > |


< MESSAGE_TYPE : bit (6) == 0 10001 >
< Multiple TBF Timeslot Reconfigure message content > |


< MESSAGE_TYPE : bit (6) == 1 00101 >
< Packet Downlink Dummy Control Block message content > |


< MESSAGE_TYPE : bit (6) == 1 10001 >
< PSI1 message content > |


< MESSAGE_TYPE : bit (6) == 1 10010 >
< PSI2 message content > |


< MESSAGE_TYPE : bit (6) == 1 10011 >
< PSI3 message content > |


< MESSAGE_TYPE : bit (6) == 1 10100 >
< PSI3 bis message content > |


< MESSAGE_TYPE : bit (6) == 1 10101 >
   reserved | 


-- this value was allocated in an earlier 











   version of the protocol  and shall not be used

< MESSAGE_TYPE : bit (6) == 1 10110 >
< PSI5 message content > |


< MESSAGE_TYPE : bit (6) == 1 10000 >
< PSI6 message content > |


< MESSAGE_TYPE : bit (6) == 1 11000 >
< PSI7 message content > |


< MESSAGE_TYPE : bit (6) == 1 11001 >
< PSI8 message content > |


< MESSAGE_TYPE : bit (6) == 1 10111 >
< PSI13 message content > |


< MESSAGE_TYPE : bit (6) == 1 11010 >
< PSI14 message content > |


< MESSAGE_TYPE : bit (6) == 1 11100 >
< PSI3 ter message content > |


< MESSAGE_TYPE : bit (6) == 1 11101 >
< PSI3 quater message content > |


< MESSAGE_TYPE : bit (6) == 1 11110 >
< PSI15 message content > |


< MESSAGE_TYPE : bit (6) == 1 01000 >
< PSI16 message content >


! < Unknown message type : { bit (6) = < no string > } < Default downlink message content > > ;


NOTE: 
the MESSAGE_TYPE "010010" is reserved for the PHYSICAL INFORMATION message on DBPSCH only.

The 'Default downlink message contents' consists of the Page Mode information and an unspecified bit string that expands to the end of the message.

	< Default downlink message content > ::=


< PAGE_MODE : bit (2) >


bit (*) = < no string > ;


The encoding of the Page Mode information is defined in sub-clause 12.20.

11.2.3a
Packet Cell Change Notification

This message is sent on the PACCH by the mobile station to the network to inform the network that the cell re-selection criteria are now fulfilled and that the mobile station has entered CCN mode.

Message type:
PACKET CELL CHANGE NOTIFICATION

Direction:
mobile station to network

Table 11.2.3a.1: PACKET CELL CHANGE NOTIFICATION message content

	< Packet Cell Change Notification message content > ::=


< Global TFI : < Global TFI IE > >


{ 0 < ARFCN : bit (10) >



< BSIC : bit (6) > }


| 10


-- Extension in Rel-6 and an escape bit for future extensions of the message added: 


< 3G Target Cell : < 3G Target Cell Struct >> } -- Re-selection with a 3G cell as the preferred target cell


{ 0< BA_USED : bit >  | 1 < PSI3_CHANGE_MARK : bit(2) > }


< PMO_USED : bit >


< PCCN_SENDING : bit (1) >


< CCN Measurement Report : < CCN Measurement Report struct > >


{ null | 0 
bit** = < no string >
-- Receiver compatible with earlier release

| 1








-- Addition in Rel-6


{ 0 | 1 
< 3G_BA_USED : bit > }



< 3G CCN Measurement Report : < 3G CCN Measurement Report struct > >


< padding bits > };



	< CCN Measurement Report struct > ::=


< RXLEV_SERVING_CELL : bit (6) >

0 





-- The value '1' was allocated in an earlier version of the protocol and shall not be used.


< NUMBER_OF_NC_MEASUREMENTS : bit (3) >


{
< FREQUENCY_N : bit (6) >



{ 0 | 1 < BSIC_N : bit (6) > }



< RXLEV_N : bit (6) > } * (val(NUMBER_OF_NC_MEASUREMENTS)) ;



	< 3G Target Cell Struct > ::=



{ 0 | 1 < FDD-ARFCN : bit (14) >





-- 3G UTRAN FDD




{ 0 | 1 < Bandwidth_FDD : bit (3) > }





< SCRAMBLING_CODE : bit (9) > }



{ 0 | 1 < TDD-ARFCN : bit (14) >





-- 3G UTRAN TDD




{ 0 | 1 < Bandwidth_TDD : bit (3) > }





< Cell Parameter : bit (7) >





< Sync Case : bit > }



< REPORTING_QUANTITY : bit (6) > ; 

-- Measurement Report for 3G target cell



	< 3G CCN Measurement Report Struct > ::= 


-- Measurement Report for 3G neighbour  cells 

< N_3G: bit (3) >


{
< 3G_CELL_LIST_INDEX : bit (7) >



< REPORTING_QUANTITY : bit (6) > } * (val(N_3G + 1 )) ;




Table 11.2.3a.2: PACKET CELL CHANGE NOTIFICATION information element details

	Global TFI
This information element contains the TFI of the mobile station's downlink TBF or uplink TBF. This field is defined in sub-clause 12.10.

	ARFCN (10 bit field)
This field contains the BCCH frequency of the proposed cell for re-selection. This field is encoded as the ARFCN defined in 3GPP TS 44.018.
Range 0 to 1023

	BSIC (6 bit field)
This field contains the BSIC of the proposed cell for re-selection. This field is encoded as the BSIC value defined in 3GPP TS 44.018.
Range 0 to 63

	BA_USED (1 bit field) 

3G_BA_USED (1 bit field) 


PSI3_CHANGE_MARK (2 bit field) 

These fields shall be included and contain the value of the BA_IND, 3G_BA_IND and PSI3_CHANGE_MARK respectively in the messages defining the used GSM Neighbour Cell list.

In case PBCCH exists, PSI3_CHANGE_MARK shall be used.
In case PBCCH does not exist, BA_USED and 3G_BA_USED shall be used.

	PMO_USED (1 bit field)
This parameter shall contain the value of the PMO_IND in the PACKET CELL CHANGE ORDER or PACKET MEASUREMENT ORDER messages that has modified the used GSM Neighbour Cell list. If no such message has been received, PMO_USED shall be set to zero.

	CCN Measurement Report struct

This struct is identical to the NC Measurement Report struct specified in the PACKET MEASUREMENT REPORT message with the exception that the NC_MODE parameter is not part of the struct.

	PCCN SENDING (1 bit field)
0 This is the first sending of the Packet Cell Change Notification message;

1 This is the second sending of the Packet Cell Change Notification message.
This field is used by the network to know whether the mobile station has just started T3208 or whether the reception of this message was triggered by T3210 expiry.

	3G Target Cell struct
For information regarding the REPORTING QUANTITY see below. Regarding the other parameters see sub-clause 11.2.4 -PACKET CELL CHANGE ORDER message.



	3G CCN Measurement Report struct
Measurement reporting for 3G Cells is defined in 3GPP TS 45.008.
3G_CELL_LIST_INDEX (7 bit field)
This is the index of the i'th reported 3G neighbour cell in the 3G Neighbour Cell List. See sub-clause 5.6.3.1.

REPORTING_QUANTITY (6 bit field)
This is the reporting quantity for the serving and for the i'th reported 3G cell. The quantities are defined in 3GPP TS 45.008 for the respective Radio Access Technology


11.2.9
Packet Measurement Report

This message is sent on the PACCH from the mobile station to the network to report measurement results. The message may contain measurement results from the Network Control measurements or from the Extended measurements, but not both simultaneously. More than one message may be required depending on the number of measurements to report. For a (3G) multi-RAT mobile station, report on 3G cells may be included as a result of Network Control measurements.

Message type:
PACKET MEASUREMENT REPORT

Direction:
mobile station to network

Table 11.2.9.1: PACKET MEASUREMENT REPORT message content

	< Packet Measurement Report message content > ::=


< TLLI / G-RNTI : bit (32) >


{ 0 | 1 < PSI5_CHANGE_MARK : bit (2) > }


{ 0 < NC Measurement Report : < NC Measurement Report struct > >


| 1 < EXT Measurement Report : < EXT Measurement Report struct > > }


{ null | 0 bit** = < no string >


-- Receiver compatible with earlier release

| 1 









-- Additions in release 99 :


{ 0 | 1 
{ 0 < BA_USED : bit > < 3G_BA_USED : bit > | 1 < PSI3_CHANGE_MARK : bit(2) > }




< PMO_USED : bit > }



{ 0 | 1 < 3G Measurement Report : < 3G Measurement Report struct > > }



{ null | 0
bit ** = < no string >
-- Receiver compatible with earlier release


| 1








-- Additions in Rel-5 :



{ 0 | 1 < G-RNTI extension : bit (4) > }



< padding bits > } } ;



	< NC Measurement Report struct > ::=


< NC_MODE : bit (1) >


< RXLEV_SERVING_CELL : bit (6) >

0 


-- The value '1' was allocated in an earlier version of the protocol and shall not be used.


< NUMBER_OF_NC_MEASUREMENTS : bit (3) >


{
< FREQUENCY_N : bit (6) >



{ 0 | 1 < BSIC_N : bit (6) > }



< RXLEV_N : bit (6) > } * (val(NUMBER_OF_NC_MEASUREMENTS)) ;



	< EXT Measurement Report struct > ::=


< EXT_REPORTING_TYPE: 00 | 01 | 10 >


{ 0 | 1




{ 0 | 1 < I_LEVEL_TN0 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN1 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN2 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN3 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN4 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN5 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN6 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN7 : bit (6) > } }


< NUMBER_OF_MEASUREMENTS : bit (5) >


{
< FREQUENCY_N : bit (6) >



{ 0 | 1 < BSIC_N : bit (6) > }



< RXLEV_N : bit (6) > } * (val(NUMBER_OF_MEASUREMENTS)) ;



	< 3G Measurement Report struct > ::=


< N_3G: bit (3) >


{
< 3G_CELL_LIST_INDEX : bit (7) >



< REPORTING_QUANTITY : bit (6) > } * (val(N_3G + 1 )) ;




Table 11.2.9.2: PACKET MEASUREMENT REPORT information element details

	TLLI / G-RNTI (32 bit field)
This field contains the TLLI / G-RNTI of the mobile station. This field is encoded as defined in sub-clause 12.16.

	PSI5_CHANGE_MARK (2 bit field)
This field shall contain the value of the PSI5_CHANGE_MARK in the PSI5 message containing the list of frequencies to measure. If the measurement order has been initiated by a PACKET MEASUREMENT ORDER message, the PSI5_CHANGE_MARK parameter shall be omitted from the message.

	BA_USED (1 bit field) 
3G_BA_USED (1 bit field) 
PSI3_CHANGE_MARK (2 bit field) 

In case of NC measurement report, these fields shall be included and contain the value of the BA_IND, 3G_BA_IND and PSI3_CHANGE_MARK respectively in the messages defining the used Neighbour Cell list. 

In case PBCCH exists, PSI3_CHANGE_MARK shall be used.
In case PBCCH does not exist, BA_USED and 3G_BA_USED shall be used.

	PMO_USED (1 bit field)
This parameter shall contain the value of the PMO_IND in the PACKET CELL CHANGE ORDER or PACKET MEASUREMENT ORDER messages that has modified the used Neighbour Cell list. If no such message has been received, PMO_USED shall be set to zero.

	NC_MODE (1 bit field)
This field indicates if the mobile station was in mode NC1 or NC2 when sending the measurement report.

0
Mobile station in mode NC1
1
Mobile station in mode NC2

	RXLEV_SERVING_CELL (6 bit field)
This field contains the value of the RXLEV parameter for the serving cell calculated by the mobile station (see 3GPP TS 45.008). This field is encoded as the binary representation of the RXLEV parameter value defined in 3GPP TS 45.008.
Range 0 to 63

	

	EXT_REPORTING_TYPE (2 bit field)
This field indicates the type of Extended measurement report also indicated by the same parameter in the PSI5 or in the PACKET MEASUREMENT ORDER message (see 3GPP TS 45.008).

bit
2 1
0 0
Type 1 measurement reporting
0 1
Type 2 measurement reporting
1 0
Type 3 measurement reporting
1 1
Reserved.

	I_LEVEL_TN0 (6 bit field)
I_LEVEL_TN1 (6 bit field)
I_LEVEL_TN2 (6 bit field)
I_LEVEL_TN3 (6 bit field)
I_LEVEL_TN4 (6 bit field)
I_LEVEL_TN5 (6 bit field)
I_LEVEL_TN6 (6 bit field)
I_LEVEL_TN7 (6 bit field)
These fields contain the I_LEVEL value measured on timeslots 0 through 7, respectively for the frequency specified either in the Packet Measurement Order or in the PSI5 message. . The fields are transferred if the data is available and each field is encoded as the binary representation of the I_LEVEL value defined in 3GPP TS 45.008.
Range 0 to 63

	FREQUENCY_N (6 bit field)
This field indicates the frequency/cell upon which the measurement was made. The field is an index into the resulting Frequency/Cell List either for NC- or for EXT- measurements. 

NC Measurements 

If PBCCH is allocated in the cell, the resulting frequency/cell list for NC Measurements is the GSM Neighbour Cell list defined in sub-clause 5.6.3.2.

If PBCCH is not allocated in the cell, the resulting frequency/cell list for NC Measurements is 

-
The BA(GPRS) (defined in sub-clause 5.6.3.2) before the MS has acquired the complete GSM Neighbour Cell list from the BCCH messages. In this case, the MS shall not include R99 extension ('Additions in release 99') in the PACKET MEASUREMENT REPORT message.

-
The GSM Neighbour Cell list (defined in sub-clause 5.6.3.2) after the MS has acquired the complete GSM Neighbour Cell list from the BCCH messages.

EXT Measurements 

The 'EXT Measurements Parameters' can be repeated either in a sequence of PSI5 message instances or in a sequence of Packet Measurement Order message instances where each message instance can contain one or more sub-lists of frequency (ARFCN) parameters. The sub-lists of either of the messages shall then be concatenated into a resulting frequency list in order of appearance within a message instance and then in order of ascending message instances. Each added frequency position in the resulting frequency list shall then be assigned an ascending index used for measurement reports. If the same frequency is defined more than once in the resulting list, each occurrence will get en index, but measurements shall only be performed and reported for the last added position.

For EXT measurements the FREQUENCY_N = 0 refers to the first frequency within the first message instance and FREQUENCY_N = n refers to the last frequency in the 'EXT Frequency list struct' within the last message instance.
Range 0 to 63

	BSIC_N (6 bit field)
This field indicates the BSIC of the frequency upon which the measurement was made. For EXT measurements this field shall be include only if the Frequency List Type is type 1 or type 2. For type 1, this field is included if the BSIC was decoded and shall not be included if the BSIC was not decoded. For NC measurements this field shall be included only for frequencies that refer to the BA(BCCH) list. The field is encoded as the BSIC value defined in 3GPP TS 44.018.
Range 0 to 63

	RXLEV_N (6 bit field)
This field indicates the measured RXLEV of the frequency upon which the measurement was made (see 3GPP TS 45.008). This field is encoded as the RXLEV value defined in 3GPP TS 44.018.
Range 0 to 63

	3G Measurements
Measurement reporting for 3G Cells is defined in 3GPP TS 45.008.
3G_CELL_LIST_INDEX (7 bit field)
This is the index of the i'th reported 3G neighbour cell in the 3G Neighbour Cell List. See sub-clause 5.6.3.1.

REPORTING_QUANTITY (6 bit field)
This is the reporting quantity for the i'th reported 3G cell. The quantities are defined in 3GPP TS 45.008 for the respective Radio Access Technology.

	G-RNTI extension (4 bit field)

This field contains the extra 4 bits of the G-RNTI not included in the TLLI / G-RNTI field which are necessary to provide a unique identifier in Iu mode.


11.2.9d
Packet Enhanced Measurement Report

This message is sent either on the PACCH if in packet transfer mode or on an assigned block on a PDTCH, from the mobile station to the network to report enhanced measurement results. The message contains measurement results from the Network Control measurements.

Message type:
PACKET ENHANCED MEASUREMENT REPORT

Direction:
mobile station to network

Table 11.2.9d.1: PACKET ENHANCED MEASUREMENT REPORT message content

	< PACKET ENHANCED MEASUREMENT REPORT message content > ::=


< TLLI / G-RNTI : bit (32) >


{ < NC Measurement Report : < NC Measurement Report struct > > }


{ null | 0
bit ** = < no string >
-- Receiver compatible with earlier release


| 1








-- Additions in Rel-5 :


{ 0 | 1 < G-RNTI extension : bit (4) > }


< padding bits > } ;



	< NC Measurement Report struct > ::=

< NC_MODE : bit (1) >
{ 0 < BA_USED : bit > < 3G_BA_USED : bit > | 1 < PSI3_CHANGE_MARK : bit(2) > }
< PMO_USED : bit > 
< BSIC_Seen : bit >
< SCALE : bit >
{ 0 | 1 < Serving cell data : < Serving cell data struct >> }

{ 1 < Repeated Invalid_BSIC_Information : < Repeated Invalid_BSIC_Information struct >> } ** 0
{ 0 | 1 {0 | 1 < REPORTING_QUANTITY : bit (6) > } ** } ;



-- bitmap type reporting


	< Serving cell data struct > ::=

< RXLEV_SERVING_CELL : bit (6) >

0 ;





-- The value '1' was allocated in an earlier version of the protocol and shall not be used.


	< Repeated Invalid_BSIC_Information struct > ::=
< BCCH-FREQ-NCELL : bit (5) >
< BSIC : bit (6) >
< RXLEV-NCELL : bit (6) > ;




Table 11.2.9d.1: PACKET ENHANCED MEASUREMENT REPORT information element details

	TLLI / G-RNTI (32 bit field)
This field contains the TLLI / G-RNTI of the mobile station. This field is encoded as defined in sub-clause 12.16.

	NC_MODE (1 bit field)
This field indicates if the mobile station was in mode NC1 or NC2 when sending the measurement report.

0
Mobile station in mode NC1
1
Mobile station in mode NC2

	BA_USED (1 bit field),
3G_BA_USED (1 bit field) 
PSI3_CHANGE_MARK (2 bit field) 

These fields shall contain the value of the BA_IND, 3G_BA_IND and PSI3_CHANGE_MARK respectively in the messages defining the used Neighbour Cell list. 

In case PBCCH exists, PSI3_CHANGE_MARK shall be used.
In case PBCCH does not exist, BA_USED and 3G_BA_USED shall be used.

	PMO_USED (1 bit field)
This parameter shall contain the value of the PMO_IND in the PACKET CELL CHANGE ORDER or PACKET MEASUREMENT ORDER messages that has modified the used Neighbour Cell list. If no such message has been received, PMO_USED shall be set to zero.

	BSIC_Seen (1 bit field)
This parameters indicates if a GSM cell with invalid BSIC and allowed NCC part BSIC is one of the six strongest, see 3GPP TS 45.008.

Bit
0
No cell with invalid BSIC and allowed NCC part of BSIC is seen 
1
One cell or more with invalid BSIC and allowed NCC part of BSIC is seen

	SCALE (1 bit field)
The value of this field is defined in 3GPP TS 45.008.

	Serving cell reporting

If the structure "serving cell data" is missing, this indicates that no valid measurement exist for the serving cell.

RXLEV_SERVING_CELL (6 bit field)
This field contains the value of the RXLEV parameter for the serving cell calculated by the mobile station (see 3GPP TS 45.008). This field is encoded as the binary representation of the RXLEV parameter value defined in 3GPP TS 45.008.
Range 0 to 63



	Neighbour cell reporting

Repeated Invalid BSIC
This structure contains the report of cells with invalid BSIC.
BCCH-FREQ-NCELL (5 bits). This field represents the index of the BA(GPRS), see 3GPP TS 44.018.
BSIC (6 bits). Base station identity code of the corresponding index in the BA(GPRS).
RXLEV (6 bits). GSM reporting quantity, see 3GPP TS 45.008.

Bitmap type reporting:
This structure contains the report of cells with valid BSIC. 
Each bit of the bitmap points to the corresponding index of the Neighbour Cell list defined in sub-clause 5.6.3.3 ("Deriving the Neighbour Cell list from the GSM Neighbour Cell list and the 3G Neighbour Cell list").

If this structure is present and more bits than needed are available at the end of the message, the MS shall set the value of the redundant bitmap positions to '0'.

At least 96 neighour cell entries shall be encoded in the bitmap.

If this structure is present, some remaining bits indicating no report at the end of the message may be omitted if these bits do not fit into the message. This shall not lead to an error in the receiver of that message.

REPORTING_QUANTITY (6 bits):
Measurement quantities are defined in 3GPP TS 45.008.

	G-RNTI extension (4 bit field)

This field contains the extra 4 bits of the G-RNTI not included in the TLLI / G-RNTI field which are necessary to provide a unique identifier in Iu mode.


11.2.18
Packet System Information Type 1

This message is sent by the network on the PBCCH or PACCH giving information for Cell selection, for control of the PRACH, for description of the control channel(s) and optional global power control parameters. This message shall not be segmented across more than one RLC/MAC control block by using the procedures specified in sub-clause 9.1.12a. Special requirements for the transmission of this message apply on the PBCCH, see 3GPP TS 45.002.

Message type:
PACKET SYSTEM INFORMATION TYPE 1

Direction:
network to mobile station

Classification:
distribution message

Table 11.2.18.1: PSI1 information elements

	< PSI1 message content > ::=


< PAGE_MODE : bit (2) >


< PBCCH_CHANGE_MARK : bit (3) >


< PSI_CHANGE_FIELD : bit (4) >


< PSI1_REPEAT_PERIOD : bit (4) >


< PSI_COUNT_LR : bit (6) >


{ 0 | 1 < PSI_COUNT_HR : bit (4) > }


< MEASUREMENT_ORDER: bit (1) >


< GPRS Cell Options : < GPRS Cell Options IE > >


< PRACH Control Parameters : < PRACH Control Parameters IE > >


< PCCCH Organization Parameters : < PCCCH Organization Parameters IE > >


< Global Power Control Parameters : < Global Power Control Parameters IE > >


< PSI_STATUS_IND : bit >


{ null | 0


-- Receiver backward compatible with earlier release

| 1



-- Additions in release 99 :


< MSCR : bit >



< SGSNR : bit >



< BAND_INDICATOR : bit >



< padding bits > }


! < Distribution part error : bit (*) = < no string > > ;


Table 11.2.18.2: PSI1 information element details

	GPRS Cell Options
This information element is defined in sub-clause 12.24

	Global Power Control Parameters
This information element is defined in sub-clause 12.9.

	MEASUREMENT ORDER (1 bit field)
The MEASUREMENT ORDER field indicates if set = 0 that the mobile station is in control of the cell re-selection in both packet idle mode and packet transfer mode (= NC0 in 3GPP TS 45.008) and that the mobile station shall not send any measurement reports to the network (= NC0 and = EM0 in 3GPP TS 45.008). It also indicates that the Optional PSI5 message is not broadcast.
If set = 1 the mobile station shall send measurement reports for cell re-selection and/or for extended measurements to the network. Further cell re-selection and measurement details are included in the PSI5 message.

	PAGE_MODE (2 bit field)
This field describes which type of page mode used, i.e. either normal paging, extended paging, paging reorganization or same as before from the previous page mode. The mobile station shall ignore this field if the message is received on the PACCH. Coding of this field is defined in 3GPP TS 44.018.

	PBCCH_CHANGE_MARK (3 bit field)
The PBCCH_CHANGE_MARK field is a 3 bit counter incremented with one each time information has been changed in one or more of the broadcast PSI2-PSIn messages on PBCCH (n>2).

	PSI_CHANGE_FIELD (4 bit field)
The PSI_CHANGE_FIELD is a 4 bit value reflecting which PSI message or group of instantiated PSI message was most recent updated when the PBCCH_CHANGE_MARK was last incremented. If more than one PSI message or group of instantiated PSI message were changed at the same time, the PSI_CHANGE_FIELD indicates unspecified updates. Range 0 to 15.

Bit

4 3 2 1

0 0 0 0
Update of unspecified PSI message(s);

0 0 0 1
Unknown

0 0 1 0
PSI2 updated

0 0 1 1
PSI3/PSI3bis/PSI3ter/PSI3quater updated

0 1 0 0
Unknown



-- This value was allocated in an earlier version of the protocol  and shall not be used
0 1 0 1
PSI5 updated

0 1 1 0
PSI6 updated

0 1 1 1
PSI7 updated

1 0 0 0
PSI8 updated

All other values shall be interpreted as 'Update of unknown SI message type'.



	PSI1_REPEAT_PERIOD (4 bit field)
This field is the binary representation of the PSI1_REPEAT_PERIOD parameter value minus one, see 3GPP TS 45.002. The field is coded according to the following table:

Bit
4 3 2 1
0 0 0 0
PSI1_REPEAT_PERIOD = 1
0 0 0 1
PSI1_REPEAT_PERIOD = 2
. . .
1 1 1 1
PSI1_REPEAT_PERIOD = 16

	PSI_COUNT_LR (6 bit field)
This field is the binary representation of the PSI_COUNT_LR parameter, see 3GPP TS 45.002. The field is coded according to the following table:

Bit
6 5 4 3 2 1
0 0 0 0 0 0

PSI_COUNT_LR = 0
0 0 0 0 0 1

PSI_COUNT_LR = 1
. . .
1 1 1 1 1 1

PSI_COUNT_LR = 63

	PSI_COUNT_HR (4 bit field)
This field is the binary representation of the PSI_COUNT_HR parameter value minus one, see 3GPP TS 45.002. If PSI_COUNT_HR is not included in PSI1 message, the default value PSI_COUNT_HR = 0 applies. The field is coded according to the following table:

Bit
4 3 2 1
0 0 0 0
PSI_COUNT_HR = 1
0 0 0 1
PSI_COUNT_HR = 2
. . .
1 1 1 1
PSI_COUNT_HR = 16

	PCCCH Organization Parameters
This information element is defined in sub-clause 12.25

	PRACH Control Parameters
This information element is defined in sub-clause 12.14.

	PSI_STATUS_IND (1 bit field):
0
The network does not support the PACKET PSI STATUS message;
1
The network supports the PACKET PSI STATUS message.

	MSCR, MSC Release (1 bit field):
0
The MSC is Release '98 or older
1
The MSC is Release '99 onwards

	SGSNR, SGSN Release (1 bit field)
0
The SGSN is Release '98 or older
1
The SGSN is Release '99 onwards

	BAND_INDICATOR (1 bit field) 
See 3GPP TS 45.005 for definition of this field, which is coded as follows:
0
ARFCN indicates 1800 band
1
ARFCN indicates 1900 band


NOTE 1:
The MSC Release bit indicates the version of the MSC specific protocols and is not applicable to access stratum protocols.

NOTE 2:
The SGSN Release bit indicates the version of the SGSN specific protocols and is not applicable to access stratum protocols.

11.2.22
Void





	









	




	







	





	

	

	


	

	

	

	


12.8
Frequency Parameters

The Frequency Parameters information element defines frequency parameters and a training sequence code (TSC), which may be allocated to a mobile station to define its channel configuration. All timeslots in the channel configuration of the mobile station shall use the same frequency parameters and training sequence code.

NOTE:
For COMPACT, for PDTCH/PACCH on primary and secondary carriers that are indicated in EXT_FREQUENCY_LIST by parameter INT_FREQUENCY  (see 3GPP TS 45.008), the TSCs should be equal to the BCC, as defined in 3GPP TS 23.003, otherwise the accuracy of interference measurement reporting may be compromised.

The frequency parameters may consist of an ARFCN, defining a non-hopping radio frequency channel. The indirect encoding, the direct encoding 1 and the direct encoding 2 defines a hopping radio frequency channel.

Table 12.8.1: Frequency Parameters information elements

	< Frequency Parameters IE > ::=


< TSC : bit (3) >


{ 00 < ARFCN : bit (10) >


| 01 < Indirect encoding : < Indirect encoding struct > >


| 10 < Direct encoding 1 : < Direct encoding 1 struct > >


| 11 < Direct encoding 2 : < Direct encoding 2 struct > > } ;



	< Indirect encoding struct > ::=


< MAIO : bit (6) >


< MA_NUMBER : bit (4) >


{ 0 | 1
< CHANGE_MARK_1 : bit (2) >




{ 0 | 1 < CHANGE_MARK_2 : bit (2) > } } ;



	< Direct encoding 1 struct > ::=


< MAIO : bit (6) >


< GPRS Mobile Allocation : < GPRS Mobile Allocation IE > > ;



	< Direct encoding 2 struct > ::=


< MAIO : bit (6) >


< HSN : bit (6) >


< Length of MA Frequency List contents : bit (4) >


< MA Frequency List contents : octet (val(Length of MA Frequency List contents) + 3) > ;




Table 12.8.2: Frequency Parameters information element details

	TSC (3 bit field)
This field is the binary representation of the training sequence code, see 3GPP TS 45.002. Range: 0 to 7.

	ARFCN (10 bit field)
This field is the binary representation of the absolute radio frequency channel number (ARFCN) defined in 3GPP TS 45.005. Range 0 to 1023.

	MAIO (6 bit field)
This field is the binary representation of the mobile allocation index offset (MAIO), see 3GPP TS 45.002. Range 0 to 63.

	MA_NUMBER (4 bit field)
This field is the binary reference to a GPRS mobile allocation received in either the PSI2 information, the SI13/PSI13 information or a previous assignment message, see sub-clause 5.5.1.6. Range: 0 to 15.

	CHANGE_MARK_1 (2 bit field)
CHANGE_MARK_2 (2 bit field)
These fields are the binary representations of the allowed values for the PSI or SI change mark associated with the GPRS mobile allocation that the MA_NUMBER field refers to. Range: 0 to 3.

	GPRS Mobile Allocation (information element)
The GPRS Mobile Allocation information element is defined in sub-clause 12.10a.

	HSN (6 bit field)
This field is the binary representation of the hopping sequence number, see 3GPP TS 45.002. Range: 0 to 63.

	MA Frequency List contents (variable length octet string)
This variable length octet string is the representation of a set of radio frequency channels defining a GPRS mobile allocation. The encoding of the octet string is defined by the value part of the type 4 information element Frequency List, defined in 3GPP TS 44.018. The allowed formats of the Frequency List information element are the bit map 0, 1024 range, 512 range, 256 range, 128 range and variable bit map formats.


12.9
Global Power Control Parameters

The Global Power Control Parameters information element contains parameters the mobile station shall use to determine its TX power level.

Table 12.9.1: Global Power Control Parameters information elements

	< Global Power Control Parameters IE > ::=


< ALPHA : bit (4) >


< T_AVG_W : bit (5) >


< T_AVG_T : bit (5) >


< Pb : bit (4) >


< PC_MEAS_CHAN : bit (1) >

0                           -- The value '1' was allocated in an earlier version of the protocol and shall not be used. 


< N_AVG_I : bit (4) > ;


Table 12.9.2: Global Power Control Parameters information element details

	ALPHA (4 bit field)
This field is the binary representation of the parameter ( for MS output power control in units of 0.1, see 3GPP TS 45.008.
Range: 0 to 10. The ALPHA power control parameter field is coded according to the following table:

bit
4 3 2 1
0 0 0 0
a = 0.0
0 0 0 1
a = 0.1
0 0 1 0
a = 0.2
:
:
1 0 0 1
a = 0.9
1 0 1 0
a = 1.0
All other values are reserved in this version of the protocol and shall be interpreted by the mobile station as ( = 1.0.

	T_AVG_W (5 bit field)
The T_AVG_W parameter is a signal strength filter period for power control in packet idle mode. 2(k/2) / 6 multiframes, k = 0, 1, 2, ... 25 (see 3GPP TS 45.008). Values greater than 25 shall be interpreted as 25 by the mobile station.

	T_AVG_T (5 bit field)
The T_AVG_T parameter is a signal strength filter period for power control in packet transfer mode. 2(k/2) / 6 multiframes, k = 0,1,2,...,25 (see 3GPP TS 45.008). Values greater than 25 shall be interpreted as 25 by the mobile station.

	Pb (4 bit field)
The Pb parameter is a power reduction value used by the BTS on PBCCH blocks, relative to the output power used on BCCH. The field is coded according to the following table:

bit
4 3 2 1
0 0 0 0
Pb = 0 dB
0 0 0 1
Pb = -2 dB
0 0 1 0
Pb = -4 dB
:
:
1 1 1 1
Pb = -30 dB

	PC_MEAS_CHAN (1 bit field)
The PC_MEAS_CHAN parameter indicates where the mobile station shall measure the received power level on the downlink for the purpose of the uplink power control.

0
downlink measurements for power control shall be made on BCCH
1
downlink measurements for power control shall be made on PDCH

	N_AVG_I (4 bit field)
The N_AVG_I parameter is an interfering signal strength filter constant for power control 2(k/2), k=0,1,..,15 (see 3GPP TS 45.008).
Range: 0 to 15
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