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	4 new extended uplink TBF test cases will be introduced in 51.010-1. Therefore the applicability rules for these test cases have to be entered into Table B.1 of 51.010-2.
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	C31
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	C36
	

	[…]
	
	
	
	
	

	41.3.6.1
	TBF Release / Extended Uplink / Recalculation of CV before CV = 0
	Rel-4
	All GPRS MS supporting Extended Uplink TBF
	C330
	

	41.3.6.2
	TBF Release / Extended Uplink / Recalculation of CV after CV = 0
	Rel-4
	All GPRS MS supporting Extended Uplink TBF
	C330
	

	41.3.6.3
	TBF Release / Extended Uplink / CS change order while CV=0
	Rel-4
	All GPRS MS supporting Extended uplink TBF and activation of at least one PDP context
	C330
	

	41.3.6.4
	TBF Release / Extended Uplink / Change of RLC mode / normal release
	Rel-4
	All GPRS MS supporting extended uplink TBF and supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context
	C337
	

	41.3.6.5
	TBF Release / Extended Uplink / Change of RLC mode / abnormal release
	Rel-4
	All GPRS MS supporting extended uplink TBF and supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context
	C337
	

	41.5.1.1.1.1
	Uplink TBF establishment with no reallocation of CS resources / Successful case / Uplink resources assigned
	R99
	All DTM capable MS
	C305
	

	41.5.1.1.1.2
	Uplink TBF establishment with no reallocation of CS resources / Successful case / Downlink resources assigned
	R99
	All DTM capable MS
	C305
	

	[…]
	
	
	
	
	

	51.3.4.2
	TBF Release/Downlink/Normal/Network initiated/Unacknowledged mode
	R99
	All EGPRS MS supporting activation of at least one PDP context
	C279
	

	51.3.5.2
	PDCH Release/With TIMESLOTS_AVAILABLE
	R99
	All EGPRS MS supporting activation of at least one PDP context
	C279
	

	51.3.6.1
	TBF Release / Extended Uplink / Recalculation of CV before CV = 0
	Rel-4
	All EGPRS MS supporting Extended Uplink TBF
	C331
	

	51.3.6.2
	TBF Release / Extended Uplink / Recalculation of CV after CV = 0
	Rel-4
	All EGPRS MS supporting Extended Uplink TBF
	C331
	

	51.3.6.3
	TBF Release / Extended Uplink / MCS change order while CV=0
	Rel-4
	All EGPRS MS supporting activation of at least one PDP context
	C331
	

	51.3.6.4
	TBF Release / Extended Uplink / Change of RLC mode / normal release
	Rel-4
	All EGPRS MS supporting extended uplink TBF and supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context
	C338
	

	51.3.6.5
	TBF Release / Extended Uplink / Change of RLC mode / abnormal release
	Rel-4
	All EGPRS MS supporting extended uplink TBF and supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context
	C338
	

	52.1.1.1
	Void
	
	
	
	

	52.1.1.2
	Packet Channel Request/Support of EGPRS PACKET CHANNEL REQUEST
	R99
	All EGPRS MS
	C216
	

	[…]
	
	
	
	
	

	C333
	IF A.25/112 AND A.25/113 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack

	C334
	IF A.2/41 AND A.25/118 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_NITZ

	C335
	IF A.25/118 THEN A ELSE N/A
	-- TSPC_NITZ

	C336
	IF A.2/41 AND A.25/87 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_GPRS_Header_Compr

	C337
	IF A.2/41 AND A.2/68 AND (A.25/83 OR A.25/84 OR A.2/50) THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_EXT_UL_TBF AND (TSPC AddInfo_1PDP_CA OR TSPC_ AddInfo_mor1PDP CA OR TSPC_SMS_over_GPRS)

	C338
	IF A.2/42 AND A.2/68 AND (A.25/83 OR A.25/84 OR A.2/50) THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_EXT_UL_TBF AND (TSPC AddInfo_1PDP_CA OR TSPC_ AddInfo_mor1PDP CA OR TSPC_SMS_over_GPRS)
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