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********************** First modified section **************************

4.1.3.1
GMM states in the MS

In this subclause, the possible GMM states are described of a GMM entity in the mobile station. subclause 4.1.3.1.1 summarises the main states of a GMM entity, see figure 4.1b of the present document. The substates that have been defined are described in subclause 4.1.3.1.2 and subclause 4.1.3.1.3.

However, it should be noted that this subclause does not include a description of the detailed behaviour of the MS in the single states and does not cover abnormal cases. Thus, figure 4.1b of the present document is rather intended to give an overview of the state transitions than to be a complete state transition diagram. A detailed description of the behaviour of the MS is given in subclause 4.2. Especially, with respect to the behaviour of the MS in abnormal cases it is referred to subclause 4.7.

4.1.3.1.1
Main states

4.1.3.1.1.1
GMM-NULL

The GPRS capability is disabled in the MS. No GPRS mobility management function shall be performed in this state. 

4.1.3.1.1.2
GMM-DEREGISTERED

The GPRS capability has been enabled in the MS, but no GMM context has been established. In this state, the MS may establish a GMM context by starting the GPRS attach or combined GPRS attach procedure.

4.1.3.1.1.3
GMM-REGISTERED-INITIATED

A GPRS attach or combined GPRS attach procedure has been started and the MS is awaiting a response from the network. 

4.1.3.1.1.4
GMM-REGISTERED

A GMM context has been established, i.e. the GPRS attach or combined GPRS attach procedure has been successfully performed. In this state, the MS may activate PDP contexts, MBMS contexts, may send and receive user data and signalling information and may reply to a page request. Furthermore, cell and routing area updating are performed.

4.1.3.1.1.5
GMM-DEREGISTERED-INITIATED

The MS has requested release of the GMM context by starting the GPRS detach or combined GPRS detach procedure. This state is only entered if the MS is not being switched off at detach request.

4.1.3.1.1.6
GMM-ROUTING-AREA-UPDATING-INITIATED

A routing area updating procedure has been started and the MS is awaiting a response from the network.

4.1.3.1.1.7
GMM-SERVICE-REQUEST-INITIATED (UMTS only)

A service request procedure has been started and the MS is awaiting a response from the network.

4.1.3.1.2
Substates of state GMM-DEREGISTERED

The GMM-DEREGISTERED state is subdivided into several substates as explained below. The substates pertain to the whole MS (ME alone if no SIM/USIM is inserted, or ME plus SIM/USIM). The selection of the appropriate substate depends on the GPRS update status, see subclause 4.1.3.2, and on the selected cell.

4.1.3.1.2.1
GMM-DEREGISTERED.NORMAL-SERVICE

Valid subscriber data is available, the GPRS update status is GU1 or GU2, a cell has been selected. In this state, a request for GPRS attach is performed using the stored temporary mobile subscriber identity for GPRS (P-TMSI), routing area identification (RAI) and GPRS ciphering key sequence number in case of GU1. If the GPRS update status is GU2, the IMSI shall be used to attach for GPRS services.

4.1.3.1.2.2
GMM-DEREGISTERED.LIMITED-SERVICE

Valid subscriber data is available, GPRS update status is GU3, and a cell is selected, which is known not to be able to provide normal service. 

4.1.3.1.2.3
GMM-DEREGISTERED.ATTACH-NEEDED

Valid subscriber data is available and for some reason a GPRS attach must be performed as soon as possible. This state is usually of no duration, but can last, e.g. if the access class is blocked.

4.1.3.1.2.4
GMM-DEREGISTERED.ATTEMPTING-TO-ATTACH

The GPRS update status is GU2, a cell is selected, a previous GPRS attach was rejected. The execution of further attach procedures depends on the GPRS attach attempt counter. No GMM procedure except GPRS attach shall be initiated by the MS in this substate. 

4.1.3.1.2.5
GMM-DEREGISTERED.NO-IMSI

No valid subscriber data is available (no SIM/USIM, or the SIM/USIM is not considered valid by the ME) and a cell has been selected. 

4.1.3.1.2.6
GMM-DEREGISTERED.NO-CELL-AVAILABLE

No cell can be selected. This substate is entered after a first intensive search failed (substate PLMN SEARCH). Cells are searched for at a low rhythm. No services are offered. 

4.1.3.1.2.7
GMM-DEREGISTERED.PLMN-SEARCH

The mobile station is searching for PLMNs. This substate is left either when a cell has been selected (the new substate is NORMAL-SERVICE or LIMITED-SERVICE) or when it has been concluded that no cell is available at the moment (the new substate is NO-CELL-AVAILABLE). 

4.1.3.1.2.8
GMM-DEREGISTERED.SUSPENDED (GSM only)

The MS shall enter this substate when entering dedicated mode and the MS limitations make it unable to communicate on GPRS channels. The MS shall leave this substate when leaving dedicated mode.

4.1.3.1.3
Substates of state GMM-REGISTERED

The state GMM-REGISTERED is subdivided into several substate as explained below. The substates pertain to the whole MS (ME alone if no SIM/USIM is inserted, or ME plus SIM/USIM).

4.1.3.1.3.1
GMM-REGISTERED.NORMAL-SERVICE

User data and signalling information may be sent and received.

4.1.3.1.3.2
GMM-REGISTERED.SUSPENDED (GSM only)

The MS shall enter this substate when entering dedicated mode and when the MS limitations makes it unable to communicate on GPRS channels... In this substate, no user data should be sent and no signalling information shall be sent. The MS shall leave this substate when leaving dedicated mode.

4.1.3.1.3.3
GMM-REGISTERED.UPDATE-NEEDED

The MS has to perform a routing area updating procedure, but its access class is not allowed in the cell. The procedure will be initiated as soon as access is granted (this might be due to a cell-reselection or due to change of the access class of the current cell). No GMM procedure except routing area updating shall be initiated by the MS in this substate. In this substate, no user data and no signalling information shall be sent.

4.1.3.1.3.4
GMM-REGISTERED.ATTEMPTING-TO-UPDATE

A routing area updating procedure failed due to a missing response from the network. The MS retries the procedure controlled by timers and a GPRS attempt counter. No GMM procedure except routing area updating shall be initiated by the MS in this substate. No data shall be sent or received. 

4.1.3.1.3.5
GMM-REGISTERED.NO-CELL-AVAILABLE

GPRS coverage has been lost. In this substate, the MS shall not initiate any GMM procedures except of cell (and PLMN) reselection.
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Figure 4.1b/3GPP TS 24.008:GMM main states in the MS

4.1.3.1.3.6
GMM-REGISTERED.LIMITED-SERVICE

A cell is selected, which is known not to be able to provide normal service. The MS will remain in this sub-state until a cell is selected which is able to provide normal service.

4.1.3.1.3.7
GMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM

A combined routing area updating procedure or a combined GPRS attach procedure was successful for GPRS services only. The MS retries the procedure controlled by timers and a GPRS attempt counter. User data and signalling information may be sent and received.

4.1.3.1.3.8
GMM-REGISTERED.IMSI-DETACH-INITIATED

The MS performs a combined GPRS detach procedure for non-GPRS services only (detach type "IMSI Detach"). This state is entered if the MS is attached for GPRS and non-GPRS services in a network that operates in network mode I and wants to detach for non-GPRS services only. User data and signalling information may be sent and received.

4.1.3.1.3.9
GMM-REGISTERED.PLMN-SEARCH

The mobile station is searching for PLMNs. This substate is left either when a cell has been selected (the new substate is NORMAL-SERVICE or LIMITED-SERVICE) or when it has been concluded that no cell is available at the moment (the new substate is NO-CELL-AVAILABLE).

4.1.3.1.3.10
GMM-REGISTERED.PSHO-PROCEEDING (GPRS A/Gb mode only)

Upon detecting that the PS handover procedure has been initiated (i.e. the MS receives a PS handover command) while in the GMM-REGISTERED.NORMAL-SERVICE substate, GMM shall enter this substate where user data and signalling information may not be sent and received. Upon detecting that the PS handover has been completed (e.g. the MS has successfully arrived in the new cell) GMM shall re-enter the GMM-REGISTERED.NORMAL-SERVICE substate.
********************** Next modified section **************************

4.1.3.3
GMM mobility management states on the network side

In this subsubclause, the possible states are described for the GMM on the network side. Subclause 4.1.3.3.1 summarises the main states. The corresponding substates are described in subclause 4.1.3.3.2. 

However, it should be noted that this subclause does not include a description of the detailed behaviour of the network in the single states and does not cover abnormal cases. Thus, figure 4.1c/3GPP TS 24.008 is rather intended to give an overview of the state transitions than to be a complete state transition diagram. A detailed description of the behaviour of the MS is given in subclause 4.2. Especially, with respect to the behaviour of the MS in abnormal cases it is referred to subclause 4.7.

4.1.3.3.1
Main States

4.1.3.3.1.1
GMM-DEREGISTERED

The network has no GMM context or the GMM context is marked as detached, the MS is detached. In this state, the network may answer to a GPRS attach or combined GPRS attach procedure initiated by the MS. 

4.1.3.3.1.2
GMM-COMMON-PROCEDURE-INITIATED

A common GMM procedure, as defined in subclause 4.1.1, has been started. The network is awaiting the answer from the MS.

4.1.3.3.1.3
GMM-REGISTERED

The GMM context has been established and the GPRS attach procedure has been successfully performed.

4.1.3.3.1.4
GMM-DEREGISTERED-INITIATED

The network has started a GPRS detach procedure and is awaiting the answer from the MS.
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Figure 4.1c/3GPP TS 24.008: GMM main states on the network side

4.1.3.3.2 Substates of state GMM-REGISTERED

The state GMM-REGISTERED is subdivided into several substates as explained below. 

4.1.3.3.2.1
GMM-REGISTERED.NORMAL-SERVICE

User data and signalling information may be sent and received.

4.1.3.3.2.2
GMM-REGISTERED.SUSPENDED (GSM only)

In this substate, the lower layers shall be prevented of sending user data or signalling information.

4.1.3.3.2.3
GMM-REGISTERED.PSHO-PROCEEDING (GPRS A/Gb mode only)

Upon detecting that the PS handover procedure has been initiated while in the GMM-REGISTERED.NORMAL-SERVICE, GMM shall enter this substate where all signalling procedure shall be disabled and any signalling procedures in progress shall be aborted. However, user data may continue to be sent and received based on PDP Context specific QoS attributes as follows:

· New downlink user data received from the GGSN may be forwarded to the new cell (via the new SGSN for inter-SGSN PS handover) in addition to sending it to the old cell and uplink user data may continue to be received from the source BSS and forwarded to the GGSN.

· New downlink user data received from the GGSN may be forwarded to the new cell only (via the new SGSN for inter-SGSN PS handover) and uplink user data received from the source BSS shall be stopped.

For the case of inter-SGSN PS handover where a FORWARD RELOCATION REQUEST is received by the new SGSN, a GMM entity is immediately created and enters the GMM-REGISTERED.PSHO-PROCEEDING substate where all signalling procedures shall be disabled. However, user data may be sent and received based on PDP Context specific QoS attributes as follows:

· Downlink user data received from the old SGSN may be sent to the target BSS and uplink user data received from the target BSS may be forwarded to the GGSN prior to completion of the PS handover procedure.

· Downlink user data received from the old SGSN may not be sent to the target BSS and uplink user data received from the target BSS may not be forwarded to the GGSN until GMM detects that the PS handover procedure is complete.

Upon detecting the completion of the PS handover procedure GMM shall enter the GMM-REGISTERED.NORMAL-SERVICE substate.

********************** Next modified section **************************

9.4.1
Attach request

This message is sent by the MS to the network in order to perform a GPRS or combined GPRS attach. See table 9.4.1/3GPP TS 24.008.

Message type:
ATTACH REQUEST

Significance:

dual

Direction:


MS to network

Table 9.4.1/3GPP TS 24.008: ATTACH REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Skip indicator
	Skip indicator

10.3.1
	M
	V
	½

	
	Attach request message identity
	Message type

10.4
	M
	V
	1

	
	MS network capability
	MS network capability

10.5.5.12
	M
	LV
	3-9

	
	Attach type
	Attach type

10.5.5.2
	M
	V
	½

	
	GPRS ciphering key sequence number
	Ciphering key sequence number 

10.5.1.2
	M
	V
	½

	
	DRX parameter
	DRX parameter

10.5.5.6
	M
	V
	2

	
	P-TMSI or IMSI
	Mobile identity

10.5.1.4
	M
	LV
	6 - 9

	
	Old routing area identification
	Routing area identification

10.5.5.15
	M
	V
	6

	
	MS Radio Access capability
	MS Radio Access capability

10.5.5.12a
	M
	LV
	6 - 52

	19
	Old P-TMSI signature
	P-TMSI signature

10.5.5.8
	O
	TV
	4

	17
	Requested READY timer
value
	GPRS Timer

10.5.7.3
	O
	TV
	2

	9-
	TMSI status
	TMSI status

10.5.5.4
	O
	TV
	1

	33
	PS LCS Capability
	PS LCS Capability
10.5.5.22
	O
	TLV
	3

	?
	Inter RAT Handover Info container
	Inter RAT Handover Info 

10.5.5.12b
	O
	TLV
	0-n


9.4.1.1
Old P-TMSI signature

This IE is included if a valid P-TMSI and P-TMSI signature are stored in the MS.

9.4.1.2
Requested READY timer value

This IE may be included if the MS wants to indicate a preferred value for the READY timer.

9.4.1.3
TMSI status

This IE shall be included if the MS performs a combined GPRS attach and no valid TMSI is available.

9.4.1.4
PS LCS Capability
This IE shall be included if the MS supports at least one positioning method for the provision of location services (LCS) via the PS domain in Gb-mode.

9.4.1.5
Inter RAT Handover Info
This IE shall be included if the MS supports PS Handover between GERAN A/Gb and UTRAN. In GERAN A/Gb-mode the IE will be forwarded from SGSN to BSS at any packet flow creation, in order to support later PS handovers. The information element is defined in 25.331.
********************** Next modified section **************************

9.4.14
Routing area update request

This message is sent by the MS to the network either to request an update of its location file or to request an IMSI attach for non-GPRS services. See table 9.4.14/3GPP TS 24.008.

Message type:
ROUTING AREA UPDATE REQUEST

Significance:

dual

Direction:


MS to network

Table 9.4.14/3GPP TS 24.008: ROUTING AREA UPDATE REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Skip indicator
	Skip indicator

10.3.1
	M
	V
	1/2

	
	Routing area update request message identity
	Message type

10.4
	M
	V
	1

	
	Update type
	Update type

10.5.5.18
	M
	V
	1/2

	
	GPRS ciphering key sequence number
	Ciphering key sequence number 

10.5.1.2
	M
	V
	1/2

	
	Old routing area identification
	Routing area identification

10.5.5.15
	M
	V
	6

	
	MS Radio Access capability
	MS Radio Access capability

10.5.5.12a
	M
	LV
	6 - 52

	19
	Old P-TMSI signature
	P-TMSI signature

10.5.5.8
	O
	TV
	4

	17
	Requested READY timer value
	GPRS Timer

10.5.7.3
	O
	TV
	2

	27
	DRX parameter
	DRX parameter

10.5.5.6
	O
	TV
	3

	9-
	TMSI status
	TMSI status

10.5.5.4
	O
	TV
	1

	18
	P-TMSI
	Mobile identity

10.5.1.4
	O
	TLV
	7

	31
	MS network capability
	MS network capability

10.5.5.12
	O
	TLV
	4-10

	32
	PDP context status
	PDP context status

10.5.7.1
	O
	TLV
	4

	33
	PS LCS Capability
	PS LCS Capability

10.5.5.22
	O
	TLV
	3

	?
	Inter RAT Handover Info container
	Inter RAT Handover Info 
10.5.5.12b
	O
	TLV
	0-n


9.4.14.1
Old P-TMSI signature

This IE is included by the MS if it was received from the network in an ATTACH ACCEPT or ROUTING AREA UPDATE ACCEPT message.

9.4.14.2
Requested READY timer value

This IE may be included if the MS wants to indicate a preferred value for the READY timer.

9.4.14.3
DRX parameter

This IE shall be included if the MS changes the access network from GSM to UMTS, or the MS wants to indicate new DRX parameters to the network.

9.4.14.4
TMSI status

This IE shall be included if the MS performs a combined routing area update and no valid TMSI is available.

9.4.14.5
P-TMSI (UMTS only)

This IE shall be included by the MS.

9.4.14.6
MS network capability

This IE shall be included by the MS to indicate it’s capabilities to the network.

9.4.14.7
PDP context status

This IE shall be included by the MS.

9.4.14.8
PS LCS Capability
This IE shall be included if the MS supports at least one positioning method for the provision of location services (LCS) via the PS domain in Gb-mode.

9.4.14.9
Inter RAT Handover Info

 This IE shall be included if the MS supports PS Handover between GERAN A/Gb and UTRAN. In GERAN A/Gb-mode the IE will be forwarded from SGSN to BSS at any packet flow creation, in order to support later PS handovers. The information element is defined in 25.331.
********************** Next modified section **************************

10.5.5.12a
MS Radio Access capability

The purpose of the MS RA capability information element is to provide the radio part of the network with information concerning radio aspects of the mobile station. The contents might affect the manner in which the network handles the operation of the mobile station.

The MS RA capability is a type 4 information element, with a maximum length of 52 octets.

The value part of a MS RA capability information element is coded a shown table 10.5.146/3GPP TS 24.008.

For the indication of the radio access capabilities the following conditions shall apply:

-
Among the three Access Type Technologies GSM 900-P, GSM 900-E and GSM 900-R only one shall be present.

-
Due to shared radio frequency channel numbers between GSM 1800 and GSM 1900, the mobile station should provide the relevant radio access capability for either GSM 1800 band OR GSM 1900 band, not both.

-
The MS shall indicate its supported Access Technology Types during a single MM procedure.

-
If the alternative coding by using the Additional access technologies struct is chosen by the mobile station, the mobile station shall indicate its radio access capability for the serving BCCH frequency band in the first included Access capabilities struct, if this information element is not sent in response to an Access Technologies Request from the network or if none of the requested Access Technology Types is supported by the MS. Otherwise, the mobile station shall include the radio access capabilities for the frequency bands it supports in the order of priority requested by the network (see 3GPP TS 44.060).

-
The first Access Technology Type shall not be set to "1111".
For error handling the following shall apply:


If a received Access Technology Type is unknown to the receiver, it shall ignore all the corresponding fields.


If within a known Access Technology Type a receiver recognizes an unknown field it shall ignore it.


For more details about error handling of MS radio access capability see 3GPP TS 48.018 [86].

Table 10.5.146/3GPP TS 24.008: Mobile Station Radio Access Capability Information Element

<MS RA capability value part : < MS RA capability value part struct >>

<spare bits>**; -- may be used for future enhancements

<MS RA capability value part struct >::=  --recursive structure allows any number of Access technologies

{
{
< Access Technology Type: bit (4) > exclude 1111



< Access capabilities : <Access capabilities struct> > }


 | 
{
< Access Technology Type: bit (4) == 1111 >
-- structure adding Access technologies with same capabilities



< Length : bit (7) > 

-- length in bits of list of Additional access technologies and spare bits



{ 1 < Additional access technologies: < Additional access technologies struct > > } ** 0



<spare bits>** } }


{ 0 | 1 <MS RA capability  value part struct> } ;

< Additional access technologies struct > ::=


< Access Technology Type : bit (4) >


< GMSK Power Class : bit (3) >


< 8PSK Power Class : bit (2) > ;
< Access capabilities struct > ::=


< Length : bit (7) > -- length in bits of Content and spare bits


<Access capabilities : <Content>> 


<spare bits>** ; -- expands to the indicated length




  -- may be used for future enhancements

< Content > ::=


< RF Power Capability : bit (3) >

{ 0 | 1 <A5 bits : <A5 bits> > } 
-- zero means that the same values apply for parameters as in the immediately preceding Access capabilities field within this IE

< ES IND : bit >

< PS : bit >


< VGCS : bit >


< VBS : bit >


{ 0 | 1 < Multislot capability : Multislot capability struct > } -- zero means that the same values for multislot parameters as given in an earlier Access capabilities field within this IE apply also here

-- Additions in release 99

{ 0 | 1 < 8PSK Power Capability : bit(2) >} -- '1' also means 8PSK modulation capability in uplink.


< COMPACT Interference Measurement Capability : bit >

< Revision Level Indicator : bit >


< UMTS FDD Radio Access Technology Capability : bit > 



-- 3G RAT

< UMTS 3.84 Mcps TDD Radio Access Technology Capability : bit > 
-- 3G RAT

< CDMA 2000 Radio Access Technology Capability : bit > 



-- 3G RAT

-- Additions in release 4

< UMTS 1.28 Mcps TDD Radio Access Technology Capability: bit >
-- 3G RAT


< GERAN Feature Package 1 : bit >


{ 0 | 1 < Extended DTM GPRS Multi Slot Class : bit(2) >




< Extended DTM EGPRS Multi Slot Class : bit(2) > }


< Modulation based multislot class support : bit >

-- Additions in release 5


{ 0 | 1 < High Multislot Capability : bit(2) > }


{ 0 | 1 < GERAN Iu Mode Capabilities > } 
-- '1' also means support of GERAN Iu mode
< GMSK Multislot Power Profile : bit (2) >


< 8-PSK Multislot Power Profile : bit (2) > 

-- Additions in release 6


< Multiple TBF Capability : bit >


< Downlink Advanced Receiver Performance : bit(2) >

< Extended RLC/MAC Control Message Segmentation Capability : bit >

< PS Handover Capability : bit >;

-- error: struct too short, assume features do not exist



-- error: struct too long, ignore data and jump to next Access technology

Table 10.5.146/3GPP TS 24.008 (continued): Mobile Station Radio Access Capability IE

	< Multislot capability struct > ::=

{ 0 | 1 < HSCSD multislot class : bit (5) > }

{ 0 | 1 < GPRS multislot class : bit (5) > < GPRS Extended Dynamic Allocation Capability : bit > }


{ 0 | 1 < SMS_VALUE : bit (4)  > < SM_VALUE : bit (4)  > }

-- Additions in release 99

{ 0 | 1 < ECSD multislot class : bit (5) > }

{ 0 | 1 < EGPRS multislot class : bit (5) > < EGPRS Extended Dynamic Allocation 
Capability : bit > }


{0 | 1
< DTM GPRS Multi Slot Class: bit(2)>




<Single Slot DTM : bit>




{0 | 1 <DTM EGPRS Multi Slot Class : bit(2)> } } ;


-- error: struct too short, assume features do not exist

< GERAN Iu Mode Capabilities > ::=

< Length : bit (4) >

-- length in bits of Iu mode-only capabilities and spare bits

-- Additions in release 6

< FLO Iu Capability : bit >


<spare bits>** ; 


-- expands to the indicated length









-- may be used for future enhancements

<A5 bits> ::= < A5/1 : bit> <A5/2 : bit> <A5/3 : bit> <A5/4 : bit> <A5/5 : bit> <A5/6 : bit> <A5/7 : bit>; -- bits for circuit mode ciphering algorithms. These fields are not used by the network and may be excluded by the MS.
Access Technology Type
This field indicates the access technology type to be associated with the following access capabilities.

Bits
4 3 2 1
0 0 0 0 
GSM P
0 0 0 1 
GSM E  --note that GSM E covers GSM P
0 0 1 0 
GSM R  --note that GSM R covers GSM E and GSM P
0 0 1 1 
GSM 1800
0 1 0 0 
GSM 1900
0 1 0 1 
GSM 450
0 1 1 0 
GSM 480
0 1 1 1 
GSM 850
1 0 0 0 
GSM 700
1 0 0 1 
GSM T 380
1 0 1 0 
GSM T 410
1 0 1 1 
GSM T 900
1 1 1 1 
Indicates the presence of a list of Additional access technologies

All other values are treated as unknown by the receiver.

A MS which does not support any GSM access technology type shall set this field to '0000'.


RF Power Capability, GMSK Power Class (3 bit field)
This field contains the binary coding of the power class used for GMSK associated with the indicated Access Technology Type (see 3GPP TS 45.005).

A MS which does not support any GSM access technology type shall set this field to '000'.

8PSK Power Capability (2 bit field)
If 8-PSK modulation is supported for uplink, this field indicates the radio capability for 8‑PSK modulation. The following coding is used (see 3GPP TS 45.005 [33]):

Bits
2 1



0 0

Reserved



0 1

Power class E1



1 0

Power class E2



1 1

Power class E3

8PSK Power Class (2 bit field)
This field indicates the radio capability for 8‑PSK modulation. The following coding is used (see 3GPP TS 45.005):

Bits
2 1



0 0

8PSK modulation not supported for uplink



0 1

Power class E1



1 0

Power class E2



1 1

Power class E3

Additional access technologies struct

This structure contains the GMSK Power Class and 8PSK Power Class for an additional Access Technology. All other capabilities for this indicated Access Technology are the same as the capabilities indicated by the preceding Access capabilities struct.
A5/1 
0
encryption algorithm A5/1 not available
1
encryption algorithm A5/1 available

A5/2 
0
encryption algorithm A5/2 not available
1
encryption algorithm A5/2 available

A5/3 
0
encryption algorithm A5/3 not available
1
encryption algorithm A5/3 available

A5/4 
0
encryption algorithm A5/4 not available
1
encryption algorithm A5/4 available

A5/5 
0
encryption algorithm A5/5 not available
1
encryption algorithm A5/5 available

A5/6 
0
encryption algorithm A5/6 not available
1
encryption algorithm A5/6 available

A5/7 
0
encryption algorithm A5/7 not available
1
encryption algorithm A5/7 available

ES IND – (Controlled early Classmark Sending)

0
"controlled early Classmark Sending" option is not implemented
1
"controlled early Classmark Sending" option is  implemented


Table 10.5.146/3GPP TS 24.008 (concluded): Mobile Station Radio Access Capability IE

	PS – (Pseudo Synchronisation)
0 
PS capability not present
1
PS capability present 

VGCS – (Voice Group Call Service)
0 
no VGCS capability or no notifications wanted
1
VGCS capability and notifications wanted.
VBS – (Voice Broadcast Service)
0 
no VBS capability or no notifications wanted

1
VBS capability and notifications wanted

HSCSD Multi Slot Class 
The Multi Slot Class field is coded as the binary representation of the multislot class defined in 3GPP TS 45.002 [32]. This field is not used by the network and may be excluded by the MS.
Range 1 to 18, all other values are reserved.
GPRS Multi Slot Class
The GPRS Multi Slot Class field is coded as the binary representation of the multislot class defined in 3GPP TS 45.002 [32].

ECSD Multi Slot Class 
The presence of this field indicates ECSD capability. Whether the MS is capable of 8-PSK modulation in uplink is indicated by the presence of 8-PSK Power Capability field. The Multi Slot Class field is coded as the binary representation of the multislot class defined in 3GPP TS 45.002 [32]. This field is not used by the network and may be excluded by the MS.
Range 1 to 18, all other values are reserved.
EGPRS Multi Slot Class
The presence of this field indicates EGPRS capability. Whether the MS is capable of 8-PSK modulation in uplink is indicated by the presence of 8-PSK Power Capability field. The EGPRS Multi Slot Class field is coded as the binary representation of the multislot class defined in 3GPP TS 45.002 [32].


GPRS Extended Dynamic Allocation Capability
0     Extended Dynamic Allocation Capability for GPRS is not implemented
1     Extended Dynamic Allocation Capability for GPRS is implemented

EGPRS Extended Dynamic Allocation Capability
0     Extended Dynamic Allocation Capability for EGPRS is not implemented
1     Extended Dynamic Allocation Capability for EGPRS is implemented

SMS_VALUE (Switch-Measure-Switch) (4 bit field)
The SMS field indicates the time needed for the mobile station to switch from one radio channel to another, perform a neighbor cell power measurement, and the switch from that radio channel to another radio channel. This field is not used by the network and may be excluded by the MS.

Bits
4 3 2 1

0 0 0 0

1/4 timeslot (~144 microseconds)
0 0 0 1

2/4 timeslot (~288 microseconds)
0 0 1 0

3/4 timeslot (~433 microseconds)
 . . .
1 1 1 1

16/4 timeslot (~2307 microseconds)

(SM_VALUE) Switch-Measure (4 bit field)
The SM field indicates the time needed for the mobile station to switch from one radio channel to another and perform a neighbour cell power measurement. This field is not used by the network and may be excluded by the MS.

Bits
4 3 2 1
0 0 0 0

1/4 timeslot (~144 microseconds)
0 0 0 1

2/4 timeslot (~288 microseconds)
0 0 1 0

3/4 timeslot (~433 microseconds)
 . . .
1 1 1 1

16/4 timeslot (~2307 microseconds)


	DTM GPRS Multi Slot Class (2 bit field)
This field indicates the DTM GPRS multislot capabilities of the MS. It is coded as follows:

Bits
2 1
0 0

Unused. If received, the network shall interpret this as ‘01’
0 1

Multislot class 5 supported
1 0

Multislot class 9 supported
1 1

Multislot class 11 supported

Single Slot DTM (1 bit field)
This field indicates whether the MS supports single slot DTM operation (see 3GPP TS 43.055 [87]).

Bit
0

Single Slot DTM not supported
1

Single Slot DTM supported

An MS indicating support for Extended DTM GPRS multislot class or Extended DTM EGPRS multislot class shall set this bit to ‘1’. The network may ignore the bit in this case.
DTM EGPRS Multi Slot Class (2 bit field)
This field indicates the DTM EGPRS multislot capabilities of the MS. This field shall be included only if the mobile station supports EGPRS DTM. This field is coded as the DTM GPRS multislot Class field.

COMPACT Interference Measurement Capability (1 bit field)

0

COMPACT Interference Measurement Capability is not implemented
1

COMPACT Interference Measurement Capability is implemented

Revision Level Indicator (1 bit field)

Bit
0

The ME is Release ’98 or older
1

The ME is Release ’99 onwards

UMTS FDD Radio Access Technology Capability (1 bit field)

Bit

0

UMTS FDD not supported

1

UMTS FDD supported

UMTS 3.84 Mcps TDD Radio Access Technology Capability (1 bit field)

Bit

0

UMTS 3.84 Mcps TDD not supported

1

UMTS 3.84 Mcps TDD supported

CDMA 2000 Radio Access Technology Capability (1 bit field)

Bit

0

CDMA 2000 not supported

1

CDMA 2000 supported

UMTS 1.28 Mcps TDD Radio Access Technology Capability (1 bit field)

Bit

0

UMTS 1.28 Mcps TDD not supported

1

UMTS 1.28 Mcps TDD supported

GERAN Feature Package 1 (1 bit field)

This field indicates whether the MS supports the GERAN Feature Package 1 (see 3GPP TS 44.060). It is coded as follows:

0

GERAN feature package 1 not supported.
1

GERAN feature package 1 supported.

Extended DTM GPRS Multi Slot Class (2 bit field)

This field indicates the extended DTM GPRS capabilities of the MS and shall be interpreted in conjunction with the DTM GPRS Multi Slot Class field. It is coded as follows, where ‘DGMSC’ denotes the DTM GPRS multislot class field:

DGMSC Bit
2 1

Bit
2 1





0 0


0 0

Unused. If received, it shall be interpreted as ‘01 00’





0 0


0 1

Unused. If received, it shall be interpreted as ‘01 00’





0 0


1 0

Unused. If received, it shall be interpreted as ‘01 00’





0 0


1 1

Unused. If received, it shall be interpreted as ‘01 00’





0 1


0 0

Multislot class 5 supported





0 1


0 1

Multislot class 6 supported





0 1


1 0

Unused. If received, it shall be interpreted as ‘01 00’





0 1


1 1

Unused. If received, it shall be interpreted as ‘01 00’





1 0


0 0

Multislot class 9 supported





1 0


0 1

Multislot class 10 supported





1 0


1 0

Unused. If received, it shall be interpreted as ’10 00’





1 0


1 1

Unused. If received, it shall be interpreted as ’10 00’





1 1


0 0

Multislot class 11 supported





1 1


0 1

Unused. If received, it shall be interpreted as ’11 00’





1 1


1 0

Unused. If received, it shall be interpreted as ’11 00’





1 1


1 1

Unused. If received, it shall be interpreted as ’11 00’

The presence of this field indicates that the MS supports combined fullrate and halfrate GPRS channels in the downlink. When this field is not present, the MS supports the multislot class indicated by the DTM GPRS Multi Slot Class field.

Extended DTM EGPRS Multislot Class (2 bit field)

This field is not considered when the DTM EGPRS Multislot Class field is not included. This field indicates the extended DTM EGPRS multislot capabilities of the MS and shall be interpreted in conjunction with the DTM EGPRS Multislot Class field. This field is coded as the Extended DTM GPRS Multislot Class field. The presence of this field indicates that the MS supports combined fullrate and halfrate GPRS channels in the downlink. When this field is not present, the MS supports the multislot class indicated by the DTM EGPRS Multi Slot Class field.
Modulation based multislot class support (1 bit field)

Bit

0

"Modulation based multislot class" not supported

1

"Modulation based multislot class" supported
High Multislot Capability (2 bit field)

The High Multislot Capability is individually combined with each multislot class field sent by the MS (the possible multislot class fields are: HSCSD multislot class, ECSD multislot class, GPRS multislot class, EGPRS multislot class, DTM GPRS multislot class, DTM EGPRS multislot class, extended DTM GPRS multislot class and extended DTM EGPRS multislot class) to extend the related multislot class to multislot classes 30 to 45, see 3GPP TS 45.002.

For each multislot class, the following mapping is done:

Bits

2 1

coded multislot class field


actual multislot class

0 0



8









30
0 0



10, 23, 28, 29






39
0 0



11, 20, 25







32

0 0



12, 21, 22, 26, 27





33

0 0



Any other







Multislot Class field value

0 1



8









35

0 1



10, 19, 24







36

0 1



11, 23, 28, 29






45

0 1



12, 21, 22, 26, 27





38

0 1



Any other







Multislot Class field value

1 0



 8









40
1 0



10, 19, 24







41

1 0



11, 20, 25







42

1 0



12, 23, 28, 29                                   44
1 0



Any other







Multislot Class field value

1 1



12, 21, 22, 26, 27





43

1 1



11, 20, 25







37

1 1



10, 19, 24







31

1 1



 9, 23, 28, 29






34

1 1



Any other







Multislot Class field value

GERAN Iu Mode Capabilities
This field indicates if the mobile station supports GERAN Iu mode. Furthermore, it indicates the GERAN Iu mode capabilities of the mobile station. The field shall be included if the mobile station supports GERAN Iu mode. If the field is not present, the mobile station does not support GERAN Iu mode.


FLO Iu Capability (1 bit field)
If this parameter is not present, the value '0' shall be assumed by the receiver.

0

FLO in GERAN Iu mode not supported 

1

FLO in GERAN Iu mode supported

GMSK Multislot Power Profile (2 bit field)

For detailed definitions, see the Mobile Station Classmark 3 information element.

8-PSK Multislot Power Profile (2 bit field)

For detailed definitions, see the Mobile Station Classmark 3 information element.

Multiple TBF Capability (1 bit field)
Bit

0

Multiple TBF procedures in A/Gb mode not supported

1

Multiple TBF procedures in A/Gb mode supported

Downlink Advanced Receiver Performance (2 bit field)

This field indicates Downlink Advanced Receiver Performance capabilities of the MS (see 3GPP TS 45.005).
Bits

2 1

0 0

Downlink Advanced Receiver Performance not supported

0 1

Downlink Advanced Receiver Performance – phase I supported

Other values shall not be used by the MS.

If other values are received by the network, they shall be interpreted as ‘01’.

Extended RLC/MAC Control Message Segmentation capability (1 bit field)

Bit

0

Extended RLC/MAC control message segmentation not supported

1

Extended RLC/MAC control message segmentation supported
PS Handover Capability (1 bit field)

Bit

0          PS Handover from GERAN A/Gb-mode or GERAN Iu-mode is not supported 
1          PS Handover from any of GERAN A/Gb-mode or GERAN Iu-mode to any of GERAN A/Gb-mode and     

           GERAN Iu-mode and UTRAN is supported. The handover capability is limited to supported RATs and 

            modes, which is indicated by other access capability information.



********************** Next modified section **************************

10.5.5.12b
Inter RAT Handover Info
The purpose of the Inter RAT Handover Info information element is to gives UTRAN related information to the (target system) at intersystem handover. It will be forwarded to the target system in case of handover. Inter RAT Handover Info contains: 
-
The Pre-defined configuration status information ; and/or

-
Security information to be used after handover to UTRAN, with the START-CS and START-PS parameters that are stored by the MS at handover from UTRAN to GSM, see 3GPP TS 31.102 ; and/or

-
The UTRAN Capabilities of the MS.

None, one, two or three of these three information elements may be present. 

No upper length limit is specified except for that given by the maximum number of octets in a L3 message (see 3GPP TS 04.06).
The Inter RAT Handover Info information element is specified in TS 25.331 [23c]
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