Page 1



3GPP TSG-GERAN Meeting #23 
Tdoc (
GP-050232

Tampa, US, 24-28 Jan 2005

	CR-Form-v7

	CHANGE REQUEST

	

	(

	44.060
	CR
	610
	(

rev
	-
	(

Current version:
	6.10.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Provision of cell reselection parameters for neighbouring cells in the serving cell

	
	

	Source:
(

	Nokia

	
	

	Work item code:
(

	TEI6
	
	Date: (

	19/01/2005

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	REL-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The mobile station is required to have knowledge of its neighbouring cells’ system parameters in order to be able to perform the specified mobility procedures. In cells without PBCCH allocated, the information shall be fetched autonomously from the neighbour cell’s BCCH. 


Due to this requirement the MS needs to interrupt possible ongoing reception and transmission in the serving cell, which introduces problems in both data transmission and reception - as well as the RLC/MAC signalling related to the packet transfer mode.

With the introduction of point-to-multipoint services such as MBMS, the problem causes serious problems in the data provision as the interruptions in the MS for the data reception are unsynchronized.  For traditional packet transfer mode, the problem lowers the data throughput, causes unnecessary data retransmissions and RLC/MAC signalling roll-back/repeat/recovery procedures. It is foreseen that especially with demanding QoS class and also with the multiple TBF feature the problems become even worse as for the currently deployed (E)GPRS systems.

	
	

	Summary of change:
(

	· SI2n and its priority is added to the list of SI messages that can be requested via the PACKET SI STATUS procedure

· It is specified that the network shall always use the PACKET SERVING CELL SI message when broadcasting the SI2n on the PACCH

· SI2n is added to the table of consistent set of system information messages

· SI2n_SUPPORT indication added to the PSI13 and PSI14 messages

	
	

	Consequences if 
(

not approved:
	MBMS and normal packet transfer mode will suffer from uncontrolled interruptions of reception and transmission of both data blocks and control messages.

	
	

	Clauses affected:
(

	5.5.1.4.3, 5.5.2.1.3, 5.5.2.1.4, 11.2.25, 11.2.25a

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	45.008, 44.018, 45.002

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

5.5.1.4.3
Request for acquisition of system information

As an option, the mobile station may implement the request for acquisition of system information. If the network supports the PACKET PSI STATUS message or the PACKET SI STATUS message, the mobile station shall then send the PACKET PSI STATUS message to the network, each time an acquisition of PBCCH information is initiated or the PACKET SI STATUS message to the network, each time an acquisition of BCCH information is initiated.

A mobile station supporting the Network Assisted Cell Change or enhanced DTM CS release procedures shall implement the request for acquisition of system information (see sub-clauses 5.5.1.1a and 5.5.1.1b.5).

The PACKET SI STATUS message shall always contain the PSCSI_SUPPORT field.

The PACKET PSI STATUS (respectively PACKET SI STATUS) message shall indicate the present status of PSI (respectively SI) messages stored in or requested but not received by the mobile station. The mobile station shall include as many PSI (respectively SI) message types that fit into the Received PSI Message List (respectively Received SI Message List) construction in the PACKET PSI STATUS (respectively PACKET SI STATUS) message and that meet the following criteria: 

-
The PSI (respectively SI) message type is relevant for the mobile station, based on the features the mobile station supports (e.g. non-GSM and multi-RAT capabilities); and

-
In case of optional PSI (respectively SI) messages types, the PSI (respectively SI) message type shall be indicated by the network as present on PBCCH (respectively BCCH).

If the presence of an optional PSI (respectively SI) message type cannot be determined, based on the information received, the mobile station shall assume that the optional PSI (respectively SI) message type is present.

NOTE 1:
On PBCCH, the presence of optional PSI messages is indicated in PSI1 and PSI2.

NOTE 2:
On BCCH, SI2, SI3, SI4 and, if present, SI9 indicate the presence of optional SI messages, except SI1. The presence of SI1 can be determined by reading the BCCH Norm block at TC = 0.

The "ADDITIONAL_MSG_TYPE" information should reflect whether all PSI (respectively SI) message types that satisfy the criteria given above fit into a given PACKET PSI STATUS (respectively PACKET SI STATUS) message or not. 

The message type value for these PSI (respectively SI) messages shall be included in the Received PSI Message List (respectively Received SI Message List) in the PACKET PSI STATUS (respectively PACKET SI STATUS) message. The message types that may be indicated are given in table 5.5.1.4.3.1. The message types shall be indicated in descending order of priority. The network may use this information to determine which PSI (respectively SI) message types the mobile station is able to receive and the present status of the PSI (respectively SI) messages stored in the mobile station.

Table 5.5.1.4.3.1: Message types that may be indicated at a request for acquisition of system information during packet transfer mode

	Type of status message
	PSI (respectively SI) message types, descending order of priority

	PACKET PSI STATUS message
	PSI2 (highest priority), PSI3, PSI3bis, PSI5, PSI3ter, PSI3quater, PSI6, PSI7, and PSI8 (lowest priority)

	PACKET SI STATUS message
	SI1 (highest priority), SI3, SI2, SI2bis, SI2ter, SI2quater, SI4, SI2n, SI7, SI8, SI9, SI15, SI16, SI17, SI18, SI20 and SI19 (lowest priority)


During a partial acquisition of PSI (respectively SI) messages, see sub-clause 5.5.1.4, the mobile station may need to obtain the current PSI (respectively SI) change mark value for certain types of PSI (respectively SI) messages. In that case, the mobile station may use this procedure and indicate the present status for that PSI (respectively SI) message type in the PACKET PSI STATUS (respectively PACKET SI STATUS) message, except that the message instance corresponding to the PSI (respectively SI) index parameter = 0 shall be indicated as not received.

The PACKET PSI STATUS (respectively PACKET SI STATUS) message may also be used to indicate the message type of a PSI (respectively SI) message that is required but has not been received by the mobile station.

The PACKET PSI STATUS (respectively PACKET SI STATUS) message is sent on PACCH when the mobile station is in packet transfer mode or MAC-Shared state. The first sending of this message during the acquisition of PBCCH (respectively BCCH) information shall take place at the first suitable opportunity after the acquisition is initiated.

During the acquisition of PBCCH (respectively BCCH) information, up to four PACKET PSI STATUS (respectively PACKET SI STATUS) messages may be sent to the network. The second sending occurrence of this message shall take place at the first suitable opportunity at least one second after that the message is sent the first time. Further sending occurrences shall take place at the first suitable opportunity at least two seconds after that the message was sent the previous time. At each sending occurrence, this message shall be updated according to the present status of PSI (respectively SI) messages in the mobile station.

The PACKET PSI STATUS (respectively PACKET SI STATUS) message shall not be sent when the mobile station has started to suspend its TBF(s) in order to receive the required PSI (respectively SI) messages on PBCCH (respectively BCCH). The PACKET PSI STATUS (respectively PACKET SI STATUS) message shall not be sent when the mobile station has acquired the complete set of PSI (respectively SI) messages on PBCCH (respectively BCCH), unless a new partial or full acquisition of system information is required.

5.5.2.1.3
System information on PACCH (and other logical channels)

The network may broadcast PSI messages on PACCH. In particular, if a mobile station is busy in packet transfer mode or MAC-Shared state and thus unable to receive the relevant blocks on the broadcast channels (PBCCH or BCCH) for a period longer than 15 seconds, the following requirements apply:

-
If PBCCH is present in the cell, the network may broadcast the PSI1 message on PACCH such that the mobile station may receive the PSI1 message at least every 15 s.

-
If PBCCH is not present in the cell, the network may broadcast the PSI13 message on PACCH such that the mobile station may receive the PSI13 messages at least every 15 s.

Furthermore, the network may broadcast PSI messages on PCCCH. In particular, the network may send the PSI1 and PSI13 messages on PCCCH to notify mobile stations in packet idle mode or MAC-Idle state about changes in the PBCCH information or changes of the PBCCH channel description.

If the network supports the PACKET PSI STATUS message and this message is received from a mobile station, the network may schedule the missing PSI messages for that mobile station on PACCH (sub-clause 5.5.1.4.3). Optionally, the missing PSI messages may be sent in one or more instances of the PACKET SERVING CELL DATA message for that mobile station on PACCH.

If the network supports the PACKET SI STATUS message and this message is received from a mobile station, the network may schedule the missing SI messages in one or more instances of the PACKET SERVING CELL DATA message for that mobile station on PACCH (sub-clause 5.5.1.4.3), or, in case the mobile station  has indicated in the PACKET SI STATUS message that it supports the PACKET SERVING CELL SI message, the network should use the PACKET SERVING CELL SI messages instead of the PACKET SERVING CELL DATA messages. If the network supports the SI2n message, it shall always use the PACKET SERVING CELL SI message for broadcasting the SI2n messages. This is required in order to all mobile stations listening to the PACCH to be able to receive the content.
The network may send the PSI14 message on PACCH to a mobile station in dual transfer mode or MACDTM state. The scheduling of the PSI14 message is determined by the network.

If PBCCH is present in the cell and the network changes the contents of any of the PSI messages, it shall set the PSI_CHANGED_IND to “1” in all the PSI14 messages it sends in the next 30 seconds. Otherwise, the PSI_CHANGED_IND shall be set to “0”.

When a PSI or SI message is received on PACCH during dual transfer mode, no parameters except those relevant for monitoring possible changes in the contents of SI or PSI messages (e.g. PBCCH_CHANGE_MARK, BCCH_CHANGE_MARK, PSI_CHANGED_IND) shall be applied by the MS for operation in dual transfer mode.

The network may send neighbour cell PSI and SI messages on PACCH in one or more instances of the PACKET NEIGHBOUR CELL DATA message (see sub-clause 8.8.1).

5.5.2.1.4
Consistent sets of system information messages

Certain types of PSI and SI messages are sent on PBCCH and BCCH in a multiple number of instances. If such a PSI or SI message type is sent on (P)BCCH, the mobile station shall receive a consistent set of that type of PSI or SI message. In some cases, more than one type of PSI messages may be joined into one consistent set, see table 5.5.2.1.4.1.

Table 5.5.2.1.4.1: Consistent sets of system information messages

	Consistent set / 
Message Type(s)
	Broadcast
Channel
	Number of instances
	PSI or SI change mark
parameter
	PSI or SI index 
parameter
	PSI or SI count 
parameter

	PSI2
	PBCCH
	1 – 8
	PSI2_CHANGE_MARK
	PSI2_INDEX
	PSI2_COUNT

	PSI3
	PBCCH
	1
	PSI3_CHANGE_MARK
	
	

	PSI3 bis
	PBCCH
	1 – 16
	PSI3_CHANGE_MARK
	PSI3bis_INDEX
	PSI3bis_COUNT

	PSI3 ter
	PBCCH
	0 – 16
	PSI3_CHANGE_MARK
	PSI3ter_INDEX
	PSI3ter_COUNT

	PSI3 quater
	PBCCH
	0 – 16
	PSI3_CHANGE_MARK
	PSI3quater_INDEX
	PSI3quater_COUNT

	PSI5
	PBCCH
	0 – 8
	PSI5_CHANGE_MARK
	PSI5_INDEX
	PSI5_COUNT

	PSI6
	PBCCH
	0 – 8
	PSI6_CHANGE_MARK
	PSI6_INDEX
	PSI6_COUNT

	PSI7
	PBCCH
	0 – 8
	PSI7_CHANGE_MARK
	PSI7_INDEX
	PSI7_COUNT

	PSI8
	PBCCH
	0 – 8
	PSI8_CHANGE_MARK
	PSI8_INDEX
	PSI8_COUNT

	SI13
(notes 1 and 2)
	BCCH
	1
	SI13_CHANGE_MARK
	
	

	SI2 ter
	BCCH
	0 – 8
	SI2ter_MP_CHANGE_MARK and SI2ter_3G_ CHANGE_MARK
	SI2ter_INDEX
	SI2ter_COUNT

	SI2 quater
	BCCH
	0 – 16
	BA_IND, 3G_BA_IND and MP_CHANGE_MARK
	SI2quater_INDEX
	SI2quater_COUNT

	SI2n
	BCCH
	0 – 16
	SI2n_CHANGE_MARK
	SI2n_INDEX
	SI2n_COUNT

	SI15
	BCCH
	0 – 4
	DM_CHANGE_MARK
	SI15_INDEX
	SI15_COUNT

	SI18
	BCCH
	0 – 8
	SI18_CHANGE_MARK
	SI18_INDEX
	None (Note 4)

	SI19
	BCCH
	0 – 8
	SI19_CHANGE_MARK
	SI19_INDEX
	None (Note 4)

	SI20
	BCCH
	0 – 8
	SI20_CHANGE_MARK
	SI20_INDEX
	None (Note 4)

	NOTE 1:
If the SI13 message provides a GPRS mobile allocation, it shall also provide an SI13_CHANGE_MARK. The SI13_CHANGE_MARK shall be used if the indirect encoding of the frequency information is applied in a packet assignment, referring to the GPRS mobile allocation provided in the SI13 message. There is only one instance of the SI13 message.

NOTE 2:
The PSI13 message may be received on PACCH. It provides the same information as SI13, including the SI13_CHANGE_MARK.

NOTE 3:
If PSI2 and SI13 change mark values need to be distinguished, e.g. during an activation or release of PBCCH, the network should assign appropriate values to these parameters.

NOTE 4:
For SI18, SI19 and SI20 messages, there is no count parameter (see 3GPP TS 44.018).


A consistent set of system information messages is identified by a PSI or SI change mark parameter included in each message in the set. All messages within a consistent set shall have the same value of this parameter.

The total number of system information messages of a certain type within a consistent set is indicated by a PSI or SI count parameter included in each message in the set. The position of a certain message instance within the consistent set of system information messages is indicated by a PSI or SI index parameter.

The PSI or SI count parameter shall have the value N–1, where N is the number of instances of the particular message type present in the consistent set. The PSI or SI index parameter shall have a range from zero to N–1. Different instances of a particular message type in a consistent set shall have different values of the PSI or SI index parameter.

11.2.25
Packet System Information 13

This message may be broadcast by the network on the PACCH or on the PCCCH (see sub-clause 5.5.2.1). The message provides the mobile station with GPRS cell specific access-related information. The information in this message shall be the same as provided in the SI13 message on BCCH, see 3GPP TS 44.018. This message shall not be segmented across more than one RLC/MAC control block by using the procedures specified in sub-clause 9.1.12a.

Message type:
PACKET SYSTEM INFORMATION TYPE 13

Direction:
network to mobile station

Classification:
distribution message

Table 11.2.25.1: PSI13 information elements

	< PSI13 message content > ::=


< PAGE_MODE : bit (2) >


< BCCH_CHANGE_MARK : bit (3) >


< SI_CHANGE_FIELD : bit (4) >


{ 0 | 1
< SI13_CHANGE_MARK : bit (2) >




< GPRS Mobile Allocation : < GPRS Mobile Allocation IE > > }


{ 0







-- PBCCH not present in cell :


< RAC : bit (8) >



< SPGC_CCCH_SUP : bit >



< PRIORITY_ACCESS_THR : bit (3) >



< NETWORK_CONTROL_ORDER : bit (2) >



< GPRS Cell Options : < GPRS Cell Options IE > >



< GPRS Power Control Parameters : < GPRS Power Control Parameters struct > >


| 1







-- PBCCH present in cell :



< PSI1_REPEAT_PERIOD : bit (4) >



< PBCCH Description : < PBCCH Description struct > > }


{ null | 0 bit** = < no string >



-- Receiver compatible with ealier release

| 1



-- Additions in release 99 :


< SGSNR : bit >


{ null | 0 bit** = < no string >


-- Receiver compatible with earlier release

| 1



-- Additions in release R4 :


< SI_STATUS_IND : bit >



{ null | 0 bit** = < no string >


-- Receiver compatible with earlier release

| 1



-- Additions in Rel-6:


< SI2n_SUPPORT: bit (2) >




< padding bits > } } }

! < Distribution part error : bit (*) = < no string > > ;



	< GPRS Power Control Parameters struct > ::=


< ALPHA : bit (4) >


< T_AVG_W : bit (5) >


< T_AVG_T : bit (5) >


< PC_MEAS_CHAN : bit >


< N_AVG_I : bit (4) > ;



	< PBCCH Description struct > ::=


< Pb : bit (4) >


< TSC : bit (3) >


< TN : bit (3) >


{ 0
-- default to BCCH carrier

| 10
< ARFCN : bit (10) >


| 11
< MAIO : bit (6) > } ;


Table 11.2.25.2: PSI13 information element details

	PAGE_MODE (2 bit field)
This field describes which type of page mode used, i.e. either normal paging, extended paging, paging reorganization or same as before from the previous page mode. The mobile station shall ignore this field if the message is received on the PACCH. Coding of this field is defined in 3GPP TS 44.018.

	BCCH_CHANGE_MARK (3 bit field)
This field indicates the status of the information on BCCH. The value of this field shall be changed each time the information on BCCH, except for the contents of the SI-13 message, is changed.

	SI_CHANGE_FIELD (4 bit field)
This field is the binary representation of which information was changed at the last indication in BCCH_CHANGE_MARK. Range 0 to 15:

bit
4 3 2 1
0 0 0 0
Update of unspecified SI message or SI messages;
0 0 0 1
Update of SI1 message;
0 0 1 0
Update of SI2, SI2 bis or SI2 ter message;
0 0 1 1
Update of SI3, SI4, SI7 or SI8 message;
0 1 0 0
Update of SI9 message;
0 1 0 1
Update of SI18 or SI20 message;
0 1 1 0
Update of SI19 message;0 1 1 1
Update of SI15 message;
1 0 0 0
Update of SI2n message;

All other values shall be interpreted as 'update of unknown SI message type'.

	SI13_CHANGE_MARK (2 bit field)
This field is the binary representation of the SI change mark identifying the GPRS Mobile Allocation provided in SI13 and PSI13 messages.
Range: 0 to 3.

	GPRS Mobile Allocation (information element)
This information element is the representation of the GPRS mobile allocation provided in SI13 and PSI13 messages. It is identified by MA_NUMBER = 14 when referenced from a packet assignment message. When used in SI13 or PSI13 message, this information element shall refer to the cell allocation defined for the cell in SI1 or PSI2.

	RAC (8 bit field)
This field is the binary representation of the Routing Area Code, see 3GPP TS 23.003.

	SPGC_CCCH_SUP (bit field)
This field indicates the support of the parameter SPLIT_PG_CYCLE on CCCH from the network side:

0
SPLIT_PG_CYCLE is not supported on CCCH in this cell;
1
SPLIT_PG_CYCLE is supported on CCCH in this cell.

	The PRIORITY_ACCESS_THR field (3 bit) is the binary representation of the parameter PRIORITY_ACCESS_THR:

bit
3 2 1
0 0 0
packet access is not allowed in the cell;
0 0 1
spare, shall be interpreted as '000' (packet access not allowed);
0 1 0
spare, shall be interpreted as '000' (packet access not allowed);
0 1 1
packet access is allowed for priority level 1;
1 0 0
packet access is allowed for priority level 1 to 2;
1 0 1
packet access is allowed for priority level 1 to 3;
1 1 0
packet access is allowed for priority level 1 to 4;
1 1 1
spare, shall be interpreted as '110' (packet access allowed).

	The NETWORK_CONTROL_ORDER field (2 bit) is the binary representation of the parameter NETWORK_CONTROL_ORDER, see 3GPP TS 45.008:

bit
2 1
0 0
NC0:
MS controlled cell re-selection, no measurement reporting.
0 1
NC1:
MS controlled cell re-selection, MS sends measurement reports.
1 0
NC2:
Network controlled cell re-selection, MS sends measurement reports.
1 1
Reserved for future use, interpreted as NC0 by mobile station.

	GPRS Cell Options (information element)
The GPRS Cell Option information element is defined in sub-clause 12.24.

	PSI1_REPEAT_PERIOD (4 bit field) 
This field is the representation of the PSI1 repeat period. The field is coded according to the following table:

bit
4 3 2 1
0 0 0 0
PSI1 repeat period = 1 multiframe
0 0 0 1
PSI1 repeat period = 2 multiframes
:
1 1 1 1
PSI1 repeat period = 16 multiframes

	GPRS Power Control Parameters struct
ALPHA (4 bit field)
For encoding and description see the Global Power Control Parameters IE.

T_AVG_W (5 bit field)
For encoding and description see the Global Power Control Parameters IE.

T_AVG_T (5 bit field)

PC_MEAS_CHAN (1 bit field)
For encoding and description see the Global Power Control Parameters IE.

N_AVG_I (4 bit field)
For encoding and description see the Global Power Control Parameters IE.

	PBCCH Description struct
The PBCCH description struct provides the channel description for the PBCCH. The frequency description for the PBCCH may be specified by an ARFCN (non-hopping radio frequency channel) or a MAIO (hopping radio frequency channel) field. In case of a hopping radio frequency channel, the PBCCH shall use the GPRS mobile allocation specified in this message. If none of the ARFCN or MAIO fields are present, the PBCCH shall use the BCCH carrier.

	Pb (4 bit field)
For encoding and description see the Global Power Control Parameters IE.

TSC (3 bit field)
This field is the binary representation of the training sequence code used for PBCCH.
Range: 0 to 7.

TN (3 bit field)
This field is the binary representation of the timeslot number for the PBCCH.
Range: 0 to 7.

ARFCN (10 bit field)
This field is the binary representation of the absolute RF channel number.
Range: 0 to 1023.

MAIO (6 bit field)
This field is the binary representation of the mobile allocation index offset.
Range: 0 to 63.

SGSNR (bit field)
This field indicates the Release of the SGSN:
0
SGSN is Release '98 or older
1
SGSN is Release '99 onwards. 

SI_STATUS_IND (1 bit field):
0
The network does not support the PACKET SI STATUS message;
1
The network supports the PACKET SI STATUS message.

	SI2n_SUPPORT (2 bit field)

This field indicates the support of SI2n in the network, see 3GPP TS 44.018.


11.2.25a
Packet System Information 14

This message may be sent by the network on the PACCH. The message may provide a mobile station in dual transfer mode or the in Network Assisted Cell Change procedure with GPRS access-related information. The information may be used as a substitute for the SI13 (and in some cases, the SI1) message on BCCH after the release of an RR connection, see 3GPP TS 44.018. This message may also be used during dual transfer mode to inform the mobile station about possible changes in the SI or PSI messages. This message may also be used in the network assisted cell change procedure when the target cell has PBCCH present.

Message type:
PACKET SYSTEM INFORMATION TYPE 14

Direction:
network to mobile station

Classification:
distribution message

Table 11.2.25a.1: PSI14 information elements

	< PSI14 message content > ::=


< PAGE_MODE : bit (2) >


{ 0
< CCCH Access Information : < CCCH Access Information struct >>


 | 1
< PBCCH Description : < PBCCH Description struct 2 >> }


{ null | 0
bit **
= < no string >







-- Receiver backward compatible with earlier version


 | 1
















-- Additions for Dual Transfer Mode


{ 0















-- PBCCH not present in cell:




< RAC : bit (8) >



< SI_STATUS_IND : bit >


| 1 















-- PBCCH present in cell:




< PSI_CHANGED_IND : bit > 



}


{ null | 0
bit **
= < no string >






-- Receiver backward compatible with earlier version



 | 1















-- Additions in REL-6


< SI2n_SUPPORT : bit (2) >



< padding bits > } }

 ! < Distribution part error : bit (*) = < no string >> ;



	< CCCH Access Information struct > ::= 


< BCCH_CHANGE_MARK : bit (3) >


{ 0 | 1
< SI13_CHANGE_MARK : bit (2) >




< SI13 Mobile Allocation : < GPRS Mobile Allocation IE >> }


< SPGC_CCCH_SUP : bit >


< PRIORITY_ACCESS_THR : bit (3) >


< NETWORK_CONTROL_ORDER : bit (2) >


< GPRS Cell Options : < GPRS Cell Options IE >>


< GPRS Power Control Parameters : < GPRS Power Control Parameters struct >>


< SGSNR : bit > ;



	< GPRS Power Control Parameters struct > ::=


< ALPHA : bit (4) >


< T_AVG_W : bit (5) >


< T_AVG_T : bit (5) >


< PC_MEAS_CHAN : bit >


< N_AVG_I : bit (4) > ;



	< PBCCH Description struct 2 > ::=


< PSI1_REPEAT_PERIOD : bit (4) >


< Pb : bit (4) >


< TN : bit (3) >


< PBCCH Frequency Description : < Frequency Parameters IE >> ;




Table 11.2.25a.2: PSI14 information element details

	PAGE_MODE (2 bit field)
This field is defined in sub-clause 12.20. 

	BCCH_CHANGE_MARK (3 bit field)
This field indicates the status of the information on BCCH. The value of this field shall be changed each time the information on BCCH, except for the contents of the SI13 message, is changed, see sub-clause 5.5.2.1.4.

	SI13_CHANGE_MARK (2 bit field)
This field is the binary representation of the SI change mark identifying the GPRS Mobile Allocation provided in SI13 and PSI13 messages. Range: 0 to 3.

	SI13 Mobile Allocation
This field is encoded using the GPRS Mobile Allocation information element defined in sub-clause 12.10a. This information shall be identical with the GPRS mobile allocation provided in SI13 and PSI13 messages. 

	SPGC_CCCH_SUP (1 bit field)
This field is defined in the SI13 message, see 3GPP TS 44.018.

	PRIORITY_ACCESS_THR (3 bit field)
This field is defined in the SI13 message, see 3GPP TS 44.018.

	NETWORK_CONTROL_ORDER (2 bit field)
This field is defined in the SI13 message, see 3GPP TS 44.018.

	GPRS Cell Options (information element)
The GPRS Cell Option information element is defined in sub-clause 12.24.

	SGSNR (1 bit field)
This field is defined in the SI13 message, see 3GPP TS 44.018.

	ALPHA (4 bit field), 
T_AVG_W (5 bit field), 
T_AVG_T (5 bit field), 
PC_MEAS_CHAN (1 bit field) and
N_AVG_I (4 bit field)
These fields are defined in the Global Power Control Parameters information element, see sub-clause 12.9.

	PSI1_REPEAT_PERIOD (4 bit field) 
This field is the binary representation, range 0 to 15, of the PSI1 repeat period. The coding of this field is identical to the coding of the PSI1_REPEAT_PERIOD field in the PSI1 message.

	Pb (4 bit field)
This is the binary representation, range 0 to 15, of the power reduction value used by the BTS on PBCCH blocks, relative to the output power on BCCH, see 3GPP TS 45.008.

	TN (3 bit field)
This is the binary representation, range 0 to 7, of the timeslot number for the PBCCH, see 3GPP TS 45.002.

	PBCCH Frequency Description
The PBCCH frequency description is encoded using the Frequency Parameters information element defined in sub-clause 12.8. When used in this message, the Frequency Parameters information element shall define a non-hopping radio frequency channel or use the direct encoding 2 to define a hopping radio frequency channel. 

	RAC (8 bit field)

This field is the binary representation of the Routing Area Code, see 3GPP TS 23.003.

	PSI_CHANGED_IND (1 bit field)

This field indicates whether the contents of any PSI message have been changed, see sub-clause 5.5.2.1.3.

	SI_STATUS_IND (1 bit field)

0
The network does not support the PACKET SI STATUS message;
1
The network supports the PACKET SI STATUS message.

	SI2n_SUPPORT (2 bit field)

This field indicates the support of SI2n in the network, see 3GPP TS 44.018. 
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