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A.4.8
Additional Information
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Table A.25.1: Additional Information (requiring values)

	Item
	Additional information
	Reference
	Release
	Status
	Support
	Values

	
	
	
	
	
	
	Allowed
	Supported

	1
	AMR C/I normalization factor

(units: dB)
	3GPP TS 05.09, 3.3.1

3GPP TS 45.009, 3.3.1
	R98
	O
	
	0 … (
	

	
	
	
	
	
	
	
	

	2
	Loop C delay

(round trip delay, in number of TDMA frames)
	3GPP TS 04.14, 5.1.4.4

3GPP TS 44.014, 5.1.4.4
	R98
	O
	
	1 … (
	

	3
	AMR C/I normalization factors (AFS, DARP)
12 values representing SS adjustment of variable normalisation factors for C/I values as stated in 14.10.3

(units: dB)
	3GPP TS 05.09, 3.3.1

3GPP TS 45.009, 3.3.1
	R99
	O
	
	0 … (,

0 … (,

..

..

0 … (
	

	4
	AMR C/I normalization factors (AHS, DARP)
10 values representing SS adjustment of variable normalisation factors for C/I values as stated in 14.10.4

(units: dB)
	3GPP TS 05.09, 3.3.1

3GPP TS 45.009, 3.3.1
	R99
	O
	
	0 … (,

0 … (,

..

..

0 … (
	

	
	
	
	
	
	
	
	

	Comments:




[…]

Annex B (normative):
Applicability of the individual test

[…]

	14.8.2
	AM suppression - control channels
	Phase 2
	MS not supporting speech
	C53
	

	14.9
	Paging performance at high input levels
	Phase 2
	All MS
	A
	

	14.10.1
	Performance of the Codec Mode Request Generation – TCH/AFS
	R98
	MS supporting AMR
	C203
	

	14.10.2
	Performance of the Codec Mode Request Generation – TCH/AHS
	R98
	MS supporting AMR
	C203
	

	14.10.3
	Performance of the Codec Mode Request Generation – TCH/AFS - DARP
	R99
	MS supporting AMR full rate and DARP phase 1
	Cxx3
	

	14.10.4
	Performance of the Codec Mode Request Generation – TCH/AHS - DARP
	R99
	MS supporting AMR half rate and DARP phase 1
	Cxx4
	

	14.11.1.1
	Speech bearer tests / TCH/FS / DTS-1
	R99
	MS supporting full rate speech and DARP phase 1
	C350
	

	14.11.2.1
	 Speech bearer tests / TCH/AFS / DTS-1
	R99
	MS supporting AMR and DARP phase 1
	C344
	


 […]

	C354
	IF A.2/62 AND A.1/6 THEN A ELSE N/A
	-- TSPC_DTM/GPRS AND Type_MB_Simul

	C355
	IF A.1/62 AND A.1/6 THEN A ELSE N/A
	-- TSPC_DTM/GPRS _Singleslot_Allocation AND Type_MB_Simul

	C356
	IF (A.25/41 OR A.25/42) AND NOT A.25/130 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND (NOT TSPC_Card_Appl)

	C357
	IF A.2/70 AND (A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95 OR A1.166 OR A1.167 OR A1.168 OR A1.169 OR A1.171 OR A1.172 OR A1.173 OR A1.174 OR A1.176 OR A1.177 OR A1.178 OR A1.179 OR A1.180) THEN A ELSE N/A
	-- TSPC_ExtendedDynamic_Allocation GPRS AND (TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR...OR TSPC_Type_GPRS_Multislot_Class29 OR TSPC_Type_GPRS_Multislot_Class31 OR...OR TSPC_Type_GPRS_Multislot_Class34 OR TSPC_Type_GPRS_Multislot_Class36 OR...OR TSPC_Type_GPRS_Multislot_Class39 OR TSPC_Type_GPRS_Multislot_Class41 OR...OR TSPC_Type_GPRS_Multislot_Class45 OR)

	Cxx3
	IF A.25/79 AND A.25/129 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_DARP_Phase1

	Cxx4
	IF A.25/112 AND A.25/129 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_DARP_Phase1

	
	
	

	Note 1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later  as it has been created late.
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