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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	26.16.1
	Void
	
	
	
	

	26.16.2
	Adaptive Multi Rate Signalling/ Inband Signalling, Uplink Codec Adaptation
	R98
	MS supporting AMR
	C203
	

	26.16.3
	Adaptive Multi Rate Signalling/ Structured procedures/MS terminated call/early assignment/no initial codec mode
	R98
	MS supporting AMR
	C203
	

	26.16.3a
	Structured procedures / MS terminated call / early assignment / specified initial codec mode
	R98
	MS supporting AMR
	C203
	

	26.16.4
	Adaptive Multi Rate Signalling/ Structured procedures/MS originated call/late assignment/specified initial codec mode
	R98
	MS supporting AMR
	C203
	

	26.16.4a
	Structured procedures / MS originated call / late assignment / no initial codec mode
	R98
	MS supporting AMR
	C203
	

	26.16.5
	Adaptive Multi Rate Signalling/ AMR signalling/Handover/active call/successful case
	R98
	MS supporting AMR
	C203
	

	26.16.6
	Adaptive Multi Rate Signalling/ Structured procedures/emergency call
	R98
	MS supporting AMR
	C203
	

	26.16.7
	Adaptive Multi Rate Signalling/ AMR Signalling/Directed Retry/Mobile Originated Call
	R98
	MS supporting AMR
	C203
	

	26.16.8
	Adaptive Multi Rate Signalling/ AMR Signalling/Directed Retry/Mobile Terminated Call
	R98
	MS supporting AMR
	C203
	

	26.16.9.1
	AMR Configuration Change (normal)
	R98
	MS supporting AMR
	C203
	

	26.16.9.2
	AMR Configuration Change (abnormal)
	R98
	MS supporting AMR
	C203
	

	26.16.9.3
	Codec Mode Phase Change (normal)
	R98
	MS supporting AMR
	C203
	

	26.16.9.4
	Codec Mode Phase Change (abnormal)
	R98
	MS supporting AMR
	C203
	

	26.16.9.5
	Threshold  change (normal)
	R98
	MS supporting AMR
	C203
	

	26.16.9.6
	Threshold  change (abnormal)
	R98
	MS supporting AMR
	C203
	

	26.16.9.7
	Unknown RATSCCH REQ message
	R98
	MS supporting AMR
	C203
	

	26.16.9.8
	Ignore subsequent REQ prior to expiry of REQ_Activation counter
	R98
	MS supporting AMR
	C203
	

	26.16.9.9
	Initiation of Transaction with  ACK_ERR or ACK_UNKNOWN
	R98
	MS supporting AMR
	C203
	

	26.16.9.10
	Inversion of the Phase of the CMR/CMI
	R98
	MS supporting AMR
	C203
	

	26.16.9.11
	Change of Active Codec Set
	R98
	MS supporting AMR
	C203
	

	26.16.9.12
	Void
	
	
	
	

	26.16.10.1
	AMR signalling/ test of the channel mode modify procedure/full rate
	R98
	MS supporting AMR
	C203
	

	26.16.10.2
	AMR signalling/ test of the channel mode modify procedure/half rate
	R98
	MS supporting AMR
	C327
	

	26.16.11
	Handover/layer 1 failure (AMR signalling)
	R98
	MS supporting AMR
	C203
	

	26.17.9.1
	8-PSK AMR HR / RATSCCH Protocol / AMR Configuration Change (normal)
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	26.17.9.2
	8-PSK AMR HR / RATSCCH Protocol / AMR Configuration Change (abnormal)
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	26.17.9.3
	8-PSK AMR HR / RATSCCH Protocol / Codec Mode Phase Change (normal)
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	26.17.9.4
	8-PSK AMR HR / RATSCCH Protocol / Codec Mode Phase Change (abnormal)
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	26.17.9.5
	8-PSK AMR HR / RATSCCH Protocol / Threshold  change (normal)
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	26.17.9.6
	8-PSK AMR HR / RATSCCH Protocol / Threshold  change (abnormal)
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	26.17.9.7
	8-PSK AMR HR / RATSCCH Protocol / Unknown RATSCCH REQ message
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	26.17.9.8
	8-PSK AMR HR / RATSCCH Protocol / Ignore subsequent REQ prior to expiry of REQ_Activation counter
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	26.17.9.9
	8-PSK AMR HR / RATSCCH Protocol / Initiation of Transaction with  ACK_ERR or ACK_UNKNOWN
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	26.17.9.10
	8-PSK AMR HR / RATSCCH Protocol / Inversion of the Phase of the CMR/CMI
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	26.17.9.11
	8-PSK AMR HR / RATSCCH Protocol / Change of Active Codec Set
	Rel-5
	MS supporting O-TCH/AHS
	C358
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