Page 1



3GPP TSG-GERAN Meeting #26 
Tdoc (
GP-051838

Schaumburg, USA, 30 Aug - 1 Sep 2005
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	51.010-2
	CR
	286
	(

rev
	-
	(

Current version:
	6.3.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Addition of test cases for Extended Dynamic Allocation

	
	

	Source:
(

	Ericsson

	
	

	Work item code:
(

	Extended Dynamic Allocation
	
	Date: (

	16/08/2005

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	Test cases for Extended Dynamic Allocation need to be added to Annex B. Added TC’s are: 42.9.3.1.1, 42.9.3.1.2, 42.9.3.1.3, 52.9.3.1.1, 52.9.3.1.2, 52.9.3.1.3.

	
	

	Summary of change:
(

	6 test cases have been added.

	
	

	Consequences if 
(

not approved:
	Mismatch with TS 3GPP 51.010-1.

	
	

	Clauses affected:
(

	Annex B.

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS 3GPP 51.010-1, GP051832 – GP 051837

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR is applicable from R99 and onwards.


Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applibable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	…
	…
	…
	…
	…
	…

	42.9.2.1.1
	Extended Dynamic Allocation / Uplink Transfer / Normal / Successful
	R99 (see note 1)
	All GPRS MS supporting Multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39 , 41 to 45)
	C348
	

	42.9.2.1.2
	Extended Dynamic Allocation / Uplink Transfer / Normal / USF_GRANULARITY = 4 blocks
	R99 (see note 1)
	All GPRS MS supporting Multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45
	C348
	

	42.9.2.1.4
	Extended Dynamic Allocation / Uplink Transfer / Normal / PACCH operation in downlink
	R99 (see note 1)
	All GPRS MS supporting Multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C348
	

	42.9.2.1.5
	Extended Dynamic Allocation / Uplink Transfer / Normal / Polling for PDAN
	R99 (see note 1)
	All GPRS MS supporting Multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C348
	

	42.9.3.1.1
	Extended Dynamic Allocation / Shifted USF / PACCH management / Successful
	R99 (see note 1)
	All GPRS MS supporting Extended Dynamic Allocation AND Multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C348
	

	42.9.3.1.2
	Extended Dynamic Allocation / Shifted USF / Normal / USF assignment on 2nd PDCH
	R99 (see note 1)
	All GPRS MS supporting Extended Dynamic Allocation AND Multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C348
	

	42.9.3.1.3
	Extended Dynamic Allocation / Shifted USF / Normal / Release of 2nd PDCH
	R99 (see note 1)
	All GPRS MS supporting Extended Dynamic Allocation AND Multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C348
	

	…
	…
	…
	…
	…
	…

	52.9.2.1.1
	Extended Dynamic Allocation / Uplink Transfer / Normal / Successful
	R99
	All EGPRS MS supporting Multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C357
	

	52.9.2.1.2
	Extended Dynamic Allocation / Uplink Transfer / Normal / USF_GRANULARITY = 4 blocks
	R99
	All EGPRS MS supporting Multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45
	C357
	

	52.9.2.1.4
	Extended Dynamic Allocation / Uplink Transfer / Normal / PACCH operation in downlink
	R99
	All EGPRS MS supporting Multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C357
	

	52.9.2.1.5
	Extended Dynamic Allocation / Uplink Transfer / Normal / Polling for EPDAN
	R99
	All EGPRS MS supporting Multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C357
	

	52.9.3.1.1
	Extended Dynamic Allocation / Shifted USF / PACCH management / Successful
	R99 (see note 1)
	All EGPRS MS supporting Extended Dynamic Allocation AND Multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C357
	

	52.9.3.1.2
	Extended Dynamic Allocation / Shifted USF / Normal / USF assignment on 2nd PDCH
	R99 (see note 1)
	All EGPRS MS supporting Extended Dynamic Allocation AND Multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C357
	

	52.9.3.1.3
	Extended Dynamic Allocation / Shifted USF / Normal / Release of 2nd PDCH
	R99 (see note 1)
	All EGPRS MS supporting Extended Dynamic Allocation AND Multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C357
	

	…
	…
	…
	…
	…
	

	C347
	IF (A.25/2 OR A.25/3) AND IF NOT (A25/79 OR A25/112) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1

IF NOT
TSPC_AddInfo_Full_rate_version_3 OR
TSPC_AddInfo_Half_rate_version_3

	C348
	IF A.2/70 AND (A.1/69 OR A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95 OR A1.150 OR A1.151 OR A1.152 OR A1.153 OR A1.155 OR A1.156 OR A1.157 OR A1.158 OR A1.160 OR A1.161 OR A1.162 OR A1.163 OR A1.164) THEN A ELSE N/A
	-- TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR...OR TSPC_Type_GPRS_Multislot_Class29 OR TSPC_Type_GPRS_Multislot_Class31 OR...OR TSPC_Type_GPRS_Multislot_Class34 OR TSPC_Type_GPRS_Multislot_Class36 OR...OR TSPC_Type_GPRS_Multislot_Class39 OR TSPC_Type_GPRS_Multislot_Class41 OR...OR TSPC_Type_GPRS_Multislot_Class45 OR)

	…
	…
	…

	C357
	IF A.2/70 AND (A.1/98 OR A.1/100 OR A.1/101 OR A.1/102 OR A.1/104 A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A1.166 OR A1.167 OR A1.168 OR A1.169 OR A1.171 OR A1.172 OR A1.173 OR A1.174 OR A1.176 OR A1.177 OR A1.178 OR A1.179 OR A1.180) THEN A ELSE N/A
	-- TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_EGPRS_Multislot_Class3 OR TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR...OR TSPC_Type_EGPRS_Multislot_Class29 OR TSPC_Type_EGPRS_Multislot_Class31 OR...OR TSPC_Type_EGPRS_Multislot_Class34 OR TSPC_Type_EGPRS_Multislot_Class36 OR...OR TSPC_Type_EGPRS_Multislot_Class39 OR TSPC_Type_EGPRS_Multislot_Class41 OR...OR TSPC_Type_EGPRS_Multislot_Class45 OR)

	C358
	IF A.25/131 THEN A ELSE N/A
	TSPC_O-TCH_AHS

	…
	…
	…
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