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42.4.1.5
Network Control measurement reporting / Idle mode / DSC failure/ reselection.

42.4.1.5.1
Conformance requirement

The procedure for NC measurement report sending shall be initiated by the mobile station at the expiry of the NC measurement report interval timer T3158. At expiry of the timer T3158 the mobile station shall restart the timer T3158, perform the measurements and send the PACKET MEASUREMENT REPORT message containing the 'NC measurement report struct' on PACCH.

A set of measurement reporting parameters (NETWORK_CONTROL_ORDER and NC_REPORTING_PERIOD(s)) is broadcast on PBCCH. The parameters may also be sent individually to an MS on PCCCH or PACCH, in which case it overrides the broadcast parameters. The individual parameters are valid until the RESET command is sent to the MS or there is a downlink signalling failure or the MS goes to the Standby state.

The MS shall only perform autonomous cell re-selection when the reselection is triggered by a downlink signalling failure as defined in subclause 6.5 or a random access failure as defined in 3GPP TS 04.18 and 3GPP TS 04.60.

Reference

3GPP TS 04.60, subclauses 8.1.2.2, 8.3 and 5.6.1.

3GPP TS 05.08, subclause 10.1.4 

42.4.1.5.2
Test Purpose

To verify that while in NC2, MS performs autonomous cell reselection when the reselection is triggered by the downlink signalling failure.

42.4.1.5.3
Method of test

Initial conditions

System Simulator:


2 cell, GPRS supported. PCCCH present in both the cells.

	Parameter
	Carrier1
	Carrier2

	RF Signal Level (dBm)
	-60 
	-70

	NETWORK_CONTRO L_ORDER
	NC2
	NC2

	NC_REPORTING_PERIOD_I
	110 (30.72 sec)
	110 (30.72 sec)

	HCS_THR (dBm)
	
	-80


Mobile Station:


MS is GPRS attached on cell A (Carrier 1) with a P-TMSI allocated, SPLIT PG CYCLE negotiated. Ready timer is set to 2 min.

Related PICS/PIXIT statement

-
Support of GPRS.

Test procedure 

MS is in packet idle mode in cell A (Carrier 1). MS sends a PACKET CHANNEL REQUEST for the measurement report. SS assigns resources for it. MS sends a PACKET MEASUREMENT REPORT. SS receives one more PACKET MEASUREMENT REPORT by repeating the above steps. SS starts sending the corrupted blocks on the MS PPCH channel in such a way that DSC < 0. SS checks that the MS does reselection to cell B.

Maximum duration of the test

5 min.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS->SS
	PACKET CHANNEL REQUEST
	ACCESS TYPE ='Single block without TBF establishment.' Received on PRACH.

Received on cell A

	2
	SS->MS
	PACKET UPLINK ASSIGNMENT
	Sent on PAGCH, assigning a single block.

	3
	 MS ->SS
	PACKET MEASUREMENT REPORT
	Received on the allocated PDCH. 

	4
	
	
	Steps 1-3 are repeated once. 

	5
	SS
	
	SS Verifies that the measurement results for cells A, B are included in the PACKET MEASUREMENT REPORT.

	6
	SS
	
	SS starts sending the corrupted data on successive paging blocks of the MS until DSC < 0. Then it reverts to sending of the normal data.

	7
	MS -> SS
	PACKET CHANNEL REQUEST
	Received on cell B.

Establishment cause: Cell update


Specific message contents

None.
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