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10.5.2.22c
NT/N Rest Octets

The NT/N Rest Octets information element is a type 5 information element with 20 octets length.

	NT/N Rest Octets ::=


{0 I 1< NLN(NCH) : bit (2) >}


<list of Group Call NCH information>


{ null
| L









-- Receiver compatible with earlier release




| H 









-- Additions in Release 6°:




{ 0 | 1 < CELL_GLOBAL_COUNT: bit (2) >}




< List of Reduced GCR >




< List of VSTK_RAND information > 


}


{ null
| L                                                     -- Receiver compatible with earlier release



 
| H 









-- Additions in Release 7°:




< List of Emergency information > 




{ 0 | 1 < Priority Uplink access : bit(1)> }


}


<Spare padding>;

	< List of Group Call NCH information > ::=


{ 0 | 1 < Group Call information > < List of Group Call NCH information > } ;

	< List of Emergency information > ::=


{ 0 | 1 < Emergency_Ind > < List of Emergency information > } ;

If List of Emergency Information is not present in the notification, then the emergency mode is not set for all of the group calls in the List of Group Call NCH information that contain a group channel description.
Each Emergency_Ind in the List of  Emergency Information is associated with a VGCS/VBS call in the List of Group Call NCH information. The Emergency_Ind at position (i) in the List of  Emergency Information is associated with (i)th group call in the List of Group Call NCH information that contains a group channel description.

	NLN(NCH)

This field gives the NLN value to be used as specified in sub-clause3.3.3

	<Group Call information>

See sub-clause 9.1.21a

	Segment Id (1 bit)

Indicates if this message instance contains the first or second segment of a segmented notification.

bit
0
First segment.
1
Second segment. 

If the notification is not segmented then the Segment Id shall be set to 0.

	CELL_GLOBAL_COUNT (2 bits)

This field contains the CELL_GLOBAL_COUNT that is used by the VGCS/VBS ciphering mechanism. The value is incremented by one (modulo 4) each time bit 22 of  COUNT ( defined in 3GPP TS 43.020) changes from ‘1’ to ‘0’.

	< List of VSTK_RAND information > ::=


{ 1
< Segment Id: bit >

           (0 | 1
< VSTK_RAND: bit (36) >} } **0;

Each VSTK_RAND and Segment Id that is in the List of VSTK_RAND Information is associated to a ciphered VGCS/VBS call that is in the List of Group Call NCH information or List of Reduced GCR information. The VSTK_RAND and Segment Id at position (i) in the List of VSTK_RAND Information is associated with (i)th ciphered group call in the combined List of Group Call NCH information and List of Reduced GCR information, where the elements in the List of Group Call NCH information precede the elements in the List of Reduced GCR.

	< List of Reduced GCR > ::=


{ 1< Reduced GCR: bit (28) >}  **0;

The Reduced Group Call Reference shall only be used in the second segment of a segmented notification.

	VSTK_RAND (36 bit)

The 36-bit value that is used for derivation of a short term key VSTK, as defined in 3GPP TS 43.020. This parameter is only provided when the group call reference is present and the group call is ciphered.

	Reduced GCR (28 bits)

This field contains the binary code of the group call reference together with the service flag. It is equivalent to octets 2-4 and bits 5 to 8 of octet 5 of the Reduced Group or Broadcast Call Reference information element (ses sub-clause 10.5.2.57)

	Emergency_Ind

This field indicates the status of the emergency mode for the group call.

0
Emergency mode not set.

1
Emergency mode set.

Each Emergency_Ind that is in the List of Emergency Information is associated to a VGCS/VBS call that is in the List of Group Call NCH information. The Emergency_Ind at position (i) in the List of Emergency Information is associated with (i)th group call in the List of Group Call NCH information that contains a group channel description.

	Priority Uplink Access (1 bit)

Indicates the method to be used for priority uplink access.

bit
0
Reserved
1
Group Channel
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