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	Reason for change:
(

	Cr 3162, 3163 and 3164 of 51.010-1 removed most 51.x tests.
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	 These tests are removed also (Void) of 51.010-2

	
	

	Consequences if 
(

not approved:
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	47.4.1-2
	PDP Context Activation / Performed on main DCCH and TBFs, test 2
	R99
	All DTM/GPRS capable MS supporting singleslot allocation
	C310
	

	51.1.1.1
	Void
	
	
	
	

	51.1.1.2
	Void
	
	
	
	

	51.1.1.3
	Void
	
	
	
	

	51.1.1.4
	Void
	
	
	
	

	51.1.2
	Void
	
	
	
	

	51.1.3
	Void
	
	
	
	

	51.1.4.1

	Void
	
	
	
	

	51.1.4.2
	Void
	
	
	
	

	51.1.5.1.1
	Void

	
	
	
	

	51.1.5.1.2
	Void
	
	
	
	

	51.1.5.1.3
	Void
	
	
	
	

	51.1.5.2.1

	Void

	
	
	
	

	51.1.5.3

	Void
	
	
	
	

	51.1.6
	Void

	
	
	
	

	51.2.1.1
	Void
	
	
	
	

	51.2.2.1
	Initiation of the packet access procedure/establishment causes
	R99
	All EGPRS MS
	C216
	

	51.2.2.2
	Void
	
	
	
	

	51.2.2.3
	Random references for one phase packet access and for Access Type ‘signalling’
	R99
	All EGPRS MS
	C216
	

	51.2.2.4
	Void
	
	
	
	

	51.2.2.5
	Void
	
	
	
	

	51.2.2.6
	
Two phase packet access / establishment cause
	R99
	All EGPRS MS
	C216
	

	51.2.3.1
	Void
	
	
	
	

	51.2.3.2
	Void
	
	
	
	

	51.2.3.3
	Void
	
	
	
	

	51.2.3.4
	Void
	
	
	
	

	51.2.3.5
	Void
	
	
	
	

	51.2.3.6
	Void
	
	
	
	

	51.2.3.7
	Void
	
	
	
	

	51.2.3.8
	Void
	
	
	
	

	51.2.3.9
	Void
	
	
	
	

	51.2.3.10
	Void
	
	
	
	

	51.2.3.11
	Void
	
	
	
	

	51.2.4.1
	Multiblock packet access/Packet Resource Request
	R99
	All EGPRS MS
	C216
	

	51.2.5.1
	Void
	
	
	
	

	51.2.5.2
	Void
	
	
	
	

	51.2.5.3
	Packet access rejection / Interpretation of Extended RA i / Correct value of Extended RA i
	R99
	All EGPRS MS
	C216
	

	51.2.5.4
	Packet access rejection / Interpretation of Extended RA i / Extended RA i not included
	R99
	All EGPRS MS
	C216
	

	51.2.6.1
	Void
	
	
	
	

	51.2.6.2
	Void
	
	
	
	

	51.2.6.3
	Void
	
	
	
	

	51.2.6.4
	Void
	
	
	
	

	51.3.1.1
	Void
	
	
	
	

	51.3.1.2
	Void
	
	
	
	

	51.3.1.3
	TBF Release/Uplink/Normal/MS initiated/Channel coding change during countdown
	R99
	All EGPRS MS supporting activation of at least one PDP context
	C279
	

	51.3.2.1
	Void
	
	
	
	

	51.3.2.2
	Void
	
	
	
	

	51.3.3
	Void
	
	
	
	

	51.3.4.1
	Void
	
	
	
	

	51.3.4.2
	Void
	
	
	
	

	51.3.5.2
	Void
	
	
	
	

	51.3.6.1
	Void
	
	
	
	

	51.3.6.2
	Void
	
	
	
	

	51.3.6.3
	TBF Release / Extended Uplink / MCS change order while CV=0
	Rel-4
	All EGPRS MS supporting activation of at least one PDP context
	C331
	

	51.3.6.4
	Void
	
	
	
	

	51.3.6.5
	Void
	
	
	
	

	51.3.6.6
	Void
	
	
	
	

	51.3.6.7
	Void
	
	
	
	

	51.3.6.8
	Void
	
	
	
	

	51.3.6.9
	Void
	
	
	
	

	51.3.6.10
	Void
	
	
	
	

	51.5.1.1.1.1-1
	Uplink TBF establishment with no reallocation of CS resources / Successful case / Uplink resources assigned, test 1
	R99
	All DTM/EGPRS capable MS
	C342
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