3GPP TSG-GERAN Meeting #28 
Tdoc (
GP-060389
Brussels, Belgium, 16th - 20th January, 2006
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	51.010-2
	CR
	337
	(

rev
	-
	(

Current version:
	6.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	a


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Applicability changes

	
	

	Source:
(

	Wavecom, Rohde & Schwarz, Ericsson, Sasken, Cingular, 7 Layers

	
	

	Work item code:
(

	GPRS/EGPRS
	
	Date: (

	18/01/05

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
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	1. GP-060381 : 20.22.9 is split in two procedures
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	20.22.8
	Cell selection when the best cell does not support GPRS
	R97
	All GPRS MS
	C215
	

	20.22.9-1
	Cell reselection when the best cell does not support GPRS
	R97
	All GPRS MS
	C215
	

	20.22.9-2
	Cell reselection when the best cell does not support GPRS
	R97
	All GPRS MS
	C215
	

	20.22.10
	Cell Selection-Search for Suitable Cell/ cell priority
	R97
	All GPRS MS
	C215
	


[…]

	39.5.3.3.3.1
	De-enrolment/Attached CTS_MS de-enrolment
	R98
	MS supporting GSM-CTS
	C208
	

	41.1.1.1
	RR/Paging/on PCCCH for GPRS service/normal paging with P-TMSI successful.
	R97
	All GPRS MS
	C215
	

	41.1.1.2
	RR/Paging/on PCCCH for GPRS service/normal paging with IMSI successful
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.1.1.3
	RR/Paging/on PCCCH for GPRS service/extended paging with P-TMSI successful
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.1.1.4
	RR/Paging/on PCCCH for GPRS service/paging reorganisation successful
	R97
	All GPRS MS
	C215
	

	41.1.2
	RR/Paging/on PCCCH for circuit-switched services/paging successful
	R97
	MS supporting GPRS mode A or B
	C226
	

	41.1.3
	RR/Paging/on PCCCH/paging ignored
	R97
	All GPRS MS
	C215
	

	41.1.4.1
	RR/Paging/on PACCH for circuit-switched services/ paging successful
	R97
	MS supporting GPRS mode A or mode B
	C226
	

	41.1.4.2
	RR/Paging/on PACCH for circuit-switched services/ paging ignored
	R97
	MS supporting GPRS mode A or B
	C226
	

	41.1.5.1.1
	RR/Paging/on CCCH for GPRS service/normal paging with P-TMSI successful
	R97
	All GPRS MS
	C215
	

	41.1.5.1.2
	RR/Paging/on CCCH for GPRS service/normal paging with IMSI successful
	R97
	All GPRS MS
	C215
	

	41.1.5.1.3
	RR/Paging/on CCCH for GPRS service/normal paging with P-TMSI ignored
	R97
	All GPRS MS
	C215
	

	41.1.5.2.1
	RR/Paging/on CCCH for GPRS service/extended paging with P-TMSI successful
	R97
	All GPRS MS
	C215
	

	41.1.5.3
	RR/Paging/on CCCH for GPRS service/paging reorganisation
	R97
	All GPRS MS
	C215
	

	41.1.5.4
	RR/Paging/on CCCH for GPRS service/default message contents
	R97
	All GPRS MS
	C215
	

	41.1.6
	RR/Paging/Before T3172 expiry
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.1.1
	Permission to access the network/priority classes
	R97
	All GPRS MS
	C215
	

	41.2.2.1
	Initiation of the packet access procedure/establishment causes
	R97
	All GPRS MS
	C215
	

	41.2.2.2
	Random references for single block packet access
	R97
	All GPRS MS
	C215
	

	41.2.2.3
	Random references for one phase packet access
	R97
	All GPRS MS
	C215
	

	41.2.2.4
	Initiation of the packet access procedure/timer T3146
	R97
	All GPRS MS
	C215
	

	41.2.2.5
	Initiation of the packet access procedure/Request Reference
	R97
	All GPRS MS
	C215
	

	41.2.3.1
	Two-message assignment/Successful case
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.3.2
	Two-message assignment/Failure cases
	R97
	All GPRS MS
	C215
	

	41.2.3.3
	Packet uplink assignment/Polling bit set
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.3.4
	One phase packet access/Contention resolution/Successful case
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.3.5
	One phase packet access/Contention resolution/TLLI mismatch
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.3.6
	One phase packet access/Contention resolution/Counter N3104
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.3.7
	One phase packet access/Contention resolution/Timer T3166
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.3.8
	One phase packet access/Contention resolution/4 access repetition attempts
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.3.9
	One phase packet access/TBF starting time
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.3.10
	One phase packet access/Timing Advance Index present
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.3.11
	One phase packet access/Timing Advance Index not present
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.4.1
	Single block packet access/Packet Resource Request
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.4.2
	Single block packet access/Packet Measurement Report
	R97
	All GPRS MS
	C215
	

	41.2.5.1
	Packet access rejection/wait indication
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.5.2
	Packet access rejection/assignment before T3142 expires
	R97
	All GPRS MS
	C215
	

	41.2.6.1
	Initiation of packet downlink assignment procedure/MS listens to correct CCCH block
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.6.2
	Initiation of packet downlink assignment procedure/timer T3190
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.6.3
	Initiation of packet downlink assignment procedure/TBF starting time
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.6.4
	Initiation of packet downlink assignment procedure/incorrect TFI
	R97
	All GPRS and NOT EGPRS MS
	Cxxx
	

	41.2.7.1
	Single block packet downlink assignment/TBF Starting Time
	R97
	All GPRS MS
	C215
	

	41.2.7.2
	Single block packet downlink assignment/MS returns to packet idle mode
	R97
	All GPRS MS
	C215
	

	41.3.1.1
	TBF Release/Uplink/Normal/MS initiated/Acknowledged mode
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.1.2
	TBF Release/Uplink/Normal/MS initiated/Unacknowledged mode
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.1.3
	TBF Release/Uplink/Normal/MS initiated/Channel coding change during countdown
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.1.4-1
	TBF release / Uplink / Normal / MS initiated / Whilst in DTM, test 1
	R99
	All DTM/GPRS capable MS
	C305
	

	41.3.1.4-2
	TBF release / Uplink / Normal / MS initiated / Whilst in DTM, test 2
	R99
	All DTM/GPRS capable MS supporting singleslot allocation
	C310
	

	41.3.2.1
	TBF Release/Uplink/Normal/Network initiated/Acknowledged mode
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.2.2
	TBF Release/Uplink/Normal/Network initiated/Unacknowledged mode
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.2.3-1
	TBF release / Uplink / Normal / Network initiated / Whilst in DTM, test 1
	R99
	All DTM/GPRS capable MS
	C305
	

	41.3.2.3-2
	TBF release / Uplink / Normal / Network initiated / Whilst in DTM, test 2
	R99
	All DTM/GPRS capable MS supporting singleslot allocation
	C310
	

	41.3.3
	TBF Release/Uplink/Network initiated/Abnormal release
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.4.1
	TBF Release/Downlink/Normal/Network initiated/Acknowledged mode
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.4.2
	TBF Release/Downlink/Normal/Network initiated/Unacknowledged mode
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.4.3-1
	TBF release / Downlink / Normal / Network initiated / Whilst in DTM, test 1
	R99
	All DTM/GPRS capable MS
	C305
	

	41.3.4.3-2
	TBF release / Downlink / Normal / Network initiated / Whilst in DTM, test 2
	R99
	All DTM/GPRS capable MS supporting singleslot allocation
	C310
	

	41.3.5.2
	PDCH Release/With TIMESLOTS_AVAILABLE
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.6.1
	TBF Release / Extended Uplink / Recalculation of CV before CV = 0
	Rel-4
	All GPRS MS supporting Extended Uplink TBF
	C330
	

	41.3.6.2
	TBF Release / Extended Uplink / Recalculation of CV after CV = 0
	Rel-4
	All GPRS MS supporting Extended Uplink TBF
	C330
	

	41.3.6.3
	TBF Release / Extended Uplink / CS change order while CV=0
	Rel-4
	All GPRS MS supporting Extended uplink TBF and activation of at least one PDP context
	C330
	

	41.3.6.4
	TBF Release / Extended Uplink / TBF reconfigure by PACKET TIMESLOT RECONFIGURE
	Rel-4
	All GPRS MS supporting Extended uplink TBF and activation of at least one PDP context
	C330
	

	41.3.6.5
	TBF Release / Extended Uplink / TBF reconfigure by PACKET UPLINK ASSIGNMENT
	Rel-4
	All GPRS MS supporting Extended uplink TBF and activation of at least one PDP context
	C330
	

	41.3.6.6
	Extended Uplink TBF / Cell Change while in Extended Uplink/ No Packet Neighbouring Cell Data
	Rel-4
	All GPRS MS supporting Extended Uplink TBF
	C330
	

	41.3.6.7
	Extended Uplink TBF / Cell Change failure while in Extended Uplink/ No Packet Neighbouring Cell Data
	Rel-4
	All GPRS MS supporting Extended Uplink TBF
	C330
	

	41.3.6.8
	Extended Uplink TBF / Cell Change while in Extended Uplink/ With Packet Neighbouring Cell Data
	Rel-4
	All GPRS MS supporting Extended uplink TBF and activation of at least one PDP context
	C330
	

	41.3.6.9
	TBF Release / Extended Uplink / Change of RLC mode / normal release
	Rel-4
	All GPRS MS supporting extended uplink TBF and supporting two PDP contexts 
	C337
	

	41.3.6.10
	TBF Release / Extended Uplink / Change of RLC mode / abnormal release
	Rel-4
	All GPRS MS supporting extended uplink TBF and supporting two PDP contexts 
	C337
	

	41.5.1.1.1.1-1
	Uplink TBF establishment with no reallocation of CS resources / Successful case / Uplink resources assigned, test 1
	R99
	All DTM/GPRS capable MS
	C305
	


[…]

	42.3.2.2.2
	Dynamic Allocation/Uplink Transfer with Downlink TBF establishment/Abnormal/Continuation of normal operation
	R97
	All GPRS MS
	C215
	

	42.3.3.1.1
	Dynamic Allocation/Resource reallocation/Successful/Higher throughput class or higher radio priority
	R97
	GPRS MS supporting two PDP contexts 
	C223
	

	42.3.3.1.2
	Dynamic Allocation/Resource reallocation/Successful/Lower throughput class
	R97
	GPRS MS supporting two PDP contexts 
	C223
	

	42.3.3.1.3
	Dynamic Allocation/Resource reallocation/Successful/Different RLC mode and higher radio priority
	R97
	GPRS MS supporting two PDP contexts 
	C223
	

	42.3.3.2.1
	Dynamic Allocation/Resource reallocation/Abnormal/T3168 expiry
	R97
	GPRS MS supporting two PDP contexts 
	C223
	

	42.3.3.2.2
	Dynamic Allocation/Resource reallocation/Abnormal/Invalid assignment
	R97
	GPRS MS supporting two PDP contexts 
	C223
	

	42.3.3.3
	Dynamic Allocation/Resource reallocation/Reject
	R97
	GPRS MS supporting two PDP contexts 
	C223
	

	42.3.3.4
	Dynamic Allocation / Resource reallocation / Successful / Lower Coding Scheme Command
	R97
	All GPRS MS
	C215
	


[…]

	51.3.6.8
	Extended Uplink TBF / Cell Change while in Extended Uplink/ With Packet Neighbouring Cell Data
	Rel-4
	All EGPRS MS supporting Extended uplink TBF and activation of at least one PDP context
	C331
	

	51.3.6.9
	TBF Release / Extended Uplink / Change of RLC mode / normal release
	Rel-4
	All EGPRS MS supporting extended uplink TBF and supporting two PDP contexts 
	C338
	

	51.3.6.10
	TBF Release / Extended Uplink / Change of RLC mode / abnormal release
	Rel-4
	All EGPRS MS supporting extended uplink TBF and supporting two PDP contexts 
	C338
	

	51.5.1.1.1.1-1
	Uplink TBF establishment with no reallocation of CS resources / Successful case / Uplink resources assigned, test 1
	R99
	All DTM/EGPRS capable MS
	C342
	


[…]

	52.3.2.2.2
	Dynamic Allocation/Uplink Transfer with Downlink TBF establishment/Abnormal/Continuation of normal operation
	R99
	All EGPRS MS
	C216
	

	52.3.3.1.1
	Dynamic Allocation/Resource reallocation/Successful/Higher throughput class or higher radio priority
	R99
	EGPRS MS supporting two PDP contexts
	C278
	

	52.3.3.1.2
	Dynamic Allocation/Resource reallocation/Successful/Lower throughput class
	R99
	EGPRS MS supporting two PDP contexts 
	C278
	

	52.3.3.1.3
	Dynamic Allocation/Resource reallocation/Successful/Different RLC mode and higher radio priority
	R99
	EGPRS MS supporting two PDP contexts 
	C278
	

	52.3.3.2.1
	Dynamic Allocation/Resource reallocation/Abnormal/T3168 expiry
	R99
	EGPRS MS supporting two PDP contexts 
	C278
	

	52.3.3.2.2
	Dynamic Allocation/Resource reallocation/Abnormal/Invalid assignment
	R99
	EGPRS MS supporting two PDP contexts 
	C278
	

	52.3.3.3
	Dynamic Allocation/Resource reallocation/Reject
	R99
	EGPRS MS supporting two PDP contexts 
	C278
	

	52.4
	Void
	
	
	
	


[…]

	C234
	IF A.2/41 AND (A.1/68 OR A.1/69 OR A.1/70 OR A.1/71 OR A.1/72 OR A.1/74 OR A.1/75 OR A.1/76 OR A.1/85 OR A.1/90) THEN A ELSE N/A
	-- TSPC_GPRS AND (

TSPC_Type_GPRS_Multislot_Class2 OR TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class4 OR TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class8 OR TSPC_Type_GPRS_Multislot_Class9 OR TSPC_Type_GPRS_Multislot_Class10 OR TSPC_Type_GPRS_Multislot_Class19 OR TSPC_Type_GPRS_Multislot_Class24)

	C235
	Void
	

	C236
	IF (A.2/41 AND (A.2/47 OR A.2/48)) AND NOT A.25/90 THEN A ELSE N/A
	-- (TSPC_GPRS AND TSPC_operation_mode_A OR TSPC_operation_mode_B ) AND NOT TSPC_AddInfo_on_auto_GPRS_AP


[…]
	C277
	IF A.2/42 AND (A.1/97 OR A.1/98 OR A.1/99 OR A.1/100 OR A.1/101 OR A.1/103 OR A.1/104 OR A.1/105 OR A.1/114 OR A.1/119) THEN A ELSE N/A
	-- TSPC_EGPRS AND (

TSPC_Type_EGPRS_Multislot_Class2 OR TSPC_Type_EGPRS_Multislot_Class3 OR TSPC_Type_EGPRS_Multislot_Class4 OR TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class8 OR TSPC_Type_EGPRS_Multislot_Class9 OR TSPC_Type_EGPRS_Multislot_Class10 OR TSPC_Type_EGPRS_Multislot_Class19 OR TSPC_Type_EGPRS_Multislot_Class24)

	C278
	IF A.2/42 A.25/84 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_ AddInfo_mor1PDP CA 

	C279
	IF A.2/42 AND A.25/83 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC AddInfo_1PDP_CA 


[…]

	C336
	IF A.2/41 AND A.25/87 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_GPRS_Header_Compr

	C337
	IF A.2/41 AND A.2/68 AND A.25/84 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_EXT_UL_TBF AND TSPC_AddInfo_mor1PDP_CA 

	C338
	IF A.2/42 AND A.2/68 AND A.25/84 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_EXT_UL_TBF AND TSPC_AddInfo_mor1PDP_CA 

	C339
	IF A.25/26 AND A.25/2 THEN A ELSE N/A
	-- TSPC_ AddInfo_CC AND TSPC_AddInfo_Full_rate_version_1


[…]

	C378
	IF A.1/15 AND A.25/104 AND NOT A.2/41 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_IntegrAntenna AND NOT TSPC_GPRS AND NOT TSPC_EGPRS

	Cxxx
	IF A.2/41 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND NOT TSPC_EGPRS
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