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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	…
	…
	…
	…
	…
	…
	…

	16
	Subaddress.
	3GPP TS 02.07 B.1.18
	 Phase 2
	O
	
	TSPC_Feat_Subaddress

	17
	Support of Encryption A5/1.
	3GPP TS 02.07 B.1.19
	Phase 2
	M
	
	TSPC_Feat_A51

	18
	Void
	
	
	
	
	

	19
	Short Message Service Cell Broadcast DRX.
	3GPP TS 02.07 B.1.20
	Phase 2
	O
	
	TSPC_Feat_SMS_CB_DRX

	…
	…
	…
	…
	…
	…
	…

	69
	Support of DTM/EGPRS
	3GPP TS 24.008 10.5.1.7
	R99
	C213
	
	TSPC_DTM/EPGRS

	70
	Support of Extended dynamic allocation
	3GPP TS 45.002, B.1
	R99
	C214
	
	TSPC_Extended_Dynamic_Allocation

	71
	Support of GAN
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_GAN

	72
	Support of Encryption A5/3.
	3GPP TS 43.020, 4.9
	Rel-6
	M
	
	TSPC_Feat_A53

	C201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C212
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C213
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66)THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation)  OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )


	Next modified sub-clause


Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each test case is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applicable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	…
	…
	…
	…
	…
	…

	26.6.7.2
	Test of the channel mode modify procedure/half rate
	Phase 2
	MS supporting CC protocol for at least one bearer capability and half rate version 1 speech codec
	C50
	

	26.6.8.1
	Ciphering mode/start ciphering
	Phase 2
	MS supporting CC protocol for at least one bearer capability and supporting encryption algorithm A5/1 and/or A5/3
	C47
	

	26.6.8.2
	Ciphering mode/no ciphering
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	C43
	

	26.6.8.3
	Ciphering mode/old cipher key
	Phase 2
	MS supporting CC state U10 and supporting encryption algorithm A5/1 and/or A5/3
	C47
	

	26.6.8.4
	Ciphering mode/change of mode, algorithm and key
	Phase 2
	All MS
	A
	

	26.6.8.5
	Ciphering mode/IMEISV request
	Phase 2
	All MS
	A
	

	26.6.8.6
	Ciphering mode / Non support of algorithm A5/2
	Phase2
	All MS
	A
	

	…
	…
	…
	…
	…
	…

	C43
	IF A.25/26 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC

	C47
	IF A.25/26 AND (A.2/17 OR A.2/72) THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND (TSPC_Feat_A51 OR TSPC_Feat_A53)

	C48
	IF A.25/26 AND A.25/55 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_ Addinfo_RFAmp

	…
	…
	…
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