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1 Overview

This document lists the various branches & execution details needed to verify the TTCN implementation of test case 41.5.1.1.1.4, which is part of the IR_G test suite wk 21 TTCN.

With no changes applied the test case can be demonstrated to run with more than one 3G UE. 

2 Table of Contents

31
Overview

2
Table of Contents
3
3
Verification Test Summary
4
4
Branches executed in test case 41.5.1.1.1.4
4
5
Execution Log Files
4
5.1
Qualcomm 6280
4
5.2
Ericsson U250
4
6
References
4



3 Verification Test Summary

Test Case:
tc_41_5_1_1_1_4 

Test Group:
InterRAT/ DualTransferMode
ATS Version:
iWD-TVB2004-12_D06wk21  

System Simulator used:
Anite 3G CT

UE used:
Ericsson U250, Qualcomm 6280

Verification Status:
PASS
4 Branches executed in test case 41.5.1.1.1.4

The test case implementation executed the combined PS+CS branch with integrity activated and ciphering enabled. The execution came to a PASS.

5 Execution Log Files

5.1 Qualcomm 6280

The Qualcomm 3G UE 6280 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_41_5_1_1_1_4_Qualcomm.html

In the log file (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

5.2 Ericsson U250

The Ericsson U250 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_41_5_1_1_1_4_Ericsson.html

In the log file (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6 References

	[1]
	This archive comprises text format execution log file and the TTCN MP file.
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