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	The listed TC are applicable only to the MS capable of CS call:

42.4.2.3.6, 42.4.2.3.7, 42.4.8.3.1-6 and 42.4.8.4.5 

	
	

	Summary of change:
(

	The applicability of these tests is changed to C210 instead of C215

	
	

	Consequences if 
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	A wrong applicability will remain for the tests
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	42.4.2.3.6, 42.4.2.3.7, 42.4.8.3.x, 42.4.8.4.5
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	42.4.2.3.6
	MT CS establishment whilst in NC2 with a downlink TBF established
	R97
	All GPRS MS supporting CS operation
	
	C210
	
	

	42.4.2.3.7
	MT CS establishment whilst in NC2 with a uplink TBF established
	R97
	All GPRS MS supporting CS operation
	
	C210
	
	

	42.4.3.1.1
	Uplink packet transfer mode/Dynamic allocation
	R97
	All GPRS MS
	
	C215
	
	

	42.4.4.1
	Cell Change Order Procedures without PBCCH /Network Controlled Cell Reselection – Packet Measurement Order Procedure
	R97
	All GPRS MS
	
	C215
	
	

	42.4.4.2
	Cell Change Order Procedures without PBCCH /Network Controlled Cell Reselection/validity of reselection parameters/MS enters standby state
	R97
	All GPRS MS
	
	C215
	
	

	42.4.4.3
	Network Control measurement reporting / Idle mode / Returning to Broadcast parameters
	R97
	All GPRS MS
	
	C215
	
	

	42.4.4.4
	Void
	
	
	
	
	
	

	42.4.4.5
	Network Control measurement reporting / Idle mode / Reselection due to RA failure
	Rel-6
	All GPRS MS
	
	C215
	
	

	42.4.5.1
	Network Assisted Cell Change / Expiry of T3206
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1
	
	C322
	
	

	42.4.5.2
	Network Assisted Cell Change / No Packet Neighbouring Cell Data and Packet Cell Change Continue
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1
	
	C322
	
	

	42.4.5.3
	Network Assisted Cell Change / Packet Neighbour Cell Data and Packet Cell Change Continue
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1
	
	C322
	
	

	42.4.5.4
	Network Assisted Cell Change / Packet Neighbour Cell Data and Packet Cell Change Order
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1
	
	C322
	
	

	42.4.5.5
	Network Assisted Cell Change / Expiry of T3208 and T3210
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1
	
	C322
	
	

	42.4.5.6
	Network Assisted Cell Change / Entering packet idle mode
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1
	
	C322
	
	

	42.4.5.7
	Network Assisted Cell Change / CCN not supported towards target cell
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1
	
	C322
	
	

	42.4.5.8
	Network Assisted Cell Change / NC mode change
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1
	
	C322
	
	

	42.4.5.9
	Network Assisted Cell Change / NC mode change / Packet Neighbour Cell Data
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1
	
	C322
	
	

	42.4.6.1
	Network Control PEMR– Activation with SI Messages
	R99
	All GPRS MS
	
	C215
	
	

	42.4.6.2
	Network Control PEMR -  Activation with PSI messages
	R99
	All GPRS MS
	
	C215
	
	

	42.4.6.3
	Network Control PEMR– Packet Measurement Order
	R99
	All GPRS MS
	
	C215
	
	

	42.4.6.4
	Network Control PEMR– Uplink Data Transfer
	R99
	All GPRS MS
	
	C215
	
	

	42.4.6.5
	Network Control PEMR– Downlink Data Transfer
	R99
	All GPRS MS
	
	C215
	
	

	42.4.6.6
	Network Control PEMR / Packet Cell Change Order
	R99
	All GPRS MS
	
	C215
	
	

	42.4.6.7
	Network Control PEMR / Packet Enhanced Measurement Report / Measurement reporting with PBCCH / Invalid BSIC
	R99
	All GPRS MS
	
	C215
	
	

	42.4.7.1
	Inter-RAT Cell Change Order (Known Cell) – Uplink Data Transfer
	R99
	MS supporting both GPRS and UTRAN
	
	C324
	
	

	42.4.7.2
	Inter-RAT Cell Change Order (Unknown Cell) – Uplink Data Transfer
	R99
	MS supporting both GPRS and UTRAN
	
	C324
	
	

	42.4.7.3
	Inter-RAT Cell Change Order (Unknown Cell) – Downlink Data Transfer
	R99
	MS supporting both GPRS and UTRAN
	
	C324
	
	

	42.4.7.4
	Inter-RAT Cell Change Order (Unknown Cell) – Simultaneous uplink and downlink transfer
	R99
	MS supporting both GPRS and UTRAN
	
	C324
	
	

	42.4.7.5.1
	Inter-RAT (GPRS to UTRAN) Cell Change Order (Known cell) / Failure / Uplink transfer / T3174 expiry
	R99
	MS supporting both GPRS and UTRAN
	
	C324
	
	

	42.4.7.5.2
	Inter-RAT (GPRS to UTRAN) Cell Change Order (Known cell) / Failure / Downlink transfer / REJECT from target UTRAN cell with Inter-RAT info set to GSM
	R99
	MS supporting both GPRS and UTRAN
	
	C324
	
	

	42.4.8.1.1
	NC2 and DRX / NC_NON_DRX_PERIOD / Respect of NC2 non-DRX mode period
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.1.2
	NC2 and DRX / NC_NON_DRX_PERIOD / NC2 non-DRX mode period ordered in Packet Cell Change Order
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.1.3
	NC2 and DRX / NC_NON_DRX_PERIOD / NC2 non-DRX mode period broadcast in PSI5
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.1.4
	NC2 and DRX / NC_NON_DRX_PERIOD / NC2 non-DRX mode period broadcast in SI2Quater
	R99
	All GPRS MS
	
	C215
	
	

	42.4.8.1.5
	NC2 and DRX / NC_NON_DRX_PERIOD / NC2 non-DRX mode period / PBCCH present / Default Value
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.1.6
	NC2 and DRX / NC_NON_DRX_PERIOD / NC2 non-DRX mode period / PBCCH absent / Default Value
	R99
	All GPRS MS
	
	C215
	
	

	42.4.8.2.1
	User Data Vs Measurement Report Sending / Conflict situation / DL TBF Establishment and Packet Access for Measurement Report Sending
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.2.2
	User Data vs. Measurement Report Sending / Conflict situation / Expiry of T3192 and T3158
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.2.3
	User Data vs. Measurement Report Sending / Conflict situation / Expiry of T3182 and T3158
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.2.4
	User Data vs. Measurement Report Sending / Conflict situation / Random Access procedure for PMR sending and User Data transmission
	R99
	All GPRS MS
	
	C215
	
	

	42.4.8.3.1
	Network Control measurement reporting / Dedicated connection / Timer Ready expiry
	R97
	All GPRS MS supporting CS operation
	
	C210
	
	

	42.4.8.3.2
	Network Control measurement reporting / Dedicated connection / Different NC parameters / No T3158 expiry
	R97
	All GPRS MS supporting CS operation
	
	C210
	
	

	42.4.8.3.3
	Network Control measurement reporting / Dedicated connection / Handover / No T3158 expiry
	R97
	All GPRS MS supporting CS operation
	
	C210
	
	

	42.4.8.3.4
	Network Control measurement reporting / Dedicated connection / Different NC parameters / T3158 expiry
	R97
	All GPRS MS supporting CS operation
	
	C210
	
	

	42.4.8.3.5
	Network Control measurement reporting / Dedicated connection / Handover / T3158 expiry
	R97
	All GPRS MS supporting CS operation
	
	C210
	
	

	42.4.8.3.6
	Network Control measurement reporting / Dedicated connection / Assignment Reject
	R97
	All GPRS MS supporting CS operation 
	
	C210
	
	

	42.4.8.4.1
	Network Control measurement reporting / NC_FREQUENCY_LIST / NC_FREQUENCY_LIST in Packet measurement order.
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.4.2
	Network Control measurement reporting / NC_FREQUENCY_LIST / NC_FREQUENCY_LIST in Packet Cell Change Order.
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.4.3
	Network Control measurement reporting / NC_FREQUENCY_LIST / PMO with empty NC_FREQUENCY_LIST/ Return to BA(GPRS).
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.4.4.
	Network Control measurement reporting / NC_FREQUENCY_LIST / Changes in BA(GPRS)/ Return to BA(GPRS).
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.4.5
	Network Control measurement reporting / NC_FREQUENCY_LIST /  Dedicated connection/ Return to BA(GPRS)
	R99
	All GPRS MS supporting CS operation
	
	C210
	
	

	42.4.8.4.6
	Network Control measurement reporting / NC_FREQUENCY_LIST / PMO sent in multiple instances.
	R97
	All GPRS MS
	
	C215
	
	

	42.4.8.4.7
	Network Control measurement reporting / NC_FREQUENCY_LIST / same cell present twice in the list
	R97
	All GPRS MS
	
	C215
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