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MODIFIED SUB-CLAUSE

------------------------------------

10.5.2.58a
MBMS Session Parameters List

The MBMS Session Parameters List information element is sent by the network to the mobile station to indicate part of the preassigned resources for an MBMS service (see 3GPP TS 44.060). The remaining part is included in the MBMS p-t-m Channel Description information element (see sub-clause 10.5.2.58).

The MBMS Session Parameters List information element is coded as shown in figure 10.5.2.58a.1 and table 10.5.2.58a.1 and table 10.5.2.58a.2.

The MBMS Session Parameters List is a type 4 information element with a minimum length of 4 octets. No upper length limit is specified except for that given by the maximum number of octets in a L3 message (see 3GPP TS 44.006) and except for that given when the information element is included in the MBMS ANNOUNCEMENT message.

If the MBMS Session Parameters List information element is included in the MBMS ANNOUNCEMENT message, its maximum length is equal to 8 octets (if octet 6 is included, then octet 7 shall also be included) and it shall contain one MBMS Bearer Identity, one Estimated Session Duration and may contain one MBMS Radio Bearer Starting Time, one EGPRS Window Size and one NPM Transfer Time.
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	MBMS Session Parameters List IEI
	octet 1

	Length of MBMS Session Parameters List value part
	octet 2

	MBMS Session Parameters List value part
	octet 3 - n


Figure 10.5.2.58a.1: MBMS Session Parameters List information element

Table 10.5.2.58a.1: MBMS Session Parameters List value part

	< MBMS Session Parameters List value part > ::=


< MBMS Session Parameters List : < MBMS Session Parameters List IE > >


< spare bit >**;


Table 10.5.2.58a.2: MBMS Session Parameters List value part details

	MBMS Session Parameters List
The MBMS Session Parameters List information element is defined in 3GPP TS 44.060.
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