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83.1.6.1
Uplink User Data Transfer is initiated while GA-PSR TC Deactivation is in Progress

83.1.6.1.1
Conformance requirements

If the MS LLC initiates the uplink user data transfer after the MS GA-PSR has sent the deactivation request to the GANC, the MS GA-PSR shall complete the deactivation procedure first and than initiate a new GA-PSR TC activation procedure to enable data transfer.

References

3GPP TS 44.318 V6.3.0, subclauses 8.4.4.3

83.1.6.1.2
Test purpose

To verify that if the MS LLC initiates the uplink user data transfer after the MS GA-PSR has sent the deactivation request to the GANC, the MS GA-PSR completes the deactivation procedure first and than initiate a new GA-PSR TC activation procedure to enable data transfer.

83.1.6.1.3
Method of test

Initial Conditions

System Simulator:

-
1 GAN cell, default parameters

Mobile Station:

-
MS GA-PSR is in the GA-PSR STANDBY state

Foreseen Final State of the MS

MS in GA-PSR-STANDBY state in service of GAN cell

Test Procedure

MS is made to initiate GA-PSR ACTIVE state establishment by triggering a user data transfer of 1 octet . The SS responds with GA-PSR-ACTIVATE-UTC-ACK. After the MS completes the user data transfer it initiates deactivation by sending the GA-PSR DEACTIVATE UTC REQ. Then MS is triggered to initiate the uplink user data transfer. The MS shall not start data transmission but instead initiates second activation by sending GA-PSR ACTIVATE UTC REQ. The SS responds with GA-PSR ACTIVATE UTC ACK and MS begins to transmit the data, sending GA-PSR-UNITDATA.

Maximum Duration of Test

1 min.
Expected Sequence

	Step
	Direction
	Message
	Comments

	
	MS
	SS
	
	

	1
	
	GA-PSR ACTIVATE UTC REQ
	MS initiated GA-PSR ACTIVE state by triggering user data transfer of 1 octet.

	2
	
	GA-PSR ACTIVATE UTC ACK
	

	3
	
	GA PSR UNITDATA
	MS starts TU4001 

	4
	
	GA-PSR DEACTIVATE UTC REQ
	Sent after TU4001 expires

	5
	MS
	
	MS is triggered to initiate uplink user data transfer within 5 seconds.

	6
	
	GA-PSR DEACTIVATE UTC ACK
	

	7
	
	GA-PSR ACTIVATE UTC REQ
	

	8
	
	GA-PSR ACTIVATE UTC ACK
	

	9
	
	GA PSR UNITDATA
	MS transmits data, which was initiated in step 5

	10
	
	GA-PSR DEACTIVATE UTC REQ
	

	11
	
	GA-PSR DEACTIVATE UTC ACK
	



Specific Message Contents

-

83.1.6.2
Downlink User Data Transfer is received while the GA-PSR TC Deactivation is in Progress

83.1.6.2.1
Conformance requirements

If the MS receives any downlink user data packets while waiting for the GA-PSR-DEACTIVATE-UTC-ACK response, it shall abort the deactivation procedure (i.e. stop timer TU4002) and restart TU4001 timer.

References

3GPP TS 44.318 V6.3.0, subclauses 8.4.4.4

83.1.6.2.2
Test purpose

To verify that if the MS receives any downlink user data packets while waiting for the GA-PSR-DEACTIVATE-UTC-ACK response, it aborts the deactivation procedure (i.e. stop timer TU4002) and restarts TU4001 timer.

83.1.6.2.3
Method of test

Initial Conditions

System Simulator:

-
1 GAN cell, default parameters

Mobile Station:

-
MS GA-PSR is in the GA-PSR STANDBY state

Foreseen Final State of the MS

MS in GA-PSR-STANDBY state in service of GAN cell

Test Procedure

The MS is made to initiate GS-PSR ACTIVE state establishment by triggering a user data transfer of 1 octet. The SS responds with GA-PSR-ACTIVATE-UTC-ACK. After the MS completes the user data transfer it initiates deactivation by sending the GA-PSR DEACTIVATE UTC REQ. The SS sends GA-PSR-UNITDATA, preventing deactivating of the MS. To check that the MS is in GA-PSR ACTIVE state  a data transmission is triggered in the MS. SS initiates deactivation procedure and sends GA-PSR DEACTIVATE UTC REQ. The MS responds with GA-PSR DEACTIVATE UTC ACK.

Maximum Duration of Test

1 min.
Expected Sequence

	Step
	Direction
	Message
	Comments

	
	MS
	SS
	
	

	1
	
	GA-PSR ACTIVATE UTC REQ
	MS initiated GA-PSR ACTIVE state by triggering user data transfer of 1octet.

	2
	
	GA-PSR ACTIVATE UTC ACK
	

	3
	
	GA PSR UNITDATA
	MS starts TU4001 

	4
	
	GA-PSR DEACTIVATE UTC REQ
	Sent after TU4001 expires

	5
	MS
	
	MS starts TU4002 and waiting for GA-PSR DEACTIVATE UTC ACK

	6
	
	GA PSR UNITDATA
	MS stops TU4002 and starts TU4001

	7
	
	GA PSR UNITDATA
	MS is triggered to initiate uplink user data transfer before TU4001 expires, SS check data.

	8
	
	GA-PSR DEACTIVATE UTC REQ
	

	9
	
	GA-PSR DEACTIVATE UTC ACK
	


Specific Message Contents

-
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