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Annex B (normative):
Applicability of the individual test

[…]
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	


[…]
	26.13.3.5
	Multislot signalling/Structured procedures/MS terminated call/early assignment/HSCSD/transparent
	R96
	MS supporting Multislot class and at least one MT circuit switched basic service
	
	C89
	
	

	26.14.1.1
	Notification/notification indication
	R96
	MS supporting VGCS or VBS listening
	
	C104
	TSPC_AddInfo_VGCS_Talking
TSPC_AddInfo_VBS_Originating
	

	26.14.1.2
	Notification/NCH position
	R96
	MS supporting VGCS or VBS listening
	
	C104
	
	

	26.14.1.3
	Notification/Reduced NCH monitoring
	R96
	MS supporting VGCS or VBS listening and reduced monitoring
	
	C105
	TSPC_Addinfo_VGCS_Talking
	

	26.14.1.4
	Notification/limited service
	R96
	MS supporting VGCS or VBS listening
	
	C104
	TSPC_AddInfo_VGCS_Originating
TSPC_AddInfo_VBS_Originating
	

	26.14.2.1
	Paging/Paging indication
	R96
	MS supporting VGCS or VBS listening
	
	C104
	TSPC_AddInfo_VGCS_Talking
TSPC_AddInfo_VBS_Originating
TSPC_AddInfo_MonitorPCH_GroupTransmitMode
TSPC_Serv_SS_eMLPP
	

	26.14.2.2
	Paging/Notification
	R96
	MS supporting VGCS or VBS listening
	
	C104
	
	

	26.14.3.1
	RR Procedures/frequency redefinition
	R96
	MS supporting VGCS talking or VBS originating
	
	C106
	
	

	26.14.3.2
	RR Procedures/assignment
	R96
	MS supporting VGCS talking or VBS originating
	
	C106
	
	

	26.14.3.3
	RR Procedures/handover/successful in group transmit mode
	R96
	MS supporting VGCS talking or VBS originating
	
	C106
	
	

	26.14.3.4
	RR Procedures/handover/successful at group call establishment
	R96
	MS supporting VGCS/VBS originating
	
	C107
	
	

	26.14.3.5
	RR Procedures/handover/failure
	R96
	MS supporting VGCS talking or VBS originating
	
	C106
	
	

	26.14.3.6.1
	RR Procedures/Measurement/all neighbours present
	R96
	MS supporting VGCS talking or VBS originating
	
	C106
	
	

	26.14.4.1
	Uplink Access/uplink investigation
	R96
	MS supporting VGCS talking
	
	C108
	
	

	26.14.4.2
	Uplink Access/uplink access
	R96
	MS supporting VGCS talking
	
	C108
	
	

	26.14.4.3
	Uplink Reply in VGCS receive mode
	R96
	MS supporting VGCS talking
	
	C108
	
	

	26.14.5.1
	Leaving group receive mode
	R96
	MS supporting VGCS/VBS listening
	
	C104
	
	

	26.14.5.2
	Leaving group transmit mode
	R96
	MS supporting VGCS talking
	
	C108
	
	

	26.14.6.1
	GCC/BCC Procedures/MO call establishment
	R96
	MS supporting VGCS/VBS originating
	
	C107
	
	

	26.14.6.2
	GCC/BCC Procedures/Transaction Identifier
	R96
	MS supporting VGCS talking or VBS originating
	
	C106
	
	

	26.14.6.3
	GCC/BCC Procedures/Call Termination/originator/group transmit mode
	R96
	MS supporting VGCS/VBS originating
	
	C107
	
	

	26.14.6.4
	GCC/BCC Procedures/Call Termination/originator/ group receive mode
	R96
	MS supporting VGCS originating
	
	C109
	TSPC_AddInfo_Half_rate_version_1
	

	26.14.6.5
	GCC/BCC Procedures/Call Termination/not originator
	R96
	MS supporting VGCS listening
	
	C128
	
	

	26.14.6.6
	GCC/BCC Procedures/GCC states
	R96
	MS supporting VGCS talking
	
	C108
	TSPC_AddInfo_VGCS_Originating
	

	26.14.6.7
	GCC/BCC Procedures/BCC states
	R96
	MS supporting VBS originating
	
	C110
	
	

	26.14.7.1
	Error Handling/short message length, unknown message type and TI
	R96
	MS supporting VGCS or VBS originating
	
	C107
	TSPC_AddInfo_VGCS_Talking
	

	26.14.7.2
	Error Handling/incorrect information elements
	R96
	MS supporting VGCS or VBS listening
	
	C104
	TSPC_AddInfo_VGCS_Talking
TSPC_AddInfo_VGCS_Originating
TSPC_AddInfo_VBS_Originating
	

	26.14.7.3
	Error Handling/Message not addressing VGCS receive mode
	R96
	MS supporting VGCS or VBS listening
	
	C104
	
	

	26.14.8.1
	Structured procedures/very early and early assingments
	R96
	MS supporting VGCS or VBS originating
	
	C107
	
	

	26.14.9.1
	Cell change/same LA
	R96
	MS supporting VGCS or VBS listening
	
	C104
	TSPC_AddInfo_Half_rate_version_1
	

	26.14.9.2
	Cell change/different LA
	R96
	MS supporting VGCS or VBS listening
	
	C104
	
	

	26.14.9.3
	Cell change/different PLMN
	R96
	MS supporting VGCS or VBS listening
	
	C104
	
	

	26.14.11.1
	VGCS-VBS/User-to-Dispatcher Information/BCC MO call
	Release 4
	MS supporting VGCS or VBS originating
	
	Cxx1
	
	

	26.14.11.2
	VGCS-VBS/User-to-Dispatcher information/GCC MO call
	Release 4
	MS supporting VGCS or VBS listening
	
	Cxx2
	
	

	26.14.11.3
	VGCS-VBS/User-to-Dispatcher information/Compressed user information in VBS fast call set-up
	Release 4
	MS supporting VGCS or VBS listening
	
	Cxx3
	
	

	26.14.11.4
	VGCS-VBS/User-to-Dispatcher information/Compressed User-to-Dispatcher information in VGCS fast call set-up
	Release 4
	MS supporting VGCS or VBS listening
	
	Cxx4
	
	

	26.15.2.1
	SoLSA signalling// RR/classmark interrogation
	R99
	MS supporting SoLSA
	
	C207
	TSPC_Feat_OnOff
	


[…]
Table B.1a: Applicability of tests - Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate


[…]
	C426
	IF A.2/78 THEN A ELSE N/A
	-- TSPC_GERAN_FEATURE_PACKAGE_2

	C427
	IF A.2/78 AND A.1/15 THEN A ELSE N/A
	-- TSPC_GERAN_FEATURE_PACKAGE_2 AND TSPC_Type_HSCSD_Multislot

	Cxx1
	IF A.5/29 AND A.25/67 THEN A ELSE N/A
	-- TSPC_Serv_UTDI AND TSPC_AddInfo_VBS_Originating

	Cxx2
	IF A.5/29 AND A.25/70 THEN A ELSE N/A
	-- TSPC_Serv_UTDI AND TSPC_AddInfo_VGCS_Originating

	Cxx3
	IF A.5/30 AND A.25/67 THEN A ELSE N/A
	-- TSPC_Serv_Compr_UTDI AND TSPC_AddInfo_VBS_Originating

	Cxx4
	IF A.5/30 AND A.25/70 THEN A ELSE N/A
	-- TSPC_Serv_Compr_UTDI AND TSPC_AddInfo_VGCS_Originating

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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