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*********** FIRST MODIFIED SECTION *****************

6.6
MS Initiated Synchronization after TCP connection reestablishment 

When MS receives TCP RST after TCP connection failure, it shall try to re-establish the signalling connection using GA-RC Synchronization procedure. The following message flow depicts the messages associated with this procedure:
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Figure 6.6.1 MS initiated synchronization procedure

6.6.1
Initiation of the Synchronization Procedure by the MS

When MS receives TCP RST indicating a TCP connection failure, it shall attempt to re-establish TCP connection once. After successfully re-establishing TCP connection, the MS shall send GA-RC SYNCHRONIZATION INFORMATION to the GANC to synchronize the state information. If TCP connection re-establishment is unsuccessful, the MS shall release the related local GA-CSR or GA-PSR resources, and continue as per section 9.5 as if a TCP failure other than TCP RST has occurred. 

*********** LAST MODIFIED SECTION *****************

9.5
Handling of lower layer faults 

The handling of lower layer failures in the MS while in the GA-RC-DEREGISTERED state is described in sub-clauses 5.6.2 and 6.2.4.2.

The handling of lower layer failures in the MS while not in the GA-RC-DEREGISTERED state is described below:

For all lower layer failures in the MS (for example related to DNS, IPsec or TCP failures other than RST), the MS shall:
-
release the TCP connection towards the current GANC, if established,

-
stop timer TU3906,

-
release the secure connection towards SEGW of the current GANC, if established, as defined in sub-clause 4.5,

-
start timer TU3905, and

-
enter GA-RC-DEREGISTERED state.
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