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*********** FIRST MODIFIED SECTION *****************
6.4.1
Deregistration initiated by the MS

When the MS is leaving or about to leave the GAN coverage and the MS has successfully registered with a GANC, it should:

-
send the GA-RC DEREGISTER message (with Register Reject Cause = Unspecified) using the currently established TCP-connection, 

-
release the TCP connection towards the GANC,

-
release the secure connection towards the SEGW, as defined in sub-clause 4.5 and

-
release all resources related to GAN

*********** NEXT MODIFIED SECTION *****************
6.4.3
Deregistration initiated by the network

The GANC may at any time initiate the deregistration of a successfully registered MS by sending the GA-RC DEREGISTER message to the MS. When the GA-RC layer in the network has submitted the GA-RC DEREGISTER message to the TCP layer, it may initiate release of its half of the bidirectional TCP connection.

*********** NEXT MODIFIED SECTION *****************
10.1.9
GA-RC DEREGISTER

The GANC on receiving this message removes all contexts associated with the MS in the GANC. The MS on receiving this message releases all GA-RC, GA-CSR and GA-PSR resources.

Direction: MS to GANC, GANC to MS 

Table 10.1.9.1: GA-RC DEREGISTER message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC DEREGISTER Message Type
	Message Type
11.1.1.4
	M
	V
	1
	
	

	21
	Deregister Cause 
	Register Reject Cause
11.2.21
	M
	TLV
	3
	
	

	58
	Location Black List indicator
	Location Black List indicator
11.2.58
	C
	TLV
	3
	
	

	5
	Location Area Identification
	Location Area Identification
11.2.5
	C
	TLV
	7
	
	

	16
	TU3907 Timer
	TU3907 Timer
11.2.16
	C
	TLV
	4
	
	


10.1.9.1
Location Black List indicator
The Location Black List indicator IE shall be included if the Register Reject Cause 'Location not allowed' is returned to the MS.

10.1.9.2
Location Area Identification
The Location Area Identification IE shall be included if the Register Reject Cause 'Location not allowed' is returned to the MS.

10.1.9.3
TU3907 Timer

The TU3907 Timer IE shall be included if the Register Reject Cause ‘Network Congestion’ is returned to the MS.

*********** LAST MODIFIED SECTION *****************
11.2.21
Register Reject Cause

This information element contains the reason for Register reject or deregistration. 

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	Register Reject Cause IEI
	octet 1

	Length of Register Reject Cause IE contents
	octet 2

	RRC
	octet 3


Figure 11.2.21.1: Register Reject Cause information element

Table 11.2.21.1: Register Reject Cause information element

	Register Reject Cause (octet 3)

	0
	Network Congestion

	1
	AP not allowed

	2
	Location not allowed

	3
	Invalid GANC

	4
	Geo Location not known

	5
	IMSI not allowed

	6
	Unspecified

	7
	GANC-SEGW certificate not valid

	8
	EAP_SIM authentication failed

	9
	TCP establishment failed

	10
	Redirection

	11
	EAP-AKA Authentication failed

	12 to 255
	Reserved for future use. 
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