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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	


[… SKIP table …]
	26.7.5.8.1
	MM connection/follow-on request pending/test 1
	Phase 2
	All MS
	
	A
	
	

	26.7.5.8.2
	MM connection/follow-on request pending/test 2
	Phase 2
	All MS
	
	A
	TSPC_AddInfo_followOnReq
	

	26.7.5.8.3
	MM connection/follow-on request pending/test 3
	Phase 2
	All MS
	
	A
	TSPC_Addinfo_MOsvc
	

	26.7.6.1.1
	Network Identity and Timezone (NITZ)
	R97
	All NITZ (Time) capable MS
	
	C335
	TSPC_NITZ_DST

TSPC_NITZ_Universal_Time

TSPC_NITZ_Time_Zone

TSPC_Feat_OnOff
	

	26.8.1.2.1.1
	Outgoing call/U0 null state/MM connection requested
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.2.1
	Outgoing call/U0.1 MM connection pending/CM service rejected
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.2.2
	Outgoing call/U0.1 MM connection pending/CM service accepted
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.2.3
	Outgoing call/U0.1 MM connection pending/lower layer failure
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	TSPC_Type_UTRAN
	

	26.8.1.2.3.1
	Outgoing call/U1 call initiated/receiving CALL PROCEEDING
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.3.2
	Outgoing call/U1 call initiated/rejecting with RELEASE COMPLETE
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.3.3
	Outgoing call/U1 call initiated/T303 expiry
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.3.4
	Outgoing call/U1 call initiated/lower layer failure
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.3.5
	Outgoing call/U1 call initiated/receiving ALERTING
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.3.6
	Outgoing call/U1 call initiated/entering state U10
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.3.7
	Outgoing call/U1 call initiated/unknown message received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.4.1
	Outgoing call/U3 MS originating call proceeding/ALERTING received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.4.2
	Outgoing call/U3 MS originating call proceeding/CONNECT received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.4.3
	Outgoing call/U3 MS originating call proceeding/PROGRESS received without in band information
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.4.4
	Outgoing call/U3 MS originating call proceeding/PROGRESS with in band information
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.4.5
	Outgoing call/U3 MS originating call proceeding/DISCONNECT with in band tones
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.4.6
	Outgoing call/U3 MS originating call proceeding/DISCONNECT without in band tones
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.4.7
	Outgoing call/U3 MS originating call proceeding/RELEASE received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.4.8
	Outgoing call/U3 MS originating call proceeding/termination requested by the user
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.4.9
	Outgoing call/U3 MS originating call proceeding/traffic channel allocation
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.4.10
	Outgoing call/U3 MS originating call proceeding/timer T310 time-out
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.4.11
	Outgoing call/U3 MS originating call proceeding/lower layer failure
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.4.12
	Outgoing call/U3 MS originating call proceeding/unknown message received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.4.13
	Outgoing call/U3 MS originating call proceeding/Internal alerting indication
	Phase 2
	MS supporting at least one MO circuit switched basic service for telephony
	
	C56
	
	

	26.8.1.2.5.1
	Outgoing call/U4 call delivered/CONNECT received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.5.2
	Outgoing call/U4 call delivered/termination requested by the user
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.5.3
	Outgoing call/U4 call delivered/DISCONNECT with in band tones
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.5.4
	Outgoing call/U4 call delivered/DISCONNECT without in band tones
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.5.5
	Outgoing call/U4 call delivered/RELEASE received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.5.6
	Outgoing call/U4 call delivered/lower layer failure
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.5.7
	Outgoing call/U4 call delivered/traffic channel allocation
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.5.8
	Outgoing call/U4 call delivered/unknown message received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.6.1
	U10 call active/termination requested by the user
	Phase 2 
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.6.2
	U10 call active/RELEASE received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.6.3
	U10 call active/DISCONNECT with in band tones
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.6.4
	U10 call active/DISCONNECT without in band tones
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.6.5
	U10 call active/RELEASE COMPLETE received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.6.6
	U10 call active/SETUP received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	TSPC_Serv_SS_CW
	

	26.8.1.2.7.1
	U11 disconnect request/clear collision
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.7.2
	U11 disconnect request/RELEASE received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.7.3
	U11 disconnect request/timer T305 time-out
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.7.4
	U11 disconnect request/lower layer failure
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.7.5
	U11 disconnect request/unknown message received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.8.1
	U12 disconnect indication/call releasing requested by the user
	Phase 2
	MS supporting at least one MO circuit switched basic service for telephony
	
	C56
	
	

	26.8.1.2.8.2
	U12 disconnect indication/RELEASE received
	Phase 2
	MS supporting at least one MO circuit switched basic service for telephony
	
	C56
	
	

	26.8.1.2.8.3
	U12 disconnect indication/lower layer failure
	Phase 2
	MS supporting at least one MO circuit switched basic service for telephony
	
	C56
	
	

	26.8.1.2.8.4
	U12 disconnect indication/unknown message received
	Phase 2
	MS supporting at least one MO circuit switched basic service for telephony
	
	C56
	
	

	26.8.1.2.9.1
	Outgoing call/U19 release request/timer T308 time-out
	Phase 2
	MS supporting at least one MO circuit switched basic service
	R1
	C36
	
	

	26.8.1.2.9.2
	Outgoing call/U19 release request/2nd timer T308 time-out
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.9.3
	Outgoing call/U19 release request/RELEASE received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.9.4
	Outgoing call/U19 release request/RELEASE COMPLETE received
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.2.9.5
	Outgoing call/U19 release request/lower layer failure
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.1.3.1.1
	Incoming call/U0 null state/SETUP received with a non supported bearer capability
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability
	
	C43
	
	

	26.8.1.3.2.1
	Incoming call/U6 call present/automatic call rejection
	Phase 2
	MS supporting at least one MT circuit switched basic service and supporting refusal of call
	
	C130
	
	

	26.8.1.3.3.1
	Incoming call/U9 mobile terminating call confirmed/alerting or immediate connecting
	Phase 2
	MS supporting at least one MT circuit switched basic service
	R1
	C31
	TSPC_AddInfo_ImmConn
	

	26.8.1.3.3.2
	Incoming call/U9 mobile terminating call confirmed/TCH assignment
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.3.3
	Void
	
	
	
	
	
	

	26.8.1.3.3.4
	Incoming call/U9 mobile terminating call confirmed/DISCONNECT received
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	R1
	C55
	
	

	26.8.1.3.3.5
	Incoming call/U9 mobile terminating call confirmed/RELEASE received
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.3.6
	Incoming call/U9 mobile terminating call confirmed/lower layer failure
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	TSPC_Type_UTRAN
	

	26.8.1.3.3.7
	Incoming call/U9 mobile terminating call confirmed/unknown message received
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.4.1
	Incoming call/U7 call received/call accepted
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.4.2
	Incoming call/U7 call received/termination requested by the user
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.4.3
	Incoming call/U7 call received/DISCONNECT received
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.4.4
	Incoming call/U7 call received/RELEASE received
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.4.5
	Incoming call/U7 call received/lower layer failure
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	TSPC_Type_UTRAN
	

	26.8.1.3.4.6
	Incoming call/U7 call received/unknown message received
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.4.7
	Incoming call/U7 call received/TCH assignment
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.4.8
	Incoming call/U7 call received/RELEASE COMPLETE received
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.5.1
	Incoming call/U8 connect request/CONNECT acknowledged
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	TSPC_AddInfo_ImmConn
	

	26.8.1.3.5.2
	Incoming call/U8 connect request/timer T313 time-out
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	TSPC_AddInfo_ImmConn
	

	26.8.1.3.5.3
	Incoming call/U8 connect request/termination requested by the user
	Phase 2
	MS supporting at least one MT circuit switched basic
	
	C31
	TSPC_AddInfo_ImmConn
	

	26.8.1.3.5.4
	Incoming call/U8 connect request/DISCONNECT received with in-band information
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.5.5
	Incoming call/U8 connect request/DISCONNECT received without in-band information
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.5.6
	Incoming call/U8 connect request/RELEASE received
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.5.7
	Incoming call/U8 connect request/lower layer failure
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	TSPC_Type_UTRAN
	

	26.8.1.3.5.8
	Incoming call/U8 connect request/TCH assignment
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.5.9
	Incoming call/U8 connect request/unknown message received
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.4.1.1
	In-call functions/DTMF information transfer/basic procedures
	Phase 2
	MS supporting at least one MO circuit switched basic service for telephony
	
	C56
	
	

	26.8.1.4.2.1
	In-call functions/User notification/MS terminated
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	26.8.1.4.3.1
	In-call functions/channel changes/a successful channel change in active state/ Handover and Assignment Command
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	26.8.1.4.3.2
	In-call functions/channel changes/an unsuccessful channel change in active mode/ Handover and Assignment Command
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	26.8.1.4.4.1
	In-call functions/MS terminated in-call modification/modify when new mode is not supported
	Phase 2
	MS supporting at least one dual mode bearer capability service (BS61, BS81 or TS61)
	
	C58
	TSPC_AddInfo_InCallMod
	

	26.8.1.4.5.1
	In-call functions/MS originated in-call modification/a successful case of modifying
	Phase 2
	MS supporting at least one dual mode bearer capability service (BS61, BS81 or TS61)
	
	C58
	
	

	26.8.1.4.5.2
	In-call functions/MS originated in-call modification/modify rejected
	Phase 2
	MS supporting at least one dual mode bearer capability service (BS61, BS81 or TS61)
	
	C58
	
	

	26.8.1.4.5.3
	In-call functions/MS originated in-call modification/an abnormal case of acceptance
	Phase 2
	MS supporting at least one dual mode bearer capability service (BS61, BS81 or TS61)
	
	C58
	
	

	26.8.1.4.5.4
	In-call functions/MS originated in-call modification/an abnormal case of rejection
	Phase 2
	MS supporting at least one dual mode bearer capability service (BS61, BS81 or TS61)
	
	C58
	
	

	26.8.1.4.5.5
	In-call functions/MS originated in-call modification/time-out of timer T323
	Phase 2
	MS supporting at least one dual mode bearer capability service (BS61, BS81 or TS61)
	
	C58
	
	

	26.8.1.4.5.6
	In-call functions/MS originated in-call modification/a successful channel change in state mobile originating modify
	Phase 2
	MS supporting at least one dual mode bearer capability service (BS61, BS81 or TS61)
	
	C58
	
	

	26.8.1.4.5.7
	In-call functions/MS originated in-call modification/an unsuccessful channel change in state mobile originating modify
	Phase 2
	MS supporting at least one dual mode bearer capability service (BS61, BS81 or TS61)
	
	C58
	
	

	26.8.1.4.5.8
	In-call functions/MS originated in-call modification/unknown message received
	Phase 2
	MS supporting at least one dual mode bearer capability service (BS61, BS81 or TS61)
	
	C58
	
	

	26.8.1.4.5.9
	In-call functions/MS originated in-call modification/a release complete received
	Phase 2
	MS supporting at least one dual mode bearer capability service (BS61, BS81 or TS61)
	
	C58
	
	

	26.8.2.1
	Call Re-establishment/call present, re-establishment allowed
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.2.2
	Call Re-establishment/call present, re-establishment not allowed
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.2.3
	Call Re-establishment/call under establishment, transmission stopped
	Phase 2
	MS supporting at least one MO circuit switched basic service
	
	C36
	
	

	26.8.3
	User to user signalling
	R96
	MS supporting at least one MT circuit switched basic service and support of User-to-User signalling
	
	Cxxx
	
	

	26.9.2
	Structured procedures/MS originated call/early assignment
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_Half_rate_version_1

TSPC_AddInfo_Half_rate_version_3
	

	26.9.3
	Structured procedures/MS originated call/late assignment
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_Half_rate_version_1

TSPC_AddInfo_Half_rate_version_3
	

	26.9.4
	Structured procedures/MS terminated call/early assignment
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_Half_rate_version_1

TSPC_AddInfo_Half_rate_version_3

TSPC_AddInfo_ImmConn
	

	26.9.5
	Structured procedures/MS terminated call/late assignment
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_Half_rate_version_1

TSPC_AddInfo_Half_rate_version_3

TSPC_AddInfo_ImmConn
	


[… SKIP …]
Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC


[… SKIP table …]
	C441
	IF A.2/62 AND A.2/81 THEN A ELSE N/A
	-- TSPC_DTM_GPRS AND TSPC_Enhanced_DTM_CS

	C442
	IF (A.25/119 OR A.25/146 OR A.25/147) AND A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_NITZ_DST OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_Universal_Time)

	C443
	IF (A.25/145 OR A.25/144) AND A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_NITZ_Short_Name OR TSPC_NITZ_Full_Name)

	Cxxx
	IF A.25/19 AND A.5/23 THEN A ELSE N/A
	-- TSPC_Addinfo_MTsvc AND TSPC_Serv_SS_UUS

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.




Table B.1b: Limited Applicability of tests - Conditions definitions

	R1
	IF A.1/56 THEN R ELSE A
	-- TSPC_Type_UTRAN

	R2
	IF A.1/15 OR A.1/57 THEN R ELSE A
	-- TSPC_Type_HSCSD_Multislot OR TSPC_GPRS_Multislot_Uplink

	R3
	IF A.1/57 THEN R ELSE A
	-- TSPC_GPRS_Multislot_Uplink

	R4
	IF A.2/41 OR A.2/42 THEN R ELSE A
	-- TSPC_GPRS OR TSPC_EGPRS

	R5
	IF A.1/15 THEN R ELSE A
	-- TSPC_Type_HSCSD_Multislot

	R6
	IF A.2/42 THEN R ELSE A
	-- TSPC_EGPRS

	R7
	IF A.25/129 OR A.25/141 THEN R ELSE A
	-- TSPC_DARP_Phase1 OR TSPC_DARP_Phase2

	R8
	void
	

	R9
	IF A.25/79 THEN R ELSE A
	TSPC_AddInfo_Full_rate_version_3

	R10
	IF A.25/112 THEN R ELSE A
	TSPC_AddInfo_Half_rate_version_3

	R11
	IF A.25/79 OR A.25/112 THEN R ELSE A
	TSPC_AddInfo_Full_rate_version_3 OR TSPC_AddInfo_Half_rate_version_3

	R12
	IF A.25/79 AND A.25/113 THEN R ELSE A
	TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack


Table B.1c: Limited Execution of tests - Conditions definitions

	L1
	Executed for ”Class C” MS or “Class B” MS only if “Class C” is not supported.
	-- TSPC_operation_mode_C OR (TSPC_operation_mode_B and NOT TSPC_operation_mode_C)

	L2
	Executed for “Class B” MS or “Class C” MS only if “Class B” is not supported.
	-- TSPC_operation_mode_B OR (TSPC_operation_mode_C and NOT TSPC_operation_mode_B)

	L3
	Some parts of test are ommited for DARP capable MS due to overlap with DARP specific tests.
	-- TSPC_DARP_Phase1 OR TSPC_DARP_Phase2

	L4
	Part of test where fading profile is same as used in half rate version of test is omitted.
	-- TSPC_AddInfo_Half_rate_version_3

	L5
	Executed for R-GSM if supported, otherwise executed for E-GSM
	-- TSPC_Type_GSM_R_Band OR (TSPC_Type_GSM_E_Band and NOT TSPC_Type_GSM_R_Band)

	L6
	Vibration condition part of the test case is ommited
	-- TSPC_No_Vibration_Sensitive_Components
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