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	In 3GPP TS 44.018, DTM REJECT message always indicates a waiting time of T3142 and there is no way how a network prevents an MS from reattempting the packet establishment with DTM REJECT message in the same cell compared to 3GPP TS 43.055.
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6.1.2.2
MO session: packet request procedure
If the serving cell of the CS connection indicates that supports DTM, the mobile station may request the establishment of a PS session by sending a DTM Request message on the main DCCH.
The network may answer the request with one of the two defined DTM assignment messages, sent on the main DCCH. If the network cannot allocate the packet resources, it shall answer with a DTM Reject message on the main DCCH. The DTM Reject message shall indicate a waiting time after which the mobile station is allowed to reattempt the packet establishment in the same cell.

Figure 3 shows the successful case of the allocation of an uplink TBF when the reallocation of the CS timeslot is needed. The mobile station informs the network about the correct seizure of the new CS resource by sending an Assignment Complete message on the main DCCH of the new resource.
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Figure 3: Establishment of a MO PS session while in dedicated mode
with reallocation of the CS resource; successful case

Figure 4 shows one failure case. If there is an error when establishing the main signalling link in the new timeslot, the mobile station shall send a DTM Assignment Failure message on the old main DCCH and then it may re-attempt the establishment of the packet session. The timers in the assignment procedure are reused.
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Figure 4: Establishment of a MO PS session while in dedicated mode
with reallocation of the CS resource; failure case
In figure 5, the packet resource is mapped onto adjacent timeslot(s) and thus the Packet Assignment message is used. There is no release/re-establishment of the main signalling link, successful and failure messages are not needed. The successful and failure cases for the establishment of the TBF are determined as in normal GPRS (see 3G TS 04.60 [5]).
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Figure 5: Establishment of a MO PS session in multislot configuration
while in dedicated mode; successful case
Figure 6 shows the case of the main DCCH being used as the uplink resource.
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Figure 6: Use of the main DCCH for GPRS information while in dedicated mode
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