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**** First Modified Section ****

10.4.17
CREATE-BSS-PFC

This PDU allows the SGSN to request that a BSS create or modify a BSS Packet Flow Context.

PDU type:
CREATE-BSS-PFC

Direction:
SGSN to BSS

Table 10.4.17: CREATE-BSS-PFC PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI
	TLLI/11.3.35
	M
	TLV
	6

	IMSI
	IMSI/11.3.14
	O (note 4)
	TLV
	5 -10

	PFI
	PFI/11.3.42
	M
	TLV
	3

	PFT
	GPRS Timer/11.3.44
	M
	TLV
	3

	ABQP
	ABQP/11.3.43
	M
	TLV
	13-?

	Service UTRAN CCO
	Service UTRAN CCO/11.3.47
	O
	TLV
	3

	MS Radio Access Capability
	MS Radio Access Capability/11.3.22
	O (note 1)
	TLV
	7-?

	Allocation/Retention Priority
	Priority/11.3.27
	O
	TLV
	3

	T10
	GPRS Timer/11.3.44
	C (note 2)
	TLV
	3

	Inter RAT Handover Info
	Inter RAT Handover Info/11.3.94
	O (note 3)
	TLV
	3-?

	NOTE 1:
This Information Element shall be present if there is valid MS Radio Access Capability information known by the SGSN.

NOTE 2:
This information element shall be present if the Allocation/Retention Priority IE is present and if queuing is allowed for the PFC. 

NOTE 3:
This information element shall be present if available in the SGSN. 

NOTE 4:
This information element shall be present if the IMSI is available in the SGSN.


**** Next Modified Section ****

10.4.21
MODIFY-BSS-PFC-ACK

This PDU allows the SGSN to acknowledge a modification to a BSS Packet Flow Context.

PDU type:
MODIFY-BSS-PFC-ACK

Direction:
SGSN to BSS

Table 10.4.21: MODIFY-BSS-PFC-ACK PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI 
	TLLI/11.3.35
	M
	TLV
	6

	PFI
	PFI/11.3.42
	M
	TLV
	3

	PFT 
	GPRS Timer/11.3.44
	M
	TLV
	3

	ABQP
	ABQP/11.3.43
	M
	TLV
	13-?


**** Next Modified Section ****

11.3
Information Element Identifier (IEI)

An Information Element Identifier (IEI) is identified by the same coding in all BSSGP PDUs.

Table 11.3: IEI types

	IEI coding
(hexadecimal)
	IEI Types

	x00
	Alignment Octets

	x01
	Bmax default MS

	x02
	BSS Area Indication

	x03
	Bucket Leak Rate

	x04
	BVCI

	x05
	BVC Bucket Size

	x06
	BVC Measurement

	x07
	Cause

	x08
	Cell Identifier

	x09
	Channel needed

	x0a
	DRX Parameters

	x0b
	eMLPP-Priority

	x0c
	Flush Action

	x0d
	IMSI

	x0e
	LLC-PDU

	x0f
	LLC Frames Discarded

	x10
	Location Area

	x11
	Mobile Id

	x12
	MS Bucket Size

	x13
	MS Radio Access Capability

	x14
	OMC Id

	x15
	PDU In Error

	x16
	PDU Lifetime

	x17
	Priority

	x18
	QoS Profile

	x19
	Radio Cause

	x1a
	RA-Cap-UPD-Cause

	x1b
	Routeing Area

	x1c
	R_default_MS

	x1d
	Suspend Reference Number

	x1e
	Tag

	x1f
	TLLI

	x20
	TMSI

	x21
	Trace Reference

	x22
	Trace Type

	x23
	TransactionId

	x24
	Trigger Id

	x25
	Number of octets affected

	x26
	LSA Identifier List

	x27
	LSA Information

	x28
	Packet Flow Identifier

	x29
	GPRS Timer

	x3a
	Aggregate BSS QoS Profile (ABQP)

	x3b
	Feature Bitmap

	x3c
	Bucket_Full Ratio

	x3d
	Service UTRAN CCO (Cell Change Order)

	x3e
	NSEI

	x3f
	RRLP APDU

	x40
	LCS QoS

	x41
	LCS Client Type

	x42
	Requested GPS Assistance Data

	x43
	Location Type

	x44
	Location Estimate

	x45
	Positioning Data

	x46
	Deciphering Keys

	x47
	LCS Priority

	x48
	LCS Cause

	x49
	LCS Capability

	x4a
	RRLP Flags

	x4b
	RIM Application Identity 

	x4c
	RIM Sequence number

	x4d
	RAN-INFORMATION-REQUEST Application Container

	x4e
	RAN-INFORMATION Application Container

	x4f
	RIM PDU Indications

	x50
	This value is reserved for future use and shall be treated by the recipient as an unknown IEI

	x51
	This value should not be used, as it has been used in earlier versions of this protocol.

	x52
	PFC flow control parameters

	x53
	Global CN-Id

	x54
	RIM Routing Information

	x55
	RIM Protocol Version Number

	x56
	Application Error Container

	x57
	RAN-INFORMATION-REQUEST RIM Container

	x58
	RAN-INFORMATION RIM Container

	x59
	RAN-INFORMATION-APPLICATION-ERROR RIM Container

	x5a
	RAN-INFORMATION-ACK RIM Container

	x5b
	RAN-INFORMATION-ERROR RIM Container

	x5c
	TMGI

	x5d
	MBMS Session Identity

	x5e
	MBMS Session Duration

	x5f
	MBMS Service Area Identity List

	x60
	MBMS Response

	x61
	MBMS Routing Area List

	x62
	MBMS Session Information

	x63
	MBMS Stop Cause

	x64
	Source BSS to Target BSS Transparent Container

	x65
	Target BSS to Source BSS Transparent Container

	x66
	NAS container for PS Handover

	x67
	PFCs to be set-up list

	x68
	List of set-up PFCs

	x69
	Extended Feature Bitmap

	x6a
	Source RNC to Target RNC Transparent Container

	x6b
	Target RNC to Source RNC Transparent Container

	x6c
	RNC Identifier

	x6d
	Page Mode

	x6e
	Container ID

	x6f
	Global TFI

	x70
	IMEI

	x71
	Time to MBMS Data Transfer

	x72
	MBMS Session Repetition Number

	x73
	Inter RAT Handover Info

	x74
	PS Handover Command

	x75
	PS Handover Indications

	x76
	SI/PSI Container

	x77
	Active PFCs List

	x78
	Velocity Data

	x79
	DTM Handover Command

	x7a
	CS Indication

	x7b
	Requested GANSS Assistance Data

	x7c
	GANSS Location Type

	x7d
	GANSS Positioning Data

	x7e
	Flow Control Granularity


**** Next Modified Section ****

11.3.44
GPRS Timer

The purpose of the GPRS timer information element is to specify GPRS specific timer values, e.g. the Packet Flow timer.

Table 11.3.44: GPRS Timer IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2, 2a
	Length Indicator

	octet 3
	Unit Value
	Timer value


Timer value:
Bits 5 to 1 represent the binary coded timer value.

Unit value:
Bits 6 to 8 defines the timer value unit for the GPRS timer as follows:

Bits

8 7 6

0 0 0
value is incremented in multiples of 2 s

0 0 1
value is incremented in multiples of 1 minute

0 1 0
value is incremented in multiples of decihours
0 1 1
value is incremented in multiples of 500 msec
1 1 1
value indicates that the timer does not expire.

Other values shall be interpreted as multiples of 1 minute in this version of the protocol.
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





