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10.3a.5
Piggy-backed Ack/Nack field (SSN-based)

When the SSN-based approach is used (see sub-clause 9.1.14.1), the Piggy-backed Ack/Nack (PAN) field consists of a beginning of window (BOW), a short starting sequence number (ShortSSN), a reported bitmap (RB) and a temporary flow identifier (TFI) fields. In the downlink direction, the TFI field shall always include a valid value. In the uplink direction, the TFI field shall include a valid value only if multiple TBF procedures are supported by both the network and the mobile station; in all other cases, the bits of the TFI field shall be set to '0'. The length of the PAN field is 25 bits. The size of the ShortSSN field varies between 7 and 11 bits as defined in sub-clause 10.4.23. The remaining bits in the PAN field are reserved for the reported bitmap with a size varying between 8 and 12 bits.
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	8
	7
	6
	5
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	2
	1
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	ShortSSN
	BOW
	1

	RB
	ShortSSN / RB
	2

	TFI
	RB
	3

	
	TFI
	4


Figure 10.3a.5.1: Piggy-backed Ack/Nack field (SSN-based)

10.3a.6
Piggy-backed Ack/Nack field (Time-based)

When the Time-based approach is used (see sub-clause 9.1.14.1), the Piggy-backed Ack/Nack (PAN) field consists of a 20 bits reported bitmap, as described in sub-clause 9.1.15, plus 5 bits set to '0'.

	Bit
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	2
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	Reported bitmap 
	1

	Reported bitmap (continued)
	2

	0
	0
	0
	0

	Reported bitmap (cont)
	3

	
	0
	4


Figure 10.3a.6.1: Piggy-backed Ack/Nack field (Time-based)
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