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1

Introduction 

In this document a initial estimates for value ranges is provided. Message structure in this contribution does not reflect all RAN2 agreements but it should provide enough information to understand context of each mobility parameter. 
2

Proposed Value Ranges 

6.3.1a.3
SYSTEM INFORMATION BLOCK TYPE 1

Information relevant when evaluating if a UE is allowed to access a cell.

	Name
	Need
	Multi
	Type/ reference
	Semantics description
	Ver

	Cell access related information
	MP
	
	<ref>
	
	

	>PLMN identity list
	MP
	1..6
	
	
	

	>>PLMN identity
	MP
	
	<ref>
	
	

	>>Cell reserved for operator use
	MP
	
	BOOLEAN
	TRUE means reserved
	

	>Tracking Area Code
	MP
	
	<ref>
	Common for all the PLMNs listed
	

	>Cell identity
	MP
	
	<ref>
	
	

	>Cell barred
	MP
	
	BOOLEAN
	TRUE means barred for all calls
	

	Intra-frequency cell re-selection indicator
	C
	
	Enumerated (not allowed, allowed)
	FFS if needed

The IE is mandatory if the IE "Cell Barred" is set to TRUE ; otherwise the IE is not needed
	

	>Cell reservation extension
	MP
	
	BOOLEAN
	TRUE means reserved
	

	>CSG indication
	MP
	
	BOOLEAN
	If set to TRUE the UE is only allowed to access the cell if the tracking area identity matches an entry in the ‘white list’ that the UE has stored
	

	Cell selection information
	FFS
	
	<ref>
	E.g. suitability related parameters
	

	>Qrxlevmin
	MP
	
	Integer (-119..-56 step2)
	RSRP [dBm]


	

	Frequency band indicator
	MP
	
	<ref>
	
	


6.3.1a.5
SYSTEM INFORMATION BLOCK TYPE 3

Cell re-selection information, mainly related to the serving cell.

	Name
	Need
	Multi
	Type/ reference
	Semantics description
	Ver

	Cell re-selection info of serving cell
	MP
	
	<ref>
	(If any)
	

	Cell re-selection info common for cells e.g. Ssearch
	MP
	
	<ref>
	
	

	Qhyst
	MP
	
	Integer (0..15 step2)
	[dB]
	

	Treselection
	MP
	
	Integer (0..7)
	[s]
	

	Sintrasearch
	OP
	
	Integer (-119..-56 step2)
	 [dBm]
	

	Speed dependant reselection parameters
	OP
	
	
	Exact parameters FFS
	


6.3.1a.6
SYSTEM INFORMATION BLOCK TYPE 4

Information about neighbouring frequencies and cells relevant for cell re-selection, covering E-UTRA. Includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

	Name
	Need
	Multi
	Type/ reference
	Semantics description
	Ver

	Intra-frequency cell reselection parameters
	
	
	
	
	

	>Snonintrasearch
	OP
	
	Integer (-119 .. -56 step2)
	[dBm]
	

	>Threshserving,low 


	MP
	
	Integer (-119 .. -56 step2)
	FFS if same as Qrxlevmin

[dBm]
	

	>Cell re-selection priority
	MP
	
	Integer (0..7)
	Absolute priority of the serving layer (0 means: highest priority)
	

	>Intra-frequency neighbouring cells list
	OP
	1..n
	
	List of neighbouring cells with specific cell re-selection parameters

Location of this IE is FFS i.e. it may also be in 6.3.1a.5
	

	>>Cell identity
	
	
	<ref>
	
	

	>>Qoffset cell
	MD
	
	Integer (-30..30 step2)
	Default value is 0

[dB]
	

	>Intra-frequency blacklisted neighbouring cells list
	OP
	1..n
	
	List of blacklisted neighbouring cells
	

	>>Cell identity
	
	
	<ref>
	
	

	Inter-frequency carrier frequency list
	OP
	1..n
	
	It is FFS if other frequency specific information may be provided 
	

	>Carrier frequency
	MP
	
	<ref>
	ARFCN
	

	>Threshx,high 

	MP
	
	Integer (-119..-56 step2)
	[dBm]
	

	>Threshx,low 


	MP
	
	Integer (-119..-56 step2)
	[dBm]
	

	>Cell re-selection priority
	OP
	
	<ref>
	
	

	>Qoffset_frequency
	MD
	
	Integer (-30..30 step2)
	Frequency specific offset. Default value is 0

[dB]
	

	>Inter-frequency neighbouring cells list
	OP
	
	1..n
	List of neighbouring cells with specific values for idle mode mobility parameters

It is FFS if these cells are signalled per frequency i.e. combining this list with the IE E-UTRA carrier frequency list
	

	>>Cell identity
	MP
	
	<ref>
	
	

	>>Qoffset_cell
	MD
	
	Integer(-30..30 step2)
	Default value is 0

[dB]
	

	>Inter-frequency blacklisted neighbouring cells list
	OP
	1..n
	
	
	

	>>Cell identity
	MP
	
	<ref>
	
	


Editors note
RAN2 has agreed not to provide cell specific re-selection parameters for GSM/ GERAN neighbours. To be confirmed by GERAN/ RAN4:

Editors note
RAN2 has agreed to indicate each UTRA neighbouring cell. To be confirmed by RAN4:

6.3.1a.6a
SYSTEM INFORMATION BLOCK TYPE 4.1

Information about neighbouring frequencies for interworking with UTRAN. Includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

	UTRA cell re-selection parameters
	
	
	
	
	

	>Cell re-selection priority
	MP
	
	Integer (0..7)
	Absolute priority of the RAT – 0 = highest priority. NOTE: FFS if priority should be given per frequency of RAT
	

	>UTRA carrier frequency list
	OP
	1..n
	
	List of carrier frequencies
	

	>>UARFCN
	MP
	
	Integer (0 .. 16383)
	FDD: downlink frequency (Nd)

TDD: (Nt)
	

	>>UARFCN uplink
	C
	
	Integer (0..16383)
	FDD only: uplink frequency (Nu).

If absent for FDD, the default duplex distance defined for the operating frequency band shall be used 
	

	>>Threshx,high 

	MP
	
	Integer (-119..-56 step2)
	[dBm]
	

	>>Threshx,low 


	MP
	
	Integer (-119..-56 step2)
	[dBm]
	

	>>Qoffset_frequency
	MD
	
	Integer (-30..30 step2)
	Default value is 0

[dB]
	

	>>UTRA neigbouring cells list
	OP
	1..n
	
	List of neighbouring cells with specific cell re-selection parameters

It is FFS if these cells are signalled per frequency i.e. combining this list with the IE UTRA carrier frequency list
	

	>>>UTRA cell identity
	MP
	
	<ref>
	
	

	>>>UTRA cell specific re-selection parameters
	MP
	
	<ref>
	It is FFS which parameters may be specified e.g. cell specific offsets
	


6.3.1a.6b
SYSTEM INFORMATION BLOCK TYPE 4.2

Information about neighbouring frequencies for interworking with GERAN. Includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

	GSM/ GERAN cell re-selection parameters
	
	
	
	
	

	>Cell re-selection priority
	OP
	
	Integer (0..7)
	Absolute priority of the RAT (0 means= highest priority).

FFS if priority should be per frequency of RAT
	

	>GSM/ GERAN carrier frequency list
	OP
	1..n
	
	It is FFS if other frequency specific information may be provided e.g. "NCC permitted" for country borders
	

	>>Carrier frequency
	MP
	
	<ref>
	ARFCN of BCCH carriers
	

	>>Band indicator
	MP
	
	Enumerated (DCS 1800, PCS 1900)
	Indicates how to interpret the ARFCN of BCCH carriers
	

	>>Qrxlevmin
	MP
	
	Integer (-119..-56 step2)
	[dBm]
	

	>>Threshx,high 

	MP
	
	Integer (-119..-56 step2)
	 [dBm]
	

	>>Threshx,low 


	MP
	
	Integer (-119..-56 step2)
	 [dBm]
	

	>>Qoffset_frequency
	MD
	
	Integer (-30..30 step2)
	Default value is 0

[dB]
	


