Page 1



3GPP TSG-RAN5 Meeting #38 
(
R5-080581
Malaga, Spain, 28 Jan – 1 Feb 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Create a new test case 8.3.7.1a with A5/3 usage

	
	

	Source to WG:
(

	Vodafone D2, MCC TF160 

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI6_Test
	
	Date: (

	30/01/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	There is no test coverage in 34.123 and 51.010 for the interRAT HO test scenario if A5/3 is applied in a GERAN cell of the Rel-6 networks. New testcase 8.3.7.1a should be generated to reach A5/3 test coverage.

	
	

	Summary of change:
(

	 Create a new test case 8.3.7.1a, table 8.3.7-1 is updated

	
	

	Consequences if 
(

not approved:
	New ciphering algorithm for UE supporting A5/3 in interRAT scenario in Rel-6 networks will not be tested.

	
	

	Clauses affected:
(

	8.3.7, 8.3.7.1a

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.3.7
Inter-system hard handover from UTRAN to GSM

Clauses 8.3.7 contains test procedures to be used for executing Inter-system Handover from UTRAN to GSM tests. Table 8.3.7‑1 contains a summary of the different combinations of parameters being tested, together with a reference to the appropriate generic test procedure. If a test uses a parameter which the UE under test does not support, the test shall be skipped. Test cases in this clause are applicable only to the UE supporting both UTRAN and GSM. The test TEST USIM shall support service 27 to carry out these test cases.

Table 8.3.7-1

	From
	To
	State 

of call
	Ref. clause
	Exec counter
	Remark

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM AMR
	U10
	8.3.7.1
	1
	call active state

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM EFR
	U10
	8.3.7.1
	2
	call active state

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR
	U10
	8.3.7.1
	3
	call active state

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM HR
	U10
	8.3.7.1
	4
	call active state

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM AMR
	U10
	8.3.7.1a
	1
	call active state

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM EFR
	U10
	8.3.7.1a
	2
	call active state

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR
	U10
	8.3.7.1a
	3
	call active state

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM HR
	U10
	8.3.7.1a
	4
	call active state

	UTRAN

(Streaming/unknown/

uplink:14.4 DL:14.4 kbps/CS RAB +

uplink:3.4 DL:3.4 kbps SRBS)
	GSM

14.4 kbps CS data
	U10
	8.3.7.2
	1
	Same data rate

	UTRAN

(Streaming/unknown/

uplink:14.4 DL:14.4 kbps/CS RAB +

uplink:3.4 DL:3.4 kbps SRBS)
	GSM

14.4 kbps HSCSD
	U10
	8.3.7.2a
	1
	Same data rate

	UTRAN

(Streaming/unknown/

uplink:28.8 DL:28.8 kbps/CS RAB +
uplink:3.4 DL:3.4 kbps SRBS)
	GSM

28.8 kbps CS data
	U10
	8.3.7.2a
	2
	Same data rate

	UTRAN

(Streaming/unknown/
uplink:57.6 DL:57.6 kbps/CS RAB +
uplink:3.4 DL:3.4 kbps SRBS)
	GSM

57.6 kbps CS data
	U10
	8.3.7.2a
	3
	Same data rate

	UTRAN

(Streaming/unknown/

uplink:28.8 DL:28.8 kbps/CS RAB +
uplink:3.4 DL:3.4 kbps SRBS)
	GSM

14.4 kbps CS data
	U10
	8.3.7.3
	1
	Data rate down grading

	UTRAN

(Streaming/unknown/
uplink:57.6 DL:57.6 kbps/CS RAB +
uplink:3.4 DL:3.4 kbps SRBS)
	GSM

14.4 kbps CS data
	U10
	8.3.7.3
	2
	Data rate down grading

	UTRAN

(Streaming/unknown/

uplink:28.8 DL:28.8 kbps/CS RAB +
uplink:3.4 DL:3.4 kbps SRBS)
	GSM

14.4 kbps HSCSD
	U10
	8.3.7.3a
	1
	Data rate down grading

	UTRAN

(Streaming/unknown/
uplink:57.6 DL:57.6 kbps/CS RAB +
uplink:3.4 DL:3.4 kbps SRBS)
	GSM

14.4 kbps HSCSD
	U10
	8.3.7.3a
	2
	Data rate down grading

	UTRAN

(Streaming/unknown/
uplink:57.6 DL:57.6 kbps/CS RAB +
uplink:3.4 DL:3.4 kbps SRBS)
	GSM

28.8 kbps HSCSD  or E-TCH/F28.8
	U10
	8.3.7.3a
	3
	Data rate down grading

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR
	U1
	8.3.7.4
	1
	During call establishment

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR 
	U10
	8.3.7.5
	1
	failure case

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR 
	U10
	8.3.7.6
	1
	failure case

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR 
	U10
	8.3.7.7
	1
	failure case

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR 
	U10
	8.3.7.8
	1
	failure case

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR 
	U10
	8.3.7.9
	1
	failure case

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR 
	U10
	8.3.7.10
	1
	failure case

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR 
	U10
	8.3.7.11
	1
	failure case

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR 
	U10
	8.3.7.12
	1
	failure case

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB +

uplink:3.4 DL3.4 kbps SRBS)
	GSM FR
	U1
	8.3.7.13
	1
	call  under establishment

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB + interactive/ background UL: 32kbps, DL :( max bit rate depending on UE category) PS RAB + uplink:3.4 DL3.4 kbps SRBs)
	GSM AMR
	U10
	8.3.7.14
	1
	Call active state

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB + interactive/ background UL: 32kbps, DL :( max bit rate depending on UE category) PS RAB + uplink:3.4 DL3.4 kbps SRBs)
	GSM AMR
	U10
	8.3.7.15
	1
	Failure case

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB + interactive/ background UL: 64kbps, DL :64kbps PS RAB + uplink:3.4 DL3.4 kbps SRBs)
	GSM FR
	U10
	8.3.7.16
	1
	Call active state

	UTRAN AMR

(conversational/speech/

uplink:12.2 DL:12.2 kbps/CS RAB + interactive/ background UL: 64kbps, DL :64kbps PS RAB + uplink:3.4 DL3.4 kbps SRBs)
	DTM
	U10
	8.3.7.17
	1
	Call active state


8.3.7.1
Inter system handover from UTRAN/To GSM/Speech/Success 

8.3.7.1.1
Definition

8.3.7.1.2
Conformance requirement

The UE shall be able to receive a HANDOVER FROM UTRAN COMMAND message and perform an inter-RAT handover, even if no prior UE measurements have been performed on the target cell.
......
< Text skipped>
<Start change>
8.3.7.1a
Inter system handover from UTRAN/To GSM/Speech/Success with A5/3 ciphering
8.3.7.1a.1
Definition
This test case is specified for the Rel-6 UE in the interRAT speech handover from UTRAN to GERAN. The A5/3 ciphering algorithm is applied in the GERAN cell. UIA1/UEA1 are applied in the UTRAN cell.
8.3.7.1a.2
Conformance requirement

Identical to 8.3.7.1.2
8.3.7.1a.3
Test purpose

Identical to 8.3.7.1.3
8.3.7.1a.4
Method of test

Identical to 8.3.7.1.4
Specific message contents

Similar to the specific message contents in 8.3.7.1.4 except the Rel-6 IE are used and the UE capability to support A5/3 is checked, instead.
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