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	Reason for change:
(

	Default settings for PS Handover message required for new PS Handover test cases.

	
	

	Summary of change:
(

	New section 40.2.4.39 added to GPRS dafault conditions specifying default values for PS Handover message.

	
	

	Consequences if 
(

not approved:
	No default settings available for PS Handover testing.

	
	

	Clauses affected:
(

	New section 40.2.4.39
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	Other specs
(

	
	x
	 Other core specifications
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	affected:
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	 Test specifications
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	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to Rel-6 and later MS.
Note: CRs for the already existing PS Handover TCs 41.6.1.1 and 41.6.2.1 have been raised to use the new default message.


40.2.4.38
DTM Information

	RR management Protocol Discriminator
	0110 (radio resources management messages)

	Skip Indicator
	0000

	DTM Information Message Type
	01001101

	Routeing Area Identification
	Same as the BCCH

	DTM Information Rest Octets
	

	
- < LENGTH_IN_OCTETS : bit(8) >
	00000011

	
- < MAX_LAPDm : bit (3) >
	000 (Any message segmented in up to 5 LAPDm frames)

	
- < GPRS_MS_TXPWR_MAX_CCH: bit (5) >
	arbitrarily chosen

	
- < Cell identity: bit (16) >
	Cell Identity of the Serving Cell


40.2.4.39 PS Handover
	PAGE_MODE
	default

	Global TFI
	TFI of mobile station uplink TBF

	CONTAINER_ID
	00 PS Handover to A/Gb Mode Payload

	PS Handover RR Info flag
	00 PS Handover RR Info

	PS Handover Radio Resources IE
	present

	Handover Reference
	0

	ARFCN
	default ARFCN for BCCH of cell B

	SI
	01   Synchronized

	NCI
	0

	BSIC
	BSIC of cell B

	0 <CCN_ACTIVE>
	not present

	0 <3G_CCN_ACTIVE>
	not present

	0 <CCN Support Description>
	not present

	Frequency Parameters
	default PDTCH of cell B

	NETWORK_CONTROL_ORDER
	2

	0 <Global Packet Timing Advance>
	not present

	EXTENDED_DYNAMIC_ALLOCATION
	0

	RLC_RESET
	0

	0 <PO>
	not present

	0 <Uplink Control Timeslot>
	not present

	0 GPRS mode
	Uplink TBF assignment for default PDTCH of cell B

	0 <NAS Container for PS Handover IE>
	not present
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