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	When operating in event based FANR it is not specified what reaction times shall be applied when the mobile station shall send a PDAN triggered by an event. 
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	It is clarified that the same reaction times for the PDAN as specified for the PAN shall be applied when an event shall be reported.
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	Different interpretations of the reaction times will make the event based reporting scheme probabilistic.
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------------------------------------FIRST MODIFICATION-----------------------------------
9.1.14.3
Event-based Fast Ack/Nack Reporting 
Event-based FANR may be used together with Polled FANR (see sub-clause 9.1.14.2). 

If the RLC endpoint receiver is the mobile station and the event-based FANR procedure is enabled for this TBF, the mobile station shall insert one PAN field in an EGPRS RLC/MAC block for data transfer transmitted during a given radio block period if the state of any element in the receive state array V(N) is UNREPORTED. The mobile station may continue to insert PAN fields in subsequent EGPRS RLC/MAC data blocks sent in the same radio block period as long as there exists one or more elements in the receive state array V(N) whose state is UNREPORTED. 

If the event-based FANR is enabled and the network polls the mobile station, the mobile station shall transmit, in the reserved radio block period which is allocated with the polling, one of the messages as described in sub-clause 8.1.2.2. 

If the mobile station does not have any RLC data block waiting for the transmission, the mobile station shall transmit EGPRS PACKET DOWNLINK ACK/NACK or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing NPB applying the PAN reaction times as specified in 3GPP TS 45.010. 

In case of multiple-TBF allocation, a mobile station shall insert a PAN field indicating unreported erroneous RLC data blocks from TBFs in RLC non-persistent mode prior to a PAN field indicating unreported erroneous RLC data blocks from TBFs in RLC acknowledged mode.
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