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**** CHANGE ***
8.1.2.2
Polling for Packet Downlink Ack/Nack

Whenever the mobile station receives an RLC data block addressed to one of its TBFs and with a valid RRBP field or with a valid CES/P field in the RLC data block header (i.e. is polled), the mobile station shall transmit one of the following replies in the uplink radio block specified by the RRBP field or CES/P field , whatever the BSN value of the received RLC data block, according to the subsequent decreasing order of priority:

1)
a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing a Final Ack Indicator;

2)
a PACKET CS REQUEST message, if such a message is waiting to be transmitted;

3)
a PACKET CELL CHANGE NOTIFICATION message, if such a message is waiting to be transmitted;

4)
a (EGPRS) PACKET DOWNLINK ACK/NACK message or a EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing a Channel Request Description IE;

5)
any other RLC/MAC control message, if such a message is waiting to be transmitted, other than a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message;

6)
when FANR is activated and the mobile station is polled for a PAN (see sub-clause 10.4.4b) , a PAN field corresponding to this TBF included in an EGPRS RLC/MAC block for data transfer from one of the concurrent TBFs in uplink (see sub-clause 8.1.1.);

7)
a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message not containing a Final Ack Indicator or a Channel Request Description IE.

However, the mobile station shall transmit an RLC/MAC control message other than a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message at most every second time it is polled for the TBF. For a TBF using FANR, mobile station may transmit an RLC/MAC control message other than a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message only if a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message or EGPRS RLC/MAC block for data transfer including a PAN field was transmitted as the response to the last poll.

The mobile station shall not send a PACKET CONTROL ACKNOWLEDGEMENT message unless otherwise specified.

A mobile station in packet transfer mode in a Downlink Dual Carrier configuration shall respond in the uplink radio block indicated by the RRBP field or CES/P field, on the same radio frequency channel as the one where the poll was received. A mobile station in dual transfer mode in a Downlink Dual Carrier configuration shall respond in the uplink radio block on the timeslot indicated by the RRBP field or CES/P field, on the uplink radio frequency channel where the dedicated resource is assigned regardless of which downlink radio frequency channel the poll was received on. The network shall not poll the mobile station in a manner which would require the mobile station to respond on the same timeslot as that on which the dedicated resource is assigned.
In EGPRS TBF mode the mobile station shall react on a poll inside an erroneously received RLC data block for which the header is correctly received and which addresses the mobile station.

Whenever the network receives a valid RLC/MAC control message from a TBF, it shall reset counter N3105 for that TBF. The network shall increment counter N3105 for each radio block, allocated to that TBF with the RRBP field or CES/P field, for which no RLC/MAC control message is received. If N3105 = N3105max, the network shall release the downlink TBF internally and start timer T3195 for that TBF. When T3195 expires, the network may reuse the TFI.

The PACKET DOWNLINK ACK/NACK message contains a Channel Quality Report (see 3GPP TS 45.008). The optional I_LEVEL measurement results shall be included in at least every other PACKET DOWNLINK ACK/NACK message.

The EGPRS PACKET DOWNLINK ACK/NACK message may contain an EGPRS Channel Quality Report (see 3GPP TS 45.008).

The EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message may contain an EGPRS Channel Quality Report Type 2 (see 3GPP TS 45.008).

In the case of simultaneous uplink and downlink TBFs, the transmission of the polling response takes precedence over the transmission of allocated uplink radio blocks.

A mobile station of multislot class 1 to 12 or multislot class 30 to 45 need not respond to the poll if it is not compliant with the multislot class of the mobile station (see 3GPP TS 45.002).

A mobile station of multislot class 13 to 18 shall always respond to the poll.

A mobile station of multislot class 19 to 29 may omit the allocated downlink PDCHs with timeslot numbers greater than n+1, while transmitting the polling response on timeslot number n. If the remaining configuration is not compliant with the multislot class of the mobile station (see 3GPP TS 45.002), the mobile station need not respond to the poll.

NOTE:
The mobile station is required to make neighbour cell measurements while transmitting the polling response (see 3GPP TS 45.008).

In case of simultaneous uplink and downlink TBFs and extended dynamic allocation (see sub-clause 8.1.1.2), the network may apply polling in downlink RLC data blocks only when sent on a PDCH common for both reception and transmission (see 3GPP TS 45.002). A mobile station operating with extended dynamic allocation need to respond to polling in downlink RLC data blocks only when received on a PDCH common for both reception and transmission.
**** CHANGE ***
9.1.8.2.1
Extended Polling

For EGPRS uplink TBFs, the network may select any composition of the Packet Ack/Nack message to send to the mobile station. In EGPRS downlink TBFs and MBMS bearers running in EGPRS TBF mode, an additional poll bit is added to the S/P field in every downlink RLC block so that the network can request the following:

-
First Partial Bitmap (FPB) segment with SSN = (V(Q) + 1) mod SNS (the beginning of the window is V(Q) but FPB starts at V(Q) + 1 as the bit in the bitmap corresponding to V(Q) would have value '0') where SSN denotes the Starting Sequence Number.

-
Next Partial Bitmap (NPB) segment with SSN = (PBSN + 1) mod SNS where PBSN denotes a Partial Bitmap Sequence Number variable stored at the receiver.

SSN is determined by the receiver as a function of ES/P, V(Q) and PBSN as described in the next sub-clause. The FPB and NPB are specific instances of the EGPRS Ack/Nack Description Information Element within the EGPRS PACKET DOWNLINK ACK/NACK message, EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message or MBMS DOWNLINK ACK/NACK message. The mobile station shall respond to ES/P field according to table 9.1.8.2.1.1 (non-MBMS) or table 9.1.8.2.1.2 (MBMS). For a mobile station with one or more downlink TBFs using EGPRS2, the mobile station shall send the EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message. Otherwise, the mobile station shall send the EGPRS PACKET DOWNLINK ACK/NACK message.

Table 9.1.8.2.1.1: Format of ES/P field within each EGPRS RLC block (non-MBMS)

	ES/P
	Feedback Request (Poll) Description 

	00
	Nothing (RRBP field invalid)

	01
	EGPRS PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing FPB (First Partial Bitmap), and if there is enough room left in RLC/MAC block, channel quality report(s)

	10
	EGPRS PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing NPB (Next Partial Bitmap), and if there is enough room left in RLC/MAC block, channel quality report(s)

	11
	EGPRS PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing Channel Quality Report and if there is enough room left in RLC/MAC block, NPB(s)


In a downlink dual carrier configuration the MS shall send channel quality reports for both carriers, if there is room in the message. If there is room for only one channel quality report, the MS shall include channel quality measurements for the radio frequency channel on which the poll was received. 

Table 9.1.8.2.1.2: Format of ES/P field within each EGPRS RLC block (MBMS)

	ES/P
	Feedback Request (Poll) Description 

	00
	Nothing (RRBP field invalid)

	01
	MBMS DOWNLINK ACK/NACK message containing FPB (First Partial Bitmap)

	10
	MBMS DOWNLINK ACK/NACK message containing NPB (Next Partial Bitmap)

	11
	MBMS DOWNLINK ACK/NACK message containing neighbour cell measurement reports and NPB


For EGPRS when FANR is activated or for EGPRS2, the Combined EGPRS Supplementary/Polling field describes the feedback request and specifies a single uplink block in which the mobile station shall transmit a PACKET CONTROL ACKNOWLEDGEMENT message, a PACCH block or (applicable only if FANR is activated) a radio block containing a PAN field to the network, see table 9.1.8.2.1.3. The single uplink block is defined by a delay relative to the first TDMA frame (N) of the downlink block containing the CES/P value. If ordered to send a EGPRS PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message, a mobile station with one or more downlink TBFs using EGPRS2  shall send the EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message. Otherwise, the mobile station shall send the EGPRS PACKET DOWNLINK ACK/NACK message.
Table 9.1.8.2.1.3: Format of CES/P field within each EGPRS RLC block (EGPRS with FANR activated and EGPRS2)

	CES/P
	Feedback Request (Poll) Description and Relative Reserved Block Period

	000
	Nothing

	001
	EGPRS PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing FPB, and if there is enough room left in RLC/MAC block, channel quality report(s) within the radio period (N+8 or N+9) mod 2715648 in the BTTI configuration or (N+6 or N+7) mod 2715648 in the RTTI configuration

	010
	EGPRS PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing FPB, and if there is enough room left in RLC/MAC block, channel quality report(s) within the radio period (N+13) mod 2715648 in the BTTI configuration or (N+8 or N+9) mod 2715648 in the RTTI configuration

	011
	EGPRS RLC/MAC block for data transfer with a PAN field containing FPB within the radio period (N+8 or N+9) mod 2715648 in the BTTI configuration or (N+6 or N+7) mod 2715648 in the RTTI configuration (NOTE 1)

	100
	EGPRS RLC/MAC block for data transfer with a PAN field containing FPB within the radio period (N+13) mod 2715648 in the BTTI configuration or (N+8 or N+9) mod 2715648 in the RTTI configuration (NOTE 1)

	101
	EGPRS PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing Channel Quality Report(s) and if there is enough room left in RLC/MAC block, NPB within the radio period (N+8 or N+9) mod 2715648 in the BTTI configuration or (N+6 or N+7) mod 2715648 in the RTTI configuration

	110
	EGPRS PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing Channel Quality Report(s) and if there is enough room left in RLC/MAC block, NPB within the radio period (N+13) mod 2715648 in the BTTI configuration or (N+8 or N+9) mod 2715648 in the RTTI configuration

	111
	EGPRS PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing NPB, and if there is enough room left in RLC/MAC block, channel quality report(s) within the radio period (N+8 or N+9) mod 2715648 in the BTTI configuration or (N+6 or N+7) mod 2715648 in the RTTI configuration

	NOTE 1: The mobile station shall ignore the poll for PAN in the case when received for a TBF with FANR not activated.


For MBMS bearers, in case cell re-selection criteria are not fulfilled (see 3GPP TS 45.008):

-
If the ES/P field is set to ‘11’ the mobile station shall include measurement reports for at least three neighbouring cells in addition to the NPB. If the complete NPB is included, the mobile station shall include measurement results for more neighbouring cells, if there is sufficient space; 

-
Else (i.e. the ES/P field is set to ‘01’ or ‘10’) the mobile station shall send as much of either the FPB or NPB (as specified in Table 9.1.8.2.1.2) as possible and, if the entire FPB/NPB is sent, measurement reports for as many neighbouring cells as can also be included.

For MBMS bearers, in case cell re-selection criteria are fulfilled towards a neighbouring cell (see 3GPP TS 45.008), the mobile station if polled shall include in the MBMS DOWNLINK ACK/NACK message the measurement report only for that cell and as much of either the First Partial Bitmap (FPB) or Next Partial Bitmap (NPB) (as specified in Table 9.1.8.2.1.2) as possible.
**** CHANGE ***
9.1.8.2.2
Determination of SSN

If the receiving side is the network, the network may select any SSN within the receive window. If the receiving side is the mobile station, SSN shall be determined as follows: Let PBSN represent a Partial Bitmap Sequence Number variable stored at the receiver which helps to determine the Starting Sequence Number (SSN) for the next partial bitmap to be transmitted. Based on PBSN, V(Q) and the ES/P field set by the network, SSN and PBSN shall be determined according to table 9.1.8.2.2.1. For EGPRS when FANR is activated and for EGPRS2, SSN and PBSN shall be determined based on PBSN, V(Q) and CES/P fields according to table 9.1.8.2.2.2.

Table 9.1.8.2.2.1: Determination of SSN as a function of ES/P, V(Q) and PBSN

	Full bitmap
(compressed or not)
	ES/P
	Determination of SSN

	-
	00
	-

	fits in available space
	01,
10,
11
	Set SSN = (V(Q)+1) modulo SNS

set PBSN = V(Q).

	does not fit in available space
	01
	Set SSN = (V(Q)+1) modulo SNS,
set PBSN = last sequence number for which Ack/Nack status can be indicated in available space in EGPRS PACKET DOWNLINK ACK/NACK or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 or MBMS DOWNLINK ACK/NACK message.

	
	10,
11
	If (PBSN+1)modulo SNS =V(Q) or (PBSN+1) modulo SNS lies outside the receiver windowset SSN = (V(Q)+1) modulo SNS, 
else 
set SSN = (PBSN+1) modulo SNS and
set PBSN = last sequence number for which Ack/Nack status can be indicated in available space in EGPRS PACKET DOWNLINK ACK/NACK or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 or MBMS DOWNLINK ACK/NACK message.


Table 9.1.8.2.2.2: Determination of SSN as a function of CES/P, V(Q) and PBSN

	Full bitmap
(compressed or not)
	CES/P
	Determination of SSN

	-
	000
	-

	fits in available space
	001,
010,
101,
110,
111
	Set SSN = (V(Q)+1) modulo SNS

set PBSN = V(Q).

	does not fit in available space
	001,
010
	Set SSN = (V(Q)+1) modulo SNS,
set PBSN = last sequence number for which Ack/Nack status can be indicated in available space in EGPRS PACKET DOWNLINK ACK/NACK or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 or MBMS DOWNLINK ACK/NACK message.

	
	101,
110,
111
	If (PBSN+1)modulo SNS =V(Q) or (PBSN+1) modulo SNS lies outside the receiver windowset SSN = (V(Q)+1) modulo SNS, 
else 
set SSN = (PBSN+1) modulo SNS and
set PBSN = last sequence number for which Ack/Nack status can be indicated in available space in EGPRS PACKET DOWNLINK ACK/NACK or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 or MBMS DOWNLINK ACK/NACK message. 

(see Note)

	NOTE: 
For a TBF using FANR, the CES/P combinations ‘011’ and ‘100’ mean the mobile station is polled for a PAN (see sub-clause 10.4.4b). If the mobile station responds to the poll by transmitting an EGPRS RLC/MAC block for data transfer with a PAN field included (see sub-clause 8.1.2.2), SSN is determined as specified in sub-clause 9.1.8.2.2a. For a TBF with FANR not activated, the CES/P combinations ‘011’ and ‘100’ shall be ingnored by the mobile station.


When a next partial bitmap needs to be transmitted in response to a poll, it may turn out that (V(R)-PBSN) mod SNS is much smaller than the available space. In such cases, a larger amount of feedback can be provided as an implementation option if the receiver backtracks from PBSN and represents as much of the V(Q) to PBSN range as possible, in addition to the PBSN to V(R) range, possibly using compression. If backtracking is carried out, the SSN must be properly indicated within the Ack/Nack description in order to allow the transmitter to accurately interpret the feedback. For MBMS Bearers, this option may only apply if the cell re-selection criteria are fulfilled (see 3GPP TS 45.008).
**** CHANGE ***

10.3a.3
EGPRS Downlink RLC/MAC header

10.3a.3.1
Header type 1: header for MCS-7, MCS-8 and MCS-9

The EGPRS combined downlink RLC/MAC header for MCS‑7, MCS‑8 and MCS‑9 (header type 1) shall be formatted according to figure 10.3a.3.1.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	RRBP
	ES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	BSN2
	BSN1
	4

	CPS
	BSN2
	5


Figure 10.3a.3.1.1: EGPRS downlink RLC data block header
for MCS-7, MCS-8 and MCS-9.

For a TBF using FANR, the downlink RLC/MAC header for MCS-7, MCS-8 and MCS-9 shall be formatted according to figure 10.3a.3.1.2.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	PANI
	CES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	BSN2
	BSN1
	4

	CPS
	BSN2
	5


Figure 10.3a.3.1.2: EGPRS downlink RLC data block header using FANR
for MCS-7, MCS-8 and MCS-9.

10.3a.3.2
Header type 2: header for MCS-6, MCS-5, DAS-5, DAS-6 and DAS-7

The EGPRS combined downlink RLC/MAC header for MCS‑5 and MCS‑6 (header type 2) shall be formatted according to figure 10.3a.3.2.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	RRBP
	ES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	
	CPS
	BSN1
	4


Figure 10.3a.3.2.1: EGPRS downlink RLC data block header
for MCS-5 and MCS-6.

For an EGPRS TBF using FANR, the downlink RLC/MAC header for MCS-5 and MCS-6 shall be formatted according to figure 10.3a.3.2.2. In EGPRS2, the downlink RLC/MAC header for DAS-5 and DAS-6 shall be formatted as shown on figure 10.3.a.3.2.2.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	PANI
	CES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	
	CPS
	BSN1
	4


Figure 10.3a.3.2.2: EGPRS (with FANR)/EGPRS2 downlink RLC data block header
for MCS-5, MCS-6, DAS-5, DAS-6 and DAS-7.
10.3a.3.3
Header type 3: header for MCS-4, MCS-3, MCS-2, MCS-1 and MCS-0 case

The EGPRS combined downlink RLC/MAC header for MCS‑1, MCS‑2, MCS‑3 and MCS‑4 (header type 3) shall be formatted according to figure 10.3a.3.3.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	RRBP
	ES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	
	SPB
	CPS
	BSN1
	4


Figure 10.3a.3.3.1: EGPRS downlink RLC data block header
for MCS-1, MCS-2, MCS-3 and MCS-4.

For an EGPRS TBF using FANR and for EGPRS2, the downlink RLC/MAC header for MCS-1, MCS-2, MCS-3 and MCS-4 shall be formatted according to figure 10.3a.3.3.2.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	PANI
	CES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	
	SPB
	CPS
	BSN1
	4


Figure 10.3a.3.3.2: EGPRS (with FANR)/EGPRS2 downlink RLC data block header
for MCS-1, MCS-2, MCS-3 and MCS-4.

For a TBF in RTTI configuration, the downlink RLC/MAC control block header for MCS-0 shall be formatted as defined in figure 10.3a.3.3.3.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	Payload type
	Spare
	RRBP
	S/P
	USF
	1

	0
	0
	0
	0
	0
	0
	0
	0
	2

	0
	0
	0
	0
	0
	0
	0
	0
	3

	
	0
	0
	CPS
	Spare
	4

	NOTE2:
Field indicated as ‘0’ will be replaced by an 18 bit CRC during the channel coding, see subclause 5.1.4a.1.4 in 3GPP TS 45.003.


Figure 10.3a.3.3.3: Downlink RLC/MAC control block header
for MCS-0.

10.3a.3.4
Header type 4: header for DAS-8 and DAS-9

The combined downlink RLC/MAC header for DAS-8 and DAS-9 (header type 4) shall be formatted according to figure 10.3a.3.4.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	PANI
	CES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	BSN2
	BSN1
	4

	Spare
	CPS
	BSN2
	5

	
	
	
	
	
	
	
	Spare
	6


Figure 10.3a.3.4.1: Combined downlink RLC data block header
for DAS-8 and DAS-9.

10.3a.3.5
Header type 5: header for DAS-11 and DAS-12

The combined downlink RLC/MAC header for DAS-11 and DAS-12 (header type 5) shall be formatted according to figure 10.3a.3.5.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	PANI
	CES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	BSN2
	BSN1
	4

	BSN3
	BSN2
	5

	CPS
	BSN3
	6

	
	
	
	Spare
	CPS
	7


Figure 10.3a.3.5.1: Combined downlink RLC data block header
for DAS-11 and DAS-12.

10.3a.3.6
Header type 6: header for DBS-5 and DBS-6

The combined downlink RLC/MAC header for DBS-5 and DBS-6 (header type 6) shall be formatted according to figure 10.3a.3.6.1.

	
	

	
	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	

	
	
	
	
	
	


	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	PANI
	CES/P
	USF
	1

	BSN
	PR
	TFI
	2

	BSN
	3

	
	
	Spare
	CPS
	BSN
	4


Figure 10.3a.3.6.1: Combined downlink RLC data block header
for DBS-5 and DBS-6.

10.3a.3.7
Header type 7: header for DBS-7 and DBS-8

The combined downlink RLC/MAC header for DBS-7 and DBS-8 (header type 7) shall be formatted according to figure 10.3a.3.7.1.

	
	

	
	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	

	
	

	
	
	
	
	

	
	
	
	
	
	
	
	
	


	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	PANI
	CES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	BSN2
	BSN1
	4

	Spare
	CPS 
	BSN2
	5

	
	
	
	
	
	
	
	Spare
	6


Figure 10.3a.3.7.1: Combined downlink RLC data block header
for DBS-7 and DBS-8.

10.3a.3.8
Header type 8: header for DBS-9 and DBS-10

The combined downlink RLC/MAC header for DBS-9 and DBS-10 (header type 8) shall be formatted according to figure 10.3a.3.8.1.

	
	

	
	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	

	
	

	
	
	

	
	
	

	
	
	
	
	
	
	


	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	PANI
	CES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	BSN2
	BSN1
	4

	BSN 3
	BSN2
	5

	CPS
	BSN3
	6

	
	
	
	Spare
	CPS
	7


Figure 10.3a.3.8.1: Combined downlink RLC data block header
for DBS-9 and DBS-10.

10.3a.3.9
Header type 9: header for DBS-11 and DBS-12

The combined downlink RLC/MAC header for DBS-11 and DBS-12 (header type 9) shall be formatted according to figure 10.3a.3.8.1.
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	

	
	

	
	
	

	
	
	

	
	
	

	
	
	
	

	
	
	


	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	PANI
	CES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	BSN2
	BSN1
	4

	BSN 3
	BSN2
	5

	BSN4
	BSN3
	6

	CPS
	BSN4
	7

	Spare
	CPS
	8

	
	Spare
	9


Figure 10.3a.3.9.1: Combined downlink RLC data block header
for DBS-11 and DBS-12.

10.3a.3.10
Header type 10: header for DAS-10

The combined downlink RLC/MAC header for DAS-10 (header type 10) shall be formatted according to figure 10.3a.3.10.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	PANI
	CES/P
	USF
	1

	BSN1
	PR
	TFI
	2

	BSN1
	3

	BSN2
	BSN1
	4

	
	Spare
	CPS
	BSN2
	5


Figure 10.3a.3.10.1: Combined downlink RLC data block header
for DAS-10.

10.3a.4
EGPRS Uplink RLC/MAC header

10.3a.4.1
Header type 1: header for MCS-7, MCS-8 and MCS-9

The EGPRS combined uplink RLC/MAC header for MCS‑7, MCS‑8 and MCS‑9 (header type 1) shall be formatted according to figure 10.3a.4.1.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	BSN2
	BSN1
	3

	BSN2
	4

	Spare
	PI
	RSB
	CPS
	5

	
	
	Spare
	6


Figure 10.3a.4.1.1: EGPRS uplink RLC data block header
for MCS-7, MCS-8 and MCS-9.

For a TBF using FANR, the uplink RLC/MAC header for MCS-7, MCS-8 and MCS-9 shall be formatted according to figure 10.3a.4.1.2.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	BSN2
	BSN1
	3

	BSN2
	4

	PANI
	PI
	RSB
	CPS
	5

	
	
	Spare
	6


Figure 10.3a.4.1.2: EGPRS uplink RLC data block header using FANR
for MCS-7, MCS-8 and MCS-9.

10.3a.4.2
Header type 2: header for MCS-6 and MCS-5 

The EGPRS combined uplink RLC/MAC header for MCS‑5 and MCS‑6 (header type 2) shall be formated according to figure 10.3a.4.2.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	CPS
	BSN1
	3

	Spare
	PI
	RSB
	CPS
	4

	
	Spare
	5


Figure 10.3a.4.2.1: EGPRS uplink RLC data block header
for MCS-5 and MCS-6

For a TBF using FANR, the uplink RLC/MAC header for MCS-5 and MCS-6 shall be formatted according to figure 10.3a.4.2.2.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	CPS
	BSN1
	3

	Spare
	PANI
	PI
	RSB
	CPS
	4

	
	Spare
	5


Figure 10.3a.4.2.2: EGPRS uplink RLC data block header using FANR
for MCS-5 and MCS-6
10.3a.4.3
Header type 3 : header for MCS-4, MCS-3, MCS-2 and MCS-1 

The EGPRS combined uplink RLC/MAC header for MCS‑1, MCS‑2, MCS‑3 and MCS‑4 (header type 3) shall be formatted according to figure 10.3a.4.3.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	CPS
	BSN1
	3

	
	Spare
	PI
	RSB
	SPB
	CPS
	4


Figure 10.3a.4.3.1: EGPRS uplink RLC data block header
for MCS-1, MCS-2, MCS-3 and MCS-4.

For an EGPRS TBF using FANR and for EGPRS2, the uplink RLC/MAC header for MCS-1, MCS-2, MCS-3 and MCS-4 shall be formatted according to figure 10.3a.4.3.2.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	CPS
	BSN1
	3

	
	PANI
	PI
	RSB
	SPB
	CPS
	4


Figure 10.3a.4.3.2: EGPRS (with FANR)/EGPRS2 uplink RLC data block header
for MCS-1, MCS-2, MCS-3 and MCS-4.

10.3a.4.4
Header type 4: header for UAS-7, UAS-8 and UAS-9

The combined uplink RLC/MAC header for UAS-7, UAS-8 and UAS-9 (header type 4) shall be formatted according to figure 10.3a.4.4.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	BSN2
	BSN1
	3

	BSN2
	4

	Spare
	PANI
	PI
	CPS
	5

	
	
	
	
	
	
	
	Spare
	6


Figure 10.3a.4.4.1: Combined uplink RLC data block header
for UAS-7, UAS-8 and UAS-9.

10.3a.4.5
Header type 5: header for UAS-10 and UAS-11

The combined uplink RLC/MAC header for UAS-10 and UAS-11 (header type 5) shall be formatted according to figure 10.3a.4.5.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	BSN2
	BSN1
	3

	BSN2
	4

	BSN3
	5

	CPS
	BSN3
	6

	
	
	
	
	Spare
	PANI
	PI
	7


Figure 10.3a.4.5.1: Combined uplink RLC data block header
for UAS-10, UAS-11.

10.3a.4.6
Header type 6: header for UBS-5 and UBS-6

The combined uplink RLC/MAC header for UBS-5 and UBS-6 (header type 6) shall be formatted according to figure 10.3a.4.6.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN
	TFI
	2

	CPS
	BSN
	3

	
	
	
	Spare
	PANI
	PI
	CPS
	4


Figure 10.3a.4.6.1: Combined uplink RLC data block header
for UBS-5, UBS-6.

10.3a.4.7
Header type 7: header for UBS-7 and UBS-8

The combined uplink RLC/MAC header for UBS-7 and UBS-8 (header type 7) shall be formatted according to figure 10.3a.4.7.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	BSN2
	BSN1
	3

	BSN2
	4

	Spare
	PANI
	PI
	CPS
	5


Figure 10.3a.4.7.1: Combined uplink RLC data block header
for UBS-7, UBS-8.

10.3a.4.8
Header type 8: header for UBS-9 and UBS-10

The combined uplink RLC/MAC header for UBS-9 and UBS-10 (header type 8) shall be formatted according to figure 10.3a.4.8.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	BSN2
	BSN1
	3

	BSN2
	4

	BSN3
	5

	CPS
	BSN3
	6

	
	
	
	
	Spare
	PANI
	PI
	7


Figure 10.3a.4.8.1: Combined uplink RLC data block header
for UBS-9, UBS-10.

10.3a.4.9
Header type 9: header for UBS-11 and UBS-12

The combined uplink RLC/MAC header for UBS-11 and UBS-12 (header type 9) shall be formatted according to figure 10.3a.4.9.1.

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	TFI
	Countdown Value
	SI
	R
	1

	BSN1
	TFI
	2

	BSN2
	BSN1
	3

	BSN2
	4

	BSN3
	5

	BSN4
	BSN3
	6

	CPS
	BSN4
	7

	Spare
	PANI
	PI
	CPS
	8


Figure 10.3a.4.9.1: Combined uplink RLC data block header
for UBS-11, UBS-12.
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