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10.5.2.16
IA Rest Octets

The IA Rest Octets information element contains spare bits and possibly either a packet uplink assignment construction, a packet downlink assignment construction, a second part packet assignment construction, a frequency parameters, before time or a multiple blocks packet downlink assignment construction.

The frequency parameters, before time construction combines a mobile allocation (see sub-clause 10.5.2.21) and a MAIO (see the channel description information element).

The IA Rest Octets information element is coded according to the syntax specified below and described in table 10.5.2.16.1.

The IA Rest Octets information element is a type 5 information element with 0-11 octets length.

	<IA Rest Octets> ::=


{ 
LL
< Compressed_Inter_RAT_HO_INFO_IND >



| LH





{
00

< EGPRS Packet Uplink Assignment >






| 01
< Multiple Blocks Packet Downlink Assignment >






| 1

-- reserved for future use (however the value 7C for the first octet shall not be used)





}



| HL
< Length of frequency parameters : bit string (6) >





< Frequency Parameters, before time >





< Compressed_Inter_RAT_HO_INFO_IND >



| HH
{
00
< Packet Uplink Assignment >






| 01
< Packet Downlink Assignment >






| 1

< Second Part Packet Assignment > 





}


}


<spare padding>;



	< EGPRS Packet Uplink Assignment > : :=

< Extended RA : bit (5) >

{ 0 | 1
< Access Technologies Request : Access Technologies Request struct > }

{ 
1
< TFI_ASSIGNMENT : bit (5) >



< POLLING : bit >



0



-- The value '1' was allocated in an earlier version of the protocol and shall not be used. 


< USF: bit (3) >



< USF_GRANULARITY : bit >



{ 0 | 1
< P0 : bit (4) >





< PR_MODE : bit (1) > }



< EGPRS CHANNEL_CODING_COMMAND : < EGPRS Modulation and Coding IE >>



< TLLI_BLOCK_CHANNEL_CODING : bit (1) >



{ 0 | 1 < BEP_PERIOD2 : bit (4) > }



< RESEGMENT : bit (1) >



< EGPRS Window Size : < EGPRS Window Size IE >>



{ 0 | 1
< ALPHA : bit (4) > }





< GAMMA : bit (5) >



{ 0 | 1
< TIMING_ADVANCE_INDEX : bit (4) > }



{ 0 | 1
< TBF_STARTING_TIME : bit (16) > }



{
null | L 








-- Receiver compatible with earlier release



| H 










-- Additions for Rel-7







{ 0











-- An uplink  BTTI TBF is assigned





   | 1










-- An uplink RTTI TBF is assigned





<RTTI USF Mode :_ bit(1)>










<PDCH PAIR INDICATION: bit(3) >















< Additional_USF : bit (3) >*(1-val(RTTI USF MODE)) 






{ 0 













-- One PDCH Pair assigned






|  1

< USF2 : bit(3)>






-- Two PDCH Pairs assigned








< Additional_USF2 : bit (3) >*(1-val(RTTI USF MODE)) }





{ 0 












-- SSN-based approach is used






   | 
1 
< REPORTED TIMESLOTS : bit (8) >
-- Time-based approach is used













< TSH : bit (2) > }





} 



}


| 0





-- Multi Block Allocation



{ 0 | 1
< ALPHA : bit (4) > }





< GAMMA : bit (5) >





< TBF_STARTING_TIME : bit (16) >





< NUMBER OF RADIO BLOCKS ALLOCATED : bit (2) >



{ 0 | 1
< P0 : bit (4) >





0 


-- The value '1' was allocated in an earlier version of the protocol and shall not be used.





< PR_MODE : bit (1) > }



{
null | L 











-- Receiver compatible with earlier release



| H 













-- Additions for Rel-6





{ 0 | 1 < PFI : bit (7) > }



} 
} ;



	<Access Technologies Request struct> ::= 


-- recursive structure allows any combination of Access technologies

< Access Technology Type : bit (4) >


{ 0 | 1 <Access Technologies Request struct> } ;



	< Packet Uplink Assignment > ::=


{ 
1




< TFI_ASSIGNMENT : bit (5) >




< POLLING : bit >




0 



-- The value '1' was allocated in an earlier version of the protocol and shall not be used.



< USF: bit (3) >




< USF_GRANULARITY : bit >




{ 0 | 1
< P0 : bit (4) >






< PR_MODE : bit (1) > }




< CHANNEL_CODING_COMMAND : bit (2) >




< TLLI_BLOCK_CHANNEL_CODING : bit >




{ 0 | 1
< ALPHA : bit (4) > }




< GAMMA : bit (5) >




{ 0 | 1 < TIMING_ADVANCE_INDEX : bit (4) > }




{ 0 | 1 < TBF_STARTING_TIME : bit (16) > }



| 0


















-- Single Block Allocation




{ 0 | 1 < ALPHA : bit (4) > }




< GAMMA : bit (5) >




0 1 
















-- See note




< TBF_STARTING_TIME : bit (16) >




{ L | H
< P0 : bit (4) >






0 

-- The value '1' was allocated in an earlier version of the protocol and shall not be used.






< PR_MODE : bit (1) > }


}


{ 
null | L 














-- Receiver compatible with earlier release


| H 
















-- Additions for R99



{ 0 | 1 < Extended RA : bit (5) > }


}


{ 
null | L 













-- Receiver compatible with earlier release


| H 















-- Additions for Rel-6



{ 0 | 1 < PFI : bit (7) > }


} ;



	< Packet Downlink Assignment > ::=


< TLLI : bit (32) >


{ 0 | 1
< TFI_ASSIGNMENT : bit (5) >




< RLC_MODE : bit >




{ 0 | 1 < ALPHA : bit (4) > }




< GAMMA : bit (5) >




< POLLING : bit >




< TA_VALID : bit (1) > }


{ 0 | 1
< TIMING_ADVANCE_INDEX : bit (4) > }


{ 0 | 1
< TBF_STARTING_TIME : bit (16) > }


{ 0 | 1
< P0 : bit (4) >




0 


-- The value '1' was allocated in an earlier version of the protocol and shall not be used.




< PR_MODE : bit (1) > }




{ 
null | L 











-- Receiver compatible with earlier release




| H 













-- Additions for R99


















-- indicates EGPRS TBF mode, see 44.060






< EGPRS Window Size : < EGPRS Window Size IE >>






< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >






{ 0 | 1 < BEP_PERIOD2 : bit (4) > }




}




{ 
null | L 













-- Receiver compatible with earlier release




| H 















-- Additions for Rel-6





{ 0 | 1 < PFI : bit (7) > }




}




{ 
null | L














-- Receiver compatible with earlier release





| H 















-- Additions for Rel-7






{ 0 | 1 < NPM Transfer Time : bit (5) > }






{ 0  





-- FANR is not activated for the assigned TBF





 | 1 





-- FANR is activated for the assigned TBF






< EVENT_BASED_FANR: bit (1) > }





< Downlink EGPRS Level: < EGPRS Level IE > >



} ;



	< Frequency Parameters, before time > ::=


{ null 















-- Length of frequency parameters = 0

|
0 0



< MAIO : bit (6) >



< Mobile Allocation : octet (val (Length of frequency parameters) - 1) >


} ;



	< Second Part Packet Assignment > ::=


{ null
| L 














-- Receiver compatible with earlier release



| H














-- Additions for R99




{ 0 | 1
< Extended RA : bit (5) > }


} ;

	< Multiple Blocks Packet Downlink Assignment > ::=


< TBF_STARTING_TIME : bit (16) >


< NUMBER_OF_ALLOCATED_BLOCKS : bit (4) >


{ 
0
















-- Reserved for future use


| 1




{
0














-- MBMS Assignment (Distribution)





< TMGI : < TMGI IE > >





{ 0 | 1 < MBMS Session Identity : bit (8) > }





| 1














-- MBMS Assignment (Non-distribution)





< TLLI / G-RNTI bit (32) >





{ 0 | 1
< Length Indicator of MS ID : bit (2) >

 








< MS_ID : bit (val (Length Indicator of MS_ID)+1) >








< PACKET_TIMING_ADVANCE : < Packet Timing Advance IE > >








{ 0 | 1
< ALPHA : bit (4) > 










{ 0 | 1
< GAMMA : bit (5) > } 








}





}




}

} ;


NOTE:
A 'Timing Advance index' shall not be allocated at a Single Block allocation. A 'TBF Starting Time' shall be allocated at a Single Block allocation. The control bits set to fixed values to specify these requirements in a way compatible with early GPRS mobile stations in release 1997.

Table 10.5.2.16.1: IA Rest Octet information element
	Packet Uplink Assignment
The Extended RA (5 bit field) is the Extended Random Access information. This is an unformatted 5 bit field, whose content is coded as the 5 least significant bits of the EGPRS PACKET CHANNEL REQUEST message defined in 3GPP TS 44.060.

The POLLING field (1 bit field) indicates if the MS is being polled for a PACKET CONTROL ACKNOWLEDGEMENT:


0
no action is required from MS;


1
MS shall send a PACKET CONTROL ACKNOWLEDGEMENT message in the uplink block specified by


TBF Starting Time, on the assigned PDCH.

	The TFI_ASSIGNMENT field (5 bit field) is the binary representation of the Temporary Flow Identity, see 3GPP TS 44.060. Range: 0 to 31.

	The USF field (3 bit field) is the binary representation of the uplink state flag, see 3GPP TS 44.060. Range: 0 to 7. For the case when BTTI USF mode is used for an uplink EGPRS RTTI TBF this field indicates the USF to be monitored on the first PDCH of the first corresponding downlink PDCH pair assigned for that TBF.

	The USF2 field (3 bit field) is the binary representation of the uplink state flag, see 3GPP TS 44.060. Range: 0 to 7. This field shall only be used in the case when two PDCH pairs are assigned for an uplink EGPRS RTTI TBF, and will in such case apply to the second PDCH pair. For the case when BTTI USF mode is used for an uplink EGPRS RTTI TBF this field indicates the USF to be monitored on the first PDCH of the second corresponding downlink PDCH pair assigned for that TBF.

	The USF_GRANULARITY field (1 bit field) indicates the USF granularity to be applied by the mobile station when it is assigned a TBF using Dynamic Allocation, see 3GPP TS 44.060:


0
the mobile station shall transmit one RLC/MAC block;

1
the mobile station shall transmit four consecutive RLC/MAC blocks.

	The CHANNEL_CODING_COMMAND field (2 bit field) indicates the coding scheme to be used for transmission, see 3GPP TS 45.003:


0 0
coding scheme 1, CS-1; 

0 1
coding scheme 2, CS-2; 

1 0
coding scheme 3, CS-3; 

1 1
coding scheme 4, CS-4.

	The TLLI_BLOCK_CHANNEL_CODING field (1 bit field) indicates the channel coding to be used for RLC data block comprising TLLI for contention resolution:

0
mobile station shall use CS-1 in GPRS TBF mode or MCS-1 in EGPRS TBF mode;

1
mobile station shall use coding scheme as specified by the corresponding CHANNEL CODING COMMAND or EGPRS CHANNEL CODING COMMAND field.

	The ALPHA field (4 bit field) is the binary representation of the parameter ( for MS output power control, see 3GPP TS 45.008:
0 0 0 0

( = 0.0;

0 0 0 1

( = 0.1;

:


:

1 0 1 0

( = 1.0.

All other values are reserved in this version of the protocol and shall be interpreted by the mobile station as ( = 1.0.

	The GAMMA field (5 bit field) is the binary representation of the parameter (CH for MS output power control in units of 2 dB, see 3GPP TS 45.008.

	The TIMING_ADVANCE_INDEX field (4 bit field) is the binary representation of the timing advance index (TAI), see 3GPP TS 45.010 and 3GPP TS 44.004. Range: 0 to 15.

	The TBF_STARTING_TIME field (16 bit field) defines a starting time for the packet uplink assignment. The TBF starting time is coded using the same coding as the V format of the type 3 information element Starting Time (10.5.2.38).

	P0 (4 bit field)
For description and encoding, see the Packet Uplink Assignment message in 3GPP TS 44.060.

	PR_MODE (1 bit field)
For description and encoding, see the Packet Uplink Assignment message in 3GPP TS 44.060.

	Packet Downlink Assignment

	The TLLI field (32 bit field) is the binary representation of a TLLI. The coding of TLLI is left open for each administration using the structure specified in 3GPP TS 23.003.

	The TFI_ASSIGNMENT field (5 bit field) is the binary representation of the Temporary Flow Identity, see 3GPP TS 44.060. Range: 0 to 31.

	The RLC_MODE field (1 bit field) indicates the RLC mode, see 3GPP TS 44.060:

0
RLC acknowledged mode;

1
RLC unacknowledged mode.

	The ALPHA field (4 bit field) is the binary representations of the parameters ( for MS output power control, see Packet Uplink Assignment construction.

	The GAMMA field (5 bit field) is the binary representation of the parameter (CH for MS output power control, see Packet Uplink Assignment construction.

	The POLLING field (1 bit field) indicates if the MS is being polled for a PACKET CONTROL ACKNOWLEDGEMENT.

0
no action is required from MS;

1
MS shall send a PACKET CONTROL ACKNOWLEDGEMENT message in the uplink block specified by TBF Starting Time, on the assigned PDCH.

	The TA_VALID field (1 bit field) indicates the validity of the timing advance value given in the Timing Advance IE.

0
the timing advance value is not valid ;

1
the timing advance value is valid.

	The TIMING_ADVANCE_INDEX field (4 bit field) is the binary representation of the timing advance index (TAI), see 3GPP TS 45.010 and 3GPP TS 44.004. Range: 0 to 15.

	The TBF_STARTING_TIME field (16 bit field) defines a starting time for the packet downlink assignment. The TBF starting time is coded using the same coding as the V format of the type 3 information element Starting Time (sub-clause 10.5.2.38).

	P0 (4 bit field)
For description and encoding, see the Packet Uplink Assignment message in 3GPP TS 44.060.

	PR_MODE (1 bit field)
For description and encoding, see the Packet Uplink Assignment message in 3GPP TS 44.060.

	Second Part Packet Assignment

The presence of the Second Part Packet Assignment is the indication that this message is the second message of two IMMEDIATE ASSIGNMENT messages in an assignment of an uplink or downlink Temporary Block Flow (TBF).

The Extended RA (5 bits) is the Extended Random Access information. This is an unformatted 5 bit field, whose content is coded as the 5 least significant bits of the EGPRS PACKET CHANNEL REQUEST message defined in 3GPP TS 44.060. The field shall be ignored by the mobile station, if present in a message used in an assignment of a downlink TBF.

	Frequency parameters, before time
Length of frequency parameters (6 bit field)
This field is coded as the binary representation of the number of octets occupied by the frequency parameters, before time field. If this length is 0, the frequency parameters, before time is not present.

	The MAIO field (6 bit field) is coded as the binary representation of the mobile allocation index offset. Range: 0 to 63.

	The Mobile Allocation field (k octet field (k = Length of frequency parameters -1) contains a bitmap referring to the Cell Channel Description IE in SI 1 message. The length of the bitmap is 8k, where k = ((NF-1) div 8 + 1) and where NF denotes the number of ARFCNs contained in the cell channel description. The different bit positions in the mobile allocation bitmap are assigned indices i = 1 to 8k, starting with i = 8k in the most significant bit position and ending with i = 1 in the least significant bit position. The bit position with index i corresponds to the i'th frequency in the cell channel description arranged in ascending order of ARFCN (except that ARFCN = 0, if included, is put last) and numbered from 1 to NF. Each bit position in the mobile allocation bitmap is coded:

0
RF channel not belonging to mobile allocation;

1
RF channel belonging to mobile allocation.

If NF mod 8 <> 0, then bit positions i = NF+1 to 8k shall each be coded with a "0".

	EGPRS Packet Uplink Assignment

EGPRS Packet Downlink Assignment EGPRS specific fields are detailed here.

EGPRS Window Size IE
This information element is encoded as the EGPRS window size IE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	LINK_QUALITY_MEASUREMENT_MODE (2 bit field)

This field is encoded as the LINK_QUALITY_MEASUREMENT_MODE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	Access Technology Type
This field indicates the access technology that is requested from the mobile station. The field is coded according to the definition in 3GPP TS 24.008. The access technology types requested from the MS in the Access Technologies Request structure shall be classified by priority, the most important first. The MS shall reply using the same order.

Among the three GSM 900 access technology types GSM P, GSM E and GSM R only one shall be requested by the network.

	NUMBER OF RADIO BLOCKS ALLOCATED (2 bit field)
This field indicates the number of blocks reserved for uplink transmission.

0 0
1 radio block reserved for uplink transmission;

0 1
2 radio blocks reserved for uplink transmission;

1 0
reserved for future use;

1 1
reserved for future use.



	EGPRS Modulation and Coding
The EGPRS Modulation and Coding information element is defined in 3GPP TS 44.060.

	BEP_PERIOD2 (4 bit field)
This field contains a constant which is used for filtering channel quality measurements in EGPRS. This field is encoded as the BEP_PERIOD2 in the PACKET DOWNLINK/UPLINK ASSIGNMENT messages in 3GPP TS 44.060. BEP_PERIOD2 when present shall be used instead of BEP_PERIOD. For details see 3GPP TS 45.008.

	RESEGMENT (1 bit field)
This field is defined in 3GPP TS 44.060.

	Compressed_Inter_RAT_HO_INFO_IND (1 bit field):
L
A compressed version of the INTER RAT HANDOVER INFO message shall not be used;
H
A compressed version of the INTER RAT HANDOVER INFO message shall be used.

This information is used for determining whether a dual mode mobile station shall use a compressed version of the INTER RAT HANDOVER INFO message, see 3GPP TS 25.331.

	PFI (7 bit field)
This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 24.008.

	Number of Allocated Blocks
This field indicates the number of blocks reserved for the transmission of RLC/MAC control message in the downlink.

0 0 0 0
1 radio block reserved for downlink transmission;

0 0 0 1
2 radio blocks reserved for downlink transmission;

0 0 1 0
3 radio blocks reserved for downlink transmission;

0 0 1 1
4 radio blocks reserved for downlink transmission;

0 1 0 0
5 radio blocks reserved for downlink transmission;

0 1 0 1
6 radio blocks reserved for downlink transmission;

0 1 1 0
7 radio blocks reserved for downlink transmission;

0 1 1 1
8 radio blocks reserved for downlink transmission;

1 0 0 0
9 radio blocks reserved for downlink transmission.

All other values are reserved for future use.

	TMGI
This field contains the Temporary Mobile Group Identity of the MBMS service. This field is encoded as defined in 3GPP TS 44.060.

	MBMS Session Identity (8 bit field)
This field contains the MBMS Session Identity of the concerned MBMS session.

	MS_ID (1-4 bit field)
This field addresses the mobile station, identified by the TLLI, receiving the MBMS radio bearer that is described in this message and identified by the MBMS Bearer Identity. If the MS_ID is allocated in this message the network shall omit it in the MBMS ASSIGNMENT message. This field is defined in 3GPP TS 44.060.

	Packet Timing Advance
If this parameter is allocated in this message the network shall omit it in the MBMS ASSIGNMENT message. This information element is defined in 3GPP TS 44.060.

	ALPHA (4 bit field)
If this parameter is allocated in this message the network shall omit it in the MBMS ASSIGNMENT message. For encoding and description see the Global Power Control Parameters IE specified in 3GPP TS 44.060.

	GAMMA (5 bit field)
The GAMMA field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008. If this parameter is allocated in this message the network shall omit it in the MBMS ASSIGNMENT message. The GAMMA field is coded according to the following table:

bit
5 4 3 2 1
0 0 0 0 0
GCH = 0 dB
0 0 0 0 1
GCH = 2 dB
: : : :
1 1 1 1 0
GCH = 60 dB
1 1 1 1 1
GCH = 62 dB

	NPM Transfer Time (5 bit field)

This field contains the NPM Transfer Time limitation in case of RLC non-persistent mode, and is encoded as the NPM Transfer Time IE in 3GPP TS 44.060.

	EVENT_BASED_FANR (1 bit field)

This field indicates whether the event-based FANR shall be used for the assigned TBF. The presence of this field means that FANR is activated for the assigned TBF. The coding of this information element is defined in 3GPP TS 44.060.

	RTTI USF Mode (1 bit field)
This field identifies whether RTTI or BTTI USF Mode is used for this uplink RTTI TBF. 

0
BTTI USF Mode is used
1
RTTI USF Mode is used



	The Additional USF (3 bit field) is the binary representation of the uplink state flag, see 3GPP TS 44.060. Range: 0 to 7.

This field is used only in the case when BTTI USF mode is used for an uplink EGPRS RTTI TBF and indicates the USF to be monitored on the second PDCH of the first corresponding downlink PDCH pair assigned for that TBF.



	The Additional USF2 (3 bit field) is the binary representation of the uplink state flag, see 3GPP TS 44.060. Range: 0 to 7. This field shall only be used in the case when two PDCH pairs are assigned for an uplink EGPRS RTTI TBF, and will in such case apply to the second PDCH pair. This field is used only in the case when BTTI USF mode is used for an uplink EGPRS RTTI TBF and indicates the USF to be monitored on the second PDCH of the second corresponding downlink PDCH pair assigned for that TBF.

	PDCH PAIR INDICATION (3 bit field)

This field is the binary encoding of the relative placement of the timeslots constituting the uplink PDCH pair/pairs as well as the corresponding downlink PDCH pair/pairs (as defined in 3GPP TS 44.060). The placement is relative to the TN as indicated in the earlier Packet Channel Description as described in sub.clause 10.5.2.25a.  In the case the timeslot number indicated by the Packet Channel Description is TN=i, then this field is encoded as follows:  

bit



uplink PDCH pair(s)





downlink PDCH pair(s) 
3 2 1
0 0 0


[i, i+1]









[i, i+1] 
0 0 1


[i, i+1]









[i-1, i ]
0 1 0


[i, i+1]









[i-2, i] 
0 1 1


[i, i+2]









[i-1, i]
1 0 0


[i, i+1], [i+2, i+3]





[i, i+1],  [i+2, i+3]  
1 0 1


not used
1 1 0


not used

1 1 1


not used



	REPORTED TIMESLOTS (8 bit field)

The field indicates the timeslots for which feedback is provided by a time-based encoded PAN field and is defined in 3GPP TS 44.060.



	TSH (2 bit field) 

This field indicates the time-shift between the most recent radio block period for which feedback information is provided and the radio block period when the bitmap is sent and is defined in 3GPP TS 44.060.

EGPRS Level 

The coding of this information element is defined in 3GPP TS 44.060.


next change

10.5.2.25d
RR Packet Downlink Assignment

The RR Packet Downlink Assignment information element is sent by the network to the mobile station to indicate the assigned downlink resources.

The RR Packet Downlink Assignment information element is coded as shown in figure 10.5.2.25d.1 and tables 10.5.2.25d.1 and 10.5.2.25d.2.

The RR Packet Downlink Assignment is a type 4 information element with a minimum length of 5 octets. The maximum length of this information element is resulting from the encoding of the value part as specified below.

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	RR Packet Downlink Assignment IEI
	octet 1

	Length of RR Packet Downlink Assignment value part
	octet 2

	RR Packet Downlink Assignment value part
	octet 3 - n


Figure 10.5.2.25d.1: RR PACKET DOWNLINK ASSIGNMENT information element

Table 10.5.2.25d.1: RR Packet Downlink ASSIGNMENT value part

	< RR Packet Downlink Assignment value part > ::=


< MAC_MODE : bit (2) >


< RLC_MODE : bit (1) >


< TIMESLOT_ALLOCATION : bit (8) >


< Packet Timing Advance : Packet Timing Advance IE >


{ 0 | 1
< P0 : bit (4) >




0 



-- The value '1' was allocated in an earlier version of the protocol and shall not be used.




< PR_MODE : bit (1) > }


{ 0 | 1 < Power Control Parameters : Power Control Parameters IE > }


{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }


0 





-- The value '1' was allocated in an earlier version of the protocol and shall not be used.




{
null








-- Receiver compatible with earlier release



|
{ 0 | 1



-- indicates EGPRS TBF mode, see 3GPP TS 44.060





< EGPRS Window Size : < EGPRS Window Size IE >>





< LINK_QUALITY_MEASUREMENT_MODE : bit (2) > }




{ 0 | 1
< Packet Extended Timing Advance : bit (2) > }




{
null | 0 bit** = < no string > -- Receiver backward compatible





| 1 

-- Additions for REL-6






{ 1
< Multiple Downlink TBF Assignment : < Multiple Downlink TBF Assignment struct > > } ** 0 






{ 
null | 0 bit** = < no string > -- Receiver backward compatible with earlier release







| 1 


-- Additions for Rel-7









< FANR: bit(1) >









{1









      { 0 | 1< NPM Transfer Time : bit (5) > } 









      < EVENT_BASED_FANR: bit (1) >









< Downlink EGPRS Level: < EGPRS Level IE > >





                 }** 0 





}






< SPARE_BITS : bit ** > 



} 


} ;

	< Multiple Downlink TBF Assignment struct > ::=


{ 0 | 1 < Uplink Control Timeslot : bit (3) > }


< TIMESLOT_ALLOCATION : bit (8) >


{ 1 < Downlink TBF assignment : < Downlink TBF assignment struct > > } ** 0 ;



	< Downlink TBF assignment struct > :: =


< PFI : bit (7) > 


< RLC_MODE : bit (1) >


< DOWNLINK_TFI_ASSIGNMENT : bit (5) >


< CONTROL_ACK : bit (1) >


{ 0 | 1 < EGPRS Window Size : < EGPRS Window Size IE >> } ;




Table 10.5.2.25d.2: RR PACKET Downlink ASSIGNMENT
value part details

	MAC_MODE (2 bit field)
This field is encoded as the MAC_MODE information field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	RLC_MODE (1 bit field)
This field is encoded as the RLC_MODE field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	TIMESLOT_ALLOCATION (8 bit field)
This field is encoded as the TIMESLOT_ALLOCATION field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	Packet Timing Advance IE
This field is encoded as the Packet Timing Advance IE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	P0 and PR_MODE fields
These fields are optional downlink power control parameters and are encoded as in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Power Control Parameters IE
This field is encoded as the Power Control Parameters IE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	DOWNLINK_TFI_ASSIGNMENT (5 bit field)
If present, this field is encoded as the DOWNLINK_TFI_ASSIGNMENT information element in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060. Occurrences of the DOWNLINK_TFI_ASSIGNMENT field in the Multiple Downlink TBF Assignment struct take precedence over any other occurrence of this field in the message (e.g. in the main message body).

	EGPRS Window Size IE
This field is encoded as the EGPRS window size IE in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	LINK_QUALITY_MEASUREMENT_MODE (2 bit field)
This field is encoded as the LINK_QUALITY_MEASUREMENT_MODE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	Packet Extended Timing Advance (2 bit field) 
This bit field is used for support of Extended Timing Advance.

Bit
1
bit 7 of the Timing Advance IE defined in sub-clause 10.5.2.40
2
bit 8 of the Timing Advance IE defined in sub-clause 10.5.2.40

	Uplink Control Timeslot (3 bit field)

This field contains the timeslot number of the timeslot where the uplink PACCH for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002. The mobile station shall send all uplink control messages on the PACCH/U on the uplink control timeslot. If the uplink control message relates to a TBF which does not have a valid TFI on the downlink timeslot corresponding to the uplink control timeslot, it shall indicate (one of) the downlink timeslot(s) associated with that downlink TBF in the TIMESLOT_NUMBER field. The combination of downlink TFI and timeslot number enables the network to uniquely identify the TBF referred to in this message.



	PFI (7 bit field)
This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 24.008.



	NPM Transfer Time (5 bit field)

This field contains the NPM Transfer Time limitation in case of RLC non-persistent mode, and is encoded as the NPM Transfer Time IE in 3GPP TS 44.060.

In case of single TBF allocation there is at most one NPM Transfer Time field. In case of multiple TBF allocation, the list of NPM Transfer Time fields is ordered as described by the loops in the Multiple Downlink TBF Assignment struct. 

	EVENT_BASED_FANR (1 bit field)

This field indicates whether the event-based FANR shall be used for the assigned TBF. This field shall be ignored if FANR is not activated. This information element is defined in 3GPP TS 44.060.

In case of single TBF allocation there is at most one EVENT_BASED_FANR field. In case of multiple TBF allocation, the list of EVENT_BASED_FANR fields is ordered as described by the loops in the Multiple Downlink TBF Assignment struct. 

	FANR (1 bit field)
This  field indicates whether FANR is activated. This information element is defined in 3GPP TS 44.060.
EGPRS Level 

The coding of this information element is defined in 3GPP TS 44.060.


10.5.2.25e
RR Packet Downlink Assignment Type 2

The RR Packet Downlink Assignment Type 2 information element is sent by the network to the mobile station to indicate the assigned downlink resources.

The RR Packet Downlink Assignment Type 2 information element is coded as shown in figure 10.5.2.25e.1 and tables 10.5.2.25e.1 and 10.5.2.25e.2.

The RR Packet Downlink Assignment Type 2 is a type 4 information element with a minimum length of 5 octets. The maximum length of this information element is resulting from the encoding of the value part as specified below.

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	RR Packet Downlink Assignment Type 2 IEI
	octet 1

	Length of RR Packet Downlink Assignment Type 2 value part
	octet 2

	RR Packet Downlink Assignment Type 2 value part
	octet 3 - n


Figure 10.5.2.25e.1: RR PACKET DOWNLINK ASSIGNMENT TYPE 2 information element

Table 10.5.2.25e.1: RR Packet Downlink ASSIGNMENT TYPE 2 value part

	< RR Packet Downlink Assignment Type 2 value part > ::=


< RLC_MODE : bit (1) >


{ 0 | 1
< P0_C1 : bit (4) >




< PR_MODE_C1 : bit (1) > }


{ 0 | 1
< P0_C2 : bit (4) >




< PR_MODE_C2 : bit (1) > }


{ 0 | 1 < Power Control Parameters C1 : Power Control Parameters IE > } 

{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }


< EGPRS Window Size : < EGPRS Window Size IE >>


< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >


< FANR: bit (1) >


{ 0



-- BTTI mode 



{ 1
< BTTI Multiple Downlink TBF Assignment : < BTTI Multiple Downlink TBF Assignment struct > > } ** 0


| 1



-- RTTI mode


< PDCH Pairs Description : < PDCH Pairs Description struct > > 



{ 1 < RTTI Multiple Downlink TBF Assignment : < RTTI Multiple DL TBF Assignment struct > > } ** 0


}
     < SPARE_BITS : bit ** > ;

	< BTTI Multiple Downlink TBF Assignment struct > ::=


{ 0 | 1 < Uplink Control Timeslot: bit (3) > }


{ 0 | 1 < TIMESLOT_ALLOCATION_C1 : bit (8) > }


{ 0 | 1 < TIMESLOT_ALLOCATION_C2 : bit (8) > }


{ 1 < Downlink TBF assignment : < Downlink TBF assignment 2 struct > > } ** 0 ;



	< Downlink TBF assignment 2 struct > :: =


< PFI : bit (7) >



< RLC_MODE : bit (1) >


< TFI Assignment : bit (5) >


< CONTROL_ACK : bit (1) >


{ 0 | 1 < NPM Transfer Time : bit (5) > }


< EVENT_BASED_FANR: bit (1) >


{ 0 | 1
 < Downlink EGPRS Window Size : < EGPRS Window Size IE > > }

< Downlink EGPRS Level: < EGPRS Level IE > >;



Table 10.5.2.25e.2: RR PACKET Downlink ASSIGNMENT TYPe 2
value part details

	RLC_MODE (1 bit field)
This field is encoded as the RLC_MODE field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	TIMESLOT_ALLOCATION_C1, TIMESLOT_ALLOCATION_C2 (8 bit fields)These information fields indicate the timeslots assigned for use during the TBF on carrier 1 (respectively, carrier 2) of a dual carrier configuration. These fields are encoded as in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060. 

	P0_C1, P0_C2, PR_MODE_C1 and PR_MODE_C2 fields
These fields are optional downlink power control parameters and are encoded as in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Power Control Parameters C1 IE
This field is encoded as the Power Control Parameters IE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	DOWNLINK_TFI_ASSIGNMENT (5 bit field)
If present, this field is encoded as the DOWNLINK_TFI_ASSIGNMENT information element in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060. Occurrences of the DOWNLINK_TFI_ASSIGNMENT field in the Downlink TBF Assignment 2 struct take precedence over any other occurrence of this field in the message (e.g. in the main message body).

	EGPRS Window Size IE
This field is encoded as the EGPRS window size IE in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	LINK_QUALITY_MEASUREMENT_MODE
This field is encoded as the LINK_QUALITY_MEASUREMENT_MODE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	Uplink Control Timeslot (3 bit field) 

This field contains the timeslot number of the timeslot where the uplink PACCH for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002. The mobile station shall send all uplink control messages on the PACCH/U on the uplink control timeslot on the same carrier as the CS timeslot. If the uplink control message relates to a TBF which does not have a valid TFI on the downlink timeslot corresponding to the uplink control timeslot, it shall indicate (one of) the downlink timeslot(s) associated with that downlink TBF in the TIMESLOT_NUMBER field. The combination of downlink TFI and timeslot number enables the network to uniquely identify the TBF referred to in this message.



	PFI (7 bit field)
This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 24.008.



	EVENT_BASED_FANR (1 bit field)

This field indicates whether the event-based FANR shall be used for the assigned TBF. This field shall be ignored if FANR is not activated. This information element is defined in 3GPP TS 44.060.

	PDCH Pairs Description 
This field contains the description of corresponding PDCH-pairs in RTTI configuration. This field is formatted as defined for MULTIPLE TBF DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	RTTI Multiple Downlink TBF Assignment
This field indicates what PDCH-pairs are assigned in the downlink. This field is formatted as defined for MULTIPLE TBF DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	FANR (1 bit field)
This  field indicates whether FANR is activated. This information element is defined in 3GPP TS 44.060. 
EGPRS Level 

The coding of this information element is defined in 3GPP TS 44.060.
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