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	1st Modified Section


3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

8-PSK: modulation type as defined 3GPP TS 45.004 clause 3.

Carrier Frequency: centre of the ARFCN under test.

GMSK: modulation type as defined by 3GPP TS 45.004 clause 2.

GSM: unless otherwise specified, references to GSM include GSM 400, GSM 700, T-GSM 810, GSM 850, GSM 900, DCS1800, PCS 1900, MXM 850 and MXM 1900.

BSS: in the present document, the term BSS (or base station subsystem) applies to both a BTS and integrated BSS. If a separate BSC is required to perform tests on a BTS, the BSC may be regarded as test equipment and the environmental conditions of the BSC need not be controlled.

pico-BTS: as defined in 3GPP TS 45.005. In the present document, this also includes a BSS which incorporates a pico‑BTS.

micro‑BTS: as defined in 3GPP TS 05.05 and 3GPP TS 45.005. In the present document, this also includes a BSS which incorporates a micro‑BTS.

MXM: mixed Mode system. Mixed-mode is defined as a network that deploys both 30 kHz RF carriers and 200 kHz RF carriers in geographic regions where the Federal Communications Commission (FCC) or similar regulations are applied. In the present document MXM 850 and MXM 1900 are defined.

normal BTS: any BTS or BSS as defined by 3GPP TS 05.05 and 3GPP TS 45.005 which is not a micro‑BTS or pico-BTS.

BSSTE: base Station System Test Equipment; see annex B.

manufacturer: in the present document, a reference to a manufacturer shall also apply to an agent of the manufacturer.

T-GSM 810: Trunking GSM 810 band. For T-GSM 810 the requirements for GSM 900 shall apply, apart for those parameters for which a separate requirement exists.

P‑GSM: primary GSM 900 band.

E‑GSM: extended GSM 900 band (includes P‑GSM band).

R‑GSM: Railways GSM 900 band (includes P‑GSM band and E‑GSM band).

GSM 400: unless otherwise specified, references to GSM 400 include GSM 450 and GSM 480 band.

GSM 700: unless otherwise specified, references to GSM 700 include GSM 750 band.

Relevant TX band (or relevant transmit band): transmit band defined in subclause 3.3.1 for the frequency band of BTS declared by the manufacturer.

Relevant RX band (or relevant receive band): receive band defined in subclause 3.3.1 for the frequency band of BTS declared by the manufacturer.

Operating band: transmit and receive operating bands together comprise the frequency band supported by the BSS; (see subclause 4.2).

Circuit switched logical channels: all the standard GSM logical channels, including traffic channels (TCH), common control channels (RACH) and dedicated control channels (SDCCH, SACCH).

Packet switched logical channels: all the General Packet Radio Services (GPRS) packet data logical channels, including packet traffic channels (PDTCH and PACCH) and packet common control channels (PRACH).

GPRS: any subset of  the packet traffic channels PDTCH/CS-1 to CS-4  and related control channels.

EGPRS: any subset of  the packet traffic channels PDTCH/MCS-1 to MCS-9 and related control channels.

ECSD: any subset of  the E-TCH traffic channels and related control channels.

EGPRS2-A: packet traffic channels utilizing any subset of the packet traffic channels MCS-1 to 6 and PDTCH/UAS-7 to UAS-11 in uplink, together with MCS-1 to 4 and PDTCH/DAS-5 to DAS-12 in downlink, and related control channels. In addition, MCS-7 and MCS-8 may be used in downlink when either the USF or the PAN or both are addressed to one or more EGPRS mobile stations.  
EGPRS2-B: packet traffic channels utilizing any subset of the packet traffic channels MCS-1 to 4 and PDTCH/UBS-5 to UBS-12 in uplink, together with MCS-1 to 4 and PDTCH/DBS-5 to DBS-12 in downlink, and related control channels. In addition, MCS-6 to MCS-9, DAS-5, DAS-6, DAS-8, DAS-9, DAS-10 pad, DAS-11, and DAS-12pad may be used in downlink under the conditions specified in 3GPP TS 44.060.
EGPRS2: Any of EGPRS2-A and EGPRS2-B

16-QAM: modulation type as defined 3GPP TS 45.004 clause 4 for EGPRS2-A and clause 5 for EGRPS2-B.

32-QAM: modulation type as defined 3GPP TS 45.004 clause 4 for EGPRS2-A and clause 5 for EGRPS2-B.

QPSK: modulation type as defined 3GPP TS 45.004 clause 5, used in EGPRS2-B.

	Next modification


4.10
BTS Configurations

The present document has been written to specify tests for the standard configurations of BTS which have been assumed in GSM requirements specifications, In particular GSM 05.01, 05.02 and 05.05. However, there are other configurations of BTS which comply with these specifications, but for which the application of these specifications is not fully defined. For some such configurations there may be alternate ways to apply the requirements of this specification to testing of the configuration, or some variation in the test method may be necessary. It may therefore be necessary for the parties to the testing to reach agreement over the method of testing in advance. 

If the BSS is supplied in a number of different environmental enclosures or configurations, it may not be necessary to test RF parameters for each environmental configuration, provided that it can be demonstrated that the equipment has been tested at the worst internal environmental conditions

If a BTS is supplied with a number of different configurations of passive TX antenna combiners, there may be alternate ways to demonstrate the compliance rather than performing the measurements for each configuration. As an example, the worst case configuration of the antenna combiners for a given test shall as a minimum be used for this purpose.

Where alternative interpretations of this specification are possible for a BSS configuration under test, the interpretation which has been adopted in performing the test shall be recorded with the test results.

Where variation in the test method within the present document has been necessary to enable a BSS configuration to be tested, the variation in the test method which has been made in performing the test shall be recorded with the test results. Where possible, agreement should be reached in advance about the nature of such a variation with any party who will later receive the test results.

Possible interpretations of the present document for some common configurations are given in the following subclauses.

4.10.1
Receiver diversity

i)
For the tests in clause 7 of the present document, the specified test signals may be applied to one receiver antenna connector, with the remaining receiver antenna connectors being terminated with 50 ohms.

or

ii)
For the tests in clause 7 of the present document, the specified test signals may be simultaneously applied to each of the receiver antenna connectors.

4.10.2
Duplexers

The requirements of the present document shall be met with a duplexer fitted, if a duplexer is supplied as part of the BSS. If the duplexer is supplied as an option by the manufacturer, sufficient tests should be repeated with and without the duplexer fitted to verify that the BSS meets the requirements of the present document in both cases.

The following tests should be performed with the duplexer fitted, and without it fitted if this is an option.

1)
Subclause 6.3, Mean transmitted RF power, for the highest static power step only, if this is measured at the antenna connector.

2)
Subclause 6.6.2, Conducted spurious emissions from the transmitter antenna connector; outside the BTS transmit band.

3)
Subclause 6.8, Intra base station system intermodulation attenuation.

4)
Subclause 7.4, Multipath reference sensitivity; for the testing of essential conformance, the ARFCNs should be selected to minimize intermodulation products from the transmitters falling in receive channels.

The remaining tests may be performed with or without the duplexer fitted.

NOTE 1:
When performing receiver tests with a duplexer fitted, it is important to ensure that the output from the transmitters does not affect the test apparatus. This can be achieved using a combination of attenuators, isolators and filters.

NOTE 2:
When duplexers are used, intermodulation products will be generated, not only in the duplexer but also in the antenna system. The intermodulation products generated in the antenna system are not controlled by ETSI specifications, and may degrade during operation (e.g. due to moisture ingress). Therefore, to ensure continued satisfactory operation of a BSS, an operator will normally select ARFCNs to minimize intermodulation products falling on receive channels. For testing of complete conformance, an operator may specify the ARFCNs to be used.

4.10.3
Power supply options

If the BSS is supplied with a number of different power supply configurations, it may not be necessary to test RF parameters for each of the power supply options, provided that it can be demonstrated that the range of conditions over which the equipment is tested is at least as great as the range of conditions due to any of the power supply configurations.

This applies particularly if a BSS contains a DC rail which can be supplied either externally or from an internal mains power supply. In this case, the conditions of extreme power supply for the mains power supply options can be tested by testing only the external DC supply option. The range of DC input voltages for the test should be sufficient to verify the performance with any of the power supplies, over its range of operating conditions within the BTS, including variation of mains input voltage, temperature and output current.

4.10.4
Ancillary RF amplifiers

Ancillary RF amplifier: a piece of equipment, which when connected by RF coaxial cables to the BTS, has the primary function to provide amplification between the transmit and/or receive antenna connector of a BTS and an antenna without requiring any control signal to fulfil its amplifying function.

The requirements of the present document shall be met with the ancillary RF amplifier fitted. At tests according to clauses 6 and 7 for TX and RX respectively, the ancillary amplifier is connected to the BTS by a connecting network (including any cable(s), attenuator(s), etc.) with applicable loss to make sure the appropriate operating conditions of the ancillary amplifier and the BTS. The applicable connecting network loss range is declared by the manufacturer. Other characteristics and the temperature dependence of the attenuation of the connecting network are neglected. The actual attenuation value of the connecting network is chosen for each test as one of the applicable extreme values. The lowest value is used unless otherwise stated.

Sufficient tests should be repeated with the ancillary amplifier fitted and, if it is optional, without the ancillary RF amplifier to verify that the BSS meets the requirements of the present document in both cases.

When testing for essential conformance, the following tests should be repeated with the optional ancillary amplifier fitted according to the table below, where x denotes that the test is applicable:

	
	Subclause
	TX amplifier only
	RX amplifier only
	TX/RX amplifiers combined
(Note)

	Receiver
	7.3
	
	x
	x

	tests
	7.6
	
	x
	x

	
	7.7
	
	x
	x

	
	7.9
	
	x
	

	
	6.3
	x
	
	x

	Transmitter
	6.5 (6.5.1 only)
	x
	
	x

	tests
	6.6
	x
	
	x

	
	6.7
	x
	
	x

	
	6.8
	x
	
	x


NOTE:
Combining can be by duplex filters or any other network. The amplifiers can either be in RX or TX branch or in both. Either one of these amplifiers could be a passive network.

For receiver tests only testing on TCH/FS is required

In test according to subclause 7.3 and 6.3 highest applicable attenuation value is applied.

4.10.5
BSS using antenna arrays

A BSS may be configured with a multiple antenna port connection for some or all of its TRXs or with an antenna array related to one cell (not one array per TRX). This section applies to a BSS which meets at least one of the following conditions:

-
the transmitter output signals from  one or more TRX appear at more than one antenna port; or

-
there is more than one receiver antenna port for a TRX or per cell and an input signal is required at more than one port for the correct operation of the receiver (NOTE: diversity reception does not meet this requirement) thus the outputs from the transmitters as well as the inputs to the receivers are directly connected to several antennas (known as „air combining"); or

-
transmitters and receivers are connected via duplexers to more than one antenna.

If a BSS is used, in normal operation, in conjunction with an antenna system which contains filters or active elements which are necessary to meet the GSM requirements, the tests of essential conformance may be performed on a system comprising the BSS together with these elements, supplied separately for the purposes of testing. In this case, it must be demonstrated that the performance of the configuration under test is representative of the system in normal operation, and the conformance assessment is only applicable when the BSS is used with the antenna system.

For testing of essential conformance of such a BSS, the following procedure may be used.

Receiver tests

For each test, the test signals applied to the receiver antenna connectors shall be such that the sum of the powers of the signals applied equals the power of the test signal(s) specified in the test.

An example of a suitable test configuration is shown in figure 1a.




Figure 1a: Receiver test setup

For spurious emissions from the receiver antenna connector, the test may be performed separately for each  receiver antenna connector.

Transmitter tests

For each test, the conformance requirement shall be met by the sum of the signals emitted by each transmitter antenna connector. This may be assessed by separately measuring the signals emitted by each antenna connector and summing the results, or by combining the signals and performing a single measurement. The characteristics (e.g. amplitude and phase) of the combining network should be such that the power of the combined signal is maximised.

An example of a suitable test configuration is shown in figure 1b.
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Figure 1b: Transmitter test setup

For Intermodulation attenuation, the test may be performed separately for each transmitter antenna connector.

4.10.6
BTS supporting 8-PSK modulation

If a TRX supports 8-PSK it shall, unless otherwise stated in the tests in clause 6 to 9, be tested at both GMSK and 8‑PSK modulation unless it can be demonstrated that it is sufficient to test only at GMSK or 8-PSK modulation.

If a BTS is configured with both TRXs supporting 8-PSK and TRXs not supporting 8-PSK, the stated number of TRXs to be tested shall apply to each type of TRX.

4.10.7
BTS supporting additional modulations in EGPRS2

If a TRX supports additional modulations (QPSK, 16-QAM or 32-QAM) it shall, unless otherwise stated in the tests in clause 6 to 9, be tested at GMSK as well as at the additional supported modulation unless it can be demonstrated that it is sufficient to test only at GMSK or the specific additional modulation.
If a BTS is configured with TRXs supporting additional modulations as well as TRXs not supporting additional modulations, the different types of TRX shall be counted separately, and the stated number of TRXs to be tested shall refer to each type of TRX separately.
4.10.8 Supported Symbol Rate

The tests in this specification are applicable to both normal symbol rate and higher symbol rate configurations, unless otherwise stated.
4.10.9 Support of RTTI and/or FANR

All tests are performed for BTTI configuration and without PAN, unless otherwise stated. Additional tests marked as specifically RTTI requirements without and with PAN, as well as BTTI with PAN shall be performed if BTS is declared to support these features.
	Next modification


6.3
Mean transmitted RF carrier power

6.3.1
Test purpose

To verify the accuracy of the mean transmitted RF carrier power across the frequency range and at each power step.

This test is also used to determine the parameter "power level", used in subclause 6.5.1.2.

6.3.2
Test case

For a normal BTS, this measurement the power shall be measured at the input of the TX combiner or at the BSS antenna connector. For a micro‑BTS, the power shall be measured at the BSS antenna connector. The Manufacturer shall declare the maximum output power of the BSS for each supported modulation at the same reference point as the measurement is made. The TX combiner shall have the maximum number of TRXs connected to it so that the measurement can be used as a reference for the measurement of transmitted carrier power versus time in subclause 6.4.

NOTE:
The value of the output power measured at the antenna connector is generally more useful for cell planning, and may be required for regulatory purposes

All TRXs in the configuration shall be switched on transmitting full power in all time slots for at least 1 hour before starting the test.

The Manufacturer shall declare how many TRXs the BSS supports:

1 TRX:
The TRX shall be tested at B, M and T;

2 TRX:
The TRXs shall be each be tested at B, M and T;

3 TRX or more:
Three TRXs shall each be tested at B, M and T.

If the Manufacturer declares that Synthesizer Slow Frequency Hopping is supported by the BSS, the BSS shall be configured with the number of TRXs and frequency allocation defined above and SFH enabled.

The BSS under test shall be set to transmit at least 3 adjacent time slots in a TDMA‑frame at the same power level. The RMS power level shall be measured on a time slot basis over the useful part of one of the active time slots and then the average of the logarithmic value taken over at least 200 time slots. Only active bursts shall be included in the averaging process. Whether SFH is supported or not, the measurement shall be carried out on all of the 3 frequencies in turn.

For the definition of the useful part of the time slot see figure 2, and for further details 3GPP TS 45.004 and 3GPP TS 45.010. For timing on a per time slot basis , in case of normal symbol rate, each time slot may contain 156.25 modulating symbols, or 2 time slots may contain 157 and 6 time slots 156 modulating symbols according to 3GPP TS 45.010. In case of higher symbol rate each time slot may contain 187,5 symbols or 188,4 symbols on timeslot 0 and 4 and 187,2 symbols on the remaining timeslots in a TDMA-frame according to 3GPP TS 45.010.

The power shall be measured at each nominal power level as specified. As a minimum, one time slot shall be tested on each TRX. Any TRX which is a dedicated BCCH shall only be tested at highest static power step.

6.3.3
Essential conformance

Test Environment
Normal:
Each TRX specified in the test case shall be tested.

Extreme power supply:
One TRX shall be tested, on one ARFCN, for highest static power step only.

NOTE:
tests under extreme power supply are carried out at extreme temperature limits.

Conformance requirement
The BSS shall support at least Nmax steps of Static Power Control for each supported modulation with respect to the declared output power. For the modulation with the highest output power, Nmax shall be at least 6.

The static power step N has the range from the highest static power level to Nmax inclusive, where.

The Highest Static Power Level corresponds to the maximum output power declared by the manufacturer.

The power measured when the TRX is set to Highest Static Power Control Level shall have a tolerance of (2 dB under normal conditions and (2,5 dB under extreme conditions, relative to the maximum power declared by the manufacturer for the modulation under test. In this test, this measured power is termed the maximum BTS output power. Static power control shall allow the RF output power to be reduced from the maximum BTS output power for the modulation with the highest output power capability in at least 6 steps of nominally 2 dB with a tolerance of (1 dB for each modulation referenced to the previous level of the same modulation. In addition, the actual absolute output power for each supported modulation at each static RF power step (N) , with the exception below for the highest RF power level for 8-PSK, shall be 2*N dB below the maximum BTS output power for the modulation with the highest output power capability with a tolerance of (3 dB under normal conditions and (4 dB under extreme conditions.

In addition to the Static Power Control levels the BSS may utilize up to M steps of dynamic Downlink Power Control. M can have an upper limit of 0 to 15.

Dynamic Downlink power control shall allow the RF output power to be reduced in M steps with a step size of 2 dB with a tolerance of (1,5 dB referenced to the previous level.

Each dynamic Downlink Power Control level shall have a tolerance of (3 dB under normal conditions and (4 dB under extreme conditions relative to 2*Y dB below the maximum BTS output power for the modulation with the highest output power capability, where Y is the sum of the number of static and dynamic steps below Highest Static Power Control Level for the modulation with the highest output power capability. 

For BTS supporting 8-PSK, QPSK, 16-QAM and/or 32-QAM the output power for GMSK, 8-PSK, QPSK, 16-QAM and/or 32-QAM shall be nominally the same for any supported static and dynamic power control level. An exception is allowed for the maximum output power of the respective modulation QPSK, 8-PSK, 16-QAM and/or 32-QAM, which may be lower than the GMSK output power for the same static or dynamic power control level. The nominal size of the first step down from the respective maximum power level of QPSK, 8-PSK, 16-QAM and 32-QAM may be in the range 0 to 2 dB. The output power of QPSK, 8-PSK, 16-QAM and 32-QAM for the respective second highest static or dynamic power control level shall be the same as the GMSK power for the corresponding static or dynamic power control level within a tolerance of ±1 dB. The number of static RF power steps and the total number of power control steps may be different for GMSK and other supported modulations (8-PSK, QPSK, 16-QAM and 32-QAM).

6.3.4
Complete conformance

The requirement of essential conformance shall apply.
6.3.5
Requirement reference

3GPP TS 45.005 subclause 4.1.2.

6.4
Transmitted RF carrier power versus time

6.4.1
Test purpose

To verify:

1)
the time during which the transmitted power envelope should be stable (the useful part of the time slot);

2)
the stability limits;

3)
the maximum output power when nominally off between time slots.

It is not the purpose of this test to measure the detail of the power ramps; this is measured as adjacent channel power in subclause 6.5.

6.4.2
Test case

The Manufacturer shall declare how many TRXs the BSS supports, and declare any TRXs which are a dedicated BCCH carrier:

1 TRX:
The BSS shall not be tested.

2 TRX:
One TRX shall be configured to support the BCCH and the other shall be tested. Tests shall be performed on B, M and T, and both TRXs shall be tested on at least one frequency.

3 TRX:
One TRX shall be configured to support the BCCH and the other two shall be tested at B, T and B, M. Tests shall be performed on B, M and T and both TRXs shall be tested on at least one frequency.

4 TRX or more:
One TRX shall be configured to support the BCCH and three TRXs tested, one on B, one on M and one on T.

If the Manufacturer declares that Synthesizer Slow Frequency Hopping is supported by the BSS, the BSS shall be configured with the number of TRXs activated and frequency allocation defined above and SFH enabled. The TRX configured to support the BCCH shall not be tested.

If the TRX under test supports 8-PSK and/or other modulation(s), the test shall be performed at GMSK, 8-PSK and all other supported modulations.

A single time slot in a TDMA‑frame shall be activated in all TRXs to be tested, all other time slots in the TDMA‑frame shall be at Pidle.

Power measurements are made with a detector bandwidth of at least 300 kHz at the BTS antenna connector, at each frequency tested. Timing is related to T0 which, for the normal symbol rate case, is the transition time from symbol 13 to symbol 14 of the midamble training sequence for each time slot. For higher symbol rate T0 is defined as center of the 16th symbol. For timing on a per time slot basis each time slot, for the normal symbol rate case, may contain 156.25 modulating symbols, or 2 time slots may contain 157 and 6 time slots 156 modulating symbols according to 3GPP TS 45.010. In case of higher symbol rate each time slot may contain 187,5 symbols or 188,4 symbols on timeslot 0 and 4 and 187,2 symbols on the remaining timeslots in a TDMA-frame. Measurements shall be made at Pmax and Pmin. The time slots measured shall be displayed or stored for at least 100 complete cycles of the time slot power sequence for each measurement.

Pmax
= Power measured in subclause 6.3 (Highest Static Power Control Level).

Pmin
= the lowest static level measured in subclause 6.3.

Pidle
 Pmax ‑30 dB, or Pmin ‑ 30 dB.

As a minimum, one time slot shall be tested on each TRX under test which is not a dedicated BCCH.

6.4.3
Essential conformance

Test Environment
Normal

Conformance requirement
The output power of each time slot tested relative to time shall conform with that illustrated in figure 2 and 2a. The residual output power, if a time slot is not activated, shall be maintained at, or below, the level of ‑30 dBc (300 kHz measurement bandwidth).

6.4.4
Complete conformance

The requirement of essential conformance shall apply.
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Figure 2: Power/time mask for power ramping of normal bursts at GMSK modulation
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Figure 2a: Power/time mask for power ramping of normal bursts at 8-PSK modulation
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Figure 2b: Power/Time mask for normal bursts (NB) at 16-QAM and 32-QAM modulation at normal symbol rate
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Figure 2c: Power/Time mask for higher symbol rate bursts (HB) at QPSK modulation with [narrow] pulse shaping filter
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Figure 2d: Power/Time mask for higher symbol rate bursts (HB) at 16-QAM and 32-QAM modulation with [narrow] pulse shaping filter

	(*)
	For all BTS on all frequency bands
	no requirement below ‑30 dBc

	(****)
	For all BTS on all frequency bands
	Lower limit within the useful part of burst is seen as undefined for 16-QAM and 32-QAM.

	Remaining notes for **) and ***) in the figures are related to MS only


6.4.5
Requirement reference

3GPP TS 45.005 subclause 4.5.1. 
	Next modification


6.7
Intermodulation attenuation (GSM 400, GSM 900 and DCS 1800)

6.7.1
Test purpose

To verify that the RF transmit equipment is able to restrict the generation of signals in its non‑linear elements caused by the presence of the RF output from the transmitter and an interfering signal reaching the transmitter via its antenna to below specified levels.

6.7.2
Test case

If SFH is supported by the BSS, it shall be disabled during this measurement.

The Manufacturer shall declare how many TRXs the BSS supports. The BSS shall be configured with the maximum number of TRXs supported. The test shall be performed for the number of TRXs and the frequencies defined in the conformance requirement.

Only the TRX under test shall be active. All remaining TRXs shall be idle on an ARFCN within the transmit operating band for the BSS.

NOTE 1:
It is particularly important, for a BSS which uses a tuned transmitter combiner, that all sections of the combiner are set to frequencies within the transmit operating band of the BSS during this test.

The antenna output of the RF transmit equipment under test, including the combiner, shall be connected to a coupling device, presenting to the RF equipment a load with an impedance of 50 ohms. The frequency of the test signal shall be within the transmit operating band (see subclause 4.2). The test signal shall be unmodulated and the frequency shall be X MHz offset from the frequency of the RF transmit equipment under test. The TRX under test shall be set to highest static power control level and the test signal power level shall be adjusted 30 dB below this value. The test signals are illustrated in figure 5. The power level of the test signal shall be measured at the antenna output end of the coaxial cable, when disconnected from the RF transmit equipment and then correctly matched into 50 ohms. The antenna output power of the RF transmit equipment shall be measured directly at the antenna output terminal connected to an artificial antenna. Intermodulation product frequencies in the relevant TX band and relevant RX band shall be identified and measured according to the following process.

For the measurements in the relevant RX band:
Use a measurement and filter bandwidth of 100 kHz, frequency scan mode, averaged over 200 sweeps, with a sweep time of at least 75 ms. The frequency offset X shall be chosen to cause the lowest order intermodulation product to fall in the operating RX band.

For measurements in the relevant TX band:
The measurement shall be made for frequency offsets X of: 0.8 MHz, 2.0 MHz, 3.2 MHz, 6.2 MHz. The power of all third and fifth order intermodulation products shall be measured. The method of measurement specified below depends on the frequency offset of the intermodulation product from the carrier frequency:

For measurements at frequency offsets from the active TRX of more than 6 MHz the peak power of any intermodulation components shall be measured with a bandwidth of 300 kHz, zero frequency span, over a time slot period. This shall be measured over sufficient time slots to ensure conformance according to methodology of annex A. The reference power for relative measurements is the power measured in a bandwidth of at least 300 kHz for the TRX under test.

For measurements at frequency offsets from the active TRX 1.8 MHz or less the intermodulation product power shall be measured selectively using video averaging over 50 to 90 % of the useful part of the time slot excluding the mid‑amble. The averaging shall be over at least 200 time slots and only active bursts shall be included in the averaging process. The RF and video filter bandwidth of the measuring instrument shall be 30 kHz.

For measurements at frequency offsets in the range 1.8 to 6 MHz the intermodulation product power shall be measured in a frequency scan mode, with a minimum sweep time of 75 ms and averaged over 200 sweeps. The RF and video filter bandwidth of the measuring instrument shall be 100 kHz.

NOTE 2:
When the above measurements are performed precautions should be taken, so that non‑linearity in the selective measuring device does not influence the results appreciably. Furthermore it should be ensured that intermodulation components which may be generated by non‑linear elements in the test equipment (e.g. signal generator, coupling device, selective measuring device) are sufficiently reduced. The RF transmit equipment under test and the test signal source should be physically separated in such a way that the measurement is not influenced by direct radiation. A possible measurement set‑up is shown in annex B.2.

6.7.3
Essential Conformance

Test Environment
Normal:

The following tests shall be performed, depending on the number of TRXs supported by the BSS:

1 TRX:
The TRX shall be tested at B, M, and T.

2 TRX:
One test shall be performed on B, M, and T. Each TRX shall be tested at least once.

3 or more TRX:
One TRX shall be tested at B, one at M and one at T.

Conformance requirement
At frequencies offset from the wanted signal carrier frequency by more than 6 MHz and up to the edge of the relevant transmit band, the intermodulation components measured shall not exceed ‑70 dBc or ‑36 dBm, whichever is the higher. 1 in 100 time slot periods may fail the requirement by up to 10 dB.

At frequencies offset from the wanted signal carrier frequency of less than 6 MHz, the requirements are that specified in 6.5.1.3, Continuous Modulation Spectrum. The exceptions given in subclause 6.5.1.3 also apply.

6.7.4
Complete conformance

Test Environment
Normal:




Figure 5: Example of TX intermodulation attenuation

Conformance requirement
The test shall be performed until three TRXs, or the maximum number supported by the BSS (whichever is the less) have each been tested at B, M, and T.

In the operating receive band the measured intermodulation components shall never exceed the values given in table 10 under normal test conditions. 

Table 10: Maximum Receive Band transmitter intermodulation limits

	
	GSM 400,

GSM 900

(dBm)
	DCS 1800

(dBm)

	Normal BTS
	‑98
	‑98

	Micro‑BTS M1
	‑91
	‑96

	Micro‑BTS M2
	‑86
	‑91

	Micro‑BTS M3
	‑81
	‑86

	Pico‑BTS P1
	‑70
	‑80

	R‑GSM 900 BTS
	‑89
	n/a

	NOTE:
Micro and pico-BTS is not defined for GSM400.


At frequencies offset from the wanted signal carrier frequency by more than 6 MHz and up to the edge of the relevant transmit band, the intermodulation components measured shall not exceed ‑70 dBc or ‑36 dBm, whichever is the higher. 1 in 100 time slot periods may fail the requirement by up to 10 dB.

At frequencies offset from the wanted signal carrier frequency by less than 6 MHz, the requirements are that specified in subclause 6.5.1.3, Continuous Modulation Spectrum. The exceptions given in subclause 6.5.1.3 also apply.

6.7.5
Requirement reference

3GPP TS 45.005 subclause 4.7.1.

	Next modification


7
Receivers

All tests unless otherwise stated in this subclause shall be conducted on Base Station Systems fitted with a full complement of Transceivers for the configuration. The manufacturer shall provide appropriate logical or physical test access to perform all tests in this subclause. Measurements shall include any RX multicoupler.

The tests in this subclause assume that the receiver is not equipped with diversity. For receivers with diversity, the tests may be performed by applying the specified signals to one of the receiver inputs, and terminating or disabling the other(s). The tests and requirements are otherwise unchanged.

For receivers with diversity, testing of essential conformance shall be performed by applying the specified signals to one of the receiver inputs, and terminating or disabling the other(s). This does not apply to cases which are specified for two antenna configuration only, i.e. EGPRS2-B with higher symbol rate. In this case all receiver tests are performed in two antenna configuration except in Static propagation conditions. At two-antenna configuration the requirements are specified for no correlation or gain imbalance between the two receive branches.
The Rx performance requirements for modulation schemes using higher symbol rate are based on input signals using the wide pulse shaping filter unless otherwise stated.

In all the relevant subclauses in this clause all Bit Error Ratio (BER), Residual BER (RBER), Block error Ratio (BLER) and Frame Erasure Ratio (FER) measurements shall be carried out according to the general rules for statistical testing in annex A.

7.1
Static Layer 1 receiver functions (nominal error ratios)

7.1.1
Test Purpose

The static Layer 1 receiver functions verified in these tests are the RF parts, the multiplexing and multiple access functions, any existing equalizer, the deciphering functions, the de‑interleaving and the channel decoding on the receive side. The performance of the receiver at the maximum specified input level is also verified.

Nominal error ratios (Bit Error Ratio ‑ BER) are measured at a logical reference point that represents the performance before channel decoding. This measurement can be performed for TCH/FS, using unprotected class II bits extracted after channel decoding, but before any extrapolation. Therefore, the results obtained are representative of the logical reference point before channel decoding. The test can also be performed on the uncoded bits extracted before any channel decoding of a PDTCH channel.

If the BTS supports SFH, this test also verifies the TCH/FS performance in frequency hopping under interference conditions. In this case, the Frame Erasure Ratio (FER) for TCH/FS is used as the performance criteria.

The Random access performance at high input levels is verified by measuring the Frame Erasure Ratio for RACH.

7.1.2
Test Case

GMSK modulation

1)
For BER measurements, if Slow Frequency Hopping (SFH) is supported by the BSS, the BSS shall be hopping over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration. If SFH is not supported, the test shall be performed for the radio frequency channels B, M and T. In both cases the tests shall be repeated until all the RF equipment in the BSS configuration is tested on all specified carrier frequencies.


If test is performed with TCH/FS a test signal with normal TCH/FS modulation originating from the BSSTE shall be applied to the BSS receiver input. The unprotected class II bits obtained from the BSS receiver after channel decoding and before any extrapolation shall be compared with the unprotected class II bits originating from the BSSTE. 


If test is not performed with TCH/FS a test signal with normal PDTCH modulation originating from the BSSTE shall be applied to the BSS receiver input. The uncoded data bits obtained from the BSS receiver shall be compared with the bits originating from the BSSTE. 

NOTE:
Uncoded data bits refer to the encrypted bits of a burst, extracted by the receiver without any signal processing improvement from encoding/decoding of the signal.


The test shall be performed at the following power levels of test signal:

a)
A lower limit (20 dB above the reference sensitivity level of the BSS under test), as specified in table 12, for static propagation conditions.

b)
‑40 dBm, for static propagation conditions.

c)  ‑15 dBm for GSM 400, GSM 700, GSM900, GSM850 and MXM 850 and ‑23 dBm for DCS1800, PCS 1900 and MXM 1900, for static propagation conditions only.

d)
-5 dBm for GSM900, GSM 700, GSM850 and MXM 850 pico-BTS and -14 dBm for DCS1800, PCS 1900 and MXM 1900 pico-BTS, for static propagation conditions only.

e)
A lower limit (20 dB above the reference sensitivity level of the BSS under test), as specified in table 12, for EQ50 propagation conditions, except for GSM 400 where EQ100 applies and for GSM 700 where EQ60 applies, step e) does not apply to  pico-BTS.

f)
-40dBm, for EQ50 propagation conditions, except for GSM 400 where EQ100 applies and for GSM 700 where EQ60 applies, step f) does not apply to pico-BTS.

2)
For RACH, the test shall be performed for the radio frequency channels B, M and T. A test signal consisting of RACH bursts originating from the BSSTE shall be applied to the BSS receiver input. The proportion of RACH bursts at the input to the receiver which are not correctly identified by the BSS shall be measured.


The test shall be performed at the following power levels of test signal:

a)
A lower limit (20 dB above the reference sensitivity level of the BSS under test), as specified in table 12, for static propagation conditions.

b)
‑40 dBm, for static propagation conditions.

c)
‑15 dBm for GSM 400, GSM 700, GSM900, GSM850 and MXM 850 and ‑23 dBm for DCS1800, PCS 1900 and  MXM 1900 for static propagation conditions.

3)
For TCH/FS FER measurements in frequency hopping under interference conditions, two signals are connected to the BSS receiver input via a combining network. The wanted signal with an RF level given in table 12 shall be cyclically frequency hopping on four carrier frequencies under static conditions. The interfering signal shall be a random continuous, GMSK-modulated signal on only one of the carriers at a level 10 dB higher than the wanted signal.

The test shall be performed with the hopping frequencies centered around RF channel M.


8-PSK, QPSK, 16-QAM and 32-QAM modulations

1)
If Slow Frequency Hopping (SFH) is supported by the BSS, the BSS shall be hopping over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration. If SFH is not supported, the test shall be performed for the radio frequency channels B, M and T. In either cases the tests shall be repeated until all the RF equipment in the BSS configuration is tested on all specified carrier frequencies.


A test signal with normal PDTCH modulation originating from the BSSTE shall be applied to the BSS receiver input. The  uncoded data bits obtained from the BSS receiver shall be compared with the bits originating from the BSSTE. 

NOTE:
Uncoded data bits refer to the encrypted bits of a burst, extracted by the receiver without any signal processing improvement from encoding/decoding of the signal.


The test shall be performed at the following power levels of test signal:

a) A lower limit level, as specified in table 12, for static propagation conditions.

b) –40dBm, for static propagation conditions.

c) The maximum limit as specified in table 12, for static propagation conditions.

d) Step a and b shall be repeated with the frequency of the input 8-PSK and, if supported, QPSK, modulated signal randomly offset,  by +-0,1 ppm (except +-0,2 ppm for GSM400), on a burst-by-burst basis. For each burst, the sign of the frequency offset is chosen according to a 511-bit pseudo-random sequence, defined in ITU-T recommendation O.153.

Table 12: Limit of RF input for testing of Static Layer 1 receiver functions

	BTS Type
	Lower Limit 

GMSK, 8-PSK and QPSK
	Maximum Limit     

8-PSK and QPSK             
	Lower Limit 16-QAM and 32-QAM
EGPRS2-A
	Lower Limit 16-QAM and 32-QAM

EGPRS2-B
	Maximum Limit 16-QAM and 32-QAM

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM 700 BTS
	‑84 dBm
	-26 dBm
	[-84]
	[-78]
	[-29]

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M1
	‑77 dBm
	-24 dBm
	[-77]
	[-71]
	[-27]

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M2
	‑72 dBm
	-19 dBm
	[-72]
	[-66]
	[-22]

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M3
	‑67 dBm
	-14 dBm
	[-67]
	[-61]
	[-17]

	GSM900/GSM850/MXM 850/GSM 700  pico‑BTS P1
	-68 dBm
	-16 dBm
	[-68]
	[-62]
	[-19]

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑82 dBm
	-24 dBm
	[-82]
	[-76]
	[-27]

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑77 dBm
	-19 dBm
	[-77]
	[-71]
	[-22]

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑72 dBm
	-14 dBm
	[-72]
	[-66]
	[-17]

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-75 dBm
	-17 dBm
	[-75]
	[-69]
	[-20]


7.1.3
Essential conformance

This test need not be performed.

7.1.4
Complete conformance

Test Environment:

Normal:
For GMSK BER measurements, each TRX shall be tested. 


For RACH, the TRX supporting the BCCH shall be tested.


For 8-PSK, QPSK, 16-QAM and 32-QAM modulation, each TRX shall be tested. Any modulated channel type for each modulation can be used.

Extreme Temperature:
For GMSK BER measurements, one TRX shall be tested on one timeslot, for static propagation conditions only. 


For RACH, the TRX supporting the BCCH shall be tested. 


For TCH/FS FER measurements, the test need not be performed.


For 8-PSK, QPSK, 16-QAM and 32-QAM modulation, one TRX shall be tested on one timeslot, for static propagation conditions only. Any modulated channel type for each modulation can be used.

Vibration:
For GMSK BER measurements, one TRX shall be tested on one timeslot, for static propagation conditions only. 


For TCH/FS FER measurements in frequency hopping under interference conditions and for RACH, the test need not be performed.


For 8-PSK, QPSK, 16-QAM and 32-QAM modulation, one TRX shall be tested on one timeslot, for static propagation conditions only. Any modulated channel type for each modulation can be used.

Conformance Requirement
The bit error ratio of the unprotected bits (TCH/FS, Class II or uncoded PDTCH bits) shall not exceed:


Static propagation conditions BER ≤ 10‑4 For input levels up to ‑40 dBm


Static propagation conditions BER ≤ 10‑3 For input levels > ‑40 dBm


EQ50 (except for GSM400, where EQ100 applies) propagation conditions BER ≤ 3 % 

The FER of TCH/FS under interfering conditions shall not exceed 5 %.

The frame erasure ratio of the RACH shall not exceed 0.5%.

The bit error ratio of uncoded data bits in 8-PSK, QPSK, 16-QAM and 32-QAM channels shall not exceed:

Static propagation conditions (steps a, b and d) BER ≤ 10‑4 for input levels up to -40 dBm.

Static propagation conditions (step c) BER ≤ 10‑3 for input levels > ‑40 dBm. 

7.1.5
Requirement Reference

3GPP TS 45.005 subclause 6.1, subclause 6.5 and subclause 6.6.

	Next modification


7.4.1
Test Purpose

The multipath reference sensitivity level of the receiver is the level of signal at the receiver input with a standard test signal at which the receiver will produce after demodulation and channel decoding data with a Frame Erasure Ratio (FER), Residual Bit Error Ratio (RBER), Bit Error Ratio (BER) or Block Error Ratio (BLER) better than or equal to that specified for a specific logical channel type, under multipath propagation conditions.

7.4.2
Test Case

As a minimum, one time slot shall be tested on one TRX.

A test signal with normal GSM modulation shall be applied to the BSS RX antenna connector through a Multipath Fading Simulator as described in annex B.1, on the chosen time slot. When testing QPSK, 16-QAM and 32-QAM modulated channels TSC-6 shall be used for the wanted signal.
For circuit switched channels, except ECSD and AMR-WB, and 8-PSK modulated AMR and AMR-WB channels, the average signal level at the receiver antenna connector of a BTS shall be as specified in table 16.

For packet switched channels (GPRS, EGPRS and EGPRS2), for ECSD, for AMR-WB channels, and for 8-PSK modulated AMR and AMR-WB channels, the average signal level at the receiver antenna connector of a normal BTS for which the reference performance shall be met is specified in table 16a, according to the type of channel and the propagation condition. For the TI5 propagation profile used for testing GSM 900 and DCS 1800 pico BTS P1 the column headed "TU50 (no FH)" shall be used. For BTS types other than normal, the levels specified in table 16a shall be increased by the values specified in table 16b. 

In all cases, the average signal level at the receiver shall be measured by taking the mean powers of the sum of the individual paths.

All TRXs in the BSS configuration shall be on and transmitting full power in all time slots.

For tests with TU50 (ideal SFH):

The BSS shall be hopping over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration.

For TU50 (no SFH), RA250 (no SFH),  HT100 (no SFH) and TI5 (no SFH):

If slow frequency hopping is supported by the BSS, it shall be disabled. The test shall be performed for the specified ARFCNs. A test signal with GMSK modulation shall also be applied to the RX antenna connector on the two adjacent time slots at a static power level 50 dB above the reference sensitivity requirement specified in table 16of the chosen time slot over the useful part of the burst as defined in 3GPP TS 45.005 for the MS. The content of this signal shall allow the receiver of the TRX under test to either be activated or to detect valid GMSK modulated GSM signals (as specified in the conformance requirement) on the adjacent timeslots for the duration of the test.

Table 16: Test signal input level for Multipath Reference Sensitivity measurements
for circuit switched channels except ECSD, AMR-WB channels and 8-PSK modulated AMR and AMR-WB channels

	BTS Type
	Test signal Average Input Level to receiver

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM 700  BTS
	‑104 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M1
	‑97 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M2
	‑92 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M3
	‑87 dBm

	GSM900/GSM850/MXM 850/GSM 700 pico-BTS P1
	-85 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑102 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑97 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑92 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-92 dBm


Table 16a: Test signal input level for Multipath Reference Sensitivity measurements for packet switched, ECSD and AMR-WB channels, and 8-PSK modulated AMR and AMR-WB channels

	Normal BTS (GSM 400, GSM 900, GSM 700, GSM 850 and MXM 850***)

	Type of
	Propagation conditions

	Channel
	TU50

(no FH)
	TU50

(ideal FH)
	RA250

(no FH)
	HT100

(no FH)
	Comments

	PDTCH/CS-1 
	dBm
	-104
	-104
	-104
	-103
	
	

	PDTCH/CS-2
	dBm
	-100
	-101
	-101
	-99
	
	

	PDTCH/CS-3
	dBm
	-98
	-99
	-98
	-96
	
	

	PDTCH/CS-4
	dBm
	-90
	-90
	*
	*
	
	

	PDTCH/MCS-1
	dBm
	-102.5
	-103
	-103
	-102
	(6)
	

	PDTCH/MCS-2
	dBm
	-100.5
	-101
	-100.5
	-100
	(6)
	

	PDTCH/MCS-3
	dBm
	-96.5
	-96.5
	-92.5
	-95.5
	(6)
	

	PDTCH/MCS-4
	dBm
	-91
	-91
	*
	*
	(6)
	

	PDTCH/MCS-5
	dBm
	-96.5
	-97
	-96
	-95
	(6)
	

	PDTCH/MCS-6
	dBm
	-94
	-94.5
	-91
	-91
	(6)
	

	PDTCH/MCS-7
	dBm
	-89
	-88.5
	-87**
	-86**
	(6)
	

	PDTCH/MCS-8
	dBm
	-84
	-84
	*
	-81.5**
	(6)
	

	PDTCH/MCS-9
	dBm
	-80
	-80
	*
	*
	(6)
	

	PDTCH/UAS-7
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UAS-8
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UAS-9
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UAS-10
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UAS-11
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-5
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	Input signal

generated

with [wide]

pulse-shaping 

filter

	PDTCH/UBS-6
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-7
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-8
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-9
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-10
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-11
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-12
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-5
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	Input signal

generated

with [narrow]

pulse-shaping 

filter

	PDTCH/UBS-6
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-7
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-8
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-9
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-10
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-11
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-12
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	E-TCH/F43,2 NT
	dBm
	-91
	-92
	-89
	-89.5
	
	

	E-TCH/F32,0 T
	dBm
	-97.5
	-100
	-100
	-96.5
	
	

	E-TCH/F28,8 T
	dBm
	-93.5
	-95
	-93.5
	-94.5
	
	

	E-TCH/F28,8 NT
	dBm
	-95.5
	-96.5
	-96.5
	-96
	
	

	E-FACCH/F
	dBm
	-101
	-102
	-102
	-98
	
	

	PRACH/11 bits
	dBm
	-104
	-104
	-103
	-103
	
	

	PRACH/8 bits
	dBm
	-104
	-104
	-103
	-103
	
	

	PACCH
	dBm
	-104
	-104
	-104
	-103
	
	

	TCH/WFS12.65
	dBm
	-99,5
	-100,5
	-101
	-99
	
	

	TCH/ WFS8.85
	dBm
	-102
	-103,5
	-104
	-102
	
	

	TCH/ WFS6.60
	dBm
	-103
	-104
	-104
	-103,5
	
	

	O-FACCH/F
	dBm
	-100,5
	-101,5
	-101,5
	-100
	
	

	O-FACCH/H
	dBm
	-100,5
	-100,5
	-101
	-99
	
	

	O-TCH/AHS12.2
	dBm
	-94,5
	-95
	-94
	-92,5
	
	

	O-TCH/AHS10.2
	dBm
	-95,5
	-96
	-95
	-93,5
	
	

	O-TCH/AHS7.95
	dBm
	-96,5
	-97
	-96,5
	-94,5
	
	

	O-TCH/AHS7.4
	dBm
	-97,5
	-97,5
	-97
	-95
	
	

	O-TCH/AHS6.7
	dBm
	-98
	-98,5
	-97,5
	-95,5
	
	

	O-TCH/AHS5.9
	dBm
	-98
	-98,5
	-98,5
	-96,5
	
	

	O-TCH/AHS5.15
	dBm
	-98,5
	-99
	-98,5
	-97
	
	

	O-TCH/AHS4.75
	dBm
	-99,5
	-99,5
	-99,5
	-97,5
	
	

	O-TCH/AHS-INB (FER)
	dBm
	-99
	-99,5
	-98,5
	-98
	
	

	O-TCH/AHS (EVSIDUR)
	dBm
	-100,5
	-101,5
	-101,5
	-99
	
	

	O-TCH/AHS (EVRFR)
	dBm
	-101
	-101,5
	-101,5
	-99
	
	

	O-TCH/WFS23.85
	dBm
	-95
	-96,5
	-97
	-94,5
	
	

	O-TCH/WFS15.85
	dBm
	-97,5
	-99
	-100,5
	-97
	
	

	O-TCH/WFS12.65
	dBm
	-99
	-100
	-101
	-98,5
	
	

	O-TCH/WFS8.85
	dBm
	-100,5
	-102
	-102,5
	-100,5
	
	

	O-TCH/WFS6.60
	dBm
	-101,5
	-103
	-103,5
	-101,5
	
	

	O-TCH/WFS-INB (FER)
	dBm
	-103,5
	-103,5
	-104
	-103
	
	

	O-TCH/WFS (EVSIDUR)
	dBm
	-100
	-102
	-101
	-99,5
	
	

	O-TCH/WFS (EVRFR)
	dBm
	-101
	-103
	-103
	-101
	
	

	O-TCH/WHS12.65
	dBm
	-94,5
	-95
	-93,5
	-92,5
	
	

	O-TCH/WHS8.85
	dBm
	-96
	-96,5
	-96
	-94
	
	

	O-TCH/WHS6.60
	dBm
	-98
	-98,5
	-97,5
	-96
	
	

	O-TCH/WHS-INB (FER)
	dBm
	-99
	-99,5
	-98,5
	-98
	
	

	O-TCH/WHS (EVSIDUR)
	dBm
	-100,5
	-101,5
	-101,5
	-99
	
	

	O-TCH/WHS (EVRFR)
	dBm
	-101
	-101,5
	-101,5
	-99
	
	


	Normal BTS (DCS 1800, PCS 1900 and MXM 1900***)

	Type of
	Propagation conditions

	Channel
	TU50

(no FH)
	TU50

(ideal FH)
	RA130

(no FH)
	HT100

(no FH)
	Comments

	PDTCH/CS-1 
	dBm
	-104
	-104
	-104
	-103
	
	

	PDTCH/CS-2
	dBm
	-100
	-100
	-101
	-99
	
	

	PDTCH/CS-3
	dBm
	-98
	-98
	-98
	-94
	
	

	PDTCH/CS-4
	dBm
	-88
	-88
	*
	*
	
	

	PDTCH/MCS-1
	dBm
	-102.5
	-103
	-103
	-101.5
	(6)
	

	PDTCH/MCS-2
	dBm
	-100.5
	-101
	-100.5
	-99.5
	(6)
	

	PDTCH/MCS-3
	dBm
	-96.5
	-96.5
	-92.5
	-94.5
	(6)
	

	PDTCH/MCS-4
	dBm
	-90.5
	-90.5
	*
	*
	(6)
	

	PDTCH/MCS-5
	dBm
	-95.5
	-97
	-96
	-93
	(6)
	

	PDTCH/MCS-6
	dBm
	-94
	-94
	-91
	-85.5
	(6)
	

	PDTCH/MCS-7
	dBm
	-87
	-86.5
	-87**
	*
	(6)
	

	PDTCH/MCS-8
	dBm
	-86.5**
	-86.5**
	*
	*
	(6)
	

	PDTCH/MCS-9
	dBm
	-83**
	-83**
	*
	*
	(6)
	

	PDTCH/UAS-7
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UAS-8
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UAS-9
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UAS-10
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UAS-11
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-5
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	Input signal

generated

with [wide]

pulse-shaping 

filter

	PDTCH/UBS-6
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-7
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-8
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-9
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-10
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-11
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-12
	dBm
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	(6)
	

	PDTCH/UBS-5
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	Input signal

generated

with [narrow]

pulse-shaping 

filter

	PDTCH/UBS-6
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-7
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-8
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-9
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-10
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-11
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	PDTCH/UBS-12
	dBm
	-
	[tbd]
	-
	[tbd]
	(6)
	

	E-TCH/F43,2 NT
	dBm
	-91.5
	-91.5
	-88.5
	-86
	
	

	E-TCH/F32,0 T
	dBm
	-98.5
	-100
	-100
	-97
	
	

	E-TCH/F28,8 T
	dBm
	-94.5
	-95
	-92.5
	-93
	
	

	E-TCH/F28,8 NT
	dBm
	-96
	-96.5
	-96
	-95
	
	

	E-FACCH/F
	dBm
	-102
	-102
	-102
	-98
	
	

	PRACH/11 bits
	dBm
	-104
	-104
	-103
	-103
	
	

	PRACH/8 bits
	dBm
	-104
	-104
	-103
	-103
	
	

	PACCH
	dBm
	-104
	-104
	-104
	-103
	
	

	TCH/WFS12.65
	(dBm)
	-100,5
	-100,5
	-101
	-99
	
	

	TCH/ WFS8.85
	(dBm)
	-103,5
	-103,5
	-104
	-102
	
	

	TCH/ WFS6.60
	(dBm)
	-104
	-104
	-104
	-103,5
	
	

	O-FACCH/F
	dBm
	-100,5
	-100,5
	-101,5
	-100
	
	

	O-FACCH/H
	dBm
	-100
	-100
	-101
	-99
	
	

	O-TCH/AHS12.2
	dBm
	-94,5
	-94,5
	-94
	-92
	
	

	O-TCH/AHS10.2
	dBm
	-95,5
	-95,5
	-95
	-93
	
	

	O-TCH/AHS7.95
	dBm
	-96,5
	-96,5
	-96,5
	-94
	
	

	O-TCH/AHS7.4
	dBm
	-97
	-97
	-97
	-94,5
	
	

	O-TCH/AHS6.7
	dBm
	-98
	-98
	-97,5
	-95,5
	
	

	O-TCH/AHS5.9
	dBm
	-98,5
	-98,5
	-98,5
	-96
	
	

	O-TCH/AHS5.15
	dBm
	-99
	-99
	-98,5
	-97
	
	

	O-TCH/AHS4.75
	dBm
	-99,5
	-99,5
	-99,5
	-97,5
	
	

	O-TCH/AHS-INB (FER)
	dBm
	-99
	-99
	-98,5
	-97,5
	
	

	O-TCH/AHS (EVSIDUR)
	dBm
	-97,5
	-97,5
	-101,5
	-99
	
	

	O-TCH/AHS (EVRFR)
	dBm
	-101
	-101
	-101,5
	-99
	
	

	O-TCH/WFS23.85
	dBm
	-96
	-96
	-97
	-94
	
	

	O-TCH/WFS15.85
	dBm
	-98,5
	-98,5
	-100,5
	-97
	
	

	O-TCH/WFS12.65
	dBm
	-100
	-100
	-101
	-98,5
	
	

	O-TCH/WFS8.85
	dBm
	-102
	-102
	-102,5
	-100,5
	
	

	O-TCH/WFS6.60
	dBm
	-102,5
	-102,5
	-103,5
	-101,5
	
	

	O-TCH/WFS-INB (FER)
	dBm
	-103
	-103
	-104
	-102,5
	
	

	O-TCH/WFS (EVSIDUR)
	dBm
	-101
	-101
	-101
	-99
	
	

	O-TCH/WFS (EVRFR)
	dBm
	-102,5
	-102,5
	-103
	-101
	
	

	O-TCH/WHS12.65
	dBm
	-94,5
	-94,5
	-93,5
	-92
	
	

	O-TCH/WHS8.85
	dBm
	-96
	-96
	-96
	-94
	
	

	O-TCH/WHS6.60
	dBm
	-98
	-98
	-97,5
	-95,5
	
	

	O-TCH/WHS-INB (FER)
	dBm
	-99
	-99
	-98,5
	-97,5
	
	

	O-TCH/WHS (EVSIDUR)
	dBm
	-97,5
	-97,5
	-101,5
	-99
	
	

	O-TCH/WHS (EVRFR)
	dBm
	-101
	-101
	-101,5
	-99
	
	

	NOTE 1: 
PDTCH/CS-4 and MCS-x shall not be tested for the propagation conditions marked as (*).

NOTE 2: 
For GSM 400 the speeds shall be doubled (e.g. TU50 shall be TU100), and for GSM 700 the speeds shall be multiplied by 1,2 (e.g. TU50 shall be TU60).

NOTE 3: 
Performance is specified at 30% BLER for those cases marked as (**)

***NOTE 4: 
PDTCH/CS-1 to 4 and ECSD are not applicable for MXM850 and MXM1900

NOTE 5: 
PDTCH/UBS-5 to 12 requirements assume that two-antenna receive diversity is used. The input signals shall use higher symbol rate and be generated with the applicable pulse-shaping filter.

NOTE 6:
Only BTTI without PAN need to be tested.


Table 16b: Test signal input level corrections for different BTS Types (for table 16a)

	BTS Type
	Test signal Average Input Level corrections

	GSM850/GSM900/MXM850/GSM700 micro‑BTS M1
	+7 dB

	GSM900/GSM850/MXM850/GSM700 micro‑BTS M2
	+12 dB

	GSM900/GSM850/MXM850/GSM700 micro‑BTS M3
	+17 dB

	GSM900/GSM850/MXM850/GSM700 pico-BTS P1
	+19 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	+2 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	+7 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	+12 dB

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	+12 dB


The input signal before channel encoding in the BSSTE shall be compared with the signal which is obtained from the BSS receiver after channel decoding.

	Next modification


7.5
Reference interference level

7.5.1
Test Purpose

The reference interference level is a measure of the capability of the receiver to receive a wanted modulated signal without exceeding a given degradation due to the presence of an unwanted modulated signal at the same carrier frequency (co-channel interference) or at any adjacent carrier frequencies (adjacent channel interference).

7.5.2
Test Case

If Slow Frequency Hopping (SFH) is supported by the BSS, it shall be disabled during this measurement, except when performing tests using propagation conditions with ideal SFH.

When SFH is used in the test, the BSS shall hop over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration. If SFH is not supported, the test shall be performed on the specified number of ARFCNs. As a minimum, one time slot shall be tested on one TRX.

The tests shall be performed in a single-antenna configuration except in case of packet-switched channels with higher symbol rate where two-antenna configuration with no correlation or gain difference between the branches is used.

Two input signals shall be connected to the respective receiver connector via a combining network. When testing each signal shall be connected through a Multipath Fading Simulator (MFS) as described in annex B.1, except in the cases of frequency offsets of the interfering signal from the wanted signal of 400kHz or greater, where the interferer shall be static, unless otherwise stated in table 19 and 19a. The multipath fading propagation conditions shall be uncorrelated.

The referred power level for both signals shall be the average power into the BSS RX antenna connector. This shall be measured by taking the mean powers of the sum of the individual paths.

For GMSK modulated circuit switched channels except AMR-WB, the wanted signal shall have the power level as defined in table 18. It shall have normal GSM modulation. In the case of a pico-BTS, the power level defined in table 18 (*) shall be 4dB greater for measurements performed with interferer offsets of 400kHz or greater.

For packet switched channels, ECSD and for AMR-WB, and for 8-PSK modulated AMR and AMR-WB channels, the wanted signal level shall be (X-9dB+Ir), where "X" is the power level defined in table 18 and "Ir" is the co-channel interference ratio defined in table 19b. As an exception, the wanted signal level shall be (X+9dB+Iar) for packet-switched channels with QPSK, 16-QAM and 32-QAM modulation in the case of 200 kHz adjacent channel interference, where "X" is the power level defined in table 18 and “Iar” the interference ratio in table 19c.
Table 18: Test signal average input level for Reference Interference Level measurements

	BTS Type
	Test signal average input level to receiver 

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM700  BTS
	‑84 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M1
	‑77 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M2
	‑72 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M3
	‑67 dBm

	GSM900/GSM850/MXM 850/GSM700 pico-BTS P1
	‑68 dBm *

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑82 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑77 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑72 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-75 dBm *


The interfering signal shall be continuous and have GSM modulation of a pseudo‑random bitstream without midamble. If the TRX supports 8-PSK, 16-QAM or 32-QAM at normal symbol rate it shall be tested with the interfering signal having GMSK modulation and with the interfering signal having 8-PSKmodulation, unless it can be demonstrated that it is sufficient to test either with GMSK or 8-PSK modulated interfering signal. If the wanted signal has higher symbol rate, the TRX shall be tested for adjacent channel interference performance with an interfering signal at higher symbol rate, using the same modulation and pulse shaping filter as the wanted signal, while co-channel interference performance shall be tested with the interfering signal having GMSK modulation and with the interfering signal having 8-PSK modulation. If the TRX does not support 8-PSK it shall be tested with the interfering signal having GMSK modulation. For SFH this interferer shall consist of either one signal which hops in synchronization with the time slot under test or a number of fixed frequency signal sources. In the latter case the number of interfering sources determines the number of frequencies over which the time slot under test can hop in the test environment irrespective of the upper limit of the BTS.

For packet-switched channels only BTTI without PAN need to be tested.
When testing QPSK, 16-QAM and 32-QAM modulated channels TSC-6 shall be used for the wanted signal.
For GMSK modulated circuit switched channels except AMR-WB, the test shall be performed with frequency offsets of the interfering signal from the wanted signal, for a relative level of interfering signal above the wanted signal as specified in table 19. In some cases a second requirement is specified, where the interference ratio in table 19 shall be increased or decreased by 3 dB. In these cases the Error measures are noted as FER@+3dB or FER@-3dB respectively.

For packet switched channels, ECSD and AMR-WB, and 8-PSK modulated AMR and AMR-WB channels, the test shall be performed with frequency offsets of the interfering signal from the wanted signal, for a carrier to interferer ratio, relative to the co-channel interference ratio (C/Ic), as specified in table 19a. The minimum co-channel interference ratio (C/Ic) for all the combinations of packet switched logical channel type and propagation condition are as specified in table 19b.

In the case of Slow Frequency Hopping (SFH) the interfering signal shall be on the same ARFCN as the wanted signal over the useful part of the time slot burst. For offsets greater than 0 kHz only the multipath propagation condition TU50 (no SFH) need be tested for normal and micro-BTS systems, and only the multipath propagation condition TI5 (no SFH) need be tested for pico-BTS systems.

Table 19: Co-channel and adjacent channel interference rejections for circuit switched channels except ECSD and AMR-WB channels, and 8-PSK modulated AMR and AMR-WB channels

	Interferers offset:
	Carrier to Interferer Ratio:
	Fading of interferer

	
	Normal and Micro-BTS
	Pico-BTS
	

	0 kHz
	9 dB
	13 dB
	yes

	200 kHz
	‑9 dB
	‑5 dB
	yes

	400 kHz
	‑41 dB
	-37dB
	no


Table 19a: Co-channel and adjacent channel interference ratios for packet switched channels, for ECSD and for AMR-WB channels, and for 8-PSK modulated AMR and AMR-WB channels

	Modulation of wanted signal
	GMSK
	8-PSK
	16-QAM and 32-QAM with normal symbol rate
	QPSK, 16-QAM and 32-QAM with higher symbol rate
	

	Interferers offset:
	Carrier to Interferer Ratio 
	Carrier to Interferer Ratio 
	Carrier to Interferer Ratio
	Carrier to Interferer Ratio
	Fading of interferer

	0 kHz
	C/Ic (table 19b)
	C/Ic (table 19b)
	C/Ic (table 19b)
	C/Ic (table 19b)
	yes

	200 kHz
	C/Ic - 18 dB
	Table 19c
	Table 19c
	Table 19c
	yes

	400 kHz
	C/Ic - 50 dB
	C/Ic - 50 dB 
	[tbd]
	[tbd]
	yes


For QPSK, 16-QAM and 32-QAM modulated channels with higher symbol rate, the interfering signal shall have the same modulation as the wanted signal and be generated with wide pulse shaping filter.
Table 19b: Co-channel interference ratios (C/Ic) for packet switched channels, for ECSD and for AMR-WB channels, and for 8-PSK modulated AMR and AMR-WB channels

	GSM 400, GSM 700, GSM900, GSM 850 and MXM 850***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU3              (no SFH)
	TU50            (no SFH) 
	TU50        
(ideal SFH)
	RA250          (no SFH)
	TI5                (no SFH)

	PDTCH/CS-1
	dB
	13
	10
	9
	9
	14

	PDTCH/CS-2
	dB
	15
	14
	13
	13
	18

	PDTCH/CS-3
	dB
	16
	16
	15
	16
	20

	PDTCH/CS-4
	dB
	21
	24
	24
	*
	27

	PDTCH/MCS-1
	dB
	13
	10.5
	9.5
	10
	14.5

	PDTCH/MCS-2
	dB
	15
	12.5
	12
	12
	16.5

	PDTCH/MCS-3
	dB
	16.5
	17
	17
	19
	21

	PDTCH/MCS-4
	dB
	19
	22
	22
	*
	26

	PDTCH/MCS-5
	dB
	18
	15.5
	14.5
	16
	19.5

	PDTCH/MCS-6
	dB
	20
	18
	17.5
	21
	22

	PDTCH/MCS-7
	dB
	23.5
	24
	24.5
	26.5**
	28

	PDTCH/MCS-8
	dB
	28.5
	30
	30
	*
	34

	PDTCH/MCS-9
	dB
	30
	33
	35
	*
	37

	PDTCH/UAS-7
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UAS-8
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UAS-9
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UAS-10
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UAS-11
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-5
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-6
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-7
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-8
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-9
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-10
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-11
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-12
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	E-TCH/F43,2 NT 
	dB
	24
	19.5
	19
	21.5
	23.5

	E-TCH/F32,0 T
	dB
	25.5
	17
	15.5
	15.5
	21

	E-TCH/F28,8 T
	dB
	27
	17.5
	15.5
	16
	21.5

	E-TCH/F28,8 NT
	dB
	20
	14.5
	13.5
	13.5
	18.5

	E-FACCH/F
	dB
	17.5
	12.5
	11.5
	11.5
	16.5

	PACCH
	dB
	13
	10
	9
	9
	14

	PRACH/11 bits
	dB
	8
	8
	8
	10
	12

	PRACH/8 bits
	dB
	8
	8
	8
	9
	12

	TCH/WFS12.65
	 dB
	21,5
	14,5
	13
	12,5
	18,5

	TCH/ WFS8.85
	dB
	20
	11,5
	10
	9
	15,5

	TCH/ WFS6.60
	dB
	19
	10,5
	9
	8
	14,5

	O-FACCH/F
	dB
	15,5
	10
	8
	9
	14

	O-FACCH/H
	dB
	15,5
	10
	9
	9,5
	14

	O-TCH/AHS12.2
	dB
	22,5
	16,5
	15,5
	17
	20,5

	O-TCH/AHS10.2
	dB
	21,5
	15,5
	14,5
	15,5
	19,5

	O-TCH/AHS7.95
	dB
	20,5
	14,5
	13,5
	14,5
	18,5

	O-TCH/AHS7.4
	dB
	20
	14
	12,5
	13,5
	18

	O-TCH/AHS6.7
	dB
	19,5
	13,5
	12
	13
	17,5

	O-TCH/AHS5.9
	dB
	19
	13
	12
	12,5
	17

	O-TCH/AHS5.15
	dB
	18,5
	12,5
	11
	12
	16,5

	O-TCH/AHS4.75
	dB
	18
	12
	10,5
	11,5
	16

	O-TCH/AHS-INB (FER)
	dB
	16,5
	10,5
	10,5
	12,5
	14,5

	O-TCH/AHS (EVSIDUR)
	dB
	16
	10,5
	9,5
	10,5
	14,5

	O-TCH/AHS (EVRFR)
	dB
	16
	10,5
	9,5
	11
	14,5

	O-TCH/WFS23.85
	dB
	22,5
	16
	13,5
	13,5
	20

	O-TCH/WFS15.85
	dB
	20
	13,5
	11
	10,5
	17,5

	O-TCH/WFS12.65
	dB
	18,5
	11,5
	9,5
	9,5
	15,5

	O-TCH/WFS8.85
	dB
	17
	10,5
	7,5
	7,5
	14,5

	O-TCH/WFS6.60
	dB
	16
	9,5
	7
	6,5
	13,5


	GSM 400, GSM900, GSM 850 and MXM 850***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU3              (no SFH)
	TU50            (no SFH) 
	TU50        
(ideal SFH)
	RA250          (no SFH)
	TI5                (no SFH)

	O-TCH/WFS-INB (FER)
	dB
	14,5
	7
	6
	6
	11

	O-TCH/WFS (EVSIDUR)
	dB
	17,5
	11,5
	9,5
	9,5
	15,5

	O-TCH/WFS (EVRFR)
	dB
	16,5
	10
	7,5
	7,5
	14

	O-TCH/WHS12.65
	dB
	22,5
	17
	15,5
	17
	21

	O-TCH/WHS8.85
	dB
	21
	15
	14
	15
	19

	O-TCH/WHS6.60
	dB
	19,5
	13,5
	12
	13
	17,5

	O-TCH/WHS-INB (FER)
	dB
	16,5
	10,5
	10,5
	12,5
	14,5

	O-TCH/WHS (EVSIDUR)
	dB
	16
	10,5
	9,5
	10,5
	14,5

	O-TCH/WHS (EVRFR)
	dB
	16
	10,5
	9,5
	11
	14,5


	DCS1800, PCS 1900 and MXM1900***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU1.5           (no SFH)
	TU50            (no SFH) 
	TU50        
(ideal SFH)
	RA130          (no SFH)
	TI5                (no SFH)

	PDTCH/CS-1
	dB
	13
	9
	9
	9
	14

	PDTCH/CS-2
	dB
	15
	13
	13
	13
	18

	PDTCH/CS-3
	dB
	16
	16
	16
	16
	20

	PDTCH/CS-4
	dB
	21
	27
	27
	*
	27

	PDTCH/MCS-1
	dB
	13
	10
	9.5
	10
	14.5

	PDTCH/MCS-2
	dB
	15
	12
	12
	12
	16.5

	PDTCH/MCS-3
	dB
	16.5
	17
	18
	19
	21

	PDTCH/MCS-4
	dB
	19
	23
	23
	*
	26

	PDTCH/MCS-5
	dB
	18
	15
	15
	16
	19.5

	PDTCH/MCS-6
	dB
	20
	17.5
	18
	21
	22

	PDTCH/MCS-7
	dB
	23.5
	26
	26.5
	27**
	28

	PDTCH/MCS-8
	dB
	28.5
	25**
	24.5**
	*
	34

	PDTCH/MCS-9
	dB
	30
	29**
	29**
	*
	37

	PDTCH/UAS-7
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UAS-8
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UAS-9
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UAS-10
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UAS-11
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-5
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-6
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-7
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-8
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-9
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-10
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-11
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	PDTCH/UBS-12
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	E-TCH/F43,2 NT 
	dB
	24
	19.5
	19.5
	22
	23.5

	E-TCH/F32,0 T
	dB
	25.5
	16
	15.5
	15.5
	21

	E-TCH/F28,8 T
	dB
	27
	16
	16
	17
	21.5

	E-TCH/F28,8 NT
	dB
	20
	14
	14
	14.5
	18.5

	E-FACCH/F
	dB
	17.5
	11.5
	11.5
	11.5
	16.5

	PACCH
	dB
	13
	9
	9
	9
	14

	PRACH/11 bits
	dB
	9
	9
	9
	10
	12

	PRACH/8 bits
	dB
	8
	8
	8
	9
	12

	TCH/WFS12.65
	 dB
	21,5
	13
	13
	12,5
	18,5

	TCH/ WFS8.85
	dB
	20
	10
	10
	9
	15,5

	TCH/ WFS6.60
	dB
	19
	9
	9
	8
	14,5

	O-FACCH/F
	dB
	15,5
	9
	9
	9
	14

	O-FACCH/H
	dB
	15,5
	9,5
	9,5
	9,5
	14

	O-TCH/AHS12.2
	dB
	22,5
	16,5
	16,5
	17
	20,5

	O-TCH/AHS10.2
	dB
	21,5
	15,5
	15,5
	15,5
	19,5

	O-TCH/AHS7.95
	dB
	20,5
	14,5
	14,5
	14,5
	18,5

	O-TCH/AHS7.4
	dB
	20
	14
	14
	13,5
	18

	O-TCH/AHS6.7
	dB
	19,5
	13
	13
	13
	17,5

	O-TCH/AHS5.9
	dB
	19
	12,5
	12,5
	12,5
	17

	O-TCH/AHS5.15
	dB
	18,5
	12
	12
	12
	16,5

	O-TCH/AHS4.75
	dB
	18
	11,5
	11,5
	11,5
	16


	DCS1800, PCS 1900 and MXM1900***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU1.5           (no SFH)
	TU50            (no SFH) 
	TU50        
(ideal SFH)
	RA130          (no SFH)
	TI5                (no SFH)

	O-TCH/AHS-INB (FER)
	dB
	16,5
	11
	11
	12,5
	14,5

	O-TCH/AHS (EVSIDUR)
	dB
	16
	10,5
	10,5
	10,5
	14,5

	O-TCH/AHS (EVRFR)
	dB
	16
	10,5
	10,5
	11
	14,5

	O-TCH/WFS23.85
	dB
	22,5
	14,5
	14,5
	13,5
	20

	O-TCH/WFS15.85
	dB
	20
	12
	12
	10,5
	17,5

	O-TCH/WFS12.65
	dB
	18,5
	10,5
	10,5
	9,5
	15,5

	O-TCH/WFS8.85
	dB
	17
	9
	9
	7,5
	14,5

	O-TCH/WFS6.60
	dB
	16
	8
	8
	6,5
	13,5

	O-TCH/WFS-INB (FER)
	dB
	14,5
	6,5
	6,5
	6
	11

	O-TCH/WFS (EVSIDUR)
	dB
	17,5
	11
	11
	9,5
	15,5

	O-TCH/WFS (EVRFR)
	dB
	16,5
	9
	9
	7,5
	14

	O-TCH/WHS12.65
	dB
	22,5
	16,5
	16,5
	17
	21

	O-TCH/WHS8.85
	dB
	21
	14,5
	14,5
	15
	19

	O-TCH/WHS6.60
	dB
	19,5
	13
	13
	13
	17,5

	O-TCH/WHS-INB (FER)
	dB
	16,5
	11
	11
	12,5
	14,5

	O-TCH/WHS (EVSIDUR)
	dB
	16
	10,5
	10,5
	10,5
	14,5

	O-TCH/WHS (EVRFR)
	dB
	16
	10,5
	10,5
	11
	14,5

	NOTE 1: PDTCH/CS-4 and MCS-x shall not be tested for the propagation conditions marked as (*).

NOTE 2: For GSM 400 the speeds shall be doubled (e.g. TU50 shall be TU100) and for GSM 700 the speeds shall be multiplied by 1,2 (e.g. TU50 shall be TU60).

NOTE 3: Performance is specified at 30% BLER for those cases marked as (**).

***NOTE 4: PDTCH/CS-1 to 4 and ECSD are not applicable for MXM850 and MXM1900.

NOTE 5:
PDTCH/UBS-5 to 12 requirements assume two-antenna configuration. The wanted signal shall use higher symbol rate and be generated with wide pulse shaping filter


Table 19c: adjacent channel interference ratios (C/Ia) for EGPRS, EGPRS2, ECSD and 8-PSK modulated AMR and AMR-WB channels

	GSM 400, GSM 700, GSM900, GSM850 and MXM 850***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU3              (no SFH)
	TU50            (no SFH) 
	TU50        (ideal SFH)
	RA250          (no SFH)
	TI5                (no SFH)
	Comment

	PDTCH/MCS-5
	dB
	2.5
	-2
	-2
	1
	2
	

	PDTCH/MCS-6
	dB
	4.5
	1
	1
	6.5
	5
	

	PDTCH/MCS-7
	dB
	8
	8.5
	8.5
	13.5**
	12.5
	

	PDTCH/MCS-8
	dB
	10.5
	9**
	9.5**
	*
	13**
	

	PDTCH/MCS-9
	dB
	12
	13.5**
	13.5**
	*
	17.5**
	

	PDTCH/UAS-7
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UAS-8
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UAS-9
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UAS-10
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UAS-11
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-5
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	Input signals

generated

with [wide]

pulse-shaping 

filter

(Note 5)

	PDTCH/UBS-6
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-7
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-8
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-9
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-10
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-11
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-12
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-5
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	Input signals

generated

with [narrow]

pulse-shaping 

filter

(Note 5)

	PDTCH/UBS-6
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-7
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-8
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-9
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-10
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-11
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-12
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	E-TCH/F43,2 NT 
	dB
	8
	3.5
	2.5
	12
	7.5
	

	E-TCH/F32,0 T
	dB
	7.5
	-2.5
	-4
	-4
	1.5
	

	E-TCH/F28,8 T
	dB
	10
	0.5
	- 1
	2.5
	4.5
	

	E-TCH/F28,8NT
	dB
	3.5
	- 1.5
	- 2.5
	- 0.5
	2.5
	

	O-FACCH/F
	dB
	0
	-7,5
	-8
	-8,5
	-3,5
	

	O-FACCH/H
	dB
	0,5
	-5,5
	-6,5
	-6
	-1,5
	

	O-TCH/AHS12.2
	dB
	5
	-1
	-2
	-0,5
	3
	

	O-TCH/AHS10.2
	dB
	4,5
	-2
	-3
	-2
	2
	

	O-TCH/AHS7.95
	dB
	3
	-3
	-4
	-3,5
	1
	

	O-TCH/AHS7.4
	dB
	2,5
	-4
	-5
	-4,5
	0
	

	O-TCH/AHS6.7
	dB
	2
	-4,5
	-6
	-5,5
	-0,5
	

	O-TCH/AHS5.9
	dB
	1,5
	-5,5
	-6,5
	-6,5
	-1,5
	

	O-TCH/AHS5.15
	dB
	1
	-6
	-7
	-7
	-3
	

	O-TCH/AHS4.75
	dB
	0,5
	-7
	-7,5
	-7,5
	-4
	

	O-TCH/AHS-INB (FER)
	dB
	-1
	-7
	-7
	-6,5
	-3
	

	O-TCH/AHS (EVSIDUR)
	dB
	-1,5
	-8
	-8
	-7,5
	-4
	

	O-TCH/AHS (EVRFR)
	dB
	-1
	-8
	-8,5
	-7,5
	-4
	

	O-TCH/WFS23.85
	dB
	5
	-2
	-4
	-4
	2
	

	O-TCH/WFS15.85
	dB
	2
	-5
	-7
	-7
	-1
	

	O-TCH/WFS12.65
	dB
	0,5
	-7
	-9
	-9
	-3
	

	O-TCH/WFS8.85
	dB
	-0,5
	-9
	-11
	-10,5
	-5
	

	O-TCH/WFS6.60
	dB
	-1,5
	-10
	-12
	-11,5
	-6
	

	O-TCH/WFS-INB (FER)
	dB
	-4
	-11,5
	-13
	-13
	-7,5
	

	O-TCH/WFS (EVSIDUR)
	dB
	-0,5
	-7
	-8,5
	-8
	-3
	

	O-TCH/WFS (EVRFR)
	dB
	-1
	-9,5
	-11
	-10,5
	-5,5
	

	O-TCH/WHS12.65
	dB
	5
	-1
	-2
	0
	3
	

	O-TCH/WHS8.85
	dB
	3
	-3
	-3,5
	-3
	1
	

	O-TCH/WHS6.60
	dB
	2
	-5
	-6
	-5,5
	-1
	

	O-TCH/WHS-INB (FER)
	dB
	-1
	-7
	-7
	-6,5
	-3
	

	O-TCH/WHS (EVSIDUR)
	dB
	-1,5
	-8
	-8
	-7,5
	-4
	

	O-TCH/WHS (EVRFR)
	dB
	-1
	-8
	-8,5
	-7,5
	-4
	


	DCS1800, PCS 1900 and MXM1900***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU1.5           (no SFH)
	TU50            (no SFH) 
	TU50        (ideal SFH)
	RA130          (no SFH)
	TI5                (no SFH)
	Comment

	PDTCH/MCS-5
	dB
	2.5
	-2
	-1.5
	1
	2
	

	PDTCH/MCS-6
	dB
	4.5
	1.5
	1.5
	6.5
	5
	

	PDTCH/MCS-7
	dB
	8
	10.5
	11
	13.5**
	12.5
	

	PDTCH/MCS-8
	dB
	10.5
	10**
	9.5**
	*
	13**
	

	PDTCH/MCS-9
	dB
	12
	16**
	16**
	*
	17.5**
	

	PDTCH/UAS-7
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UAS-8
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UAS-9
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UAS-10
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UAS-11
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-5
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	Input signals

generated

with [wide]

pulse-shaping 

filter

(Note 5)

	PDTCH/UBS-6
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-7
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-8
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-9
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-10
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-11
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-12
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-5
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	Input signals

generated

with [narrow]

pulse-shaping 

filter

(Note 5)

	PDTCH/UBS-6
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-7
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-8
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-9
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-10
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-11
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	PDTCH/UBS-12
	dB
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	

	E-TCH/F43,2 NT 
	dB
	8
	4
	3.5
	14
	7.5
	

	E-TCH/F32,0 T
	dB
	7
	-3.5
	-3.5
	-4
	1.5
	

	E-TCH/F28,8 T
	dB
	10
	- 0.5
	- 0.5
	5
	4.5
	

	E-TCH/F28,8NT
	dB
	3.5
	- 2
	- 2
	0.5
	2.5
	

	O-FACCH/F
	dB
	0
	-6,5
	0
	-8,5
	-3,5
	

	O-FACCH/H
	dB
	0,5
	-5,5
	0,5
	-6
	-1,5
	

	O-TCH/AHS12.2
	dB
	5
	-1
	5
	-0,5
	3
	

	O-TCH/AHS10.2
	dB
	4,5
	-2
	4,5
	-2
	2
	

	O-TCH/AHS7.95
	dB
	3
	-3
	3
	-3,5
	1
	

	O-TCH/AHS7.4
	dB
	2,5
	-4
	2,5
	-4,5
	0
	

	O-TCH/AHS6.7
	dB
	2
	-5
	2
	-5,5
	-0,5
	

	O-TCH/AHS5.9
	dB
	1,5
	-5,5
	1,5
	-6,5
	-1,5
	

	O-TCH/AHS5.15
	dB
	1
	-6,5
	1
	-7
	-3
	

	O-TCH/AHS4.75
	dB
	0,5
	-7
	0,5
	-7,5
	-4
	

	O-TCH/AHS-INB (FER)
	dB
	-1
	-6,5
	-1
	-6,5
	-3
	

	O-TCH/AHS (EVSIDUR)
	dB
	-1,5
	-7,5
	-1,5
	-7,5
	-4
	

	O-TCH/AHS (EVRFR)
	dB
	-1
	-8
	-1
	-7,5
	-4
	

	O-TCH/WFS23.85
	dB
	5
	-2,5
	5
	-4
	2
	

	O-TCH/WFS15.85
	dB
	2
	-5,5
	2
	-7
	-1
	

	O-TCH/WFS12.65
	dB
	0,5
	-7,5
	0,5
	-9
	-3
	

	O-TCH/WFS8.85
	dB
	-0,5
	-10
	-0,5
	-10,5
	-5
	

	O-TCH/WFS6.60
	dB
	-1,5
	-11,5
	-1,5
	-11,5
	-6
	

	O-TCH/WFS-INB (FER)
	dB
	-4
	-11
	-4
	-13
	-7,5
	

	O-TCH/WFS (EVSIDUR)
	dB
	-0,5
	-8
	-0,5
	-8
	-3
	

	O-TCH/WFS (EVRFR)
	dB
	-1
	-10,5
	-1
	-10,5
	-5,5
	

	O-TCH/WHS12.65
	dB
	5
	-1
	5
	0
	3
	

	O-TCH/WHS8.85
	dB
	3
	-3
	3
	-3
	1
	

	O-TCH/WHS6.60
	dB
	2
	-5
	2
	-5,5
	-1
	

	O-TCH/WHS-INB (FER)
	dB
	-1
	-6,5
	-1
	-6,5
	-3
	

	O-TCH/WHS (EVSIDUR)
	dB
	-1,5
	-7,5
	-1,5
	-7,5
	-4
	

	O-TCH/WHS (EVRFR)
	dB
	-1
	-8
	-1
	-7,5
	-4
	

	NOTE 1: PDTCH/MCS-x  shall not be tested for the propagation conditions marked as (*).

NOTE 2: For GSM 400 the speeds shall be doubled (e.g. TU50 shall be TU100) and for GSM 700 the speeds shall be multiplied by 1,2 (e.g. TU50 shall be TU60).

NOTE 3: Performance is specified at 30% BLER for those cases marked as (**).

***NOTE 4: ECSD is not applicable for MXM850 and MXM1900.

NOTE 5:
PDTCH/UBS-5 to 12 requirements assume two-antenna configuration. The Interfering signal shall use higher symbol rate and be generated with the same modulation and pulse shaping filter as the wanted signal.


All TRXs in the BSS configuration shall be on and transmitting full power in all time slots.

The input signal before channel encoding in the BSSTE shall be compared with the signal which is obtained from the BSS receiver after channel decoding.

7.5.3
Essential conformance

Test Environment:

Normal.

Normal and Micro-BTS Conformance Requirement
1)
Co‑channel:

The error performance shall be measured for TCH/FS channel (FER, class Ib and class II), for TU50 propagation condition. If synthesizer SFH is supported by the BSS, this shall be enabled, with the range of hopping frequencies centred around RF channel M. If synthesizer SFH is not supported, this shall be tested on one ARFCN channel.

With SFH disabled, the error performance for each of the following logical channel types supported by the BSS shall be measured, each on one ARFCN, for the specified propagation conditions (for GSM 400 applicable speeds are multiplied by 2 and for GSM 700 by 1,2):

TCH/FS:









TU1.5 or TU3

FACCH/F:








TU1.5 or TU3

FACCH/H:








TU1.5 or TU3

E-FACCH/F:








TU1.5 or TU3

SDCCH:









TU1.5 or TU3

TCH/F9.6:








TU1.5 or TU3, TU50

TCH/F4.8:








TU1.5 or TU3, TU50

PDTCH/CS-1:







TU1.5 or TU3, TU50

PDTCH/MCS-1 or, if not supported, 

for the PDTCH/MCS-x with the 

next higher supported number x:


TU1.5 or TU3, TU50

PDTCH/MCS-5 or, if not supported, 

PDTCH/MCS-x with the 

next higher supported number x:


TU1.5 or TU3, TU50

E-TCH/43,2 NT 
or for the highest supported data speed:
TU1.5 or TU3, TU50

PDTCH/UAS-7 or, if not supported, 

PDTCH/UAS-x with the 

next higher supported number x:


TU1.5 or TU3, TU50

PDTCH/UBS-5 or, if not supported, 

PDTCH/UBS-x with the 

next higher supported number x:


TU1.5 or TU3, TU50

PDTCH/UBS-7 or, if not supported, 

PDTCH/UBS-x with the 

next higher supported number x:


TU1.5 or TU3, TU50

PDTCH/UBS-10 or, if not supported, 

PDTCH/UBS-x with the 

next higher supported number x:


TU1.5 or TU3, TU50

If AMR or AMR-WB is supported by the BSS, the error performance given in table 20a-b shall be met for one channel under TU50 (no SFH) propagation condition. The channel with the highest bitrate shall be tested.

If 8-PSK modulated AMR or AMR-WB is supported by the BSS, the error performance given in table 20a-b shall be met for one traffic channel and corresponding associated control channel O-FACCH under TU50 (no SFH) propagation condition. The traffic channel with the highest bitrate shall be tested.

2)
200 kHz offset:

With SFH disabled, the error performance for each of the following logical channel types supported by the BSS shall be measured, each on one ARFCN, for the specified propagation conditions:

TCH/FS:
TU50

FACCH/F:
TU50

E-TCH/43,2 NT 
or for the highest supported data speed
or PDTCH/MCS-5 or, if not supported, 

PDTCH/MCS-x with the 

next higher supported number x:
TU50

PDTCH/UAS-7 or, if not supported, 

PDTCH/UAS-x with the next higher supported number x
TU50

PDTCH/UBS-5 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TU50

PDTCH/UBS-7 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TU50



PDTCH/UBS-10 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TU50

For tests with UBS-x, the Interfering signal shall use higher symbol rate and be generated with the same modulation and pulse shaping filter as the wanted signal.
3)
400 kHz offset:

With SFH disabled, the error performance for each of the following logical channel types supported by the BSS shall be measured, each on RF channels B, M and T, for the specified propagation conditions:

TCH/FS:
TU50

E-TCH/43,2 NT 
or for the highest supported data speed
or PDTCH/MCS-5 or, if not supported, 

PDTCH/MCS-x with the 

next higher supported number x:
TU50

PDTCH/UAS-7 or, if not supported, 

PDTCH/UAS-x with the next higher supported number x
TU50

PDTCH/UBS-5 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TU50

PDTCH/UBS-7 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TU50



PDTCH/UBS-10 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TU50

For tests with UBS-x, the Interfering signal shall use higher symbol rate and be generated with the same modulation and pulse shaping filter as the wanted signal.
With SFH disabled, the error performance for each of the following logical channel types supported by the BSS shall be measured, each on one ARFCN, for the specified propagation profiles:

FACCH/F:








TU50

In cases 1) and 2) above, the error performance given in table 20a‑b shall be met for all combinations of logical channel type, frequency of wanted signal, 0kHz and 200kHz frequency offset of interfering signal and multipath propagation condition tested. For 8-PSK modulated AMR and AMR-WB channels 200 kHz offset table 20b2 applies.

In case 3) above, the error performance given in table 20 a-b for EGPRS, ECSD and AMR-WB, and 8-PSK modulated AMR and AMR-WB channels and table 20c-d for other channels shall be met for all combinations of logical channel type, frequency of wanted signal, 400kHz frequency offset of interfering signal and multipath propagation condition tested.

The value of a in table 20a‑d shall be in the range 1 to 1.6, and shall be the same for both occurrences in each propagation condition; it may be different for different propagation conditions.

Pico-BTS Conformance Requirement

1)
Co-channel:

With SFH disabled, the error performance for each of the following logical channel types supported by the BSS shall be measured, each on one ARFCN, for the TI5 multipath propagation profile (for GSM 400 applicable speeds are multiplied by 2 and for GSM 700 by 1,2):

TCH/FS:
TI5

FACCH/F:
TI5

FACCH/H:
TI5

E-FACCH/F:
TI5

SDCCH:
TI5

TCH/F9.6:
TI5

TCH/F4.8:
TI5

PDTCH/CS-1
TI5

PDTCH/MCS-1 or, if not supported, 

PDTCH/MCS-x with the 

next higher supported number x:
TI5   

PDTCH/MCS-5 or, if not supported, 

PDTCH/MCS-x with the 

next higher supported number x:
TI5

E-TCH/43,2 NT 
or for the highest supported data speed:  
TI5

PDTCH/UAS-7 or, if not supported, 

PDTCH/UAS-x with the next higher supported number x
TI5

PDTCH/UBS-5 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TI5

PDTCH/UBS-7 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TI5



PDTCH/UBS-10 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TI5
If AMR or AMR-WB is supported by the BSS, the error performance given in table 20a-b shall be met for one channel under TI5 propagation condition. The channel with the highest bitrate shall be tested.

If 8-PSK modulated AMR or AMR-WB is supported by the BSS, the error performance given in table 20a-b shall be met for one traffic channel and corresponding associated control channel O-FACCH under TI5 propagation condition. The traffic channel with the highest bitrate shall be tested.

2)
200 kHz offset:

With SFH disabled, the error performance for each of the following logical channel types supported by the BSS shall be measured, each on one ARFCN, for the TI5 multipath propagation profile:

TCH/FS:
TI5

FACCH/F:
TI5

E-TCH/43,2 NT or for the highest supported data speed
or PDTCH/MCS-5 or, if not supported, 

PDTCH/MCS-x with the next 

higher supported number x:
TI5

PDTCH/UAS-7 or, if not supported, 

PDTCH/UAS-x with the next higher supported number x
TI5

PDTCH/UBS-5 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TI5

PDTCH/UBS-7 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TI5



PDTCH/UBS-10 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TI5
3)
400 kHz offset:

With SFH disabled, the error performance for each of the following logical channel types supported by the BSS shall be measured, each on one ARFCN, for the TI5 multipath propagation profile:

TCH/FS:
TI5

FACCH/F:
TI5

E-TCH/43,2 NT 
or for the highest supported data speed
or PDTCH/MCS-5 or, if not supported, 

PDTCH/MCS-x with the next 

higher supported number x:
TI5

PDTCH/UAS-7 or, if not supported, 

PDTCH/UAS-x with the next higher supported number x
TI5

PDTCH/UBS-5 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TI5

PDTCH/UBS-7 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TI5



PDTCH/UBS-10 or, if not supported

PDTCH/UBS-x with the next higher supported number x
TI5
In cases 1) and 2) above, the error performance given in table 20 a-b shall be met for all combinations of logical channel type, frequency of wanted signal, 0kHz and 200kHz frequency offset of interfering signal and TI5 multipath propagation condition tested. For 8-PSK modulated AMR and AMR-WB channels 200 kHz offset table 20b2 applies.

In case 3) above, the error performance given in table 20a-b for EGPRS, ECSD and AMR-WB channels and table 20c-d for other channels shall be met for all combinations of logical channel type, frequency of wanted signal, 400kHz frequency offset of interfering signal and multipath propagation condition tested.

The value of 
[image: image8.wmf]a

 in table 20a‑d shall be in the range 1 to 1.6, and shall be the same for both occurrences in the TI5 propagation condition.

7.5.4
Complete conformance

Test Environment:

Normal.

Normal and Micro-BTS Conformance Requirement
The error performance of any logical channel type supported by the BSS for any multipath propagation condition (excluding TI5) given in table 20a‑d shall not be worse than the error ratios given in table 20a‑d with the exception that for EGPRS, EGPRS2, ECSD and AMR-WB, and 8-PSK modulated AMR and AMR-WB channels the requirements in table 20a-b apply. For 8-PSK modulated AMR and AMR-WB channels 200 kHz offset table 20b2 applies. For the circuit switched control channels not listed in table 20 the requirements for the SDCCH shall apply. The requirements for propagation conditions with ideal SFH shall only apply if SFH is supported by the BSS.

For the propagation conditions with ideal SFH, the tests shall be performed with the range of hopping frequencies centred around RF channel M. For propagation conditions with no SFH, the tests shall be performed at the RF channels B, M, and T.
The value of a in table 20a‑d shall be in the range 1 to 1.6, and shall be the same for both occurrences in each propagation condition; it may be different for different propagation conditions.

NOTE 1:
For TU50 (ideal FH), sufficient decorrelation may be achieved with 4 frequencies spaced over 5 MHz. 

Pico-BTS Conformance Requirement

The error performance of any logical channel type for the TI5 multipath propagation condition shall not be worse than the error ratios given in table 20a‑d. The tests shall be performed with SFH disabled, at the RF channels B, M, and T. The value of 
[image: image9.wmf]a

 in table 20a‑d shall be in the range 1 to 1.6, and shall be the same for both occurrences in the TI5 propagation condition.

Table 20a: GSM 400, GSM 700, GSM900, GSM 850 and MXM 850 Multipath error performance
limits at RX interference level

	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU3 
(no SFH)
	TU50 
(no SFH) 
	TU50 
(ideal SFH)
	RA250 
(no SFH)
	TI5 
(no SFH)

	FACCH/H
	(FER)
	22 %
	6.7 %
	6.7 %
	5.7 %
	6.7 %

	FACCH/F
	(FER)
	22 %
	9.5 %
	3.4 %
	3.5 %
	9.5 %

	E-FACCH/F
	(FER)
	5 %
	5 %
	5 %
	5 %
	5 %

	SDCCH & SACCH
	(FER)
	22 % (*)
	13 %
	9 %
	8.0 %
	13 %

	SACCH (TCH/AxS)
	(FER @-3 dB)
	40 % (*)
	-
	-
	-
	-

	RACH
	(FER)
	15 %
	16 %
	16 %
	13 %
	16 %

	E-TCH/F43,2 NT 
	(BLER)
	10 %
	10 %
	10 %
	10 %
	10 %

	E-TCH/F32,0 T
	(BER)
	0.1 %
	0.1 %
	0.1 %
	0.1 %
	0.1 %

	E-TCH/F28,8 T
	(BER)
	0.1 %
	0.1 %
	0.1 %
	0.1 %
	0.1 %

	E-TCH/F28,8 NT
	(BLER)
	10 %
	10 %
	10 %
	10 %
	10 %

	TCH/F14.4
	(BER)
	10.0%
	4.5%
	3.0%
	3.0%
	4.5 %

	TCH/F9.6
	(BER)
	8.0 %
	0.80 %
	0.30 %
	0.2 %
	0.80 %

	TCH/F4.8
	(BER)
	3.0 %
	10‑4
	10‑4
	10‑4
	10‑4

	TCH/F2.4
	(BER)
	3.0 %
	10‑4
	10‑5
	10‑5
	10‑4

	TCH/H4.8
	(BER)
	8.0 %
	0.80 %
	0.30 %
	0.20 %
	0.80 %

	TCH/H2.4
	(BER)
	4.0 %
	2 10‑4
	10‑4
	10‑4
	2 10‑4

	TCH/FS
	(FER)
	21a %
	6.0a %
	3.0a %
	3.0a %
	6.0
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 %

	‑ class Ib
	(RBER)
	2.0/a %
	0.40/a %
	0.20/a %
	0.20/a %
	0.40/
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 %

	‑ class II
	(RBER)
	4.0 %
	8.0 %
	8.0 %
	8.0 %
	8.0 %

	TCH/HS
	(FER)
	19.1 %
	5.0 %
	5.0 %
	4.7 %
	5.0 %

	‑ class Ib
	(RBER, BFI=0)
	0.52 %
	0.29 %
	0.29 %
	0.21 %
	0.29 %

	‑ class II
	(RBER, BFI=0)
	2.8 %
	7.1 %
	7.1 %
	7.0 %
	7.1 %

	‑
	(UFR)
	20.7 %
	6.1 %
	6.1 %
	5.6 %
	6.1 %

	‑ class Ib
	(RBER, UFI=0)
	0.29 %
	0.21 %
	0.21 %
	0.17 %
	0.21 %

	‑
	(EVSIDR)
	21.9 %
	7.0 %
	7.0 %
	6.3 %
	7.0 %

	‑
	(RBER, SID=2 and BFI=0)
	0.02 %
	0.01 %
	0.01 %
	0.01 %
	0.01 %

	‑
	(ESIDR)
	17.1 %
	3.6 %
	3.6 %
	3.4 %
	3.6 %

	‑
	(RBER, SID=1 or 2)
	0.50 %
	0.26 %
	0.26 %
	0.20 %
	0.26 %

	TCH/EFS
	(FER)
	23 %
	9 % 
	3 % 
	4 %
	9 %

	- class Ib
	(RBER)
	0.20 %
	0.20 %
	0.10 %
	0.13 %
	0.20 %

	- class II
	(RBER)
	3 %
	7 %
	8 %
	8 %
	7 %

	TCH/AFS12.2
	(FER)
	22 %
	6 %
	3,5 %
	2,5 %
	6 %

	- Class Ib
	(RBER)
	0,9 %
	1,7 %
	1,7 %
	1,5 %
	1,7 %

	TCH/AFS10.2
	(FER)
	18 %
	2,7 %
	1,4 %
	0,92 % 
	2,7 %

	- Class Ib
	(RBER)
	0,53 %
	0,3 %
	0,21 %
	0,16 % 
	0,3 %

	TCH/AFS7.95
	(FER)
	13 % (*)
	0,51 %
	0,12 %
	0,073 % 
	0,51 %

	- Class Ib
	(RBER) 
	0,66 % (*)
	0,15 %
	0,065 %
	0,044 % 
	0,15 %

	TCH/AFS7.95
	(FER@-3dB)
	26 % (*)
	5,3 %
	2,7 %
	1,8 % 
	5,3 %

	- Class Ib
	(RBER@-3dB) 
	1,2 % (*)
	1 %
	0,78 %
	0,6 % 
	1 %

	TCH/AFS7.4
	(FER)
	14 % (*)
	0,56 %
	0,16 %
	0,09 % 
	0,56 %

	- Class Ib
	(RBER)
	0,43 % (*)
	0,072 %
	0,032 %
	0,018 % 
	0,072 %

	TCH/AFS7.4
	(FER@-3dB)
	26 % (*)
	5,4 %
	3,1 %
	2 % 
	5,4 %

	- Class Ib
	(RBER@-3dB) 
	0,79 % (*)
	0,52 %
	0,38 %
	0,28 % 
	0,52 %

	TCH/AFS6.7
	(FER)
	11 % (*)
	0,21 %
	0,041 %
	0,021 % 
	0,21 %

	- Class Ib
	(RBER) 
	0,75 % (*)
	0,11 %
	0,042 %
	0,028 % 
	0,11 %

	TCH/AFS6.7
	(FER@-3dB)
	23 % (*)
	2,9 %
	1,2 %
	0,75 % 
	2,9 %

	- Class Ib
	(RBER@-3dB) 
	1,4 % (*)
	0,86 %
	0,6 %
	0,44 % 
	0,86 %

	TCH/AFS5.9
	(FER)
	10 % (*)
	0,12 %
	0,018 %
	0,01 % 
	0,12 %

	- Class Ib
	(RBER) 
	0,38 % (*)
	0,022 %
	0,005 %
	0,003 % 
	0,022 %


	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU3 
(no SFH)
	TU50 
(no SFH) 
	TU50 
(ideal SFH)
	RA250 
(no SFH)
	TI5 
(no SFH)

	TCH/AFS5.9
	(FER@-3dB)
	21 % (*)
	2 %
	0,7 %
	0,4 % 
	2 %

	- Class Ib
	(RBER@-3dB) 
	0,74 % (*)
	0,23 %
	0,12 %
	0,079 % 
	0,23 %

	TCH/AFS5.15
	(FER)
	9,2 % (*)
	0,081 %
	0,011 %
	0,01 % 
	0,081 %

	- Class Ib
	(RBER) 
	0,44 % (*)
	0,019 %
	0,003 %
	0,002 % 
	0,019 %

	TCH/AFS5.15
	(FER@-3dB)
	19 % (*)
	1,4 %
	0,47 %
	0,25 % 
	1,4 %

	- Class Ib
	(RBER@-3dB) 
	0,85 % (*)
	0,22 %
	0,11 %
	0,069 % 
	0,22 %

	TCH/AFS4.75
	(FER)
	7,9 % (*)
	0,036 %
	0,01 %
	0,01 % 
	0,036 %

	- Class Ib
	(RBER) 
	0,32 % (*)
	0,006 %
	0,001 %
	0,001 %
	0,006 %

	TCH/AFS4.75
	(FER@-3dB)
	17 % (*)
	0,82 %
	0,23 %
	0,11 % 
	0,82 %

	- Class Ib
	(RBER@-3dB) 
	0,62 % (*)
	0,11 %
	0,033 %
	0,019 % 
	0,11 %

	TCH/AFS-INB
	(FER)
	1,5 % (*)
	0,025 %
	0,018 %
	0,009 %
	0,025 %

	TCH/AFS-INB
	(FER@-3dB)
	3,5 % (*)
	0,22 %
	0,16 %
	0,1 %
	0,22 %

	TCH/AFS
	(EVSIDUR)
	11 % (*)
	1,4 % (*)
	0,39 % (*)
	0,46 % (*)
	1,4 % (*)

	TCH/AFS
	(EVSIDUR@-3dB)
	21 % (*)
	6.3 % (*)
	3,4 % (*)
	3,1 % (*)
	6.3 % (*)

	TCH/AFS
	(EVRFR)
	10 % (*)
	0,15 %
	0,024 %
	0,01 %
	0,15 %

	TCH/AFS
	(EVRFR@-3dB)
	21 % (*)
	2,08 %
	0,77 %
	0,48 %
	2,08 %

	TCH/AHS7.95
	(FER)
	27 %
	22 %
	22 %
	21 % 
	22 %

	- Class Ib
	(RBER) 
	0,84 %
	2,3 %
	2,3 %
	2,1 % 
	2,3 %

	- Class II
	(RBER)
	1,7 %
	5,3 %
	5,3 %
	5 % 
	5,3 %

	TCH/AHS7.95
	(FER@+3dB)
	14 %
	6,7 %
	6.7 %
	7 % 
	6,7 %

	- Class Ib
	(RBER@+3dB) 
	0,48 %
	1 %
	1 %
	1 % 
	1 %

	- Class II
	(RBER@+3dB) 
	1 %
	3,2 %
	3,2 %
	3,2 % 
	3,2 %

	TCH/AHS7.4
	(FER)
	25 %
	18 %
	18 %
	17 % 
	18 %

	- Class Ib
	(RBER) 
	0,68 %
	1,4 %
	1,4 %
	1,3 % 
	1,4 %

	- Class II
	(RBER)
	1,9 %
	5,6 %
	5,6 %
	5,4 % 
	5,6 %

	TCH/AHS7.4
	(FER@+3dB)
	13 %
	4,8 %
	4.8 %
	5,3 % 
	4,8 %

	- Class Ib
	(RBER@+3dB) 
	0,38 %
	0,51 %
	0,51 %
	0,50 % 
	0,51 %

	- Class II
	(RBER@+3dB) 
	1,2 %
	3,3 %
	3,3 %
	3,4 % 
	3,3 %

	TCH/AHS6.7
	(FER)
	23 %
	11 %
	11 %
	11 % 
	11 %

	- Class Ib
	(RBER) 
	0,71 %
	1,2 %
	1,2 %
	1,1 % 
	1,2 %

	- Class II
	(RBER)
	2,3 %
	6,2 %
	6,2 %
	6 % 
	6,2 %

	TCH/AHS6.7
	(FER@+3dB)
	11 %
	2,3 %
	2,3 %
	2,9 % 
	2,3 %

	- Class Ib
	(RBER@+3dB) 
	0,39 %
	0,39 %
	0,39 %
	0,4 % 
	0,39 %

	- Class II
	(RBER@+3dB) 
	1,4 %
	3,6 %
	3,6 %
	3,6 % 
	3,6 %

	TCH/AHS5.9
	(FER)
	21 %
	7,1 %
	7,1 %
	7 %
	7,1 %

	- Class Ib
	(RBER) 
	0,55 %
	0,57 %
	0,57 %
	0,51 %
	0,57 %

	- Class II
	(RBER)
	2,6 %
	6,5 %
	6,5 %
	6,3 %
	6,5 %

	TCH/AHS5.15
	(FER)
	17 %
	3,3 %
	3,3 %
	3,5 %
	3,3 %

	- Class Ib
	(RBER) 
	0,8 %
	0,6 %
	0,6 %
	0,57 %
	0,6 %

	- Class II
	(RBER)
	3,1 %
	6,9 %
	6,9 %
	6,7 %
	6,9 %

	TCH/AHS4.75
	(FER)
	15 %
	1,8 %
	1,8 %
	2,1 %
	1,8 %

	- Class Ib
	(RBER) 
	0,6 %
	0,22 %
	0,22 %
	0,22 %
	0,22 %

	- Class II
	(RBER)
	3,6 %
	7 %
	7 %
	6,9 %
	7 %

	TCH/AHS-INB
	(FER)
	2,7 % (*)
	0,7 % (*)
	0,7 % (*)
	0,63 % (*)
	0,7 % (*)

	TCH/AHS-INB
	(FER@-3dB)
	6 % (*)
	2,2 % (*)
	2,2 % (*)
	2 % (*)
	2,2 % (*)

	TCH/AHS
	(EVSIDUR)
	15 % (*)
	2,5 % (*)
	2,5 % (*)
	3,8 % (*)
	2,5 % (*)

	TCH/AHS
	(EVSIDUR@-3dB)
	28 % (*)
	15 % (*)
	15 % (*)
	15 % (*)
	15 % (*)

	TCH/AHS
	(EVRFR)
	11 % (*)
	0,51 % (*)
	0,51 % (*)
	0,61 % (*)
	0,51 % (*)

	TCH/AHS
	(EVRFR@-3dB)
	22 % (*)
	4,4 % (*)
	4,4 % (*)
	4,1 % (*)
	4,4 % (*)


	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU3 
(no SFH)
	TU50 
(no SFH) 
	TU50 
(ideal SFH)
	RA250 
(no SFH)
	TI5 
(no SFH)

	PDTCH/CS-1 to 4
	(BLER)
	10%
	10%
	10%
	10%
	10 %

	PDTCH/MCS-1 to 6
	(BLER)
	10%
	10%
	10%
	10%
	10%

	PDTCH/MCS-7
	(BLER)
	10 %
	10 %
	10 %
	30 %
	10 %

	PDTCH/MCS-8
	(BLER)
	10 %
	10%/30 %*
	10%/30 %*
	-
	30 %

	PDTCH/MCS-9
	(BLER)
	10 %
	10%/30 %*
	10%/30 %*
	-
	30 %

	PDTCH/UAS-7
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UAS-8
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UAS-9
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UAS-10
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]4)
	[10%]

	PDTCH/UAS-11
	(BLER)
	[10%] 4)
	[10%] 4)
	[10%] 4)
	[10%] 4)
	[10%] 4)

	PDTCH/UBS-5
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-6
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-7
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-8
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-9
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-10
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-11
	(BLER)
	[10%] 4)
	[10%] 4)
	[10%] 4)
	[10%] 4)
	[10%] 4)

	PDTCH/UBS-12
	(BLER)
	[10%] 4)
	[10%] 4)
	[10%] 4)
	[10%] 4)
	[10%] 4)

	PRACH/11 bit
	(BLER)
	15%
	15%
	15%
	15%
	15 %

	PRACH/8 bit
	(BLER)
	15%
	15%
	15%
	15%
	15 %

	PACCH
	(BLER)
	10%
	10%
	10%
	10%
	10 %

	TCH/WFS12.65
	(FER)
	1%
	1%
	1%
	1%
	1%

	
	(RBER)
	0,08 %
	0,40 %
	0,63 %
	0,63 %
	0,40 %

	TCH/ WFS8.85
	(FER)
	1%
	1%
	1%
	1%
	1%

	
	(RBER)
	0,11 %
	0,42 %
	0,64 %
	0,73 %
	0,42 %

	TCH/ WFS6.60
	(FER)
	1%
	1%
	1%
	1%
	1%

	
	(RBER)
	0,09 %
	0,16 %
	0,27 %
	0,24 %
	0,16 %

	O-FACCH/F
	(FER)
	5 %
	5 %
	5 %
	5 %
	5 %

	O-FACCH/H
	(FER)
	5 %
	5 %
	5 %
	5 %
	5 %

	O-TCH/AHS12.2
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,17 %
	0,30 %
	0,32 %
	0,26 %
	0,30 %

	O-TCH/AHS10.2
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,15 %
	0,16 %
	0,20 %
	0,15 %

	O-TCH/AHS7.95
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,06 %
	0,06 %
	0,07 %
	0,10 %
	0,06 %

	O-TCH/AHS7.4
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,08 %
	0,12 %
	0,13 %
	0,16 %
	0,12 %

	O-TCH/AHS6.7
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,12 %
	0,14 %
	0,20 %
	0,12 %

	O-TCH/AHS5.9
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,11 %
	0,16 %
	0,18 %
	0,17 %
	0,16 %

	O-TCH/AHS5.15
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,06 %
	0,08 %
	0,09 %
	0,09 %
	0,08 %

	O-TCH/AHS4.75
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,08 %
	0,09 %
	0,10 %
	0,13 %
	0,09 %

	O-TCH/AHS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/AHS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/AHS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WFS23.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,10 %
	0,15 %
	0,23 %
	0,28 %
	0,15 %

	O-TCH/WFS15.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,26 %
	0,35 %
	0,60 %
	0,60 %
	0,35 %

	O-TCH/WFS12.65
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,18 %
	0,31 %
	0,45 %
	0,40 %
	0,31 %


	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU3 
(no SFH)
	TU50 
(no SFH) 
	TU50 
(ideal SFH)
	RA250 
(no SFH)
	TI5 
(no SFH)

	O-TCH/WFS8.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,16 %
	0,22 %
	0,40 %
	0,42 %
	0,22 %

	O-TCH/WFS6.60
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,10 %
	0,14 %
	0,18 %
	0,23 %
	0,14 %

	O-TCH/WFS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/WFS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WFS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WHS12.65
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,16 %
	0,27 %
	0,36 %
	0,32 %
	0,27 %

	O-TCH/WHS8.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,07 %
	0,11 %
	0,11 %
	0,11 %
	0,11 %

	O-TCH/WHS6.60
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,12 %
	0,13 %
	0,14 %
	0,12 %

	O-TCH/WHS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/WHS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WHS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %

	* Co-channel interference performance is defined at 10% BLER and adjacent channel interference performance at 30% BLER.

NOTE 1:
For GSM 400 the speeds shall be doubled (e.g. TU50 shall be TU100) and for GSM 700 the speeds shall be multiplied by 1,2 (e.g. TU50 shall be TU60).

NOTE 3:
The performance requirements for inband signalling, SID_UPDATE and RATSCCH are the same as those given for TCH/AFS. It is sufficient to test inband signalling, SID_UPDATE and RATSCCH requirements for only one of the channel types TCH/AFS and TCH/WFS.

NOTE 4:
For some PDTCH channel types the requirements are specified at 30% BLER for some propagation conditions


Table 20b: DCS1800, PCS 1900 and MXM 1900 Multipath error performance
limits at RX interference level

	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU1.5 (no SFH)
	TU50 
(no SFH) 
	TU50 
(ideal SFH)
	RA130 
(no SFH)
	TI5 
(no SFH)

	FACCH/H
	(FER)
	22 %
	6.9 %
	6.9 %
	5.7 %
	6.7 %

	FACCH/F
	(FER)
	22 %
	3.4 %
	3.4 %
	3.5 %
	9.5 %

	E-FACCH/F
	(FER)
	5 
	5 %
	5 %
	5 %
	5 %

	SDCCH & SACCH
	(FER)
	22 % (*)
	9.0 %
	9.0 %
	8.0 %
	13 %

	SACCH (TCH/AxS)
	(FER @-3 dB)
	40 % (*)
	-
	-
	-
	-

	RACH
	(FER)
	15 %
	16 %
	16 %
	13 %
	16 %

	E-TCH/F43,2 NT 
	(BLER)
	10 %
	10 %
	10 %
	10 %
	10 %

	E-TCH/F32,0 T
	(BER)
	0.1 %
	0.1 %
	0.1 %
	0.1 %
	0.1 %

	E-TCH/F28,8 T
	(BER)
	0.1 %
	0.1 %
	0.1 %
	0.1 %
	0.1 %

	E-TCH/F28,8 NT
	(BLER)
	10 %
	10 %
	10 %
	10 %
	10 %

	TCH/14.4
	(BER)
	10.0%
	4.0%
	3.1%
	3.0%
	4.5 %

	TCH/F9.6
	(BER)
	8.0 %
	0.80 %
	0.30 %
	0.2 %
	0.80 %

	TCH/F4.8
	(BER)
	3.0 %
	10‑4
	10‑4
	10‑4
	10‑4

	TCH/F2.4
	(BER)
	3.0 %
	10‑5
	10‑5
	10‑5
	10‑4

	TCH/H4.8
	(BER)
	8.0 %
	0.80 %
	0.30 %
	0.20 %
	0.80 %

	TCH/H2.4
	(BER)
	4.0 %
	 10‑4
	10‑4
	10‑4
	2 10‑4

	TCH/FS
	(FER)
	21a %
	3.0a %
	3.0a %
	3.0a %
	6.0
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 %

	‑ class Ib
	(RBER)
	2.0/a%
	0.25/a %
	0.25/a %
	0.20/a %
	0.40/
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 %

	‑ class II
	(RBER)
	4.0 %
	8.1 %
	8.1 %
	8.0 %
	8.0 %

	TCH/HS
	(FER)
	19.1 %
	5.0 %
	5.0 %
	4.7 %
	5.0 %

	‑ class Ib
	(RBER, BFI=0)
	0.52 %
	0.29 %
	0.29 %
	0.21 %
	0.29 %

	‑ class II
	(RBER, BFI=0)
	2.8 %
	7.2 %
	7.2 %
	7.0 %
	7.1 %

	‑
	(UFR)
	20.7 %
	6.1 %
	6.1 %
	5.6 %
	6.1 %

	‑ class Ib
	(RBER, UFI=0)
	0.29 %
	0.21 %
	0.21 %
	0.17 %
	0.21 %

	‑
	(EVSIDR)
	21.9 %
	7.0 %
	7.0 %
	6.3 %
	7.0 %

	‑
	(RBER, SID=2 and BFI=0)
	0.02 %
	0.01 %
	0.01 %
	0.01 %
	0.01 %

	‑
	(ESIDR)
	17.1 %
	3.6 %
	3.6 %
	3.4 %
	3.6 %

	‑
	(RBER, SID=1 or 2)
	0.50 %
	0.26 %
	0.26 %
	0.20 %
	0.26 %

	TCH/EFS
	(FER)
	23 %
	3 % 
	3 % 
	4 %
	9 %

	- class Ib
	(RBER)
	0.20 %
	0.10 %
	0.10 %
	0.13 %
	0.20 %

	- class II
	(RBER)
	3 %
	8 %
	8 %
	8 %
	7 %

	TCH/AFS12.2
	(FER)
	22 %
	2,7 %
	2,7 %
	1,8 %
	6 %

	- Class Ib
	(RBER)
	0,92 %
	1,6 %
	1,6 %
	1,4 %
	1,7 %

	TCH/AFS10.2
	(FER)
	18 %
	0,98 %
	0,98 %
	0,56 %
	2,7 %

	- Class Ib
	(RBER)
	0,54 %
	0,17 %
	0,17 %
	0,12 %
	0,3 %

	TCH/AFS7.95
	(FER)
	13 % (*)
	0,07 %
	0,07 %
	0,029 %
	0,51 %

	- Class Ib
	(RBER) 
	0,67 % (*)
	0,042 %
	0,042 %
	0,03 %
	0,15 %

	TCH/AFS7.95
	(FER@-3dB)
	25 % (*)
	2 %
	2 %
	1,2 %
	5,3 %

	- Class Ib
	(RBER@-3dB) 
	1,2 % (*)
	0,68 %
	0,68 %
	0,48 %
	1 %

	TCH/AFS7.4
	(FER)
	14 % (*)
	0,083 %
	0,083 %
	0,047 %
	0,56 %

	- Class Ib
	(RBER)
	0,43 % (*)
	0,02 %
	0,02 %
	0,012 %
	0,072 %

	TCH/AFS7.4
	(FER@-3dB)
	26 % (*)
	2,3 %
	2,3 %
	1,4 %
	5,4 %

	- Class Ib
	(RBER@-3dB) 
	0,8 % (*)
	0,32 %
	0,32 %
	0,22 %
	0,52 %

	TCH/AFS6.7
	(FER)
	11 % (*)
	0,025 %
	0,025 %
	0,01 %
	0,21 %

	- Class Ib
	(RBER) 
	0,76 % (*)
	0,028 %
	0,028 %
	0,016 %
	0,11 %

	TCH/AFS6.7
	(FER@-3dB)
	22 % (*)
	0,82 %
	0,82 %
	0,41 %
	2,9 %

	- Class Ib
	(RBER@-3dB) 
	1,4 % (*)
	0,51 %
	0,51 %
	0,34 %
	0,86 %

	TCH/AFS5.9
	(FER)
	10 % (*)
	0,01 %
	0,01 %
	0,01 %
	0,12 %

	- Class Ib
	(RBER) 
	0,38 % (*)
	0,002 %
	0,002 %
	0,001 %
	0,022 %


	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU1.5 (no SFH)
	TU50 
(no SFH) 
	TU50 
(ideal SFH)
	RA130 
(no SFH)
	TI5 
(no SFH)

	TCH/AFS5.9
	(FER@-3dB)
	21 % (*)
	0,41 %
	0,41 %
	0,2 %
	2 %

	- Class Ib
	(RBER@-3dB) 
	0,72 % (*)
	0,079 %
	0,079 %
	0,046 %
	0,23 %

	TCH/AFS5.15
	(FER)
	9,2 % (*)
	0,01 %
	0,01 %
	0,01 %
	0,081 %

	- Class Ib
	(RBER) 
	0,45 % (*)
	0,001 %
	0,001 %
	0,001 %
	0,019 %

	TCH/AFS5.15
	(FER@-3dB)
	19 % (*)
	0,26 %
	0,26 %
	0,13 %
	1,4 %

	- Class Ib
	(RBER@-3dB) 
	0,84 % (*)
	0,072 %
	0,072 %
	0,038 %
	0,22 %

	TCH/AFS4.75
	(FER)
	7,9 % (*)
	0,01 %
	0,01 %
	-
	0,036 %

	- Class Ib
	(RBER) 
	0,31 % (*)
	0,001 %
	0,001 %
	0,001 %
	0,006 %

	TCH/AFS4.75
	(FER@-3dB)
	17 % (*)
	0,1 %
	0,1 %
	0,051 %
	0,82 %

	- Class Ib
	(RBER@-3dB) 
	0,61 % (*)
	0,021 %
	0,021 %
	0,009 %
	0,11 %

	TCH/AFS-INB
	(FER)
	1,5 % (*)
	0,013 %
	0,013 %
	0,008 %
	0,025 %

	TCH/AFS-INB
	(FER@-3dB)
	3,5 % (*)
	0,12 %
	0,12 %
	0,1 %
	0,22 %

	TCH/AFS
	(EVSIDUR)
	11 % (*)
	0,3 %
	0,3 %
	0,36 % (*)
	1,4 % (*)

	TCH/AFS
	(EVSIDUR@-3dB)
	21 % (*)
	2,8 %
	2,8 %
	2,8 % (*)
	6.3 % (*)

	TCH/AFS
	(EVRFR)
	10 % (*)
	0,022 %
	0,022 %
	0,005 %
	0,15 %

	TCH/AFS
	(EVRFR@-3dB)
	21 % (*)
	0,78 %
	0,78 %
	0,28 %
	2,08 %

	TCH/AHS7.95
	(FER)
	27 %
	23 %
	23 %
	20 %
	22 %

	- Class Ib
	(RBER) 
	0,85 %
	2,3 %
	2,3 %
	2,1 %
	2,3 %

	- Class II
	(RBER)
	1,7 %
	5,1 %
	5,1 %
	5,1 %
	5,3 %

	TCH/AHS7.95
	(FER@+3dB)
	14 %
	6,7 %
	6,7 %
	6,5 %
	6,7 %

	- Class Ib
	(RBER@+3dB) 
	0,49 %
	1 %
	1 %
	0,98 %
	1 %

	- Class II
	(RBER@+3dB) 
	1 %
	3,1 %
	3,1 %
	3,1 %
	3,2 %

	TCH/AHS7.4
	(FER)
	26 %
	18 %
	18 %
	16 %
	18 %

	- Class Ib
	(RBER) 
	0,69 %
	1,4 %
	1,4 %
	1,3 %
	1,4 %

	- Class II
	(RBER)
	1,9 %
	5,5 %
	5,5 %
	5,4 %
	5,6 %

	TCH/AHS7.4
	(FER@+3dB)
	13 %
	4,9 %
	4,9 %
	4,8 %
	4,8 %

	- Class Ib
	(RBER@+3dB) 
	0,39 %
	0,51 %
	0,51 %
	0,47 %
	0,51 %

	- Class II
	(RBER@+3dB) 
	1,2 %
	3,3 %
	3,3 %
	3,3 %
	3,3 %

	TCH/AHS6.7
	(FER)
	23 %
	12 %
	12 %
	9,9 %
	11 %

	- Class Ib
	(RBER) 
	0,71 %
	1,2 %
	1,2 %
	1 %
	1,2 %

	- Class II
	(RBER)
	2,3 %
	6 %
	6 %
	6 %
	6,2 %

	TCH/AHS6.7
	(FER@+3dB)
	11 %
	2,5 %
	2,5 %
	2,5 %
	2,3 %

	- Class Ib
	(RBER@+3dB) 
	0,39 %
	0,38 %
	0,38 %
	0,37 %
	0,39 %

	- Class II
	(RBER@+3dB) 
	1,4 %
	3,5 %
	3,5 %
	3,5 %
	3,6 %

	TCH/AHS5.9
	(FER)
	21 %
	7,7 %
	7,7 %
	6,4 %
	7,1 %

	- Class Ib
	(RBER) 
	0,55 %
	0,6 %
	0,6 %
	0,48 %
	0,57 %

	- Class II
	(RBER)
	2,6 %
	6,4 %
	6,4 %
	6,3 %
	6,5 %

	TCH/AHS5.15
	(FER)
	17 %
	3,8 %
	3,8 %
	3,1 %
	3,3 %

	- Class Ib
	(RBER) 
	0,8 %
	0,66 %
	0,66 %
	0,53 %
	0,6 %

	- Class II
	(RBER)
	3,1 %
	6,8 %
	6,8 %
	6,6 %
	6,9 %

	TCH/AHS4.75
	(FER)
	15 %
	2,1 %
	2,1 %
	1,8 %
	1,8 %

	- Class Ib
	(RBER) 
	0,6 %
	0,25 %
	0,25 %
	0,19 %
	0,22 %

	- Class II
	(RBER)
	3,6 %
	7 %
	7 %
	6,8 %
	7 %

	TCH/AHS-INB
	(FER)
	2,8 % (*)
	0,71 % (*)
	0,71 % (*)
	0,6 % (*)
	0,7 % (*)

	TCH/AHS-INB
	(FER@-3dB)
	5,9 % (*)
	2,2 % (*)
	2,2 % (*)
	1,8 % (*)
	2,2 % (*)

	TCH/AHS
	(EVSIDUR)
	15 % (*)
	3,1 % (*)
	3,1 % (*)
	3,5 % (*)
	2,5 % (*)

	TCH/AHS
	(EVSIDUR@-3dB)
	28 % (*)
	15 % (*)
	15 % (*)
	14 % (*)
	15 % (*)

	TCH/AHS
	(EVRFR)
	11 % (*)
	0,53 % (*)
	0,53 % (*)
	0,52 % (*)
	0,51 % (*)

	TCH/AHS
	(EVRFR@-3dB)
	22 % (*)
	4,5 % (*)
	4,5 % (*)
	3,8 % (*)
	4,4 % (*)


	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU1.5 (no SFH)
	TU50 
(no SFH) 
	TU50 
(ideal SFH)
	RA130 
(no SFH)
	TI5 
(no SFH)

	PDTCH/CS-1 to 4
	(BLER)
	10%
	10%
	10%
	10%
	10 %

	PDTCH/MCS-1 to 6
	(BLER)
	10%
	10%
	10%
	10%
	10%

	PDTCH/MCS-7
	(BLER)
	10 %
	10 %
	10 %
	30 %
	10 %

	PDTCH/MCS-8
	(BLER)
	10 %
	30 %
	30 %
	-
	30 %

	PDTCH/MCS-9
	(BLER)
	10 %
	30 %
	30 %
	-
	30 %

	PDTCH/UAS-7
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UAS-8
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UAS-9
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UAS-10
	(BLER)
	[10%]
	[10%] 2)
	[10%] 2)
	[10%] 2)
	[10%] 2)

	PDTCH/UAS-11
	(BLER)
	[10%] 2)
	[10%] 2)
	[10%] 2)
	[10%] 2)
	[10%] 2)

	PDTCH/UBS-5
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-6
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-7
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-8
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-9
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-10
	(BLER)
	[10%]
	[10%]
	[10%]
	[10%]
	[10%]

	PDTCH/UBS-11
	(BLER)
	[10%] 2)
	[10%] 2)
	[10%] 2)
	[10%] 2)
	[10%] 2)

	PDTCH/UBS-12
	(BLER)
	[10%] 2)
	[10%] 2)
	[10%] 2)
	[10%] 2)
	[10%] 2)

	PRACH/11 bit
	(BLER)
	15%
	15%
	15%
	15%
	15 %

	PRACH/8 bit
	(BLER)
	15%
	15%
	15%
	15%
	15 %

	PACCH
	(BLER)
	10%
	10%
	10%
	10%
	10 %

	TCH/WFS12.65
	(FER)
	1%
	1%
	1%
	1%
	1%

	
	(RBER)
	0,08 %
	0,63 %
	0,63 %
	0,63 %
	0,40 %

	TCH/ WFS8.85
	(FER)
	1%
	1%
	1%
	1%
	1%

	
	(RBER)
	0,11 %
	0,64 %
	0,64 %
	0,73 %
	0,42 %

	TCH/ WFS6.60
	(FER)
	1%
	1%
	1%
	1%
	1%

	
	(RBER)
	0,09 %
	0,27 %
	0,27 %
	0,24 %
	0,16 %

	O-FACCH/F
	(FER)
	5 %
	5 %
	5 %
	5 %
	5 %

	O-FACCH/H
	(FER)
	5 %
	5 %
	5 %
	5 %
	5 %

	O-TCH/AHS12.2
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,17 %
	0,30 %
	0,30 %
	0,26 %
	0,30 %

	O-TCH/AHS10.2
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,13 %
	0,13 %
	0,20 %
	0,15 %

	O-TCH/AHS7.95
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,06 %
	0,07 %
	0,07 %
	0,10 %
	0,06 %

	O-TCH/AHS7.4
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,08 %
	0,12 %
	0,12 %
	0,16 %
	0,12 %

	O-TCH/AHS6.7
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,12 %
	0,12 %
	0,20 %
	0,12 %

	O-TCH/AHS5.9
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,11 %
	0,15 %
	0,15 %
	0,17 %
	0,16 %

	O-TCH/AHS5.15
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,06 %
	0,08 %
	0,08 %
	0,09 %
	0,08 %

	O-TCH/AHS4.75
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,08 %
	0,10 %
	0,10 %
	0,13 %
	0,09 %

	O-TCH/AHS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/AHS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/AHS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %


	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU1.5 (no SFH)
	TU50 
(no SFH) 
	TU50 
(ideal SFH)
	RA130 
(no SFH)
	TI5 
(no SFH)

	O-TCH/WFS23.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,10 %
	0,20 %
	0,20 %
	0,28 %
	0,15 %

	O-TCH/WFS15.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,26 %
	0,44 %
	0,44 %
	0,60 %
	0,35 %

	O-TCH/WFS12.65
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,18 %
	0,32 %
	0,32 %
	0,40 %
	0,31 %

	O-TCH/WFS8.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,16 %
	0,28 %
	0,28 %
	0,42 %
	0,22 %

	O-TCH/WFS6.60
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,10 %
	0,16 %
	0,16 %
	0,23 %
	0,14 %

	O-TCH/WFS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/WFS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WFS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WHS12.65
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,16 %
	0,30 %
	0,30 %
	0,32 %
	0,27 %

	O-TCH/WHS8.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,07 %
	0,11 %
	0,11 %
	0,11 %
	0,11 %

	O-TCH/WHS6.60
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,12 %
	0,12 %
	0,14 %
	0,12 %

	O-TCH/WHS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/WHS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WHS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %

	NOTE 1:
The performance requirements for inband signalling, SID_UPDATE and RATSCCH are the same as those given for TCH/AFS. It is sufficient to test inband signalling, SID_UPDATE and RATSCCH requirements for only one of the channel types TCH/AFS and TCH/WFS.

NOTE 2:
For some PDTCH channel types the requirements are specified at 30% BLER for some propagation conditions


Table 20b2: GSM 400, GSM900, GSM 700, GSM 850, MXM 850, DCS1800, PCS 1900 and MXM 1900 Multipath error performance limits at RX interference level offset 200 kHz

	GSM 400, GSM900, GSM 700, GSM 850 and MXM 850***

	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU3 
(no SFH)
	TU50 
(no SFH) 
	TU50 
(ideal SFH)
	RA250 
(no SFH)
	TI5 
(no SFH)

	O-FACCH/F
	(FER)
	5 %
	5 %
	5 %
	5 %
	5 %

	O-FACCH/H
	(FER)
	5 %
	5 %
	5 %
	5 %
	5 %

	O-TCH/AHS12.2
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,15 %
	0,26 %
	0,28 %
	0,33 %
	0,26 %

	O-TCH/AHS10.2
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,11 %
	0,14 %
	0,14 %
	0,17 %
	0,14 %

	O-TCH/AHS7.95
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,07 %
	0,08 %
	0,07 %
	0,07 %
	0,08 %

	O-TCH/AHS7.4
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,11 %
	0,15 %
	0,15 %
	0,17 %
	0,15 %

	O-TCH/AHS6.7
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,08 %
	0,15 %
	0,16 %
	0,13 %
	0,15 %

	O-TCH/AHS5.9
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,08 %
	0,19 %
	0,22 %
	0,17 %
	0,19 %

	O-TCH/AHS5.15
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,05 %
	0,10 %
	0,08 %
	0,10 %
	0,10 %

	O-TCH/AHS4.75
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,06 %
	0,13 %
	0,11 %
	0,12 %
	0,13 %

	O-TCH/AHS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/AHS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/AHS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WFS23.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,17 %
	0,21 %
	0,26 %
	0,17 %

	O-TCH/WFS15.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,30 %
	0,45 %
	0,50 %
	0,60 %
	0,45 %

	O-TCH/WFS12.65
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,11 %
	0,35 %
	0,46 %
	0,46 %
	0,35 %

	O-TCH/WFS8.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,13 %
	0,35 %
	0,31 %
	0,29 %
	0,35 %

	O-TCH/WFS6.60
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,15 %
	0,17 %
	0,16 %
	0,15 %

	O-TCH/WFS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/WFS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WFS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WHS12.65
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,17 %
	0,30 %
	0,33 %
	0,36 %
	0,30 %

	O-TCH/WHS8.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,11 %
	0,12 %
	0,14 %
	0,11 %

	O-TCH/WHS6.60
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,07 %
	0,15 %
	0,17 %
	0,13 %
	0,15 %

	O-TCH/WHS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/WHS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WHS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %


	DCS1800, PCS 1900 and MXM1900

	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions



	
	
	TU1.5 
(no SFH)
	TU50 
(no SFH) 
	TU50 
(ideal SFH)
	RA130 
(no SFH)
	TI5 
(no SFH)

	O-FACCH/F
	(FER)
	5 %
	5 %
	5 %
	5 %
	5 %

	O-FACCH/H
	(FER)
	5 %
	5 %
	5 %
	5 %
	5 %

	O-TCH/AHS12.2
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,15 %
	0,30 %
	0,30 %
	0,33 %
	0,26 %

	O-TCH/AHS10.2
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,11 %
	0,14 %
	0,14 %
	0,17 %
	0,14 %

	O-TCH/AHS7.95
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,07 %
	0,08 %
	0,08 %
	0,07 %
	0,08 %

	O-TCH/AHS7.4
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,11 %
	0,17 %
	0,17 %
	0,17 %
	0,15 %

	O-TCH/AHS6.7
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,08 %
	0,15 %
	0,15 %
	0,13 %
	0,15 %

	O-TCH/AHS5.9
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,08 %
	0,20 %
	0,20 %
	0,17 %
	0,19 %

	O-TCH/AHS5.15
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,05 %
	0,11 %
	0,11 %
	0,10 %
	0,10 %

	O-TCH/AHS4.75
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,06 %
	0,14 %
	0,14 %
	0,12 %
	0,13 %

	O-TCH/AHS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/AHS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/AHS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WFS23.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,18 %
	0,18 %
	0,26 %
	0,17 %

	O-TCH/WFS15.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,30 %
	0,50 %
	0,50 %
	0,60 %
	0,45 %

	O-TCH/WFS12.65
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,11 %
	0,36 %
	0,36 %
	0,46 %
	0,35 %

	O-TCH/WFS8.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,13 %
	0,42 %
	0,42 %
	0,29 %
	0,35 %

	O-TCH/WFS6.60
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,20 %
	0,20 %
	0,16 %
	0,15 %

	O-TCH/WFS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/WFS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WFS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WHS12.65
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,17 %
	0,32 %
	0,32 %
	0,36 %
	0,30 %

	O-TCH/WHS8.85
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,09 %
	0,12 %
	0,12 %
	0,14 %
	0,11 %

	O-TCH/WHS6.60
	(FER)
	1 %
	1 %
	1 %
	1 %
	1 %

	  - class Ib
	(RBER)
	0,07 %
	0,16 %
	0,16 %
	0,13 %
	0,15 %

	O-TCH/WHS-INB 
	(FER)
	0.5 %
	0.5 %
	0.5 %
	0.5 %
	0.5 %

	O-TCH/WHS 
	(EVSIDUR)
	1 %
	1 %
	1 %
	1 %
	1 %

	O-TCH/WHS 
	(EVRFR)
	1 %
	1 %
	1 %
	1 %
	1 %


Table 20 c: GSM 400, GSM 700, GSM 900, GSM 850 and MXM 850 Multipath error performance
limits at RX interference level offset 400 kHz

	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU50 (no SFH)
	TI5 (no SFH)

	FACCH/F
	(FER)
	17.1 %
	17.1 %

	TCH/FS
	(FER)
	10.2a %
	10.2
[image: image14.wmf]a

 %

	‑ class Ib
	(RBER)
	0.72/a %
	0.72/
[image: image15.wmf]a

 %

	‑ class II
	(RBER)
	8.8 %
	8.8 %

	NOTE:
For GSM 400 the speeds shall be doubled (e.g. TU50 shall be TU100) and for GSM 700 the speeds shall be multiplied by 1,2 (e.g. TU50 shall be TU60).


Table 20 d: DCS 1800, PCS 1900 and MXM 1900 Multipath error performance
limits at RX interference level offset 400 kHz

	Channel Type
	Error Measure
	Error Ratios for the specified propagation conditions

	
	
	TU50 (no SFH)
	TI5 (no SFH)

	FACCH/F
	(FER)
	6.1 %
	17.1 %

	TCH/FS
	(FER)
	5.1a %
	10.2
[image: image16.wmf]a

 %

	‑ class Ib
	(RBER)
	0.45/a %
	0.72/
[image: image17.wmf]a

 %

	‑ class II
	(RBER)
	8.9 %
	8.8 %


NOTE 2:
For TU 6 (ideal FH), TU3.6 (ideal FH), TU3 (ideal FH) and TU1.5 (ideal FH), sufficient decorrelation cannot readily be achieved between the channel propagation conditions for each frequency hopped on. The requirements in 3GPP TS 45.005 for performance with TU1.5, TU3. TU3.6 or TU6(ideal FH) propagation condition cannot hence be tested and are thus absent in this test specification. They are inherently tested by TU50 (ideal FH) together with TU3 (no FH), TU3.6 (no FH), TU 6 (no FH) or TU1.5 (no FH).

NOTE 3:
In certain AMR channels, two requirements are given, one at the reference interference ratio and one at 3dB above or below the reference interference ratio. In these cases, only the requirement at 3dB above or below the reference interference ratio needs to be tested, except those marked by an (*), where only the requirement at the reference interference ratio needs to be tested.

7.5.5
Requirements Reference

3GPP TS 45.005 subclause 6.3.

	Next modification


7.7
Intermodulation characteristics

7.7.1
Test Purpose

This test measures the linearity of the receiver RF parts. It expresses the capability of the receiver to receive a wanted modulated signal without exceeding a given degradation due to the presence of two or more unwanted signals with a specific frequency relationship to the wanted signal frequency.
7.7.2
Test Case

If SFH is supported by the BSS, it shall be disabled during this measurement. The measurement is performed only under static conditions. The measurement shall be performed for the radio frequency channels B, M and T and for the supported channels in tables 23, 23a and 23b. As a minimum, one time slot shall be tested on one TRX to be tested.

Three signals shall be applied to the receiver via a combining network. The powers of the signals are measured at the receiver antenna connector.

The wanted signal shall have a power level as defined in tables 23, 23a and 23b. Only wanted signals with BTTI and no PAN need to be tested.
The second signal is an interfering signal, GMSK modulated by a pseudo‑random bit sequence, and shall be 1.6 MHz above the wanted signal frequency. During the useful part of the burst of the wanted signal, the modulation of this interfering signal shall be any 148‑bits subsequent of the 511‑bits sequence, defined in CCITT Recommendation O.153 fascicle IV.4., and the power shall be ‑43 dBm for GSM 400, GSM 700, GSM 900, GSM 850 and MXM 850  and ‑49 dBm for DCS1800, PCS 1900 and MXM 1900.

NOTE:
This signal can be a continuous signal modulated by the 511‑bits sequence.

The third signal is an interfering signal and shall be unmodulated. It shall be 800 kHz above the wanted signal frequency, and the power shall be ‑43 dBm for GSM 400, GSM 700, GSM 900, GSM 850 and MXM 850 and ‑49 dBm for DCS1800, PCS 1900 and MXM 1900.

The various signals are illustrated in figure 6.

If BSS supports both EGPRS and ECSD, it is not necessary to perform testing in both modes. If ECSD channel other than E-TCH/F43.2 NT is to be measured a wanted signal level 3 dB above the test signal level specified in subclause 7.3 shall be used. If TCH/FS is not supported, the highest supported of PDTCH/MCS-1 to MCS-4  shall be measured using a wanted signal level 3 dB above the test signal level specified in subclause 7.3.

Table 23: Wanted signal level for testing of Intermodulation Characteristics
	BTS Type
	Power level of Wanted Signal 



	
	TCH/FS
	E-TCH/

F43.2 NT
	PDTCH/ MCS-5
	PDTCH/ MCS-6
	PDTCH/ MCS-7
	PDTCH/ MCS-8
	PDTCH/ MCS-9

	GSM 400/GSM850/GSM900/ GSM700/DCS1800/PCS 1900/MXM 850/MXM 1900 BTS
	‑101 dBm
	-94 dBm
	-98 dBm
	-96.5 dBm
	-93 dBm
	-90 dBm
	-88.5 dBm

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M1
	‑94 dBm
	-87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M2
	‑89 dBm
	-82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M3
	‑84 dBm
	-77 dBm
	-81 dBm
	-79.5 dBm
	-76 dBm
	-73 dBm
	-71.5 dBm

	GSM900/ GSM700/GSM850/MXM 850 pico-BTS P1
	-85 dBm
	-78 dBm
	-82 dBm
	-80.5 dBm
	-93 dBm
	-74 dBm
	-72.5 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑99 dBm
	-92 dBm
	-96 dBm
	-94.5 dBm
	-91 dBm
	-88 dBm
	-86.5 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑94 dBm
	-87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑89 dBm
	-82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-92 dBm
	-85 dBm
	-89 dBm
	-87.5 dBm
	-84 dBm
	-81 dBm
	-79.5 dBm

	NOTE: TCH/FS and E-TCH/F43.2 are not applicable for MXM850 and 1900


Table 23a: Wanted signal level for testing of Intermodulation Characteristics
	BTS Type
	Power level of Wanted Signal 



	
	PDTCH/

UAS-7
	PDTCH/

UAS-8
	PDTCH/

UAS-9
	PDTCH/

UAS-10
	PDTCH/

UAS-11

	GSM 400/GSM850/GSM900/ GSM700/DCS1800/PCS 1900/MXM 850/MXM 1900 BTS
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M1
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M2
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M3
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	GSM900/ GSM700/GSM850/MXM 850 pico-BTS P1
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	


Table 23b: Wanted signal level for testing of Intermodulation Characteristics
	BTS Type
	Power level of Wanted Signal 



	
	PDTCH/

UBS-5
	PDTCH/

UBS-6
	PDTCH/

UBS-7
	PDTCH/

UBS-8
	PDTCH/

UBS-9
	PDTCH/

UBS-10
	PDTCH/

UBS-11
	PDTCH/

UBS-12

	GSM 400/GSM850/GSM900/ GSM700/DCS1800/PCS 1900/MXM 850/MXM 1900 BTS
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M1
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M2
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M3
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	GSM900/ GSM700/GSM850/MXM 850 pico-BTS P1
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
The performance requirements of BTS for PDTCH/UBS-5 to 12 are based on input signals using higher symbol rate and the [wide] pulse shaping filter.


The unprotected class II bits obtained from the BSS receiver after channel decoding and before any extrapolation shall be compared with the unprotected class II bits originating from the BSSTE.

The RBER of the TCH/FS class II bits and BLER of one supported PDTCH/MCS-x with lowest number x and 8PSK modulation (x=5, if the BSS supports all coding schemes) and E-TCH/F43,2 NT or BLER (or BER) of the highest supported data speed and, if TCH/FS is not supported, the BLER for the tested PDTCH/MCS-1 to MCS-4 shall be measured. For BTS supporting 16-QAM at normal symbol rate the BLER for one supported PDTCH/UAS-x with lowest number x and 16-QAM modulation shall be measured. For BTS supporting higher symbol rate, the supported modulations of  16-QAM, 32-QAM  and/or QPSK modulation shall be measured on one PDTCH/UBS-x with lowest number x with 16-QAM modulation , one PDTCH/UBS-y with lowest number y with 32-QAM modulation and one PDTCH/UBS-z  with lowest number z with QPSK modulation, respectively.
The measurement shall be repeated with the unwanted signal frequencies below the carrier frequency of the wanted signal.
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Figure 6: Example of RX intermodulation rejection

7.7.3
Essential conformance

Test Environment:
Normal:
One TRX shall be tested.

Conformance Requirement
The RBER of TCH/FS Class II shall not exceed 2.0 %.

The BLER of E-TCH/F43.2 NT shall not exceed 10 % or BLER (or BER) of the highest supported data speed shall not exceed the values given in table 15.
The BLER of PDTCH/MCS-5 

or, if not supported, of  PDTCH/MCS-x 

with the next higher supported number x shall not exceed 10 %.

The BLER of PDTCH/UAS-7 or, if not supported, 

PDTCH/UAS-x with the next higher supported number x shall not exceed [10%]

The BLER of PDTCH/UBS-5 or, if not supported

PDTCH/UBS-x with the next higher supported number x shall not exceed [10%].
The BLER of PDTCH/UBS-7 or, if not supported

PDTCH/UBS-x with the next higher supported number x shall not exceed [10%].
The BLER of PDTCH/UBS-10 or, if not supported

PDTCH/UBS-x with the next higher supported number x shall not exceed [10%].

For packet-switched channels, the tests and requirements apply for BTTI without PAN.
If TCH/FS is not supported the BLER of the tested PDTCH/MCS-1 to MCS-4 shall not exceed the values given in table 15.

NOTE:
This conformance requirement together with conformance to subclause 7.5 (Reference Interference Level) is sufficient to demonstrate compliance to 3GPP TS 45.005 subclause 5.3 for all logical channel types.

7.7.4
Complete conformance

Test Environment:
Test Environment: 
Each TRX shall be tested

Conformance Requirement
The RBER of TCH/FS Class II shall not exceed 2.0 %.

The BLER of E-TCH/F43.2 NT shall not exceed 10 % or BLER (or BER) of the highest supported data speed shall not exceed the values given in table 15.

The BLER of PDTCH/MCS-5 

or, if not supported, of  PDTCH/MCS-x 

with the next higher supported number x shall not exceed 10 %.

The BLER of  PDTCH/UAS-7 or, if not supported, 

PDTCH/UAS-x with the next higher supported number x shall not exceed [10%]

The BLER of  PDTCH/UBS-5 or, if not supported

PDTCH/UBS-x with the next higher supported number x shall not exceed [10%].
The BLER of  PDTCH/UBS-7 or, if not supported

PDTCH/UBS-x with the next higher supported number x shall not exceed [10%].
The BLER of  PDTCH/UBS-10 or, if not supported

PDTCH/UBS-x with the next higher supported number x shall not exceed [10%].

For packet-switched channels, the tests and requirements apply for BTTI without PAN

If TCH/FS is not supported the BLER of the tested PDTCH/MCS-1 to MCS-4 shall not exceed the values given in table 15.

NOTE:
This conformance requirement together with conformance to subclause 7.5 (Reference Interference Level) is sufficient to demonstrate compliance to 3GPP TS 45.005 subclause 5.3 for all logical channel types.

7.7.5
Requirement Reference

3GPP TS 45.005 subclause 5.3.
	End of modifications
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