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3.1.5c.3 

Internal Handover Enquiry
The MSC may trigger the “BSS Internal Handover” procedure to ensure that the best fit of dedicated resource(s) (Codec Type, Codec Configuration and Interface Type) are allocated to the ongoing call (e.g. to re-establish TrFO). The decision in the MSC to trigger this procedure in linked to implementation dependent strategies, based on the information received from the MS and from the network.
The “BSS Internal Handover” procedure is triggered by the MSC with the transmission of an INTERNAL HANDOVER ENQUIRY message to the BSS. The INTERNAL HANDOVER ENQUIRY message is sent using the BSSAP SCCP connection already set up for that transaction. 
The INTERNAL HANDOVER ENQUIRY message shall contain in the “Speech Codec (MSC Chosen)” Information Element the details of the resource(s) (Codec Type, Codec Configuration and Interface Type) preferred by the MSC. The BSS shall use the information provided in the “Speech Codec (MSC Chosen)” Information Element to decide a possible target cell that meets such indications.
NOTE:
The target cell can be the cell where the voice call is ongoing.
Upon reception of the INTERNAL HANDOVER ENQUIRY message, if the BSS finds an appropriate target cell that meets the needed radio requirements and is compatible with the preferences in the “Speech Codec (MSC Chosen)” Information Element, the BSS shall initiate the “BSS Internal Handover” procedure by sending the INTERNAL HANDOVER REQUIRED message as described in sub-clause 3.1.5c.1, with Cause “Response to an INTERNAL HANDOVER ENQUIRY message”.
The BSS may respond to an INTERNAL HANDOVER ENQUIRY message with an HANDOVER FAILURE message with cause value "INTERNAL HANDOVER ENQUIRY reject”. For example the BSS cannot find an appropriate target cell that meets the needed radio requirements and is compatible with the preferences in the “Speech Codec (MSC Chosen)” Information Element contained in the INTERNAL HANDOVER ENQUIRY message.
--------------------------------This is the next modified part --------------------
3.2
Message Formats and Coding

This sub-clause defines the coding and format of the messages required for the BSSMAP.

For each message there is, in sub-clause 3.2.1, a table listing the signalling elements in their order of appearance in the transmitted message.

There is no general rule for the order of signalling elements: it happens that the same elements appear in various orders depending on the message.

All the BSSMAP messages are listed in the following table.

	Message name
	Reference

	ASSIGNMENT REQUEST
	3.2.1.1

	ASSIGNMENT COMPLETE
	3.2.1.2

	ASSIGNMENT FAILURE
	3.2.1.3

	CHANNEL MODIFY REQUEST
	3.2.1.75

	BLOCK
	3.2.1.4

	BLOCKING ACKNOWLEDGE
	3.2.1.5

	CIRCUIT GROUP BLOCK
	3.2.1.41

	CIRCUIT GROUP BLOCKING ACKNOWLEDGE
	3.2.1.42

	CIRCUIT GROUP UNBLOCK
	3.2.1.43

	CIRCUIT GROUP UNBLOCKING ACKNOWLEDGE
	3.2.1.44

	CLEAR COMMAND
	3.2.1.21

	CLEAR COMPLETE
	3.2.1.22

	CLEAR REQUEST
	3.2.1.20

	UNBLOCK
	3.2.1.6

	UNBLOCKING ACK
	3.2.1.7

	HANDOVER CANDIDATE ENQUIRE
	3.2.1.14

	HANDOVER CANDIDATE RESPONSE
	3.2.1.15

	HANDOVER REQUEST
	3.2.1.8

	HANDOVER REQUIRED
	3.2.1.9

	HANDOVER REQUIRED REJECT
	3.2.1.37

	HANDOVER REQUEST ACKNOWLEDGE
	3.2.1.10

	HANDOVER COMMAND
	3.2.1.11

	HANDOVER COMPLETE
	3.2.1.12

	HANDOVER SUCCEEDED
	3.2.1.13

	HANDOVER FAILURE
	3.2.1.16

	HANDOVER PERFORMED
	3.2.1.25

	HANDOVER DETECT
	3.2.1.40

	RESOURCE REQUEST
	3.2.1.17

	RESET
	3.2.1.23

	RESET ACK
	3.2.1.24

	RESOURCE INDICATION
	3.2.1.18

	PAGING
	3.2.1.19

	OVERLOAD
	3.2.1.26

	MSC INVOKE TRACE
	3.2.1.27

	BSS INVOKE TRACE
	3.2.1.28

	CLASSMARK UPDATE
	3.2.1.29

	CLASSMARK REQUEST
	3.2.1.46

	CIPHER MODE COMMAND
	3.2.1.30

	CIPHER MODE COMPLETE
	3.2.1.31

	CIPHER MODE REJECT
	3.2.1.48

	COMPLETE LAYER 3 INFORMATION
	3.2.1.32

	QUEUING INDICATION
	3.2.1.33

	SAPI "N" REJECT
	3.2.1.34

	RESET CIRCUIT
	3.2.1.38

	RESET CIRCUIT ACKNOWLEDGE
	3.2.1.39

	CONFUSION
	3.2.1.45

	UNEQUIPPED CIRCUIT
	3.2.1.47

	LOAD INDICATION
	3.2.1.49

	VGCS/VBS SETUP
	3.2.1.50

	VGCS/VBS SETUP ACK
	3.2.1.51

	VGCS/VBS SETUP REFUSE
	3.2.1.52

	VGCS/VBS ASSIGNMENT REQUEST
	3.2.1.53

	VGCS/VBS ASSIGNMENT RESULT
	3.2.1.54

	VGCS/VBS ASSIGNMENT FAILURE
	3.2.1.55

	VGCS/VBS QUEUING INDICATION
	3.2.1.56

	UPLINK REQUEST
	3.2.1.57

	UPLINK REQUEST ACKNOWLEDGE
	3.2.1.58

	UPLINK REQUEST CONFIRMATION
	3.2.1.59

	UPLINK RELEASE INDICATION
	3.2.1.60

	UPLINK REJECT COMMAND
	3.2.1.61

	UPLINK RELEASE COMMAND
	3.2.1.62

	UPLINK SEIZED COMMAND
	3.2.1.63

	SUSPEND
	3.2.1.64

	RESUME
	3.2.1.65

	CHANGE CIRCUIT
	3.2.1.66

	CHANGE CIRCUIT ACKNOWLEDGE
	3.2.1.67

	COMMON ID
	3.2.1.68

	LSA INFORMATION
	3.2.1.69

	CONNECTION ORIENTED INFORMATION
	3.2.1.70

	PERFORM LOCATION REQUEST
	3.2.1.71

	PERFORM LOCATION RESPONSE
	3.2.1.72

	PERFORM LOCATION ABORT
	3.2.1.73

	CONNECTIONLESS INFORMATION
	3.2.1.74

	EMERGENCY RESET INDICATION
	3.2.1.76

	EMERGENCY RESET COMMAND
	3.2.1.77

	VGCS ADDITIONAL INFORMATION
	3.2.1.78

	VGCS/VBS AREA CELL INFO
	3.2.1.79

	VGCS/VBS ASSIGMENT STATUS
	3.2.1.80

	VGCS SMS
	3.2.1.81

	INTERNAL HANDOVER ENQUIRY
	3.2.1.85


--------------------------------This is the next modified part --------------------

3.2.1.16
HANDOVER FAILURE

This message is sent from the BSS to the MSC via the relevant SCCP connection. It indicates to the MSC that there has been a failure in the resource allocation process on handover, and that the handover has been aborted.

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type 
	3.2.2.1 
	BSS-MSC 
	M
	1

	Cause
	3.2.2.5 
	BSS-MSC 
	M
	3-4

	RR Cause
	3.2.2.22 
	BSS-MSC 
	O
	2

	Circuit Pool
	3.2.2.45
	BSS-MSC 
	O (note 1)
	2

	Circuit Pool List 
	3.2.2.46
	BSS-MSC 
	O (note 2)
	V

	GERAN Classmark
	3.2.2.78
	BSS-MSC
	O (note 3)
	V

	New BSS to Old BSS Information
	3.2.2.80
	BSS-MSC 
	O (note 4)
	2-n

	Inter-System Information
	3.2.2.81
	BSS-MSC 
	O (note 5)
	2-n

	Talker Priority
	3.2.2.89
	BSS-MSC
	O (note 6)
	2

	Codec List (BSS Supported) 
	3.2.2.103
	BSS-MSC
	O (note 7)
	3-n

	NOTE 1:
Shall be included when several circuit pools are present on the BSS MSC interface.

NOTE 2:
May be included when cause is "circuit pool mismatch" or "switch circuit pool" to indicate circuit pool preferences.

NOTE 3:
May be included in case of inter-system handover to GERAN Iu-mode via the E interface, if the "GERAN Classmark" IE was provided by the target BSC (see 3GPP TS 43.051). 

NOTE 4:
In the case of an external handover, this information element may be included by the target BSS when traffic load information of the target cell is to be sent to the source BSS.

NOTE 5:
In the case of an inter-system handover from UTRAN or cdma2000 to GSM, this information element may be included by the target BSS when traffic load information of the target cell is to be sent to the source system. 

NOTE 6:
This information element is included for a talker in a voice group call, if the network supports talker priority and uplink access option (i) (as defined in 3GPP TS 43.068) and A-interface link sharing.
NOTE 7:
This information element may be included if the radio access network supports an IP based user plane interface.


Typical Cause values are:

-
radio interface message failure;

-
O and M intervention;

-
Equipment failure;

-
no radio resource available;

-
requested terrestrial resource unavailable;

-
requested transcoding/rate adaption unavailable;

-
terrestrial resource already allocated;

-
invalid message contents;

-
radio interface failure - reversion to old channel;

-
ciphering algorithm not supported;

-
circuit pool mismatch;

-
switch circuit pool;

-
requested speech version unavailable;

-
traffic load in the target cell higher than in the source cell;

-
incoming relocation not supported due to PUESBINE feature (This cause value is only sent by 3G_MSC-B over the MAP/E interface),
-
Requested Codec Type or Codec Configuration unavailable,

-
Requested A-Interface Type unavailable
-
INTERNAL HANDOVER ENQUIRY reject.
--------------------------------This is the next modified part --------------------
3.2.1.85
INTERNAL HANDOVER ENQUIRY

This message may be sent if and only if both the BSS and the MSC support an IP based user plane interface.
This message is sent from the MSC to the BSS via the relevant SCCP connection to trigger a “BSS Internal Handover” procedure to ensure that the best fit of dedicated resource(s) (Codec Type, Codec Configuration and Interface Type indicated in the Speech Codec (MSC Chosen)) are allocated to the ongoing call.
	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	MSC-BSS 
	M
	1

	Speech Codec (MSC Chosen)
	3.2.2.104
	MSC-BSS
	M
	3-n


--------------------------------This is the next modified part --------------------
3.2.2
Signalling element coding

3.2.2.1
Message Type

Message Type uniquely identifies the message being sent. It is a single octet element, mandatory in all messages.

Bit 8 is reserved for future extension of the code set. All unassigned codes are spare.

	
	8 7 6 5 4 3 2 1
	

	
	0 0 0 0 0 0 0 0
	Reserved.

	ASSIGNMENT MESSAGES
	
	

	
	0 0 0 0 0 0 0 1
	ASSIGNMENT REQUEST

	
	0 0 0 0 0 0 1 0
	ASSIGNMENT COMPLETE

	
	0 0 0 0 0 0 1 1
	ASSIGNMENT FAILURE

	
	0 0 0 0 1 0 0 0
	CHANNEL MODIFY REQUEST

	HANDOVER MESSAGES
	
	

	
	0 0 0 1 0 0 0 0
	HANDOVER REQUEST 

	
	0 0 0 1 0 0 0 1
	HANDOVER REQUIRED

	
	0 0 0 1 0 0 1 0
	HANDOVER REQUEST ACKNOWLEDGE

	
	0 0 0 1 0 0 1 1
	HANDOVER COMMAND

	
	0 0 0 1 0 1 0 0
	HANDOVER COMPLETE

	
	0 0 0 1 0 1 0 1
	HANDOVER SUCCEEDED

	
	0 0 0 1 0 1 1 0
	HANDOVER FAILURE

	
	0 0 0 1 0 1 1 1
	HANDOVER PERFORMED

	
	0 0 0 1 1 0 0 0
	HANDOVER CANDIDATE ENQUIRE

	
	0 0 0 1 1 0 0 1
	HANDOVER CANDIDATE RESPONSE

	
	0 0 0 1 1 0 1 0
	HANDOVER REQUIRED REJECT

	
	0 0 0 1 1 0 1 1
	HANDOVER DETECT

	
	0 0 0 1 1 1 1 1
	INTERNAL HANDOVER ENQUIRY

	RELEASE MESSAGES
	
	

	
	0 0 1 0 0 0 0 0
	CLEAR COMMAND

	
	0 0 1 0 0 0 0 1
	CLEAR COMPLETE

	
	0 0 1 0 0 0 1 0
	CLEAR REQUEST

	
	0 0 1 0 0 0 1 1
	RESERVED

	
	0 0 1 0 0 1 0 0
	RESERVED

	
	0 0 1 0 0 1 0 1
	SAPI "N" REJECT

	
	0 0 1 0 0 1 1 0
	CONFUSION

	OTHER CONNECTION RELATED MESSAGES
	
	

	
	0 0 1 0 1 0 0 0
	SUSPEND

	
	0 0 1 0 1 0 0 1
	RESUME

	
	0 0 1 0 1 0 1 0
	Reserved (See note)

	
	0 0 1 0 1 0 1 1
	PERFORM LOCATION REQUEST

	
	0 0 1 0 1 1 0 0
	LSA INFORMATION 

	
	0 0 1 0 1 1 0 1
	PERFORM LOCATION RESPONSE

	
	0 0 1 0 1 1 1 0
	PERFORM LOCATION ABORT

	
	0 0 1 0 1 1 1 1
	COMMON ID

	GENERAL MESSAGES
	
	

	
	0 0 1 1 0 0 0 0
	RESET

	
	0 0 1 1 0 0 0 1
	RESET ACKNOWLEDGE

	
	0 0 1 1 0 0 1 0
	OVERLOAD

	
	0 0 1 1 0 0 1 1
	RESERVED

	
	0 0 1 1 0 1 0 0
	RESET CIRCUIT

	
	0 0 1 1 0 1 0 1
	RESET CIRCUIT ACKNOWLEDGE

	
	0 0 1 1 0 1 1 0
	MSC INVOKE TRACE

	
	0 0 1 1 0 1 1 1
	BSS INVOKE TRACE

	
	0 0 1 1 1 0 1 0
	CONNECTIONLESS INFORMATION

	
	0 0 1 1 1 0 1 1
	RESET RESOURCE

	
	0 0 1 1 1 1 0 0
	RESET RESOURCE ACKNOWLEDGE

	TERRESTRIAL RESOURCE MESSAGES
	
	

	
	0 1 0 0 0 0 0 0
	BLOCK

	
	0 1 0 0 0 0 0 1
	BLOCKING ACKNOWLEDGE

	
	0 1 0 0 0 0 1 0
	UNBLOCK

	
	0 1 0 0 0 0 1 1
	UNBLOCKING ACKNOWLEDGE

	
	0 1 0 0 0 1 0 0
	CIRCUIT GROUP BLOCK

	
	0 1 0 0 0 1 0 1
	CIRCUIT GROUP BLOCKING ACKNOWLEDGE

	
	0 1 0 0 0 1 1 0
	CIRCUIT GROUP UNBLOCK

	
	0 1 0 0 0 1 1 1
	CIRCUIT GROUP UNBLOCKING ACKNOWLEDGE

	
	0 1 0 0 1 0 0 0
	UNEQUIPPED CIRCUIT

	
	0 1 0 0 1 1 1 0
	CHANGE CIRCUIT

	
	0 1 0 0 1 1 1 1
	CHANGE CIRCUIT ACKNOWLEDGE

	RADIO RESOURCE MESSAGES
	
	

	
	0 1 0 1 0 0 0 0
	RESOURCE REQUEST

	
	0 1 0 1 0 0 0 1
	RESOURCE INDICATION

	
	0 1 0 1 0 0 1 0
	PAGING

	
	0 1 0 1 0 0 1 1
	CIPHER MODE COMMAND

	
	0 1 0 1 0 1 0 0
	CLASSMARK UPDATE

	
	0 1 0 1 0 1 0 1
	CIPHER MODE COMPLETE

	
	0 1 0 1 0 1 1 0
	QUEUING INDICATION

	
	0 1 0 1 0 1 1 1
	COMPLETE LAYER 3 INFORMATION

	
	0 1 0 1 1 0 0 0
	CLASSMARK REQUEST

	
	0 1 0 1 1 0 0 1
	CIPHER MODE REJECT

	
	0 1 0 1 1 0 1 0
	LOAD INDICATION

	VGCS/VBS
	
	

	
	0 0 0 0 0 1 0 0
	VGCS/VBS SETUP

	
	0 0 0 0 0 1 0 1
	VGCS/VBS SETUP ACK

	
	0 0 0 0 0 1 1 0
	VGCS/VBS SETUP REFUSE

	
	0 0 0 0 0 1 1 1
	VGCS/VBS ASSIGNMENT REQUEST

	
	0 0 0 1 1 1 0 0
	VGCS/VBS ASSIGNMENT RESULT

	
	0 0 0 1 1 1 0 1
	VGCS/VBS ASSIGNMENT FAILURE

	
	0 0 0 1 1 1 1 0
	VGCS/VBS QUEUING INDICATION

	
	0 0 1 1 1 0 1 1
	VGCS/VBS ASSIGNMENT STATUS

	
	0 0 1 1 1 1 0 0
	VGCS/VBS AREA CELL INFO

	
	0 0 0 1 1 1 1 1
	UPLINK REQUEST

	
	0 0 1 0 0 1 1 1
	UPLINK REQUEST ACKNOWLEDGE

	
	0 1 0 0 1 0 0 1
	UPLINK REQUEST CONFIRMATION

	
	0 1 0 0 1 0 1 0
	UPLINK RELEASE INDICATION

	
	0 1 0 0 1 0 1 1
	UPLINK REJECT COMMAND

	
	0 1 0 0 1 1 0 0
	UPLINK RELEASE COMMAND

	
	0 1 0 0 1 1 0 1
	UPLINK SEIZED COMMAND

	
	0 1 1 0 0 0 0 0
	VGCS ADDITIONAL INFORMATION

	
	0 1 1 0 0 0 0 1
	VGCS SMS

	
	0 1 1 0 0 0 1 0
	NOTIFICATION DATA

	
	0 1 1 0 0 0 1 1 
	UPLINK APPLICATION DATA

	NOTE:
This value was allocated in an earlier phase of the protocol and shall not be used in the future.




















































































































�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





