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	A) With reference to the core specification 44.064 Section 8.6.4

After receiving a valid RNR frame, the LLE shall set timer T201 to initiate the inquiry process; and

If timer T201 expires, the LLE shall transmit an appropriate supervisory frame (see subclause 8.6.4.1) with an A bit set to 1.

Optional step B5 comment needs to be updated to add this information.
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46.1.2.2.3.1
Checking N(R)

46.1.2.2.3.1.1
Conformance requirement

Whenever an LLE receives a frame with the A bit set to 1, it shall transmit an I+S or S frame.

In ABM mode, all I frames and Supervisory frames contain N(R), the expected send sequence number of the next in-sequence received I frame. At the time that a frame of the above type is designated for transmission, the value of N(R) is equal to the value of the receive state variable V(R). N(R) indicates that the LLE transmitting the N(R) has correctly received all I frames numbered up to and including N(R) - 1.

Reference

3GPP TS 04.64, subclauses 6.3.5.4.5 and 8.6.3.1.

46.1.2.2.3.1.2 
Test purpose

To verify that the MS transmits acknowledgements with the correct N(R).

46.1.2.2.3.1.3 
Method of test

Initial conditions

-

Specific PICS statements:

-

PIXIT statements:

-

Test procedure
Send I+S frames continuously from the SS. Send more than 512 frames. The delay between two I+S frames should be less than T201.

Do not send any data from the MS.

When the MS sends RR frames, check the value of N(R) to verify that it indicates that all frames sent from the SS has been acknowledged.

Maximum duration of the test

60 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	
	{PDP Context Activation}
	Macro. Initiate PDP context activation from the MS using PDP Context 11. 

	2
	
	
	Initiate acknowledged mode data transfer from the SS.

	3
	SS -> MS
	I+S frame
	 

	4
	SS -> MS
	I+S frame
	 The last I+S frame shall have its N(S ) = NSS + i mod 512. Set the A bit to 1 in the last frame of each window and the last frame sent from the SS.

	A5 (optional step)
	MS -> SS
	RR
	Verify whether the RR frames received from the MS have the correct N(R) values. Verify whether all the I+S frames sent from the SS have been acknowledged. 

	B5 (optional step)
	MS -> SS
	RNR
	The SS shall wait for an RR frame before it sends the next I+S frame. If A bit was not set in step 4, SS shall transmit the next I+S frame with A bit set after expiry of timer T201.

	
	
	
	The MS may not send an RR if the A bit is not set in step 4.

	6
	
	
	Repeat from step 4 515 times. 

	7
	
	
	At the end of the test, all the frames sent shall have been acknowledged.
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