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26.11.2.2.3
Multiband signalling / RR / Handover / Multiband BCCH / successful / active call / non synchronized

26.11.2.2.3.1
Conformance requirements

This test relates to cells supporting frequencies in GSM 400, GSM 710, GSM 750, GSM 850, GSM 900, DCS 1 800 and PCS 1900 bands.

The MS shall correctly apply the handover procedure in the non synchronized case when a call is in progress and when handover is performed from a TCH/F without frequency hopping in one band towards a TCH/F either with frequency hopping or not in another band.

References

3GPP TS 04.08 / 3GPP TS 44.018 subclauses 3.4.4 and 9.1.15.

3GPP TS 04.13 subclause 5.2.6.2.

3GPP TS 05.08 subclause 6.7.1.

26.11.2.2.3.2
Test purpose

To test that when the MS is ordered to make a non synchronized handover it sends continuously access bursts on the main DCCH (and optionally on the SACCH) until it receives a PHYSICAL INFORMATION message from the SS. To test that the MS correctly handles the Timing Advance IE in the PHYSICAL INFORMATION. To test that the MS activates the new channel correctly and transmits the HANDOVER COMPLETE message without undue delay.

26.11.2.2.3.3
Method of test

Initial Conditions

For execution counter M =1, 2.

System Simulator:

For 450/900 MS: 2 cells, A and B with same LAI, default parameters except:
Cell A has:


BCCH ARFCN = 263

GSM 450 frequencies:
259, 263, 267, 271, 275, 279, 283, 291.

GSM 900 frequencies:
10, 20, 34, 45, 52, 66, 74, 114.

Cell B has:


BCCH ARFCN = 268

GSM 450 frequencies:
260, 261, 268, 277, 281, 287, 288, 289.

GSM 900 frequencies:
14, 17, 32, 59, 73, 76, 87, 108.

For 480/900 MS: 2 cells, A and B with same LAI, default parameters except:
Cell A has:


BCCH ARFCN = 310

GSM 480 frequencies:
306, 310, 314, 318, 322, 326, 332, 338. 

GSM 900 frequencies:
10, 20, 34, 45, 52, 66, 74, 114.

Cell B has:


BCCH ARFCN = 315

GSM 480 frequencies:
307, 308, 315, 324, 328, 334, 335, 336.

GSM 900 frequencies:
14, 17, 32, 59, 73, 76, 87, 108.

For 450/1 800 MS: 2 cells, A and B with same LAI, default parameters except:
Cell A has:


BCCH ARFCN = 263


GSM 450 frequencies:
259, 263, 267, 271, 275, 279, 283, 291.


DCS 1 800 frequencies:
739, 746, 756, 761, 771, 782, 798, 832.

Cell B has:


BCCH ARFCN = 268


GSM 450 frequencies:
260, 261, 268, 277, 281, 287, 288, 289.


DCS 1 800 frequencies:
743, 749, 758, 764, 779, 791, 829, 844.

For 480/1 800 MS: 2 cells, A and B with same LAI, default parameters except:
Cell A has:


BCCH ARFCN = 310


GSM 480 frequencies:
306, 310, 314, 318, 322, 326, 332, 338.


DCS 1 800 frequencies:
739, 746, 756, 761, 771, 782, 798, 832.

Cell B has:


BCCH ARFCN = 315


GSM 480 frequencies:
307, 308, 315, 324, 328, 334, 335, 336.


DCS 1 800 frequencies:
743, 749, 758, 764, 779, 791, 829, 844.

For 900/1 800 MS: 2 cells, A and B with same LAI, default parameters except:
Cell A has:


BCCH ARFCN = 20


GSM 900 frequencies:
10, 20, 34, 45, 52, 66, 74, 114. 


DCS 1 800 frequencies:
739, 746, 756, 761, 771, 782, 798, 832.

Cell B has:


BCCH ARFCN = 32


GSM 900 frequencies:
14, 17, 32, 59, 73, 76, 87, 108.


DCS 1 800 frequencies:
743, 749, 758, 764, 779, 791, 829, 844.

For 710/1 900 MS, 750/1 900 MS: 2 cells, A and B with same LAI, default parameters except:
Cell A has:


BCCH ARFCN = 457


GSM 710, GSM 750 frequencies:
447, 457, 471, 482, 489, 498, 501, 508.


PCS 1 900 frequencies:
739, 746, 756, 761, 771, 782, 798, 804.

Cell B has:


BCCH ARFCN = 469


GSM 710, GSM 750 frequencies:
451, 454, 469, 496, 500, 503, 505, 506.


PCS 1 900 frequencies:
743, 749, 758, 764, 779, 791, 803, 806.

For 850/1 900 MS: 2 cells, A and B with same LAI, default parameters except:
Cell A has:


BCCH ARFCN = 147


GSM 850 frequencies:
137, 147, 161, 172, 179, 193, 201, 241. 


PCS 1 900 frequencies:
739, 746, 756, 761, 771, 782, 798, 804.

Cell B has:


BCCH ARFCN = 159


GSM 850 frequencies:
141, 144, 159, 186, 200, 203, 214, 235.


PCS 1 900 frequencies:
743, 749, 758, 764, 779, 791, 803, 806.
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