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3
Reference configuration

The reference configuration for the radio subsystem is described in 3GPP TS 45.001.

The micro‑BTS is different from a normal BTS in two ways. Firstly, the range requirements are much reduced whilst the close proximity requirements are more stringent. Secondly, the micro‑BTS is required to be small and cheap to allow external street deployment in large numbers. Because of these differences the micro‑BTS needs a different set of RF parameters to be specified. Where the RF parameters are not different for the micro‑BTS the normal BTS parameters shall apply.

The pico-BTS is an extension of the micro-BTS concept to the indoor environments. The very low delay spread, low speed, and small cell sizes give rise to a need for a different set of RF parameters to be specified.

Multicarrier BTS are classes of BTS, characterized by the ability to, in addition to single carrier operation, process two or more carriers in common active RF components simultaneously, either in multicarrier transmitter only or, in both multicarrier transmitter and multicarrier receiver.

	Next modification


4.2.1
Spectrum due to the modulation and wide band noise

The output RF modulation spectrum is specified in the following tables. A mask representation of this specification is shown in annex A. This specification applies for all RF channels supported by the equipment.

The specification applies to the entire of the relevant transmit band and up to 2 MHz either side.

The specification shall be met under the following measurement conditions:

-
for BTS up to 1800 kHz from the carrier and for MS in all cases:

-
zero frequency scan, filter bandwidth and video bandwidth of 30 kHz up to 1800 kHz from the carrier and 100 kHz at 1800 kHz and above from the carrier, with averaging done over 50 % to 90 % of the useful part of the transmitted bursts, excluding the midamble, and then averaged over at least 200 such burst measurements. Above 1800 kHz from the carrier only measurements centred on 200 kHz multiples are taken with averaging over 50 bursts.

-
for BTS at 1800 kHz and above from the carrier:

-
swept measurement with filter and video bandwidth of 100 kHz, minimum sweep time of 75 ms, averaging over 200 sweeps. All slots active, frequency hopping disabled.

-
when tests are done in frequency hopping mode, the averaging shall include only bursts transmitted when the hopping carrier corresponds to the nominal carrier of the measurement. The specifications then apply to the measurement results for any of the hopping frequencies.

The figures in tables a), b) and c) below, at the vertically listed power level (dBm) and at the horizontally listed frequency offset from the carrier (kHz), are then the maximum allowed level (dB) relative to a measurement in 30 kHz on the carrier.

NOTE:
This approach of specification has been chosen for convenience and speed of testing. It does however require careful interpretation if there is a need to convert figures in the following tables into spectral density values, in that only part of the power of the carrier is used as the relative reference, and in addition different measurement bandwidths are applied at different offsets from the carrier. Appropriate conversion factors for this purpose are given in 3GPP TS 45.050.

For the BTS, the power level is the "actual absolute output power" defined in subclause 4.1.2. If the power level falls between two of the values in the table, the requirement shall be determined by linear interpolation.

In case of the multicarrier BTS classes, the spectrum due to modulation and wideband noise shall also be measured for frequency offsets between 1.8 MHz above the uppermost and below the lowermost carrier, respectively, and 10 MHz outside the transmit band with all carriers operating at full power at minimum frequency spacing. Excluding the third order intermodulation frequencies and related adjacent channels (±200 kHz), the following requirements apply:

-
Depending on the active carrier number N, the value of the spectrum due to modulation and wideband noise given for the measurement with single carrier may not increase by more than calculated from the expression 10∙log (N) dB

-
For frequency offsets smaller than or equal to 6 MHz from the uppermost or lowermost carrier, either this limit shall be applied or the requirement given in 4.7.2 for multicarrier BTS class 1 (-70 dBc), whichever is the less stringent. 

-
For frequency offsets larger than 6 MHz from the uppermost or lowermost carrier and up to 10 MHz outside the transmit band, the requirement above applies except for frequency offsets smaller than the frequency distance between the highest and lowest active carrier plus 200 kHz, where either the limit above or the requirement given in 4.7.2 for multicarrier BTS class 1 (-70 dBc) shall be applied, whichever is the less stringent. 

NOTE: This approach has been chosen to limit the wideband noise in the multicarrier operation by aligning with the performance of normal BTSs transmitting several carriers. These BTSs use combiner stages to feed the antenna which leads to a degradation of the noise performance at the antenna in the way as specified above.

Three types of requirements are specified, depending on symbol-rate and pulse-shaping filter used:

Case A:

Normal symbol rate using linearised GMSK pulse-shaping filter

Case B1:
Higher symbol rate using spectrally narrow pulse shaping filter

Case B2: 
Higher symbol rate using spectrally wide pulse shaping filter

For definition of pulse-shaping filters, see 3GPP TS 45.004.

In this specification the pulse shaping filters in Case B1 and case B2 are referred to as narrow and wide pulse shaping filter respectively.

a1)
GSM 400 and GSM 900 and GSM 850 and GSM 700 MS:

	
	Power 
	100
	200
	250
	400
	( 600
	( 1 800
	( 3 000
	( 6 000

	
	level
	
	
	
	
	< 1 800
	< 3 000
	< 6 000
	

	Case A
	( 39
	+0,5
	‑30
	‑33
	‑60
	‑66
	‑69
	‑71
	‑77

	
	37
	+0,5
	‑30
	‑33
	‑60
	‑64
	‑67
	‑69
	‑75

	
	35
	+0,5
	‑30
	‑33
	‑60
	‑62
	‑65
	‑67
	‑73

	
	( 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑65
	‑71

	Case B1
	( 39
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	37
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	35
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	( 33
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	Power 
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	( 600
	( 1 800
	( 3 000
	( 6 000

	
	level
	
	
	
	
	< 1 800
	< 3 000
	< 6 000
	

	Case B2
	( 39
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	37
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	35
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	( 33
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is ‑54 dB.

NOTE:
** The requirement shall be [tbd] when the wideband pulse shape with the tight spectrum mask is indicated (see Pulse Format Information Element in 3GPP TS 44.060).


Note: 
GSM 700 MS shall also comply to the requirements in the applicable FCC rules [FCC Part 27, Subpart C, Section 27.53]. This may introduce more stringent requirements in frequency bands defined for public safety services.

a2)
GSM 400 and GSM 900 and GSM 850 and MXM 850 and GSM 700 normal BTS:

	
	Power 
	100
	200
	250
	400
	( 600
	( 1 200
	( 1 800
	( 6 000

	
	level
	
	
	
	
	< 1 200
	< 1 800
	< 6 000
	

	Case A
	( 43
	+0,5
	‑30
	‑33
	‑60*
	‑70
	‑73
	‑75
	‑80

	
	41
	+0,5
	‑30
	‑33
	‑60*
	‑68
	‑71
	‑73
	‑80

	
	39
	+0,5
	‑30
	‑33
	‑60*
	‑66
	‑69
	‑71
	‑80

	
	37
	+0,5
	‑30
	‑33
	‑60*
	‑64
	‑67
	‑69
	‑80

	
	35
	+0,5
	‑30
	‑33
	‑60*
	‑62
	‑65
	‑67
	‑80

	
	( 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑65
	‑80

	Case B1
	( 43
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	41
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	39
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	37
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	35
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	( 33
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is ‑56 dB.


Note: 
GSM 700 BTS shall also comply to the requirements in the applicable FCC rules [FCC Part 27, Subpart C, Section 27.53]. This may introduce more stringent requirements in frequency bands defined for public safety services.

a3)
GSM 900 and GSM 850 and MXM 850 and GSM 700 micro-BTS:

	
	Power 
	100
	200
	250
	400
	( 600
	( 1 200
	( 1 800

	
	level
	
	
	
	
	< 1 200
	< 1 800
	

	Case A
	( 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑70

	Case B1
	( 33
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is ‑56 dB.


Note: 
GSM 700 micro-BTS shall also comply to the requirements in the applicable FCC rules [FCC Part 27, Subpart C, Section 27.53]. This may introduce more stringent requirements in frequency bands defined for public safety services.

a4)
GSM 900 and GSM 850 and MXM 850 and GSM 700 pico-BTS:

	
	Power 
	100
	200
	250
	400
	( 600
	( 1 200
	( 1 800
	( 6 000

	
	level
	
	
	
	
	< 1 200
	< 1 800
	< 6 000
	

	Case A
	( 20
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑70
	‑80

	Case B1
	( 20
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is ‑56 dB.


Note: 
GSM 700 pico-BTS shall also comply to the requirements in the applicable FCC rules [FCC Part 27, Subpart C, Section 27.53]. This may introduce more stringent requirements in frequency bands defined for public safety services.

b1)
DCS 1 800 MS:

	
	Power 
	100
	200
	250
	400
	( 600
	( 1 800
	( 6 000

	
	Level
	
	
	
	
	< 1 800
	< 6 000
	

	Case A
	( 36
	+0,5
	‑30
	‑33
	‑60
	‑60
	‑71
	‑79

	
	34
	+0,5
	‑30
	‑33
	‑60
	‑60
	‑69
	‑77

	
	32
	+0,5
	‑30
	‑33
	‑60
	‑60
	‑67
	‑75

	
	30
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑65
	‑73

	
	28
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑71

	
	26
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑61
	‑69

	
	( 24
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑59
	‑67

	Case B1
	( 36
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	34
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	32
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	30
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	28
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	26
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	( 24
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	Power 
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	( 600
	( 1 800
	( 3 000

	
	Level
	
	
	
	
	< 1 800
	< 3 000
	< 6 000

	Case B2
	( 36
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]

	
	34
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]

	
	32
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]

	
	30
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]

	
	28
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]

	
	26
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]

	
	( 24
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is ‑54 dB.

NOTE:
** The requirement shall be [tbd] when the wideband pulse shape with the tight spectrum mask is indicated (see Pulse Format Information Element in 3GPP TS 44.060).


b2)
DCS 1 800 normal BTS:

	
	Power 
	100
	200
	250
	400
	( 600
	( 1 200
	( 1 800
	( 6 000

	
	level
	
	
	
	
	< 1 200
	< 1 800
	< 6 000
	

	Case A
	( 43
	+0,5
	‑30
	‑33
	‑60*
	‑70
	‑73
	‑75
	‑80

	
	41
	+0,5
	‑30
	‑33
	‑60*
	‑68
	‑71
	‑73
	‑80

	
	39
	+0,5
	‑30
	‑33
	‑60*
	‑66
	‑69
	‑71
	‑80

	
	37
	+0,5
	‑30
	‑33
	‑60*
	‑64
	‑67
	‑69
	‑80

	
	35
	+0,5
	‑30
	‑33
	‑60*
	‑62
	‑65
	‑67
	‑80

	
	( 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑65
	‑80

	Case B1
	( 43
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	41
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	39
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	37
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	35
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	( 33
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is ‑56 dB.


b3)
DCS 1 800 micro-BTS:

	
	Power 
	100
	200
	250
	400
	( 600
	( 1 200
	( 1 800

	
	level
	
	
	
	
	< 1 200
	< 1 800
	

	Case A
	35
	+0,5
	‑30
	‑33
	‑60*
	‑62
	‑65
	‑76

	
	( 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑76

	Case B1
	35
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	( 33
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is -56 dB.


b4)
DCS 1 800 pico-BTS:

	
	Power 
	100
	200
	250
	400
	( 600
	( 1 200
	( 1 800
	( 6 000

	
	level
	
	
	
	
	< 1 200
	< 1 800
	< 6 000
	

	Case A
	( 23
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑76
	‑80

	Case B1
	( 23
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is ‑56 dB.


c1)
PCS 1 900 MS:

	
	Power 
	100
	200
	250
	400
	³ 600
	³ 1 200
	³ 1 800
	³ 6 000

	
	level
	
	
	
	
	< 1 200
	< 1 800
	< 6 000
	

	Case A
	³ 33
	+0,5
	‑30
	‑33
	‑60
	‑60
	‑60
	‑68
	‑76

	
	32
	+0,5
	‑30
	‑33
	‑60
	‑60
	‑60
	‑67
	‑75

	
	30
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑60
	‑65
	‑73

	
	28
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑60
	‑63
	‑71

	
	26
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑60
	‑61
	‑69

	
	£ 24
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑60
	‑59
	‑67

	Case B1
	³ 33
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	32
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	30
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	28
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	26
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	£ 24
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	Power 
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	( 600
	( 1 800
	( 3 000
	( 6 000

	
	level
	
	
	
	
	< 1 800
	< 3 000
	< 6 000
	

	Case B2
	³ 33
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	32
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	30
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	28
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	26
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	£ 24
	[tbd]
	[tbd]
	[tbd]
	[tbd][**]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is ‑54 dB.

NOTE:
** The requirement shall be [tbd] when the wideband pulse shape with the tight spectrum mask is indicated (see Pulse Format Information Element in 3GPP TS 44.060).


c2)
PCS 1 900 & MXM 1900 normal BTS:

	
	Power 
	100
	200
	250
	400
	³ 600
	³ 1 200
	³ 1 800
	³ 6 000

	
	level
	
	
	
	
	< 1 200
	< 1 800
	< 6 000
	

	Case A
	³ 43
	+0,5
	‑30
	‑33
	‑60*
	‑70
	‑73
	‑75
	‑80

	
	41
	+0,5
	‑30
	‑33
	‑60*
	‑68
	‑71
	‑73
	‑80

	
	39
	+0,5
	‑30
	‑33
	‑60*
	‑66
	‑69
	‑71
	‑80

	
	37
	+0,5
	‑30
	‑33
	‑60*
	‑64
	‑67
	‑69
	‑80

	
	35
	+0,5
	‑30
	‑33
	‑60*
	‑62
	‑65
	‑67
	‑80

	
	£ 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑65
	‑80

	Case B1
	³ 43
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	41
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	39
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	37
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	35
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	£ 33
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is ‑56 dB.


c3)
PCS 1 900 & MXM 1900 micro-BTS:

	
	Power 
	100
	200
	250
	400
	( 600
	( 1 200
	( 1 800

	
	level
	
	
	
	
	< 1 200
	< 1 800
	

	Case A
	35
	+0,5
	‑30
	‑33
	‑60*
	‑62
	‑65
	‑76

	
	( 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑76

	Case B1
	35
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	( 33
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is -56 dB.


c4)
PCS 1 900 and MXM 1900 pico-BTS:

	
	Power 
	100
	200
	250
	400
	( 600
	( 1 200
	( 1 800

	
	level
	
	
	
	
	< 1 200
	< 1 800
	

	Case A
	( 23
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑76

	Case B1
	( 23
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	NOTE:
* For equipment supporting 8-PSK, 16-QAM or 32-QAM, the requirement for these modulations is -56 dB.


The following exceptions shall apply, using the same measurement conditions as specified above.

i)
In the combined range 600 kHz to 6 MHz above and below the carrier, in up to three bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

ii)
Above 6 MHz offset from the carrier in up to 12 bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed. For the BTS only one transmitter is active for this test.

Using the same measurement conditions as specified above, if a requirement in tables ax), bx) and cx) is tighter than the limit given in the following, the latter shall be applied instead.

iii)
For MS:

	Frequency offset from the carrier
	GSM 400 & GSM 900& GSM 850 & GSM 700
	DCS 1 800 &PCS 1 900

	< 600 kHz
	‑36 dBm
	‑36 dBm

	( 600 kHz, < 1 800 kHz
	‑51 dBm
	‑56 dBm

	( 1 800 kHz
	‑46 dBm
	‑51 dBm


iv)
For normal BTS, whereby the levels given here in dB are relative to the output power of the BTS at the lowest static power level measured in 30 kHz:

	Frequency offset from the carrier
	GSM 400 & GSM 900 & GSM 850 & MXM 850 & GSM 700
	DCS 1 800 & PCS 1 900 & MXM 1900

	< 1 800 kHz
	max {‑88 dB, ‑65 dBm}
	max {‑88 dB, ‑57 dBm}

	( 1 800 kHz
	max {‑83 dB, ‑65 dBm}
	max {‑83 dB, ‑57 dBm}


v)
For micro and pico ‑BTS, at 1 800 kHz and above from the carrier:

	Power Class
	GSM 900 & GSM 850 & MXM 850 & GSM 700
	DCS 1 800 & PCS 1 900 & MXM 1900

	M1
	‑59 dBm
	‑57 dBm

	M2
	‑64 dBm
	‑62 dBm

	M3

P1
	‑69 dBm

‑68dBm
	‑67 dBm

‑65dBm


Using the same measurement conditions as specified above for multicarrier BTS, following exceptions are allowed for BTS belonging to a multicarrier BTS class when one or more carriers are active:

vi) At offsets between 1.8 MHz above the uppermost and below the lowermost carrier, respectively, and 10 MHz outside the transmit band, in bands of 200 kHz width centered on a frequency, which is an integer multiple of 200 kHz, exceptions are allowed for N active carriers at M= 15 + 3* (N-1) or up to maximum 40 bands, whichever the lowest, up to –36 dBm measured in 100 kHz bandwidth, or the requirement according to the  multicarrier BTS class 1 in subclause 4.7.2 (-70 dBc), whichever is less stringent.

	Next modification


4.3.1
Principle of the specification

In this subclause, the spurious transmissions (whether modulated or unmodulated) and the switching transients are specified together by measuring the peak power in a given bandwidth at various frequencies. The bandwidth is increased as the frequency offset between the measurement frequency and, either the carrier, or the edge of the MS or BTS transmit band, increases. The effect for spurious signals of widening the measurement bandwidth is to reduce the allowed total spurious energy per MHz. The effect for switching transients is to effectively reduce the allowed level of the switching transients (the peak level of a switching transient increases by 6 dB for each doubling of the measurement bandwidth). The conditions are specified in the following table, a peak‑hold measurement being assumed.

In case of multicarrier BTS classes, instead of a peak-hold measurement an average measurement is assumed.

Furthermore, the measurement configuration as defined in 4.2.1 for the multicarrier BTS classes shall be applied.

The measurement conditions for radiated and conducted spurious are specified separately in 3GPP TS 51.010 and 3GPP TS 51.02x series. The frequency bands where these are actually measured may differ from one type to the other (see 3GPP TS 51.010 and 3GPP TS 51.02x series).

a)

	Band
	Frequency offset
	Measurement bandwidth

	
	(offset from carrier)
	

	relevant transmit
	( 1,8 MHz
	30 kHz

	band
	( 6 MHz
	100 kHz


b)

	Band
	Frequency offset
	Measurement bandwidth

	100 kHz to 50 MHz
	‑
	10 kHz

	50 MHz to 500 MHz outside the

relevant transmit band
	(offset from edge of the

relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	above 500 MHz outside the
	(offset from edge of the
	

	relevant transmit band
	relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	
	( 10 MHz
	300 kHz

	
	( 20 MHz
	1 MHz

	
	( 30 MHz
	3 MHz


The measurement settings assumed correspond, for the resolution bandwidth to the value of the measurement bandwidth in the table, and for the video bandwidth to approximately three times this value.

NOTE:
For radiated spurious emissions for MS with antenna connectors, and for all spurious emissions for MS with integral antennas, the specifications currently only apply to the frequency band 30 MHz to 4 GHz. The specification and method of measurement outside this band are under consideration.

4.3.2
Base Transceiver Station

4.3.2.1
General requirements

The power measured in the conditions specified in subclause 4.3.1a shall be no more than ‑36 dBm. In case of multicarrier BTS, the less stringent requirement of the requirements in this subclause and the requirements in subclause 4.2.1 in multicarrier operation apply.

The power measured in the conditions specified in subclause 4.3.1b shall be no more than:

	
	
	All BTS except multicarrier BTS
	Multicarrier BTS

	Band
	Frequency offset outside relevant transmit band
	Maximum power limit 
	Maximum power limit
Class 1
	Maximum power limit Class 2

	9 kHz to 1 GHz
	( 2 MHz
	-36 dBm (250 nW)
	-36 dBm
	-25 dBm

	
	( 5 MHz
	-36 dBm
	 -31-2*(Δf - 5) dBm

(Note)
	-20-4,2*(Δf - 5) dBm  
(Note)

	
	( 10 MHz
	-36 dBm
	-36 dBm
	-36 dBm

	1 GHz to 12.75 GHz
	( 2 MHz
	-30 dBm (1 µW)
	-30 dBm
	-25 dBm

	
	( 5 MHz
	-30 dBm
	-25-2*(Δf - 5) dBm 
(Note)
	-20-3*(Δf - 5) dBm (Note)

	
	( 10 MHz
	-30 dBm
	-30 dBm
	-30 dBm

	Note: Δf is the frequency offset outside relevant transmit band in MHz


In addition, applicable protection of critical services, in frequency bands outside the relevant TX band needs to be considered and measures taken to assure uninterrupted operation, according to additional requirements as defined by the regional regulator. 

NOTE 1:
For radiated spurious emissions for BTS, the specifications currently only apply to the frequency band 30 MHz to 4 GHz. The specification and method of measurement outside this band are under consideration.

In the BTS receive band, the power measured using the conditions specified in subclause 4.2.1, with a filter and video bandwidth of 100 kHz shall be no more than :

	
	GSM 900 & GSM 850 & MXM 850 & GSM 700 (dBm)
	DCS 1800 & PCS 1900 & MXM 1900 (dBm)

	Normal BTS
	‑98
	‑98

	Micro BTS M1
	‑91
	‑96

	Micro BTS M2
	‑86
	‑91

	Micro BTS M3

Pico BTS P1
	‑81

‑70
	‑86

-80

	R-GSM 900 BTS
	‑89
	


These values assume a 30 dB coupling loss between transmitter and receiver. If BTSs of different classes are co‑sited, the coupling loss must be increased by the difference between the corresponding values from the table above.

In case of BTSs belonging to a multicarrier BTS class, the measurement of the spurious emissions outside the BTS transmit band shall be conducted for the case of  maximum supported number of carriers at maximum nominal power for each carrier together with the measurement of the switching transients by testing burst on/off keying. For measurements inside the relevant transmit band the measurement conditions and requirement in 4.2.1 regarding operation with more than one carrier active apply.
	Next modification


4.7.2.1
GSM 400, GSM 900, DCS 1800

All the following requirements relate to frequency offsets from the uppermost and lowermost carriers. The peak hold value of intermodulation components over a timeslot, shall not exceed ‑70 dBc or ‑36 dBm, whichever is the less stringent, for frequency offsets between 6 MHz and the edge of the relevant Tx band measured in a 300 kHz bandwidth. 1 in 100 timeslots may fail this test by up to a level of 10 dB. For offsets between 600 kHz to 6 MHz the requirements and the measurement technique is that specified in subclause 4.2.1.

In case of the multicarrier BTS class 1, the average power measured at centre frequency of intermodulation components over a timeslot shall not exceed -70 dBc, -36 dBm or the requirements specified in subclause 4.2.1, whichever is less stringent, for frequency offsets between 1.8 MHz and the edge of the relevant Tx band. The measurement bandwidth for both the carrier and the intermodulation products is 300 kHz for offsets larger than 6 MHz and 100 kHz for offsets between 1.8 and 6 MHz. 

In case of the multicarrier BTS class 2, the average power measured at centre frequency of intermodulation components over a timeslot shall not exceed the values required for multicarrier BTS class 1 except that at third order intermodulation frequencies and their adjacent channels (±200 kHz) the power of the intermodulation components may increase up to -60 dBc or -36 dBm, whichever is less stringent. The measurement conditions regarding frequency offsets and measurement bandwidths are the same as defined for multicarrier BTS class 1.

For multicarrier BTS the intermodulation products shall never exceed -16 dBm, measured in 100 kHz bandwidth, as defined in ITU-R Recommendation SM.329, s4.3 and Annex 7.

The other requirements of subclause 4.3.2 in the band 9 kHz to 12,75 GHz shall still be met. 
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