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	First modification


4.10
BTS Configurations

The present document has been written to specify tests for the standard configurations of BTS which have been assumed in GSM requirements specifications, In particular GSM 05.01, 05.02 and 05.05. However, there are other configurations of BTS which comply with these specifications, but for which the application of these specifications is not fully defined. For some such configurations there may be alternate ways to apply the requirements of this specification to testing of the configuration, or some variation in the test method may be necessary. It may therefore be necessary for the parties to the testing to reach agreement over the method of testing in advance. 

If the BSS is supplied in a number of different environmental enclosures or configurations, it may not be necessary to test RF parameters for each environmental configuration, provided that it can be demonstrated that the equipment has been tested at the worst internal environmental conditions

If a BTS is supplied with a number of different configurations of passive TX antenna combiners, there may be alternate ways to demonstrate the compliance rather than performing the measurements for each configuration. As an example, the worst case configuration of the antenna combiners for a given test shall as a minimum be used for this purpose.

Where alternative interpretations of this specification are possible for a BSS configuration under test, the interpretation which has been adopted in performing the test shall be recorded with the test results.

Where variation in the test method within the present document has been necessary to enable a BSS configuration to be tested, the variation in the test method which has been made in performing the test shall be recorded with the test results. Where possible, agreement should be reached in advance about the nature of such a variation with any party who will later receive the test results.

Possible interpretations of the present document for some common configurations are given in the following subclauses.

4.10.1
Receiver diversity

i)
For the tests in clause 7 of the present document, the specified test signals may be applied to one receiver antenna connector, with the remaining receiver antenna connectors being terminated with 50 ohms.

or

ii)
For the tests in clause 7 of the present document, the specified test signals may be simultaneously applied to each of the receiver antenna connectors.

4.10.2
Duplexers

The requirements of the present document shall be met with a duplexer fitted, if a duplexer is supplied as part of the BSS. If the duplexer is supplied as an option by the manufacturer, sufficient tests should be repeated with and without the duplexer fitted to verify that the BSS meets the requirements of the present document in both cases.

The following tests should be performed with the duplexer fitted, and without it fitted if this is an option.

1)
Subclause 6.3, Mean transmitted RF power, for the highest static power step only, if this is measured at the antenna connector.

2)
Subclause 6.6.2, Conducted spurious emissions from the transmitter antenna connector; outside the BTS transmit band.

3)
Subclause 6.8, Intra base station system intermodulation attenuation.

4)
Subclause 7.4, Multipath reference sensitivity; for the testing of essential conformance, the ARFCNs should be selected to minimize intermodulation products from the transmitters falling in receive channels.

The remaining tests may be performed with or without the duplexer fitted.

NOTE 1:
When performing receiver tests with a duplexer fitted, it is important to ensure that the output from the transmitters does not affect the test apparatus. This can be achieved using a combination of attenuators, isolators and filters.

NOTE 2:
When duplexers are used, intermodulation products will be generated, not only in the duplexer but also in the antenna system. The intermodulation products generated in the antenna system are not controlled by ETSI specifications, and may degrade during operation (e.g. due to moisture ingress). Therefore, to ensure continued satisfactory operation of a BSS, an operator will normally select ARFCNs to minimize intermodulation products falling on receive channels. For testing of complete conformance, an operator may specify the ARFCNs to be used.

4.10.3
Power supply options

If the BSS is supplied with a number of different power supply configurations, it may not be necessary to test RF parameters for each of the power supply options, provided that it can be demonstrated that the range of conditions over which the equipment is tested is at least as great as the range of conditions due to any of the power supply configurations.

This applies particularly if a BSS contains a DC rail which can be supplied either externally or from an internal mains power supply. In this case, the conditions of extreme power supply for the mains power supply options can be tested by testing only the external DC supply option. The range of DC input voltages for the test should be sufficient to verify the performance with any of the power supplies, over its range of operating conditions within the BTS, including variation of mains input voltage, temperature and output current.

4.10.4
Ancillary RF amplifiers

Ancillary RF amplifier: a piece of equipment, which when connected by RF coaxial cables to the BTS, has the primary function to provide amplification between the transmit and/or receive antenna connector of a BTS and an antenna without requiring any control signal to fulfil its amplifying function.

The requirements of the present document shall be met with the ancillary RF amplifier fitted. At tests according to clauses 6 and 7 for TX and RX respectively, the ancillary amplifier is connected to the BTS by a connecting network (including any cable(s), attenuator(s), etc.) with applicable loss to make sure the appropriate operating conditions of the ancillary amplifier and the BTS. The applicable connecting network loss range is declared by the manufacturer. Other characteristics and the temperature dependence of the attenuation of the connecting network are neglected. The actual attenuation value of the connecting network is chosen for each test as one of the applicable extreme values. The lowest value is used unless otherwise stated.

Sufficient tests should be repeated with the ancillary amplifier fitted and, if it is optional, without the ancillary RF amplifier to verify that the BSS meets the requirements of the present document in both cases.

When testing for essential conformance, the following tests should be repeated with the optional ancillary amplifier fitted according to the table below, where x denotes that the test is applicable:

	
	Subclause
	TX amplifier only
	RX amplifier only
	TX/RX amplifiers combined
(Note)

	Receiver
	7.3
	
	x
	x

	tests
	7.6
	
	x
	x

	
	7.7
	
	x
	x

	
	7.9
	
	x
	

	
	6.3
	x
	
	x

	Transmitter
	6.5 (6.5.1 only)
	x
	
	x

	tests
	6.6
	x
	
	x

	
	6.7
	x
	
	x

	
	6.8
	x
	
	x


NOTE:
Combining can be by duplex filters or any other network. The amplifiers can either be in RX or TX branch or in both. Either one of these amplifiers could be a passive network.

For receiver tests only testing on TCH/FS is required

In test according to subclause 7.3 and 6.3 highest applicable attenuation value is applied.

4.10.5
BSS using antenna arrays

A BSS may be configured with a multiple antenna port connection for some or all of its TRXs or with an antenna array related to one cell (not one array per TRX). This section applies to a BSS which meets at least one of the following conditions:

-
the transmitter output signals from  one or more TRX appear at more than one antenna port; or

-
there is more than one receiver antenna port for a TRX or per cell and an input signal is required at more than one port for the correct operation of the receiver (NOTE: diversity reception does not meet this requirement) thus the outputs from the transmitters as well as the inputs to the receivers are directly connected to several antennas (known as „air combining"); or

-
transmitters and receivers are connected via duplexers to more than one antenna.

If a BSS is used, in normal operation, in conjunction with an antenna system which contains filters or active elements which are necessary to meet the GSM requirements, the tests of essential conformance may be performed on a system comprising the BSS together with these elements, supplied separately for the purposes of testing. In this case, it must be demonstrated that the performance of the configuration under test is representative of the system in normal operation, and the conformance assessment is only applicable when the BSS is used with the antenna system.

For testing of essential conformance of such a BSS, the following procedure may be used.

Receiver tests

For each test, the test signals applied to the receiver antenna connectors shall be such that the sum of the powers of the signals applied equals the power of the test signal(s) specified in the test.

An example of a suitable test configuration is shown in figure 1a.




Figure 1a: Receiver test setup

For spurious emissions from the receiver antenna connector, the test may be performed separately for each  receiver antenna connector.

Transmitter tests

For each test, the conformance requirement shall be met by the sum of the signals emitted by each transmitter antenna connector. This may be assessed by separately measuring the signals emitted by each antenna connector and summing the results, or by combining the signals and performing a single measurement. The characteristics (e.g. amplitude and phase) of the combining network should be such that the power of the combined signal is maximised.

An example of a suitable test configuration is shown in figure 1b.
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Figure 1b: Transmitter test setup

For Intermodulation attenuation, the test may be performed separately for each transmitter antenna connector.

4.10.6
BTS supporting 8-PSK modulation

If a TRX supports 8-PSK it shall, unless otherwise stated in the tests in clause 6 to 9, be tested at both GMSK and 8‑PSK modulation unless it can be demonstrated that it is sufficient to test only at GMSK or 8-PSK modulation.

If a BTS is configured with both TRXs supporting 8-PSK and TRXs not supporting 8-PSK, the stated number of TRXs to be tested shall apply to each type of TRX.

4.10.7
BTS supporting additional modulations in EGPRS2

If a TRX supports additional modulations (QPSK, 16-QAM or 32-QAM) it shall, unless otherwise stated in the tests in clause 6 to 9, be tested at GMSK as well as at the additional supported modulation unless it can be demonstrated that it is sufficient to test only at GMSK or the specific additional modulation.

If a BTS is configured with TRXs supporting additional modulations as well as TRXs not supporting additional modulations, the different types of TRX shall be counted separately, and the stated number of TRXs to be tested shall refer to each type of TRX separately.

4.10.8 Supported Symbol Rate

The tests in this specification are applicable to both normal symbol rate and higher symbol rate configurations, unless otherwise stated.

4.10.9 Support of RTTI and/or FANR

All tests are performed for BTTI configuration and without PAN, unless otherwise stated. Additional tests marked as specifically RTTI requirements without and with PAN, as well as BTTI with PAN shall be performed if BTS is declared to support these features.

4.10.10
Multicarrier BTS 

If the BTS belongs to a multicarrier BTS class the configuration and number of TRXs to be used in the test corresponds to the configuration and number of active carriers at each transmitting antenna connector (i.e. at each transmitter output of a multicarrier transmitter or transceiver). The tests shall be repeated for each transmitting antenna connector. 

For a multicarrier BTS, when the test case specifies minimum equal frequency spacing, the following carrier spacings shall be used

· 1.8 MHz for N=2 active carriers,

· 1.0 MHz for N=3 active carriers,

· 600 kHz for N > 3 active carriers.

The tests in this specification are based on the testing of multicarrier configurations for the supported numbers of carriers, operating at declared maximum power for each number of carriers equally distributed among the carriers. All supported numbers of carriers shall be included in the tests unless otherwise stated in the test case. Equipment that passes all the tests in this specification shall also comply in other configurations, with unequal distribution of power among the carriers, as long as these configurations are defined within the limits of total power, power control margin and maximum number of carriers in the multicarrier transmitter. To verify this compliance a test case with unequal power distribution shall be tested:
· If support of four or more active carriers is declared: two carriers are configured to 2 dB higher power  and  two to 4 dB lower power than the declared maximum power at equal distribution. Any additional carrier shall be configured to the declared maximum power at equal distribution. If one carrier needs to be defined as BCCH carrier according to test case, the carrier with highest power shall be used for BCCH.

· If support of less than four active carriers is declared: One carrier is configured to 2 dB higher power  and  one to 4 dB lower power than the declared maximum power at equal distribution. Any additional carrier shall be configured to the declared maximum power at equal distribution. If one carrier needs to be defined as BCCH carrier according to test case, the carriers with highest power shall be used for BCCH. 

If the BTS belongs to a multicarrier BTS class the manufacturer shall declare whether the equipment complies to multicarrier BTS class 1 or 2.

	Next modification


6.5
Adjacent channel power

The modulation, wideband noise and power level switching spectra can produce significant interference in the relevant TX and adjacent bands. The requirements for adjacent channel emissions are tested in two separate tests which intend to measure different sources of emission:

1)
continuous modulation spectrum and wideband noise;

2)
switching transients spectrum.

NOTE:
Both requirements must be met, irrespective of the source of the emission at any particular frequency.

6.5.1
Spectrum due to modulation and wideband noise

6.5.1.1
Test purpose

To verify that the output RF spectrum due to modulation and wideband noise does not exceed the specified levels for an individual transceiver.

6.5.1.2
Test case

The system under test shall be tested with one TRX active or with the BTS equipped with only one TRX, at three frequencies (B, M and T).

a)
All time slots shall be set up to transmit full power GMSK modulated with a pseudo‑random bit sequence of encrypted bits apart from time slot 0 which shall be set up to transmit at full power but may be modulated with normal BCCH data. The pseudo‑random bit sequence may be generated by another pseudo‑random bit sequence inserted before channel encoding in the BSS.

b)
The power level (as used in table 5) shall be measured using the method of subclause 6.3 for each power step to be tested.

c)
Using a filter and video bandwidth of 30 kHz the power shall be measured at the antenna connector on the carrier frequency. The measurement shall be gated over 50 ‑ 90 % of the useful part of the time slot excluding midamble, and the measured value over this part of the burst shall be averaged. The averaging shall be over at least 200 time slots and only the active burst shall be included in the averaging process. The test is performed on one timeslot and not on timeslot 0.

d)
Step c) shall be repeated with the following offsets above and below the carrier frequency:

-
100, 200, 250, 400 kHz; and

-
600 to 1 800 kHz in steps of 200 kHz.

e)
With all time slots at the same power level, step c) and d) shall be repeated for all static power levels specified for the equipment (subclause 6.3).

f)
With a filter and video bandwidth of 100 kHz and all time slots active, the power shall be measured at the antenna connector for frequency offsets beyond 1800 kHz up to 2 MHz outside either side of the relevant TX band. This test shall be made in a frequency scan mode, with a minimum sweep time of 75 ms and averaged over 200 sweeps.

g)
With all time slots at the same power level, step f) shall be repeated for all static power levels specified for the equipment (subclause 6.3).

h)
If the TRX supports 8-PSK modulation, step a) to g) shall be repeated with all time slots set up to transmit 8-PSK modulation apart from timeslot 0 which may be modulated with normal BCCH data.

For a multicarrier BTS, the test methods and conditions in this subclause apply for configurations with one carrier active. For BTS configurations with more than one carrier active, the test in subclause 6.12 shall be performed.

6.5.1.3
Essential Conformance

Test Environment

Normal

Normal BTS Conformance requirement

The test shall be performed for one TRX. In case of a multicarrier BTS the test is performed for each transmitting antenna connector.

For each static power step, the power measured in steps d) to g) of the test cases shall not exceed the limits shown in table 5 for the power level measured in step b), except where one or more of the following exceptions and minimum measurement levels applies:

1)
For a GSM 400, GSM900, GSM 850, MXM 850 or GSM 700 BTS, if the limit according to table 5 is below ‑65 dBm, a value of ‑65 dBm shall be used instead.

2)
For a DCS 1800, PCS 1900 or MXM 1900 BTS, if the limit according to table 5 is below ‑57 dBm, a value of ‑57 dBm shall be used instead.

3)
In the combined range 600 kHz to 6 MHz above and below the carrier frequency, in up to three bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

4)
Above 6 MHz offset from the carrier frequency, in up to 12 bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

5)
In case of multicarrier BTS the exceptions for one carrier in section 6.12.3 apply.

Table 5: Continuous modulation spectrum ‑ maximum limits for BTS

	
	Power

level
	Maximum relative level (dB) at specified carrier offsets (kHz),

using specified measurement (filter)bandwidths (kHz):

	
	(dBm)
	100
	200
	250
	400
	600 to

< 1 200
	1 200 to

< 1 800
	1 800 to

< 6 000
	>6000

	
	as measured in step b)
	Measurement (filter)bandwidth;

30 kHz
	Measurement (filter)

bandwidth; 100 kHz

	Case A
	( 43
	+0,5
	‑30
	‑33
	‑60*
	‑70
	‑73
	‑75
	‑80

	
	41
	+0,5
	‑30
	‑33
	‑60*
	‑68
	‑71
	‑73
	‑80

	
	39
	+0,5
	‑30
	‑33
	‑60*
	‑66
	‑69
	‑71
	‑80

	
	37
	+0,5
	‑30
	‑33
	‑60*
	‑64
	‑67
	‑69
	‑80

	
	35
	+0,5
	‑30
	‑33
	‑60*
	‑62
	‑65
	‑67
	‑80

	
	( 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑65
	‑80

	Case B1
	( 43
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	41
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	39
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	37
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	35
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	
	( 33
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]
	[tbd]

	*  For equipment supporting 8-PSK, 16-QAM or 32-QAM, at normal symbol rate, the requirement at these modulations is -56 dB.


The requirements are specified, depending on symbol-rate and pulse-shaping filter used:

Case A:

Normal symbol rate using linearised GMSK pulse-shaping filter

Case B1:
Higher symbol rate using spectrally narrow pulse shaping filter

The limit values in table 5, at the listed offsets from carrier frequency (kHz), are the ratio of the measured power to the measured power in step c) for the same static power step.

Table 5 provides requirements at discrete power levels. For powers between those specified, linear interpolation should be applied.

Micro and Pico‑BTS Conformance requirement

The test shall be performed for one TRX.

For each static power step, the power measures in steps d) and e) of the test case shall not exceed the limits shown in table 5 for the power level measured in step b), except where one or more of the micro or pico-BTS exceptions and minimum measurement levels applies.

For each static power step, the ratio of the power measured in steps f) and g) of the test case to the power measured in step c) for the same static power step shall not exceed the limits specified in table 5a for GSM900, GSM 850, MXM 850 and GSM 700 and table 5b for DCS1800, PCS 1900 and MXM 1900 systems, except where one or more of the micro or pico-BTS exceptions and minimum measurement levels applies.

Table 5a: Continuous modulation spectrum - maximum limits for GSM900, 
GSM 850, MXM 850 and GSM 700 Micro and Pico-BTS

	Power Class


	
	Maximum relative level (dB) at specified carrier offsets (kHz),

using specified measurement (filter)bandwidths (kHz):

	
	
	1 800 to < 6 000
	> 6 000

	
	
	Measurement (filter) bandwidth;  100kHz

	M1 to M3
	Case A
	-70
	-70

	
	Case B1
	[tbd]
	[tbd]

	P1
	Case A
	-70
	-80

	
	Case B1
	[tbd]
	[tbd]


Table 5b: Continuous modulation spectrum - maximum limits for DCS1800, PCS 1900
and MXM 1900 Micro and Pico-BTS

	Power Class


	
	Maximum relative level (dB) at specified carrier offsets (kHz),

using specified measurement (filter)bandwidths (kHz):

	
	
	1 800 to < 6 000
	> 6 000

	
	
	Measurement (filter) bandwidth;  100kHz

	M1 to M3
	Case A
	-76
	-76

	
	Case B1
	[tbd]
	[tbd]

	DCS 1800 P1
	Case A
	-76
	-80

	
	Case B1
	 [tbd]
	[tbd]

	PCS 1900 and 
MXM 1900
P1
	Case A
	-76
	-76

	
	Case B1
	[tbd]
	[tbd]


The following exceptions and minimum measurement levels shall apply for the micro and pico‑BTS.

1)
In the combined range 600 kHz to 6 MHz above and below the carrier frequency, in up to three bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

2)
Above 6 MHz offset from the carrier frequency, in up to 12 bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

3)
If the limit as specified above is below the values in table 6, then the values in table 6 shall be used instead. This applies to Case A and Case B1.

Table 6: Continuous modulation spectrum ‑ minimum levels for micro and pico‑BTS

	Power Class 
	Maximum spectrum due to modulation and noise in 100 kHz

	
	GSM900, GSM 850, MXM 850 and GSM 700 (dBm)
	DCS1800, PCS 1900 and MXM 1900 (dBm)

	M1
	‑59
	‑57

	M2
	‑64
	‑62

	M3
	‑69
	‑67

	P1
	-68
	-65


6.5.1.4
Complete conformance 

Test Environment:

Normal.

Conformance requirement
The test shall be repeated until each TRX in the configuration has been tested. The essential conformance requirement shall be met for each TRX. For a multicarrier BTS, the test shall be repeated for each transmitting antenna connector.

6.5.1.5
Requirement reference

3GPP TS 45.005 subclause 4.2.1.

6.5.2
Switching transients spectrum

6.5.2.1
Test purpose

To verify that the output RF spectrum due to switching transients does not exceed the specified limits.

6.5.2.2
Test case

The Manufacturer shall declare how many TRXs the BSS supports:

1 TRX:
The TRX shall be tested at B, M and T.

2 TRX:
One shall be configured to support the BCCH and the second TRX shall be activated and tested at B, M and T.

3 TRX: 
One shall be configured to support the BCCH and the other two shall be activated and tested. Tests shall be performed on B, M and T and both TRXs shall be tested on at least one frequency.

4 TRX or more:
One shall be configured to support the BCCH and three TRXs shall be tested, one on B, one on M and one on T.

For a multicarrier BTS, the number of TRXs in the test corresponds to the maximum configurable number of carriers for each antenna port, transmitting at declared maximum power. The carrier spacing shall be at least 2.2 MHz to avoid measuring third order intermodulation products 

If the TRX supporting the BCCH is physically different from the remaining TRX(s), it shall also be tested on B, M and T.

a)
All active time slots shall be GMSK, 8-PSK, QPSK, 16-QAM or 32-QAM modulated with a pseudo‑random bit sequence apart from time slot 0 of the TRX supporting the BCCH which may be modulated with normal data. The power shall be measured at the offsets listed below from one of the carrier frequencies in the configuration with the test equipment parameters below. The reference power for relative measurements is the power measured in a bandwidth of at least 300 kHz for the TRX under test for the time slot in this test with the highest power.

Resolution bandwidth: 30 kHz

Video bandwidth: 100 kHz

Zero frequency scan

Peak hold enabled


The following offsets from the carrier frequency shall be used:

400, 600, 1200, and 1800 kHz.

b)
All timeslots of the TRX or TRXs under test shall be activated at the highest level of static power control and the power measured as described in step a). If synthesizer SFH is supported, the test shall be repeated for the TRX or TRXs which are activated and which do not support the BCCH, with them hopping between B, M and T.

c)
All timeslots of the TRX or TRXs under test shall be activated at the lowest level of static power control and the power measured as described in step a). If synthesizer SFH is supported, the test shall be repeated for the TRX or TRXs which are activated and which do not support the BCCH, with them hopping between B, M and T.

d)
Any active TRX which does not support the BCCH shall be configured with alternate timeslots active at the highest level of static power control and the remaining timeslots idle as illustrated in figure 4 and the power measured as described in step a).

e)
Any active TRX which does not support the BCCH shall be configured with alternate timeslots active at the lowest level of static power control and the remaining timeslots idle as illustrated in figure 4 and the power measured as described in step a).

f)
If the BSS supports dynamic downlink power control, any active TRX which does not support the BCCH shall be configured with transitions between timeslots active at the highest level of static power control and timeslots active at the lowest available level of dynamic power control and idle timeslots, as illustrated in figure 3 and the power measured as described in step a).




NOTE:
Pdmin = The lowest dynamic power step measured in subclause 6.3.

Figure 3: Power/time slot configuration (RF power control)




Figure 4: Power/time slot configuration (no RF power control)

6.5.2.3
Essential conformance

Test environment:
Normal.

Conformance requirement
The power measured shall not exceed the limits shown in table 7, or ‑36 dBm, whichever value is highest.

6.5.2.4
Complete conformance

Test environment:
Normal.

Conformance requirement
The test shall be repeated until all the TRXs specified to be tested have each been tested on the B, M and T.

The power measured shall not exceed the limits shown in table 7, or ‑36 dBm, whichever value is highest.

For multicarrier BTS, the power measured shall not exceed the limits shown in table 7, or ‑36 dBm, or the requirement levels specified and measured using the same measurement method (detector type and bandwidth) as in subclause 6.5.1, Continuous Modulation Spectrum, and increased by 10*LOG(N), where N is the number of active carriers, whichever value is less stringent.

Table 7: Switching transients spectrum ‑ maximum limits

	Offset (kHz):
	Power (dBc): GSM 400, GSM900, GSM 850, MXM 850 and GSM 700

(GMSK)
	Power (dBc): GSM 400, GSM900, GSM 850, MXM 850 and GSM 700

(8-PSK, QPSK, 16-QAM, 32-QAM)
	Power (dBc) DCS1800, PCS 1900 and MXM 1900

(GMSK)
	Power (dBc) DCS1800, PCS 1900 and MXM 1900

(8-PSK, QPSK, 16-QAM, 32-QAM)

	400
	‑57
	‑52
	‑50
	‑50

	600
	‑67
	‑62
	‑58
	‑58

	1200
	‑74
	‑74
	‑66
	‑66

	1800
	‑74
	‑74
	‑66
	‑66


6.5.2.5
Requirement reference

3GPP TS 45.005 subclause 4.2.2.

	Next modification


6.12
Wideband noise and intra BSS intermodulation attenuation in multicarrier operation

6.12.1
Test purpose

To verify that the level of intermodulation products produced inside the relevant TX bands for a multicarrier BTS do not exceed the specified limit when multiple carriers are active. The test is not applicable for GSM 700, GSM 850, MXM 850, PCS 1900 and MXM 1900
6.12.2
Test case

If SFH is supported by the BSS, it shall be disabled during this measurement.

The tests shall be performed per antenna connector for the lowest supported numbers of carriers (≥ 2) and the declared maximum number of carriers transmitting on equal maximum power according to the power declaration for each configuration. 

The equipment shall be operated at equal and minimum frequency spacing specified for the BSS configuration under test. The test is performed for carriers located around M.

For frequency offsets of more than 6 MHz and up to 10 MHz outside the Tx band, the average power shall be measured with a bandwidth of 300 kHz. This shall be measured over sufficient time slots to ensure conformance according to methodology of annex A.1. The reference power for relative measurements is the power measured in a bandwidth of at least 300 kHz for one of the carriers under test.

For frequency offsets in the range 1.8 to 6 MHz the average power shall be measured in a frequency scan mode, with a minimum sweep time of 75 ms and averaged over 200 sweeps. The RF and video filter bandwidth of the measuring instrument shall be 100 kHz. The reference power for relative measurements is the power measured in a bandwidth of at least 100 kHz for one of the carriers under test.

6.12.3
Essential conformance

Test Environment
Normal:

Conformance requirement

For the multicarrier BTS class 1, the average power measured at centre frequency of intermodulation components over a timeslot shall not exceed -70 dBc for frequency offsets between 1.8 MHz and 10 MHz outside the edge of the relevant Tx band. For the multicarrier BTS class 2, the average power measured at centre frequency of intermodulation components over a timeslot shall not exceed the values required for multicarrier BTS class 1 except that at third order intermodulation frequencies and their  adjacent channels (±200 kHz) the power of the intermodulation components may increase up to -60 dBc. 


For multicarrier BTS when more than one carrier is active, in the relevant transmit band, at offsets from the wanted signal carrier frequency between 1.8 MHz and 10 MHz outside the edge of the relevant transmit band, the unwanted emission power, measured as specified in subclause 6.5.1 shall not exceed the requirements specified in subclause 6.5.1, Continuous Modulation Spectrum, increased by 10*LOG(N) dB where N is the number of active carriers, or the requirement given above for the multicarrier BTS class 1, whichever is the less stringent. 

The measurement conditions regarding frequency offsets and measurement bandwidths are the same as defined in subclause 6.5.1 for multicarrier BTS.

At offsets between 1.8 MHz above the uppermost and below the lowermost carrier, respectively, and 10 MHz outside the relevant transmit band, in bands of 200 kHz width centered on a frequency, which is an integer multiple of 200 kHz, exceptions are allowed for N active carriers at M= 15 + 6* (N-1) or up to 60 bands, whichever the lowest, up to –36 dBm measured in 100 kHz bandwidth, or the requirement according to the  multicarrier BTS class 1 above, whichever is less stringent. Channels where IM3 products of any two of the active carriers can occur and corresponding adjacent channels shall not be included in counting the exceptions.


6.12.4
Complete conformance

The requirement of essential conformance shall apply.

6.12.5
Requirement reference

3GPP TS 45.005 subclauses 4.2.1 and 4.7.2.

	End of modifications
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