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1. Overall Description
Two class 2 procedures, eNB Direct Information Transfer and MME Direct Information Transfer, were introduced into the technical specification for S1AP (TS 36.413) in order to support the Network Assisted Cell Change (NACC) from E-UTRAN to GERAN at RAN3#62 meeting in November 2008. For routing purposes in GERAN side, eNB shall construct an appropriate BSSGP RIM PDU including source eNB address and destination GERAN cell address before initiating the eNB Direct Information Transfer procedure.

The SGSN serving the GERAN node need more address information to route the response message, in addition to Global eNB ID, because otherwise SGSN can not guarantee that the response message can be routed to a suitable MME pool according to the Global eNB ID only.
Based on the understanding of RAN3, a suitable MME for the target eNB can be found by the SGSN based on the TAI (Tracking Area Identifier) that is served by the target eNB. This would also align with the routing for the current PS handover procedure. So the structure of the RIM source address should contain two parts, i.e. TAI and the Global eNB ID. The TAI is used by SGSN to find a proper MME pool. And the eNB ID is used by MME to find the proper eNB. This does not preclude other implementation options for the routing, e.g. configuration of additional routing tables. But it enables the reuse of the routing information already in place for PS handover, e.g. routing tables TAI->MME.
For RIM message routing purpose, the TAI included in the RIM Routing Address can be any one TAI that is served by the eNB that requests the information.
2. Actions 

To GERAN2: 
RAN3 kindly request GERAN2 to take RAN3 point of view into account and add TAI into the eNB RIM routing address definition.

To CT4 and SA2:
RAN3 kindly request CT4 and SA2 to take RAN3 point of view into account.

3. Dates of Next RAN3 Meetings:

RAN WG3#63-BIS
23 – 26 March 2009
Seoul (Korea)

RAN WG3#64

4-8 May 2009

San Fransisco (USA)

