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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	…
	…
	…
	…
	…
	…
	
	

	58a.1.2
	Polled Fast Ack/Nack reporting
	Rel-7
	MS supporting Latency Reductions
	
	C468
	
	

	58a.2.1
	Dynamic Allocation/Uplink RTTI TBF/BTTI USF Mode
	Rel-7
	MS supporting Latency Reductions
	
	C468
	
	

	58a.2.2
	Uplink RTTI TBF/ default PDCH pair configuration/Dynamic Allocation/ RTTI USF Mode
	Rel-7
	MS supporting Latency Reductions
	
	C468
	
	

	58a.2.5
	Uplink RTTI TBF/Default PDCH pair configuration/Dynamic Allocation/USF Mode reconfiguration
	Rel-7
	MS supporting Latency Reductions
	
	C468
	
	

	58a.2.6
	Uplink RTTI TBF / One Phase Access Request by Reduced Latency MS / CCCH Case / Contention Resolution
	Rel-7
	MS supporting Latency Reductions
	
	C468
	
	

	58a.2.7
	Concurrent RTTI TBF / Channel Quality Reporting
	Rel-7
	MS supporting Latency Reductions
	
	C468
	
	

	58a.2.8
	Downlink RTTI TBF / default PDCH pair configuration/CCCH case
	Rel-7
	MS supporting Latency Reductions
	
	C468
	
	

	58a.2.9
	Concurrent RTTI TBF/ Explicit PDCH pair configuration
	Rel-7
	MS supporting Latency Reductions
	
	C468
	
	

	58a.2.10
	Concurrent RTTI TBF / Change in TTI Configuration
	Rel-7
	MS supporting Latency Reductions
	
	C468
	
	

	58b.1.1
	Single Carrier Uplink TBF with no Downlink TBF/ DLDC TBF established / No change in Uplink TBF
	Rel-7
	MS supporting Downlink Dual Carrier

	
	C472
	
	

	…
	…
	…
	…
	…
	…
	…
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