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Table A.1b: MS Feature Release Supported

	Item
	MS Feature Release Supported
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Release of GPRS supported.
	3GPP TS 02.60

3GPP TS 22.060
	R97
	C.1b01
	
	TSPC_MS_GPRS_RELEASE
	R97, R98, R99, Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	2
	Release of AMR supported.
	3GPP TS 05.09, 3.4
	R98
	C.1b02
	
	TSPC_MS_AMR_RELEASE
	R98, R99, Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	3
	Release of EGPRS supported.
	3GPP TS 02.60

3GPP TS 22.060
	R99
	C.1b03
	
	TSPC_MS_EGPRS_RELEASE
	R99, Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	4
	Release of RRLP supported.
	3GPP TS 44.031
	R98
	C.b04
	
	TSPC_MS_RRLP_RELEASE
	R98, R99, Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	5
	Release of Higher Layer supported.
	3GPP TS 04.08,

3GPP TS 24.008
	R97
	M
	
	TSPC_MS_HIGHER_LAYER_RELEASE
	R97, R98, R99, Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	x
	Release of Acoustic implementation supported.
	3GPP TS 26.131, 3GPP TS 26.132
	R4
	M
	
	TSPC_MS_AUDIO_RELEASE
	Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	C.1b01
	IF A.2/41 THEN M ELSE N/A
	-- TSPC_GPRS

	C.1b02
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	C.1b03
	IF A.2/42 THEN M ELSE N/A
	-- TSPC_EGPRS

	C.1b04
	IF A.2/59 OR A.2/60 THEN M ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_A-GPS_Assist
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	...
	
	
	
	
	
	
	

	30.5.2
	Listener Side Tone Rating (LSTR)
	Phase 2
	MS with handset and supporting speech except dual mode GSM/3GPP release 1999 handsets
	R1
	C280
	
	

	30.6.1
	Echo Loss (EL)
	Phase 2 up to and including release 1999
	MS with handset and supporting speech except dual mode GSM/3GPP release 1999 handsets
	R1
	C433
	
	

	30.6.2
	Stability margin
	Phase 2 up to and including release 1999
	MS with handset and supporting speech except dual mode GSM/3GPP release 1999 handsets
	R1
	C433
	
	

	30.7.1
	Distortion, Sending
	Phase 2 up to and including release 1999
	MS with handset and supporting speech except dual mode GSM/3GPP release 1999 handsets
	R1
	C433
	
	

	30.7.2
	Distortion, Receiving
	Phase 2
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C280
	
	

	30.8
	Sidetone distortion
	Phase 2
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C280
	
	

	30.9.1
	Out-of-band signals, Sending
	Phase 2
	MS with handset and supporting speech except dual mode GSM/3GPP release 1999 handsets
	R1
	C280
	
	

	30.9.2
	Out-of-band signals, Receiving
	Phase 2
	MS with handset and supporting speech except dual mode GSM/3GPP release 1999 handsets
	R1
	C280
	
	

	30.10.1
	Idle channel noise, Sending
	Phase 2
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C280
	
	

	30.10.2
	Idle channel noise, Receiving
	Phase 2
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C280
	
	

	30.11
	Ambient Noise Rejection
	R96 up to and including release 1999
	MS with handset and supporting speech except dual mode GSM/3GPP release 1999 handsets
	R1
	C433
	
	

	30.12
	Sending sensitivity/frequency response
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C432
	
	

	30.13
	Sending loudness rating
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C432
	
	

	30.14
	Receiving sensitivity/frequency response
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C432
	TSPC_MS_AUDIO_RELEASE
	

	30.15
	Receiving loudness rating
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C432
	
	

	30.16
	Side Tone Masking Rating (STMR) LRGP
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C470
	TSPC_MS_AUDIO_RELEASE
	

	30.17.1
	Echo Loss (EL)
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C432
	
	

	30.17.2
	Stability margin
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C432
	
	

	30.18
	Distortion, Sending
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	R1
	C432
	TSPC_MS_AUDIO_RELEASE
	

	...
	
	
	
	
	
	
	


[ SKIP ] 
Table B.1a: Applicability of tests – Conditions definitions

	...
	
	

	C470
	IF (A.25/57 AND A.25/142) AND (NOT A.25/150) AND (NOT A.25/108) AND (NOT A.25/78) THEN A ELSE N/A
	-- (TSPC_AddInfo_SpeechHandset AND TSPC_AddInfo_Rel4_Acoustic) AND (NOT TSPC_AddInfo_HATS) AND (NOT TSPC_AddInfo_Ear_type33) AND (NOT TSPC_AddInfo_Ear_type34)

	...
	
	

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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