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===== First Change =====

3.1
Abbreviations

In addition to abbreviations in 3GPP TR 21.905 [1] and 3GPP TS 22.060 [2] the following abbreviations apply:

ARQ
Automatic Repeat reQuest

BCS
Block Check Sequence

BEC
Backward Error Correction

BH
Block Header

BTTI
Basic Transmission Time Interval
CCN
Cell Change Notification

CFCCH
Compact Frequency Correction Channel

CPAGCH
Compact Packet Access Grant Channel

CPBCCH
Compact Packet Broadcast Control Channel

CPCCCH
Compact Packet Common Control Channel

CPPCH
Compact Packet Paging Channel

CPRACH
Compact Packet Random Access Channel

CSCH
Compact Synchronization Channel

CS-i
GPRS Coding Scheme i
CU
Cell Update

DAS-i
EGPRS2 Downlink level A modulation and coding Scheme i
DBS-i
EGPRS2 Downlink level B modulation and coding Scheme i
DTM
Dual Transfer Mode

EGPRS
Enhanced GPRS

EGPRS2
Enhanced GPRS phase 2
EFTA
Enhanced Flexible Timeslot Assignment
FANR
Fast Ack/Nack Reporting

FBI
Final Block Indicator
FTA
Flexible Timeslot Assignment
FH
Frame Header

GGSN
Gateway GPRS Support Node

HCS
Header Check Sequence

HSR
Higher Symbol Rate
IR
Incremental Redundancy

LLC
Logical Link Control

MAC
Medium Access Control

MBMS
Multimedia Broadcast/Multicast Service

MCS-i
EGPRS Modulation and Coding Scheme i
MPRACH
MBMS Packet Random Access Channel

NSS
Network and Switching Subsystem

PACCH
Packet Associate Control Channel

PAGCH
Packet Access Grant Channel

PAN
Piggy-backed Ack/Nack

PBCCH
Packet Broadcast Control Channel

PC
Power Control

PCCCH
Packet Common Control Channel

PCS
PAN Check Sequence
PDCH
Packet Data Channel

PDTCH
Packet Data Traffic Channel

PDU
Protocol Data Unit

PFC
Packet Flow Context

PFI
Packet Flow Indentifier

PL
Physical Link

PPCH
Packet Paging Channel

PRACH
Packet Random Access Channel

PSI
Packet System Information

PTCCH
Packet Timing Advance Control Channel

p-t-m
point-to-multipoint

RLC
Radio Link Control

RTTI
Reduced Transmission Time Interval
SGSN
Serving GPRS Support Node 

SNDC
Subnetwork Dependent Convergence

TA
Timing Advance

TBF
Temporary Block Flow

TFI
Temporary Frame Identity

TTI
Transmission Time Interval

UAS-i
EGPRS2 Uplink level A modulation and coding Scheme i
UBS-i
EGPRS2 Uplink level B modulation and coding Scheme i
USF
Uplink State Flag

===== Next Change =====
6.1.5
MS Multislot Capability

The mobile station informs the network of its multislot capability by declaring its multislot class. This implicitly determines a set of parameters that together define (see 3GPP TS 45.002 [11]):

- The minimum time the network should allow the MS between a transmit and receive operations for purposes of re-tuning and/or monitoring.

- Limits on the number of timeslots that the mobile station is capable of receiving and/or transmitting in a TDMA frame.

The MS declares a multislot class for GPRS and, if supported, EGPRS. If EGPRS2 is supported, the multislot class for EGPRS2 is the same as for EGPRS. In addition, if the MS supports EFTA, it may optionally indicate an ‘Alternative EFTA Multislot class’ from which a subset of the above mentioned parameters shall be taken. 
In downlink dual carrier configurations:

-
The DTM EGPRS multislot class applies when Dual Transfer Mode is used, otherwise the EGPRS multislot class applies

-
The maximum number of timeslots in a TDMA frame that the MS can receive is implicitly specified by the applicable multislot class, according to 3GPP TS 45.002 [11].

-
The MS signals to the network whether it supports some reduced value relative to this maximum.

===== Next Change =====
6.6.4.7.2.1
Uplink Packet Transfer

The Packet Uplink Assignment , the Multiple TBF Uplink Assignment, Packet Timeslot Reconfigure and the Multiple TBF Timeslot Reconfigure messages include the list of PDCHs and the corresponding USF value per PDCH for each uplink TBF they assign resources for. A unique TFI is allocated and is thereafter included in each RLC Data and Control Block related to that Temporary Block Flow. The MS monitors the USFs on the downlink PDCHs corresponding to (i.e. with the same timeslot number as) the uplink PDCHs assigned for each TBF and transmits Radio blocks on those PDCHs which currently bear the USF value reserved for the usage of the MS on each TBF.

For a TBF with FANR activated, the MS additionally monitors the downlink PDCHs (respectively PDCH pairs) corresponding to the uplink PDCHs (respectively PDCH pairs) assigned for each TBF to detect the presence of PAN fields containing ack/nack information for that mobile station.
In a downlink dual carrier configuration, the MS shall respond in the radio block indicated by the USF on the same radio frequency channel as the one where the USF was received. The network shall not indicate a combination of USFs which would lead to the allocation to an MS of uplink radio blocks on both radio channels in any given radio block period.
If the resource allocated by the network in the case of extended dynamic allocation does not allow the multislot MS (see 3GPP TS 45.002 [11]) to monitor the USF on all the downlink PDCHs corresponding to the assigned uplink PDCHs, the following rules shall apply:

-
Whenever the MS receives its USF on one downlink PDCH (e.g. on timeslot 0 while timeslots 0, 2 and 3 were assigned), it shall consider the corresponding uplink block and all subsequent ones from the list of assigned PDCHs as allocated (e.g. on 0, 2 and 3). Hence, if the network allocates a block to this MS on an assigned PDCH, it shall also allocate blocks to this MS on all subsequent PDCHs in the list. For each allocated block, the network shall set the USF to the value reserved for the usage of that MS. These rules apply on a block period basis.

-
During block periods where it is transmitting, the MS shall monitor the USF on each downlink PDCH in the list of PDCHs corresponding to the assigned uplink PDCHs, up to and including the last PDCH that the MS is capable of receiving, according to the current uplink timeslot allocation and the switching requirements of its multislot class (see 3GPP TS 45.002 [11]). This rule applies on a block period basis. For example, if timeslots 0, 2 and 3 have been assigned and blocks are currently allocated on timeslots 2 and 3, then during this block period a MS for which Tta=1 or Ttb=1 monitors USF on timeslots 0, 2 and 3. If the reserved value of USF is found on timeslot 0, then the next allocated blocks shall be on timeslots 0, 2 and 3 (thus increasing the timeslot allocation); if the reserved value of USF is found on timeslot 2, then the next allocated blocks shall be on timeslots 2 and 3 (thus maintaining the timeslot allocation unchanged); if the reserved value of USF is found on timeslot 3, then the next allocated block shall be on timeslot 3 (thus reducing the timeslot allocation by one timeslot). And so on for the subsequent block periods. MSs for which Tta>1 or Ttb>1 are unable to monitor the USF on timeslot 3; for these MSs, in order to reduce the timeslot allocation, the network needs to leave at least one block period with no blocks allocated to the MS. Because each Radio Block includes an identifier (TFI), all received Radio blocks are correctly associated with a particular LLC frame and a particular MS, thus making the protocol highly robust. By altering the state of USF, different PDCHs can be "opened" and "closed" dynamically for certain MSs thus providing a flexible reservation mechanism. Additionally, packets with higher priority and pending control messages can temporarily interrupt a data transmission from one MS.

-
In the case of dual transfer mode, if the mobile station supports DTM high multislot class capability, the network may assign uplink PDCHs whose corresponding downlink PDCH can never be monitored by the mobile station because of the presence of the uplink dedicated channel. In this case, the mobile station shall monitor only those downlink PDCHs that are feasible when taking into account the position of the uplink dedicated channel and the switching requirements of its multislot class (see 3GPP TS 45.002 [11]).
The channel reservation algorithm can also be implemented on assignment basis. This allows individual MSs to transmit a predetermined amount of time without interruptions.

The MS may be allowed to use the uplink resources as long as there is queued data on the RLC/MAC layer to be sent from the MS. It can comprise a number of LLC frames. In that sense the radio resources are assigned on the initially “unlimited" time basis. Alternatively, the uplink assignment for each assignment may be limited to a number of radio blocks (e.g. in order to offer more fair access to the medium at higher loads).
In case Enhanced Flexible Timeslot Assignment, EFTA, (see 3GPP TS 45.002 [11]) is used where the MS has no more queued data on the RLC/MAC layer to be transmitted, then the MS shall monitor its assigned downlink PDCH(s), if overlapping with it’s unused uplink PDCH(s).
The selective ARQ operation for the acknowledged RLC/MAC mode is described in Subclause 6.6.4.5. The unacknowledged RLC/MAC mode operation is described in Subclause 6.6.4.6. The non-persistent RLC/MAC mode operation is described in Subclause 6.6.4.6a.

Figure 25 shows an example of message sequence for the (multislot) uplink data transfer with one resource reallocation and possible RLC data block re-transmissions.




Figure 25: An example of dynamic allocation uplink data transfer 

===== End of Changes =====
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