3019
Page 
Draft prETS 300 ???: Month YYYY

3002
Release 8

3GPP TS 51.010-1 V8.3.0 (2009-09)


3GPP TSG-GERAN Meeting #44 
(
 GP-091825
Sophia-Antipolis,France, 17st – 19rd Nov, 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	4287
	(

rev
	-
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Removal of PBCCH and PCCCH functionality in 41.x according to WP table A.1

	
	

	Source to WG:
(

	Telefon AB LM Ericsson, ST-Ericsson

	Source to TSG:
(

	G3new

	
	

	Work item code:
(

	TEI7
	
	Date: (

	28/10/2009

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The PBCCH and PCCCH functionality have been made not applicable in core specifications ..

	
	

	Summary of change:
(

	Following test cases have been removed:
· 41.1.1.1 

· 41.1.1.2

· 41.1.1.3

· 41.1.1.4

· 41.1.2

· 41.1.3

· 41.1.4.1

· 41.1.4.2



	
	

	Consequences if 
(

not approved:
	P-channels will still be used.

	
	

	Clauses affected:
(

	41.1.1, 41.1.2, 41.1.3, 41.1.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	51.010-2

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to R99 and onwards


41
GPRS Paging, TBF establishment/release and DCCH related procedures

41.1
RR / Paging

The paging procedure is used by the network to cause the MS to establish either an RR connection for circuit switched services or a downlink GPRS packet transfer. Normally the MS listens to its paging sub-channel when DRX is used, but this can be modified by the use of different page mode. The correct monitoring of its paging sub-channel on PCCCH or CCCH in different control channel configurations and correct implementation of the paging procedure in the MS are essential. They are the test objectives of this subclause.

41.1.1
Void
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41.1.3
Void


























	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	
	
	


	
	
	
	

	
	
	
	

	
	
	
	




	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


41.1.4
Void






























	
	
	
	

	
	
	
	








	
	
	
	

	
	
	
	


	
	
	
	


	
	
	
	


	
	
	
	

	
	
	
	

























	
	
	
	

	
	
	
	








	
	
	
	

	
	
	
	


	
	
	
	

	
	
	
	


	
	
	
	

	
	
	
	


41.1.5
RR / Paging / on CCCH for GPRS service

41.1.5.1
RR / Paging / on CCCH for GPRS service / normal paging

41.1.5.1.1
RR / Paging / on CCCH for GPRS service / normal paging with P-TMSI successful

41.1.5.1.1.1
Conformance requirements

1.
The network initiates the paging procedure by sending a paging request message on an appropriate paging sub-channel on CCCH. Paging initiation using a paging sub-channel on CCCH is used when sending paging information to a mobile station and PCCCH is not present in the cell.

2.
The mobile station in packet idle mode is required to receive and analyse the paging messages and immediate assignment messages sent on the paging sub-channels on CCCH corresponding to the paging groups determined for it in packet idle mode.

3.
A PAGING REQUEST message may include more than one mobile station identification.

4.
In a PAGING REQUEST message used for the packet paging procedure, the mobile station shall be identified by the P-TMSI (GPRS TMSI) or its IMSI. If the mobile station is identified by the P-TMSI, it shall indicate the receipt of a paging request to the MM sub-layer.

If the mobile station identified by its IMSI, it shall parse the message for a corresponding Packet Page Indication field:

-
if the Packet Page Indication field indicates a paging procedure for RR connection establishment, or the field is not present in the message, the mobile station shall initiate the immediate assignment procedure;

-
if the Packet Page Indication field indicates a packet paging procedure, the mobile station shall indicate the receipt of a paging request to the MM sub-layer.

5.
The mobile station initiates the packet access procedure by scheduling the sending of CHANNEL REQUEST messages on RACH.

References

3GPP TS 04.08 / 3GPP TS 44.018, subclauses 3.3.2.1.1, 3.5.1.1, 3.5.1.2 and 3.5.2.1.

3GPP TS 05.02, subclause 6.5.6.

41.1.5.1.1.2
Test purpose

1.
To verify that the MS in packet idle mode, GPRS attached state, is able to determine its CCCH group and PAGING group and that the MS responds correctly with CHANNEL REQUEST on RACH with cause value of 'packet access' upon receipt of a PAGING REQUEST TYPE 1 message for packet access with paging mode set to normal.

2.
To verify that the MS is able to respond to PAGING REQUEST TYPE 1 for packet access when the MS is addressed with its P-TMSI, but another field of the paging message contains an IMSI different from that of the MS.

3.
To verify that the MS is able to respond to PAGING REQUEST TYPE 2 for packet access when the MS is addressed with its P-TMSI, but other fields of the paging message contain a TMSI and an IMSI different from that of the MS.

4.
To verify that the MS is able to respond to PAGING REQUEST TYPE 3 for packet access when the MS is addressed with its P-TMSI, but other fields of the paging message contain TMSIs different from that of the MS.

41.1.5.1.1.3
Method of test

Initial Conditions

System Simulator:


1 cell, CCCH combined with SDCCH, GPRS supported, PCCCH absent, Max-Retrans = 2, BS_AG_BLKS_RES = 2, BS_PA_MFRMS = 6, SPLIT_PG_CYCLE is supported on CCCH in the cell.

Mobile Station:


The MS is GPRS attached with a TMSI and a P-TMSI allocated, SPLIT PG CYCLE negotiated. The mobile station is in packet idle mode and has left the Transfer non-DRX mode period, i.e. for a R99 or later MS the system simulator shall wait for a period equivalent to the value of the NON_DRX_TIMER parameter before sending the first paging message to the MS.

Specific PICS Statements

-

PIXIT Statements

-

Test Procedure

The test is repeated three times. Each time the MS is paged for the packet paging procedure through a different paging request type message. After receiving a CHANNEL REQUEST with the establishment cause 'one phase access', an open-end TBF is assigned. A USF is assigned to the MS to enable it to transfer an uplink RLC data block. The received data block is acknowledged by the SS with , Final Ack Indicator = '1' , a valid RRBP. The MS sends PACKET CONTROL ACKNOWLEDGEMENT.

Maximum Duration of Test

5 minutes.

Expected Sequence

The test sequence is repeated for k = 1 … 3.

	Step
	Direction
	Message
	Comments

	1A
	SS -> MS
	PAGING REQUEST TYPE 1
	k=1

1st Mobile Identity contains P-TMSI of the MS, 2nd Mobile Identity not present. Sent on PCH.

	1B
	SS -> MS
	PAGING REQUEST TYPE 2
	k=2

1st Mobile Identity contains P-TMSI of the MS, the other two Mobile Identities not addressing the MS. Sent on PCH.

	1C
	SS -> MS
	PAGING REQUEST TYPE 3
	k=3

1st Mobile Identity contains P-TMSI of the MS, the remaining Mobile Identities not addressing the MS. Sent on PCH.

	
	
	
	

	2
	MS -> SS
	CHANNEL REQUEST
	Establishment Cause = "one phase access", received on RACH.

	4
	SS -> MS
	IMMEDIATE ASSIGNMENT 
	Request Reference = pertaining to the message received in step 2. Uplink assignment, sent on AGCH.

	5
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	Sent on PACCH containing USF assigned to the MS.

	6
	MS -> SS
	UPLINK RLC DATA BLOCK (not L3 Message)
	LLC PDU implicitly indicating paging response, containing TLLI in the RLC/MAC header. Received on uplink PDTCH assigned in step 4.

	7
	SS -> MS
	PACKET UPLINK ACK/NACK
	acknowledge the received RLC data block, Final Ack Indicator = '1' , a valid RRBP. Sent on PACCH.

	8
	MS -> SS
	PACKET CONTROL ACKNOWLEDGEMENT
	acknowledge the RLC control message. Received on PACCH.

	
	
	
	


Specific Message Contents

IMMEDIATE ASSIGNMENT message in step 4:

	Dedicated mode or TBF
	

	
- T/D
	TBF

	
- Downlink
	0 , no meaning

	
- TMA
	0, no meaning

	Packet Channel Description
	

	
- Channel Type
	'00001' spared

	
- TN
	Chosen arbitrarily

	
- TSC
	Chosen arbitrarily

	
- 
	0

	
- 
	00 (Binary)

	
- ARFCN
	For GSM 450: 267

For GSM 480: 315

For GSM 700, T-GSM 810: 470

For GSM 850: 160

For GSM 900: 30

For DCS 1 800: 650 

For PCS 1 900: 650

	Request Reference
	Pertaining to last Channel Request sent by the MS.

	Timing Advance
	

	
- Timing advance value
	30 bit periods.

	Mobile Allocation
	

	
- Length
	0

	Starting Time
	Not present.

	IA rest octets
	

	
- 
	HH

	
-
	00 (packet uplink assignment)

	
- Packet Uplink Assignment
	

	

- Assign a TBF
	1, Dynamic allocation

	

- TFI_ASSIGNMENT
	chosen arbitrarily

	

- POLLING
	0, no

	- 
	0, dynamic allocation

	- USF
	chosen arbitrarily

	- USF granularity
	0, single block

	- 0|1 <P0 >
	0

	

- CHANNEL_CODING_COMMAND
	00, CS-1

	

- TLLI_BLOCK CHANNEL_CODING
	00, CS-1

	

- 0|1 <ALPHA >
	1

	

- ALPHA
	0.5

	

- GAMMA
	For GSM 450, +8 dBm

For GSM 480, +8 dBm

For GSM 700, T-GSM 810, +8 dBm

For GSM 850, +8 dBm

For GSM 900, +8 dBm

For DCS 1 800, +6 dBm

For PCS 1 900, +6 dBm

	

- {0|1<TIMING_ADVANCE_INDEX>}
	0 ( no timing advance index)

	

- {0|1<TBF_STARTING_TIME>}
	0 (starting time field is absent)

	
- spare padding
	Spare Padding
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