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6.5.1.3
Essential Conformance

Test Environment
Normal

Normal BTS Conformance requirement

The test shall be performed for one TRX. In case of a multicarrier BTS the test is performed for each transmitting antenna connector.
For each static power step, the power measured in steps d) to g) of the test cases shall not exceed the limits shown in table 5 for the power level measured in step b), except where one or more of the following exceptions and minimum measurement levels applies:

1)
For a GSM 400, GSM900, GSM 850, MXM 850 or GSM 700 BTS, if the limit according to table 5 is below ‑65 dBm, a value of ‑65 dBm shall be used instead.

2)
For a DCS 1800, PCS 1900 or MXM 1900 BTS, if the limit according to table 5 is below ‑57 dBm, a value of ‑57 dBm shall be used instead.

3)
In the combined range 600 kHz to 6 MHz above and below the carrier frequency, in up to three bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

4)
Above 6 MHz offset from the carrier frequency, in up to 12 bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

5)
In case of multicarrier BTS operating with one carrier, the level and number of allowable exceptions up to 10MHz outside the relevant transmit band as defined in section 6.12.3 using N= 1 apply.

6)
In case of multicarrier BTS for all applicable frequency bands, if the limit according to table 5 is below ‑47 dBm, this value shall be used instead.

Table 5: Continuous modulation spectrum ‑ maximum limits for BTS

	
	Power

level
	Maximum relative level (dB) at specified carrier offsets (kHz),

using specified measurement (filter)bandwidths (kHz):

	
	(dBm)
	100
	200
	250
	400
	600 to

< 1 200
	1 200 to

< 1 800
	1 800 to

< 6 000
	>6000

	
	as measured in step b)
	Measurement (filter)bandwidth;

30 kHz
	Measurement (filter)

bandwidth; 100 kHz

	Case 1
	( 43
	+0,5
	‑30
	‑33
	‑60*
	‑70
	‑73
	‑75
	‑80

	
	41
	+0,5
	‑30
	‑33
	‑60*
	‑68
	‑71
	‑73
	‑80

	
	39
	+0,5
	‑30
	‑33
	‑60*
	‑66
	‑69
	‑71
	‑80

	
	37
	+0,5
	‑30
	‑33
	‑60*
	‑64
	‑67
	‑69
	‑80

	
	35
	+0,5
	‑30
	‑33
	‑60*
	‑62
	‑65
	‑67
	‑80

	
	( 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑65
	‑80

	*  For equipment supporting  QPSK, 8-PSK, 16-QAM or 32-QAM, at normal symbol rate, the requirement at these modulations is -56 dB.


The requirements are specified, depending on symbol-rate and pulse-shaping filter used:

Case 1:

Normal symbol rate using linearised GMSK pulse-shaping filter and higher symbol rate using   spectrally narrow pulse shaping filter

The spectrally narrow pulse shaping filter in Case 1 and the spectrally wide pulse shaping filter in Case 2  are in this specification referred to as narrow and wide pulse shaping filter respectively. The limit values in table 5, at the listed offsets from carrier frequency (kHz), are the ratio of the measured power to the measured power in step c) for the same static power step.

Table 5 provides requirements at discrete power levels. For powers between those specified, linear interpolation should be applied.

Micro and Pico‑BTS Conformance requirement

The test shall be performed for one TRX.

For each static power step, the power measures in steps d) and e) of the test case shall not exceed the limits shown in table 5 for the power level measured in step b), except where one or more of the micro or pico-BTS exceptions and minimum measurement levels applies.

For each static power step, the ratio of the power measured in steps f) and g) of the test case to the power measured in step c) for the same static power step shall not exceed the limits specified in table 5a for GSM900, GSM 850, MXM 850 and GSM 700 and table 5b for DCS1800, PCS 1900 and MXM 1900 systems, except where one or more of the micro or pico-BTS exceptions and minimum measurement levels applies.

Table 5a: Continuous modulation spectrum - maximum limits for GSM900, 
GSM 850, MXM 850 and GSM 700 Micro and Pico-BTS

	Power Class


	
	Maximum relative level (dB) at specified carrier offsets (kHz),

using specified measurement (filter)bandwidths (kHz):

	
	
	1 800 to < 6 000
	> 6 000

	
	
	Measurement (filter) bandwidth;  100kHz

	M1 to M3
	Case 1
	-70
	-70

	P1
	Case 1
	-70
	-80


Table 5b: Continuous modulation spectrum - maximum limits for DCS1800, PCS 1900
and MXM 1900 Micro and Pico-BTS

	Power Class


	
	Maximum relative level (dB) at specified carrier offsets (kHz),

using specified measurement (filter)bandwidths (kHz):

	
	
	1 800 to < 6 000
	> 6 000

	
	
	Measurement (filter) bandwidth;  100kHz

	M1 to M3
	Case 1
	-76
	-76

	DCS 1800 P1
	Case 1
	-76
	-80

	PCS 1900 and 
MXM 1900
P1
	Case 1
	-76
	-76


The following exceptions and minimum measurement levels shall apply for the micro and pico‑BTS.

1)
In the combined range 600 kHz to 6 MHz above and below the carrier frequency, in up to three bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

2)
Above 6 MHz offset from the carrier frequency, in up to 12 bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

3)
If the limit as specified above is below the values in table 6, then the values in table 6 shall be used instead. 

Table 6: Continuous modulation spectrum ‑ minimum levels for micro and pico‑BTS

	Power Class 
	Maximum spectrum due to modulation and noise in 100 kHz

	
	GSM900, GSM 850, MXM 850 and GSM 700 (dBm)
	DCS1800, PCS 1900 and MXM 1900 (dBm)

	M1
	‑59
	‑57

	M2
	‑64
	‑62

	M3
	‑69
	‑67

	P1
	-68
	-65
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